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ABOUT DENSO 

An OE Heritage 

DENSO is one of the world's largest automotive component suppliers with over $38 billion in annual sales. We supply 
every major auto manufacturer in the world, providing them with the quality and innovation they need to remain on 
the leading edge of automotive technology. In addition to our automotive customers, we also supply components to 
virtually all heavy-duty manufacturers worldwide. For decades we have helped all of our customers to become giants 
in their industries. 

Unsurpassed Quality 

At DENSO we know that one of the major keys to success for our company and our customers is an unwavering 
commitment to quality. We strive for, and achieve, zero defects for parts manufactured in the millions in DENSO 
facilities that are TS16949, IS09000, and IS014000 certified. This dedication to quality is clearly recognized by the 
industry as DENSO has received such prestigious awards as the Deming Award for Quality, the J.D. Power and 
Associates Chairman's Award and numerous supplier awards for quality from companies like Toyota, Lexus, 

General Motors and Chrysler. 

Bringing It All To The Aftermarket 

In the 1980s, DENSO became the first to mass-produce the platinum spark plug and offer it in the aftermarket. A 
decade later we introduced the world's most advanced spark plug, Iridium Power®, which revolutionized the concept 
of the aftermarket performance plug. By the late 1990s, the 
world watched with great interest as DENSO unveiled a line of 
OE-standard premium replacement components under the First 
Time Fit® brand. Today, the First Time Fit line of products includes 
A/C compressors, cabin air filters, condensers, evaporators, 
radiators, receiver driers, expansion devices, starters, alternators, 
oxygen sensors, fuel pumps, oil and air filters, ignition wire sets 
and wiper blades. 

Better By Design 

As you can see, we've spent decades perfecting our craft — a claim few automotive component manufacturers can 
make. Clearly the DENSO commitment to quality, innovation, and advanced technology is the reason our automotive 
and heavy-duty components truly are better by design. 


DENSO is one of the world's 
largest automotive component 
suppliers with over $38 billion 
in annual sales. 
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SAFETY PRECAUTIONS 

• Mixtures of gasoline and air can result in combustion when exposed to an ignition source. Maintain a suitable 
work environment for gasoline fuel system repairs to reduce the chance for combustion. 

• Always wear safety goggles. 

• Avoid skin contact with gasoline. 

• Always work in a well-ventilated area. 

• Never perform the fuel pump replacement procedures where fuel vapors may come in contact with an 
ignition source including static electricity. 

• Always use OSHA approved gasoline storage containers. 

• Always use an OSHA approved transfer pump for gasoline. 

• When performing fuel system repairs, always have a class ABC Multipurpose Dry Chemical fire extinguisher 
within easy reach at all times. 

• Do not smoke or work near an open flame or sparks when working on the fuel system. 

• The fuel system may be under pressure. Opening a fuel system under pressure may allow fuel and fuel vapor 
to reach a possible ignition source or come in contact with you. 

• Follow the vehicle manufacturer's recommended procedures to relieve pressure in the fuel system. Be sure 
that pressure has been relieved from the delivery side of the fuel system as well as the return side. 

• Disconnect the negative (-) cable from the battery and position it so it cannot accidentally make contact with 
the negative (-) battery post during the fuel pump replacement procedure. 

• It may not be possible to relieve fuel pressure completely. When opening the fuel system, always take 
precautions to reduce the chance of fuel or fuel vapor reaching a possible ignition source or coming in 
contact with you. 

• NOTE: Some vehicles require "Idle Learn Procedure."The ECM needs to relearn the IAC valve position. Refer to 
the appropriate workshop manual for the necessary procedures. 
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FUEL PUMP WARRANTY POLICY 


12-Month Limited Warranty 

DENSO Products and Services Americas, Inc. (DENSO) warrants its fuel pump to be free from defects in materi¬ 
al or workmanship for a period of 12 months from the date of initial purchase. The fuel pump must be used 
with a DENSO or OE comparable new pump strainer for the warranty to apply. In the event that DENSO 
does not offer the pump strainer for a particular application, an OE pump strainer from a dealer or an 
OE comparable competitor pump strainer must be used. The warranty is available only to the original 
purchaser as long as he or she owns the vehicle on which the fuel pump was originally installed, under 
normal conditions of use and service in accordance with this warranty. The dealer's service outlet or parts 
store will replace the defective fuel pump with proof of purchase if returned during the warranty term. 

DENSO MAKES NO WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. DENSO'S 
LIABILITY FOR DEFECTIVE PRODUCT IS EXPRESSLY LIMITED TO THE REPLACEMENT OF THE PRODUCT ONLY 
AND DOES NOT INCLUDE THE COST OF LABOR TO REMOVE OR INSTALL THE PRODUCT. 


This Warranty Does Not Cover: 

• Cost of labor to remove or install the product. 

• Damage to any vehicle components as a result of failure by any DENSO component. 

• Any or all economic losses due to failure of DENSO component. 

• Racing applications, non-automotive applications, and commercial vehicles such as buses, taxies, 
or delivery vehicles. 

• Damage to fuel pump from improper installation, abuse or neglect. 

• Fuel pumps returned without the replaced suction filter attached to the purchased pump. 


DENSO reserves the right to make changes in design or improvements on its product without creating or 
assuming any obligation to install or implement the same on its products previously sold. 

DENSO'S WARRANTY STATED ABOVE IS THE ONLY WARRANTY PROVIDED BY DENSO WITH RESPECT TO ITS 
PRODUCT AND IS IN LIEU OF ALL OTHER OBLIGATIONS ON THE PART OF DENSO FOR DAMAGES ARISING 
OUT OF OR IN CONNECTION WITH THE SALE, USE OR PERFORMANCE OF THE PRODUCT, INCLUDING WITHOUT 
LIMITATION, ANY LOST PROFITS, OR ANY OTHER CONSEQUENTIAL, INCIDENTAL, SPECIAL OR EXEMPLARY 
DAMAGES OF ANY KIND. ALL OTHER WARRANTIES INCLUDING OF MERCHANTABILITY AND FITNESS FOR A 
PARTICULAR PURPOSE ARE HEREBY EXPRESSLY DISCLAIMED. 

This warranty gives you specific legal rights. Some states' laws do not allow limitations on the duration of 
implied warranties or the exclusion of incidental or consequential damages, therefore, some or all of the 
limitations and exclusions stated above maybe not apply to you. You may also have other rights according 
to state law, which vary from state to state. 
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A PROPOS DE DENSO 

Un heritage OE 

DENSO est I'un des plus grands fournisseurs de pieces automobiles au monde, avec plus de 38 milliards de dollars de 
ventes annuelles. Nous fournissons tous les grands fabricants automobiles au monde, en mettant a leur disposition 
les innovations et la qualite dont ils ont besoin pour conserver une longueur d'avance en matiere de technologie 
automobile. En plus de nos clients du secteur automobile, nous fournissons egalement des pieces a tous les fabricants 
OE a travers le monde. Depuis des decennies, nous avons aide tous nos clients a devenir des geants dans leurs 
secteurs d'activites. 

Qualite inegalee 

Chez DENSO, nous savons que I'une des cles majeures de la reussite de notre entreprise et de nos clients est 
^engagement sans faille pour la qualite. Nous recherchons et nous obtenons I'objectif « zero defaut» pour les 
millions de pieces fabriquees dans les usines DENSO, qui sont certifies aux normes TS16949, IS09000 et IS014000. 

Ce devouement pour la qualite est clairement reconnu par I'industrie et se traduit par les prestigieux prix attribues a 
DENSO tels que le prix Deming Award pour la qualite, le prix J.D. Power and Associates Chairman's Award et plusieurs 
prix des clients pour la qualite, attribues par des entreprises telles que Toyota, Lexus, General Motors et Chrysler. 

La meilleure qualite sur le marche des pieces de rechange 

Dans les annees 1980, DENSO devint le premier a produire en masse la bougie d'allumage en platine et a I'offrir 
au marche des pieces de rechange. Une decennie plus tard, nous avons introduit la bougie d'allumage la plus 
perfectionnee au monde, Iridium Power®, qui a revolutionne le 
concept de bougie de performance sur le marche des pieces 
de rechange. Vers la fin des annees 1990, le monde a observe 
avec un grand interet I'innovation par DENSO, par le biais d'une 
gamme de pieces de remplacement haut de gamme conformes 
aux normes OE sous la marque First Time Fit®. De nos jours, la 
gamme de produits First Time Fit comprend des compresseurs 
de climatisation, des filtres a air d'habitacle, des condenseurs, 
des evaporateurs, des radiateurs, des reservoirs deshydrateurs, 
des dispositifs d'expansion, des demarreurs, des alternateurs, des 
capteurs d'oxygene, des pompes a carburant, des filtres a huile et 
a air, des jeux de cable d'allumage et des balais d'essuie-glace. 

Superieurs de par 

leur conception 

Comme vous le constatez, au 
cours des decennies, nous 
avons perfectionne notre art, 
ce que peu de fabricants de 
pieces automobiles peuvent 
affirmer. L'engagement 
de DENSO pour la qualite, 

I'innovation et la technologie 
avancee, est clairement la 
raison pour laquelle nos 
pieces automobiles et nos 
pieces pour machineries 
lourdes sont veritablement 
superieures de par leur 
conception. 



[ DENSO est I'un des plus 

grands fournisseurs de pieces 
automobiles au monde, avec 
plus de 38 milliards de dollars de 
ventes annuelles. 


FI 
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MESURES DE SECURITE 

• Les melanges d'essence et d'air peuvent causer une combustion en cas deposition a une source d'inflammation. 
Maintenez un environnement de travail adapte aux reparations de systemes d'alimentation en carburant afin de 
reduire les risques de combustion. 

• Portez toujours des lunettes de securite. 

• Evitez le contact de I'essence avec la peau. 

• Travaillez toujours dans un espace bien ventile. 

• N'effectuez jamais des procedures de remplacement de la pompe a carburant dans un endroit ou des vapeurs de 
carburant peuvent entrer en contact avec une source d'inflammation, y compris I'electricite statique. 

• Utilisez toujours des recipients de stockage d'essence approuves par I'OSHA. 

• Utilisez toujours une pompe de transfert d'essence approuvee par I'OSHA. 

• Lors des reparations du systeme d'alimentation en carburant, ayez toujours a portee de la main un extincteur 
multifonctionnel a poudre chimique de classe ABC. 

• Ne fumez pas et ne travaillez pas a proximite d'une flamme nue ou d'etincelles lors des travaux sur le systeme 
d'alimentation en carburant. 

• Le systeme d'alimentation en carburant peut etre sous pression. L'ouverture d'un systeme sous pression peut 
permettre la circulation du carburant ou de la vapeur de carburant vers une eventuelle source d'inflammation ou vers 
vous. 

• Pour baisser la pression dans le systeme d'alimentation en carburant, suivez les procedures recommandees par le 
fabricant du vehicule. Assurez-vous que la pression baisse du cote de refoulement du systeme d'alimentation en 
carburant ainsi que du cote de reprise. 

• Debranchez le cable de mise a la terre (-) de la batterie et placez-le de sorte qu'il ne puisse pas entrer 
accidentellement en contact avec la borne negative (-) de la batterie pendant la procedure de remplacement de la 
pompe a carburant. 

• II peut etre impossible de baisser completement la pression du carburant. Lors de l'ouverture du systeme 
d'alimentation en carburant, prenez toujours des mesures pour reduire la possibility que le carburant ou la vapeur du 
carburant entre en contact avec une source d'inflammation ou avec vous. 

• REMARQUE : Certains vehicules necessitent la procedure d'apprentissage en mode ralenti. L'ECM necessite une 
nouvelle acquisition de la position de la soupape IAC. Pour connaitre les procedures appropriees, reportez-vous au 
manuel d'atelier approprie. 
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POLITIQUE DE GARANTIE 
DE LA POMPE A CARBURANT 


Garantie limitee de 12 mois 

DENSO Products and Services Americas, Inc. (DENSO) garantit que sa pompe a carburant est exempte de vices 
de materiaux ou de fabrication pour une periode de 12 mois a compter de la date de I'achat initial. La pompe 
a carburant doit etre utilisee avec une nouvelle crepine de pompe DENSO ou OE comparable pour que 
la garantie s'applique. Dans le cas ou DENSO n'offre pas la crepine de la pompe pour une application 
particuliere, une crepine de pompe OE d'un concessionnaire ou une crepine de pompe OE comparable 
d'un concurrent doit etre utilisee. La garantie est uniquement disponible pour I'acheteur d'origine tant et aussi 
longtemps qu'il ou elle est proprietaire du vehicule sur lequel la pompe a carburant a ete installee a I'origine, dans les 
conditions normales d'utilisation et d'entretien confomnement a cette garantie. Le magasin des sorties d'entretien et 
des pieces de rechange du concessionnaire, remplacera la pompe a carburant defectueuse en presence d'une preuve 
d'achat, si elle est renvoyee pendant la duree de la garantie. 

DENSO NE DONNE AUCUNE GARANTIE DE QUALITE MARCHANDE OU D'ADEQUATION A UN USAGE PARTICULAR. LA 
RESPONSABILITE DE DENSO POUR UN PRODUIT DEFECTUEUX EST EXPRESSEMENT LIMITEE AU REMPLACEMENT DU 
PRODUIT UNIQUEMENT ET N'INCLUT PAS LE COLJT DU TRAVAIL POUR RETIRER OU INSTALLER LE PRODUIT. 


Cette garantie ne couvre pas : 

• Cout du travail pour retirer ou installer le produit. 

• Dommages causes a des composants du vehicule a la suite d'un dysfonctionnement de tout composant 
DENSO. 

• Tout ou partie des pertes economiques dues a un dysfonctionnement d'un composant DENSO. 

• Les applications de course, les applications non automobiles et les vehicules utilitaires tels que les bus, les 
taxis et les vehicules de livraison. 

• Dommages a la pompe a carburant dus a une installation incorrecte, un mauvais usage ou la negligence. 

• Pompes a carburant renvoyees sans le filtre d'aspiration de rechange envoye avec la pompe achetee. 


DENSO se reserve le droit d'apporter des modifications ou des ameliorations a la conception de son produit sans creer 
ou assumer aucune obligation d'installer ou de mettre en oeuvre les merries sur ses produits vendus auparavant. 

LA GARANTIE DE DENSO MENTIONNEE CI-DESSUS EST LA SEULE GARANTIE OFFERTE PAR DENSO A L'EGARD DE SES 
PRODUITS ETTIENT LIEU DETOUTES LES OBLIGATIONS DE LA PART DE DENSO POUR LES DOMMAGES DECOULANT 
DE, OU EN RELATION AVEC LA VENTE, L'UTILISATION OU LA PERFORMANCE DU PRODUIT, Y COMPRIS, SANS 
LIMITATION, TOUTE PERTE DE PROFITS OU TOUT AUTRE DOMMAGE CONSEQUENT, FORTUIT, SPECIAL OU EXEMPLAIRE 
DE TOUTE NATURE. TOUTES LES AUTRES GARANTIES, Y COMPRIS LES GARANTIES DE QUALITE MARCHANDE ET 
D'ADEQUATION A UN USAGE PARTICULAR SONT PAR LA PRESENTE EXPRESSEMENT EXCLUES. 


Cette garantie vous donne des droits legaux specifiques. Certaines lois etatiques n'autorisent pas les limitations sur 
la duree d'une garantie implicite ou I'exclusion des dommages indirects ou consecutifs, par consequent, certaines ou 
toutes les limitations et exclusions enoncees ci-dessus pourraient ne pas s'appliquer a vous. Vous pouvez egalement 
avoir d'autres droits selon les lois etatiques, qui varient d'un etat a I'autre. 
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ACERCA DE DENSO 

Un legado de equipos originales (OE, por sus siglas en ingles) 

DENSO es uno de los proveedores de componentes de la industria automotriz mas grandes a nivel mundial con mas 
de $38 mil millones de ventas anuales. Proveemos a todos los principales fabricantes de automoviles del mundo y 
les brindamos la calidad e innovacion que necesitan para permanecer a la vanguardia de la tecnologfa automotriz. 
Ademas de nuestros clientes de esta industria, tambien proveemos componentes a casi todos los fabricantes de 
equipos originales en todo el mundo. Durante decadas, hemos ayudado a todos nuestros clientes a convertirse en 
gigantes dentro de sus industrias. 

Calidad insuperable 

En DENSO sabemos que una de las claves principales del exito para nuestra companfa y nuestros clientes es el 
compromiso inquebrantable con la calidad. Nos esforzamos y logramos que no haya defectos en las partes fabricadas 
de a millones en las instalaciones de DENSO certificadas bajo las normas TS16949, IS09000 e IS014000. Esta 
dedicacion a la calidad es claramente reconocida por la industria, dado que DENSO ha recibido premios prestigiosos, 
como el premio Deming (Deming Award) por calidad, el premio del Presidente de J.D. Power and Associates (J.D. 
Power and Associates Chairman's Award) y numerosos premios de proveedores por la calidad, otorgados por 
empresas como Toyota, Lexus, General Motors y Chrysler. 


Todo en el mercado de posventa 

En la decada de 1980, DENSO se convirtio en el primero en producir en serie la bujfa de encendido de platino y 
ofrecerla en el mercado de posventa. Una decada mas tarde, presentamos la bujfa de encendido mas avanzada 
del mundo, la Iridium Power® la cual revoluciono el concepto de bujfa de rendimiento en el mercado de posventa. 
A fines de la decada de 1990, el mundo observo con un gran 
interes como DENSO anunciaba una Ifnea de componentes de 
reemplazo estandar de equipos originales de calidad superior 
bajo la marca First Time Fit®. Actualmente, la Ifnea de productos 
First Time Fit incluye: compresores de AA, filtros de aire de cabina, 
condensadores, evaporadores, radiadores, receptores secadores, 
dispositivos de expansion, arrancadores, alternadores, sensores de 
oxfgeno, bombas de combustible, filtros de aceite y de aire, juegos 
de cables de encendido y escobillas limpiaparabrisas. 


DENSO es uno de los proveedores 
de componentes de la industria 
automotriz mas grandes a nivel 
mundial con mas de $38 mil 
millones de ventas anuales. 


Meior por su diseno 

Como puede observar, nos 
tomo decadas perfeccionar 
nuestro trabajo: una 
afirmacion que pocos 
fabricantes de componentes 
de automoviles pueden 
realizar. Sin duda, el 
compromiso de DENSO con 
la calidad, la innovacion 
y la tecnologfa avanzada 
es la razon por la que 
nuestros componentes de 
automoviles y de servicio 
pesado son realmente 
mejores por su diseno. 
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PRECAUCIONES DE SEGURIDAD 

• La mezcla de gasolina con aire puede provocar combustion si se expone a una fuente de ignicion. Mantenga un 
ambiente de trabajo adecuado al realizar reparaciones del sistema de combustible a gasolina para disminuir las 
posibilidades de combustion. 

• Siempre use anteojos de seguridad. 

• Evite que la gasolina entre en contacto con la piel. 

• Trabaje siempre en un area bien ventilada. 

• Nunca realice los procedimientos de cambio de la bomba de combustible en un lugar en el que los vapores de 
combustible puedan estar en contacto con una fuente de ignicion, incluida la electricidad estatica. 

• Utilice siempre contenedores para almacenamiento de gasolina aprobados por la Administracion de la Seguridad y 
Salud Ocupacionales (OSHA). 

• Utilice siempre una bomba de trasiego de gasolina aprobada por la OSHA. 

• Al realizar las reparaciones del sistema de combustible, siempre tenga a mano un extintor de incendios de qumnico 
seco multiuso clase ABC. 

• No fume ni trabaje cerca de llamas abiertas o chispas cuando trabaje con los sistemas de combustible. 

• El sistema de combustible puede estar bajo presion. Al abrir un sistema de combustible bajo presion, es posible que 
el combustible y el vapor de combustible alcancen una fuente de ignicion posible o que entren en contacto con 
usted. 

• Siga los procedimientos recomendados por el fabricante del vehiculo para liberar la presion del sistema de 
combustible. Asegurese de que se haya liberado la presion del lado de descarga y del lado de retorno del sistema de 
combustible. 

• Desconecte el cable negativo (-) de la bateria y coloquelo de manera tal que no pueda realizar accidentalmente 
contacto con el borne negativo (-) de la bateria durante el procedimiento de cambio de la bomba de combustible. 

• Es posible que no se pueda liberar la presion de combustible por completo. Al abrir el sistema de combustible, 
siempre tome precauciones para reducir la posibilidad de que el combustible o el vapor de combustible alcancen 
una fuente de ignicion posible o que entren en contacto con usted. 

• NOTA: Algunos vehiculos requieren el "procedimiento de aprendizaje del ralenti". El ECM (modulo de control 
electronico) necesita aprender nuevamente la posicion de la valvula IAC (control de ralenti). Consulte los 
procedimientos necesarios en el manual de servicio correcto. 
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POLI'TICA DE GARANTIA 

DE LA BOMBA DE COMBUSTIBLE 


Garantfa limitada de 12 meses 

DENSO Products and Services Americas, Inc. (DENSO) garantiza que sus bombas de combustible estan libres de 
defecto en cuanto a materiales y fabricacion durante un perfodo de 12 meses a partir de la fecha de compra inicial. 

Para que se aplique la garantfa, la bomba de combustible se debe utilizar con un filtro para bomba nuevo 
DENSO o con un filtro de equipos originates (OE) comparable. En caso de que DENSO no ofrezca el filtro para 
bomba para una aplicacion especffica, se debe utilizar un filtro para bomba OE de un representante o un filtro 
de la competencia que sea comparable al filtro OE. La garantfa solo se encuentra disponible para el comprador 
original, siempre y cuando este sea el dueno del vehfculo en el cual se instalo originalmente la bomba, en condiciones 
de uso y mantenimiento normales conforme a esta garantfa. La tienda de servicio o de partes del representante 
reemplazara la bomba de combustible defectuosa si se la regresa durante el perfodo de vigencia de la garantfa y se 
presenta prueba de compra. 

DENSO NO GARANTIZA LA COMERCIABILIDAD O APTITUD PARA EL USO PARA UN PROPOSITO ESPECfFICO. LA 
RESPONSABILIDAD DE DENSO EN CUANTO A UN PRODUCTO DEFECTUOSO SE LIMITA EXPRESAMENTE AL REEMPLAZO 
DEL PRODUCTO UNICAMENTE Y NO INCLUYE EL COSTO DE LA MANO OBRA PARA RETIRAR O INSTALAR EL PRODUCTO. 


Esta garantfa no incluye lo siguiente: 

• Costo de mano obra para retirar o instalar el producto. 

• Dano causado a un componente del vehfculo debido a la falla de algun componente de DENSO. 

• Cualquier perdida economica debido a la falla de un componente de DENSO. 

• Aplicaciones de competicion, aplicaciones no automotrices y vehfculos comerciales como autobuses, taxis 
o vehfculos de entrega. 

• Dano a la bomba de combustible debido a instalacion incorrecta, abuso o negligencia. 

• Las bombas de combustible que se regresan sin el filtro de succion reemplazado conectado a la bomba 
comprada. 


DENSO se reserva el derecho de realizar cualquier cambio en el diseno o mejoras en sus productos sin generar 
ni asumir ninguna obligacion de instalar o implementar dicho cambio o mejora en los productos vendidos con 
anterioridad. 

LA GARANTIA DE DENSO MENCIONADA ANTERIORMENTE ES LA UNICA GARANTIA QUE PROPORCIONA DENSO CON 
RESPECTO A SUS PRODUCTOS Y REEMPLAZA A TODAS LAS OTRAS OBLIGACIONES O RESPONSABILIDADES POR PARTE 
DE DENSO POR DANOS QUE SURJAN O QUE ESTEN RELACIONADOS CON LA VENTA, EL USO O EL DESEMPENO DEL 
PRODUCTO, INCLUIDOS, SIN LIMITACION, CUALQUIER GANANCIA PERDIDA O CUALQUIER OTRO DANO RESULTANTE, 
INCIDENTAL, ESPECIAL O EJEMPLAR DE NINGUNA CLASE. POR LA PRESENTE, DENSO RENUNCIA DE MANERA EXPRESA 
A TODAS LAS DEMAS GARANTIAS, INCLUIDAS LAS GARANTIAS IMPLICITAS DE COMERCIABILIDAD Y APTITUD PARA EL 
USO PARA UN PROPOSITO ESPECfFICO. 


Esta garantfa le brinda derechos legales especfficos. Las leyes de algunos estados no permiten las limitaciones en la 
duracion de las garantfas implfcitas o la exclusion de danos incidentales o resultantes; por lo tanto, algunas o todas las 
limitaciones y exclusiones mencionadas anteriormente pueden no aplicarse a su caso. Es posible que usted tambien 
tenga otros derechos de acuerdo con la ley estatal, los cuales varfan segun el estado. 
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APPLICATION INFORMATION 
RENSEIGNEMENTS SUR ^APPLICATION 
INFORMACION SOBRE APLICACIONES 


first time fit 


FUEL PUMP & FUEL INJECTOR 
POMPE A CARBURANT ETINJECTEUR DE CARBURANT 
BOMBA DE COMBUSTIBLE EINYECTOR DE COMBUSTIBLE 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


ACURA 


1997 

1999-1998 

1999-1997 

2003 

2002-2001 

2002-2001 

1989-1986 

1993-1992 

2001-2000 

1999 

1998 

1997-1996 

1997 

1997 

1996-1994 

1995-1994 

1993-1990 


(F22B1 Eng.) 

(F23A1 Eng.) 

(J30A1 Eng.) 

(J32A1J32A2 Eng.) 

(J32A1 Eng.) 

(J32A2 Eng.) 

INTEGRA 

(D16A1 Eng.) External Electric Pump 
(B17A1 Eng.) 

(B18B1, B18C1, B18C5 Eng.) 

(B18B1, B18C1 Eng.) 

(B18B1, B18C1, B18C5 Eng.) 

(B18C1 Eng.) GS-R Model 
(B18B1 Eng.) Exc. GS-R & R Models 
(B18C5 Eng.) Type R Model 
(B18B1 Eng.) Exc. GS-R Model 
(B18C1 Eng.) GS-R Model 
(B18A1 Eng.) 

LEGEND 


950-0112 

951-0004 

952-0014 

954-2008 

950-0113 

951-0004 

952-0019 

954-2010 

950-0112 

951-0004 

952-0014 

954-2010 

950-0161 

951-0005 

952-0019 

954-2005 

950-0113 

951-0004 

952-0019 

954-2005 

950-0161 

951-0005 

952-0019 

954-2005 


950-0186 

950-0111 

951-3003 

951-0011 

951-0004 

952-0048 

952-0009 

954-2008 

954-2010 

950-0111 

951-0004 

952-0009 

954-2010 

950-0111 

951-0004 

952-0009 

954-2010 

950-0115 

951-0005 

952-0009 

954-2008 

950-0111 

951-0004 

952-0009 

954-2008 

950-0115 

951-0005 

952-0009 

954-2008 

950-0111 

951-0004 

952-0009 

954-2008 

950-0117 

951-0006 

952-0009 

954-2008 

950-0185 

951-0010 

952-0048 

954-2008 


V6-2.5 

V6-2.7 

V6-3.2 

V6-3.2 

V6-3.2 

V6-3.2 

1987-1986 

1990-1987 

1995-1994 

1995-1994 

1995-1991 

1993-1991 

(C25A1 Eng.) 

(C27A1 Eng.) 

(C32A1 Eng.) GS Sedan Model 
(C32A1 Eng.) Sedan, Exc. GS Model 
(C32A1 Eng.) Coupe 
(C32A1 Eng.) Sedan 


950-0151 

950-0151 

950-0177 

950-0177 

951-0010 

951-0010 

951-0006 

951-0010 

951-0006 

951-0010 

952-0029 

952-0029 

952-0001 

952-0001 

954-2008 

954-2008 

954-2008 

954-2008 

954-2008 

954-2008 

MDX 

V6-3.5 

2006-2005 

(J35A5 Eng.) 


950-0233 

951-0025 

952-0091 

954-2006 

V6-3.5 

2004-2003 

(J35A5 Eng.) 


950-0233 

951-0025 

952-0091 


V6-3.5 

2002-2001 

(J35A3 Eng.) 


950-0116 

951-0005 

952-0022 


V6-3.7 

2011-2007 

(J37A1 Eng.) 


950-0227 

951-0024 

952-0091 



V6-3.0 

2005-1997 

(C30A1 Eng.) 


950-0196 

951-0011 

952-0022 

954-2010 

V6-3.0 

1996-1991 

(C30A1 Eng.) 


950-0196 

951-0011 

952-0022 

954-2008 

V6-3.2 

2005-1997 

(C32B1 Eng.) 


950-0196 

951-0011 

952-0022 

954-2010 


V6-3.5 

2008 

(J35A8 Eng.) 


950-0217 

951-0019 

952-0088 

954-2007 

V6-3.5 

2007-2005 

(J35A8 Eng.) 


950-0217 

951-0019 

952-0088 


V6-3.5 

2004-1996 

(C35A1 Eng.) 


950-0177 

951-0006 

952-0001 

954-2010 


2006-2005 


RSX 

(K20A3, K20Z1 Eng.) 


950-0176 


951-0005 


952-0020 


954-2001 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 






APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


ACURA [continued] 


RSX [continued] 

12004-2002 | (K20A2, K20A3 Eng.) 

SLX 


2008-2004 


1994-1992 


2011-2010 


TSX 

| (K24A2 Eng.) 

VIGOR 

| (G25A1 Eng.) 
ZDX 
(J37A5 Eng.) 


BMW 


BUICK 


950-0176 


951-0005 


952-0020 


954-2004 


V6-3.2 

V6-3.5 

1997-1996 

1999-1998 

(6VD1 Eng.) 

(6VE1 Eng.) 

TL 


950-0120 

950-0130 

951-0007 

951-0008 

952-0003 

952-0003 

954-2012 

954-2012 

L5-2.5 

1998-1997 

(G25A4 Eng.) 


950-0112 

951-0004 

952-0014 

954-2010 

L5-2.5 

1996-1995 

(G25A4 Eng.) 


950-0112 

951-0004 

952-0014 

954-2008 

V6-3.2 

2008-2004 

(J32A3 Eng.) 


950-0233 

951-0025 

952-0091 


V6-3.2 

2003-2002 

(J32A1, J32A2 Eng.) 


950-0161 

951-0005 

952-0019 

954-2005 

V6-3.2 

2001-1999 

(J32A1 Eng.) 


950-0113 

951-0004 

952-0019 

954-2005 

V6-3.2 

1998-1997 

(C32A6 Eng.) 


950-0112 

951-0004 

952-0014 

954-2010 

V6-3.2 

1996 

(C32A6 Eng.) 


950-0112 

951-0004 

952-0014 

954-2008 


Z3 

L4-1.9 

L6-2.5 

L6-2.5 

1998-1996 

2002-2001 

2000-1999 

(M44 Eng.) 

(M54 Eng.) 

(M52 Eng.) 



951-0009 

951-0009 

951-0009 



L6-2.8 

L6-2.8 

L6-3.0 

L6-3.2 

L6-3.2 

2000-1999 

1998-1997 

2002-2001 

2001 

2000-1998 

(M52TU Eng.) 

(M52 Eng.) 

(M54 Eng.) 

(S54 Eng.) 

(S52 Eng.) 



951-0009 

951-0009 

951-0009 

951-0009 

951-0009 




CENTURY 

L4-2.2 

1996-1993 

(Eng. VIN4) 



951-5018 

952-0023 


L4-2.5 

1992-1986 

(Eng. VIN R) 



951-5017 

952-0056 


L4-2.5 

1985-1982 

(Eng. VIN R) w/FI 



951-5017 

952-0055 


V6-2.8 

1989-1988 

(Eng. VIN W) Exc. Wagon 



951-5003 

952-0056 


V6-2.8 

1989-1987 

(Eng. VIN W) Wagon 


950-0168 

951-0013 

952-0042 


V6-2.8 

1987 

(Eng. VIN W) Exc. Wagon 



951-5006 

952-0056 


V6-3.1 

2004-2000 

(Eng. VIN J) 

953-0034 





V6-3.1 

2004-2000 

(Eng. VIN J) Sell Out Reorder 953-0034 

953-5001 





V6-3.1 

1999-1998 

(Eng. VIN M) 

953-0033 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 








DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


BUICK [continued] 


CENTURY [continued] 

1999-1998 (Eng. VIN M) Sell Out Reorder 953-0033 
1997 (Eng. VIN M) 

1996-1994 (Eng. VIN M) 

1993 (Eng. VIN N) 

1992-1989 (Eng. VIN N) Wagon 

1992 (Eng. VIN N) Exc. Wagon 

1991 (Eng. VIN N) Exc. Wagon 

1990-1989 (Eng. VIN N) Exc. Wagon 

1988-1987 (Eng. VIN 3) Wagon 

1988 (Eng. VIN 3) Exc. Wagon 

1987 (Eng. VIN 3) Exc. Wagon 

1986-1984 (Eng. VIN 3) 

ELECTRA 

1990-1989 I (Eng. VINC) 

1988 (Eng.VINC)w/37mm Pump 

1988 (Eng. VINC) w/50mm Pump 

1987 (Eng. VIN 3) 

1986 (Eng. VIN B) 

1985 (Eng. VIN 3) 

LESABRE 


953-5003 

953-5040 


951-5018 

951-5018 

951-0013 

951-5003 

951-5003 

951-5003 

951-0013 

951-5003 

951-5006 

951-5006 

951-0013 

951-5006 

951-0013 

951-5006 

951-5006 

951-5006 


952-0023 

952-0023 

952-0042 

952-0073 

952-0056 

952-0063 

952-0042 

952-0056 

952-0056 

952-0056 

952-0042 

952-0056 

952-0042 

952-0056 

952-0056 

952-0056 


V6-3.0 

1986 

(Eng. VIN L) 



951-5006 

952-0056 


V6-3.8 

2005-2004 

(Eng. VINK) 

953-5128 





V6-3.8 

2003-2000 

(Eng. VINK) 

953-0032 





V6-3.8 

2003-2000 

(Eng. VIN K) Sell Out Reorder 953-0032 

953-5085 





V6-3.8 

1999-1996 

(Eng. VINK) 



951-5019 

952-0023 


V6-3.8 

1995 

(Eng. VIN L) 



951-5019 

952-0023 


V6-3.8 

1994 

(Eng. VIN L) w/ Sender Stamped CRC 



951-5019 

952-0023 


V6-3.8 

1992 

(Eng. VIN L) 


950-0168 

951-0013 

952-0042 


V6-3.8 

1991-1990 

(Eng. VINC) 


950-0168 

951-0013 

952-0042 


V6-3.8 

1989 

(Eng.VINC) w/37mm Pump 



951-5003 

952-0056 


V6-3.8 

1989 

(Eng. VINC) w/50mm Pump 


950-0168 

951-0013 

952-0042 


V6-3.8 

1988 

(Eng. VIN 3, C) w/37mm Pump 



951-5006 

952-0056 


V6-3.8 

1988 

(Eng. VIN 3, C) w/50mm Pump 


950-0168 

951-0013 

952-0042 


V6-3.8 

1987 

(Eng. VIN 3) 



951-5006 

952-0056 


V6-3.8 

1986 

(Eng. VIN 3, B) 



951-5006 

952-0056 



PARK AVENUE 

2005-2004 I (Eng. VIN 1) Supercharged 953-5129 

2005-2004 (Eng. VIN K) Non-Supercharged 953-5128 

2003-1998 (Eng. VIN 1) Supercharged 953-5084 

2003-1998 (Eng. VIN K) Non-Supercharged 953-0032 

2003-1998 (Eng. VIN K) Non-Supercharged - Sell Out Reorder 953-0032 953-5085 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 






DCNSO 


aisSJUns tar APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

BUICK [continued] 

PARK AVENUE [continued] 

V6-3.8 

1997 

(Eng. VIN1) Supercharged 

953-5026 





V6-3.8 

1997 

(Eng. VIN K) Non-Supercharged 

953-5025 





V6-3.8 

1996-1995 

(Eng. VIN K) Non-Supercharged 



951-5019 

952-0023 


V6-3.8 

1996 

(Eng. VIN 1) Supercharged 



951-5013 

952-0056 


V6-3.8 

1995-1993 

(Eng. VIN 1) Supercharged 


950-0168 

951-0013 

952-0042 


V6-3.8 

1994 

(Eng. VIN L) Non-Supercharged, w/ Sender Stamped CRC 



951-5019 

952-0023 


V6-3.8 

1992-1991 

(Eng. VIN 1,L) w/50mm Dia. Pump 


950-0168 

951-0013 

952-0042 


V6-3.8 

1992 

(Eng. VIN L) w/37mm Dia. Pump 


950-5001 




V6-3.8 

1991 

(Eng. VIN L) w/37mm Dia. Pump 



951-5003 

952-0069 




RAINIER 




L6-4.2 

2007-2005 

(Eng. VIN S) 

953-3052 





L6-4.2 

2004 

(Eng. VIN S) 

953-5132 





V8-5.3 

2007-2005 

(Eng. VIN M) 

953-3052 





V8-5.3 

2004 

(Eng. VIN P) 

953-5132 







REATTA 




V6-3.8 

1991 

(Eng. VIN L) 



951-5003 

952-0062 


V6-3.8 

1990-1989 

(Eng. VINC) 



951-5003 

952-0062 


V6-3.8 

1988 

(Eng. VINC) 



951-5006 

952-0062 




REGAL 




V6-2.8 

1989 

(Eng. VIN W) 



951-5003 

952-0061 


V6-2.8 

1988 

(Eng. VIN W) w/ ECC Prom Stamped WEC07 



951-5006 

952-0061 


V6-2.8 

1988 

(Eng. VIN W) w/ ECC Prom Stamped WEC22 



951-5003 

952-0061 


V6-3.1 

1996-1994 

(Eng. VIN M) 



951-5003 

952-0069 


V6-3.1 

1993 

(Eng. VINT) 



951-5003 

952-0069 


V6-3.1 

1992-1989 

(Eng. VINT) 



951-5003 

952-0061 


V6-3.8 

2004-2000 

(Eng. VIN 1) Supercharged 

953-5097 





V6-3.8 

2004-2000 

(Eng. VIN K) Non-Supercharged 

953-0034 





V6-3.8 

2004-2000 

(Eng. VIN K) Non-Supercharged - Sell Out Reorder 953-0034 

953-5001 





V6-3.8 

1999-1998 

(Eng. VIN 1) Supercharged 

953-5080 





V6-3.8 

1999-1998 

(Eng. VIN K) Non-Supercharged 

953-0033 





V6-3.8 

1999-1998 

(Eng. VIN K) Non-Supercharged - Sell Out Reorder 953-0033 

953-5003 





V6-3.8 

1997 

(Eng. VIN 1) Supercharged 

953-5028 





V6-3.8 

1997 

(Eng. VIN K) Non-Supercharged 

953-5040 





V6-3.8 

1996 

(Eng. VINK) 



951-5014 

952-0069 


V6-3.8 

1995-1993 

(Eng. VIN L) 



951-5003 

952-0069 


V6-3.8 

1992 

(Eng. VIN L) 



951-5003 

952-0061 


V6-3.8 

1991 

(Eng. VIN L) 



951-5003 

952-0069 


V6-3.8 

1990 

(Eng. VIN L) 



951-5003 

952-0061 




RENDEZVOUS 




V6-3.4 

2004 

(Eng. VIN E) 1st Design, To VIN 3G5DA03E14S558921 

953-5118 





V6-3.4 

2003-2002 

(Eng. VINE) 

953-5110 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


BUICK [continued] 


RIVIERA 

V6-3.8 

1999-1998 

(Eng. VIN1) 

V6-3.8 

1997 

(Eng. VIN1) Supercharged 

V6-3.8 

1997 

(Eng. VIN K) Non-Supercharged 

V6-3.8 

1996 

(Eng. VIN K) Non-Supercharged 

V6-3.8 

1996 

(Eng. VIN K) Non-Supercharged - Sell Out Reorder 953-0005 

V6-3.8 

1995 

(Eng. VIN 1) 

V6-3.8 

1995 

(Eng. VIN 1) Sell Out Reorder 953-0005 

V6-3.8 

1995 

(Eng. VINK) 

V6-3.8 

1995 

(Eng. VINK) Sell Out Reorder 953-0005 

V6-3.8 

1993-1991 

(Eng. VIN L) 

V6-3.8 

1990-1989 

(Eng. VINC) 

V6-3.8 

1988 

(Eng. VINC) 

V6-3.8 

1987 

(Eng. VIN 3) 

V6-3.8 

1986 

(Eng. VIN B) 

ROADMASTER 

V8-5.0 

1991 

(Eng. VINE) 

V8-5.7 

1996-1994 

(Eng. VIN P) 

V8-5.7 

1993 

(Eng. VIN 7) 

V8-5.7 

1992 

(Eng. VIN 7) 

SKYHAWK 

L4-1.8 

1986-1985 

(Eng. VIN J) w/Turbo 

L4-1.8 

1986-1985 

(Eng. VIN J) w/Turbo - Sell out reorder 952-0094 

L4-1.8 

1986-1984 

(Eng. VINO) Exc. Turbo 

L4-1.8 

1986-1984 

(Eng. VIN 0) Exc. Turbo - Sell out reorder 952-0094 

L4-1.8 

1984 

(Eng. VIN J) w/Turbo 

L4-1.8 

1983 

(Eng. VINO) w/FI 

L4-1.8 

1982 

(Eng. VINO) w/FI 

L4-2.0 

1989 

(Eng. VIN 1) 

L4-2.0 

1989 

(Eng. VIN 1) Sell out reorder 952-0094 

L4-2.0 

1988 

(Eng. VIN 1,K) 

L4-2.0 

1988 

(Eng. VIN 1, K) Sell out reorder 952-0094 

L4-2.0 

1987 

(Eng. VIN 1,K)w/o Turbo 

L4-2.0 

1987 

(Eng. VIN 1, K) w/o Turbo - Sell out reorder 952-0094 

L4-2.0 

1987 

(Eng. VIN M) w/Turbo 

L4-2.0 

1987 

(Eng. VIN M) w/Turbo - Sell out reorder 952-0094 

L4-2.0 

1986-1983 

(Eng. VIN P) w/FI 

L4-2.0 

1986-1983 

(Eng. VIN P) w/ FI - Sell out reorder 952-0094 

SKYLARK 

L4-2.3 

1995 

(Eng. VIN D) 

L4-2.3 

1994-1992 

(Eng. VIN 3) 


953-5084 

953-5026 

953-5024 

953-0005 

953-5007 

953-0005 

953-5007 

953-0005 

953-5007 


951-5003 

952-0062 

951-5003 

952-0062 

951-5006 

952-0062 

951-5006 

952-0062 

951-5006 

952-0057 


951-5004 

952-0066 

951-5002 

952-0071 

951-5004 

952-0064 

951-5004 

952-0068 


951-5006 

952-0094 


952-0059 

951-5017 

952-0094 


952-0059 

951-5006 

952-0057 

951-5017 

952-0058 

951-5017 

952-0057 

951-5017 

952-0094 


952-0059 

951-5017 

952-0094 


952-0059 

951-5017 

952-0094 


952-0059 

951-5006 

952-0094 


952-0059 

951-5017 

952-0094 


952-0059 


953-5002 

953-5002 


950-5000 

950-5000 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 






APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


BUICK [continued] 


SKYLARK [continued] 

L4-2.3 

1991-1988 

(Eng. VIN D) 

L4-2.3 

1991-1988 

(Eng. VIN D) Sell out reorder 952-0094 

L4-2.4 

1998-1996 

(Eng. VINT) 

L4-2.4 

1998-1996 

(Eng. VIN T) Sell Out Reorder 953-0008 

L4-2.5 

1991-1986 

(Eng. VIN U) 

L4-2.5 

1991-1986 

(Eng. VIN U) Sell out reorder 952-0094 

L4-2.5 

1985-1982 

(Eng. VIN R) w/FI 

V6-2.8 

1985 

(Eng. VIN W) w/FI 

V6-3.0 

1988-1986 

(Eng. VIN L) Sell out reorder 952-0094 

V6-3.0 

1988 

(Eng. VIN L) 

V6-3.0 

1987-1986 

(Eng. VIN L) 

V6-3.1 

1998-1996 

(Eng. VIN M) 

V6-3.1 

1998-1996 

(Eng. VIN M) Sell Out Reorder 953-0008 

V6-3.1 

1995-1994 

(Eng. VIN M) 

V6-3.3 

1993-1992 

(Eng. VIN N) 

V6-3.3 

1991-1989 

(Eng. VIN N) 

V6-3.3 

1991-1989 

(Eng. VIN N) Sell out reorder 952-0094 

SOMERSET 

L4-2.5 

1987-1986 

(Eng. VIN U) 

L4-2.5 

1987-1986 

(Eng. VIN U) Sell out reorder 952-0094 

V6-3.0 

1987-1986 

(Eng. VIN L) 

V6-3.0 

1987-1986 

(Eng. VIN L) Sell out reorder 952-0094 



SOMERSET REGAL 

L4-2.5 

1985 

(Eng. VIN U) 

L4-2.5 

1985 

(Eng. VIN U) Sell out reorder 952-0094 

V6-3.0 

1985 

(Eng. VIN L) 

V6-3.0 

1985 

(Eng. VIN L) Sell out reorder 952-0094 

CADILLAC 


951-5003 


953-0008 

953-5004 


951-5017 

951-5006 

951-5003 

951-5006 


952-0094 

952-0059 


952-0094 

952-0059 

952-0055 

952-0056 

952-0059 

952-0094 

952-0094 


953-0008 

953-5004 

953-5002 

953-5002 


950-5000 

950-5000 


951-5017 


951-5017 


952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 


| 60 SPECIAL | 

V8-4.9 

1993 

(Eng. VIN B) w/37mm Dia. Pump 


951-5003 

952-0069 

V8-4.9 

1993 

(Eng. VIN B) w/50mm Dia. Pump 

950-0168 

951-0013 

952-0042 



ALLANTE 




V8-4.1 

1988 

(Eng. VIN 7) 


951-5003 

952-0057 

V8-4.1 

1987 

(Eng. VIN 7) 


951-5006 

952-0057 

V8-4.5 

1992-1989 

(Eng. VIN 8) 


951-5014 

952-0068 

V8-4.6 

1993 

(Eng. VIN 9) w/ Harness Stamped EPN 


951-5020 

952-0080 

BROUGHAM 

V8-5.0 

1992-1991 

(Eng. VINE) 


951-5017 

952-0079 

V8-5.7 

1992-1990 

(Eng. VIN 7) 


951-5017 

952-0079 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 






DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CADILLAC [continued] 


CIMARRON 


L4-2.0 

L4-2.0 

V6-2.8 

1986-1983 

1986-1983 

1988-1985 

(Eng. VIN P) 

(Eng. VIN P) Sell out reorder 952-0094 
(Eng. VIN W) Sell out reorder 952-0094 



951-5017 

952-0094 

952-0059 

952-0059 


V6-2.8 

V6-2.8 

1988 

1987-1985 

(Eng. VIN W) 

(Eng. VIN W) 



951-5003 

951-5006 

952-0094 

952-0094 


DEVILLE 

V8-4.1 

1987-1985 

(Eng. VIN 8) 



951-5017 

952-0056 


V8-4.1 

V8-4.5 

V8-4.5 

1984-1982 

1990 

1989-1988 

(Eng. VIN 8) w/FI 

(Eng. VIN 3) w/50mm Dia. Pump 

(Eng. VIN 5) 


950-0168 

951-5017 

951-0013 

951-5017 

952-0060 

952-0042 

952-0056 



2005-2004 (Eng. VIN 9, Y) 953-5128 

2003-2000 (Eng. VIN 9, Y) 953-0032 

2003-2000 (Eng. VIN 9, Y) Sell out reorder 953-0032 953-5085 

1999 (Eng. VIN 9, Y) w/ Refuel Vapor Recovery 953-5066 

1999 (Eng. VIN 9, Y) w/o Refuel Vapor Recovery 953-5074 

1998 (Eng. VIN 9, Y) 953-5074 

1997 (Eng. VIN 9, Y) 953-5053 

1996 (Eng. VIN 9, Y) 953-0004 

1996 (Eng. VIN 9, Y) Sell out reorder 953-0004 953-5008 

1995 (Eng. VIN Y) 953-0004 

1995 (Eng. VIN Y) Sell out reorder 953-0004 953-5008 

1994 (Eng. VIN Y)w/Sender Stamped EPT orEPW 

1994 (Eng. VIN Y)w/Sender Stamped EPV 953-0004 

1994 (Eng. VIN Y)w/Sender Stamped EPV-Sell out reorder 953- 953-5008 


951-5020 952-0080 


(Eng. VIN B) 953-0004 

(Eng. VIN B) Sell Out Reorder 953-0004 953-5008 

(Eng. VIN B) w/ Sender Stamped EPT or EPW 
(Eng. VIN B) w/ Sender Stamped EPV 953-0004 

(Eng. VIN B) w/ Sender Stamped EPV - Sell Out Reorder 953- 953-5008 


V8-4.9 

V8-4.9 

1993-1991 

1993-1991 

(Eng. VIN B) w/37mm Dia. Pump 
(Eng. VIN B) w/50mm Dia. Pump 


950-0168 

951-5003 

951-0013 

952-0069 

952-0042 


V8-6.0 

1981 

(Eng. VIN 9) 



951-5017 

952-0060 


ELDORADO 

V8-4.1 

V8-4.1 

1987-1986 

1985-1982 

(Eng. VIN 8) 

(Eng. VIN 8) w/ FI 



951-5017 

951-5017 

952-0062 

952-0060 


V8-4.5 

V8-4.5 

V8-4.6 

1990 

1989-1988 

2002-2000 

(Eng. VIN 3) 

(Eng. VIN 5) 

(Eng. VIN 9, Y) 

953-5066 


951-5003 

951-5017 

952-0062 

952-0062 


V8-4.6 

1999 

(Eng. VIN 9, Y) w/ Refuel Vapor Recovery 

953-5066 






Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 






DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

CADILLAC [continued] 

ELDORADO [continued] 

V8-4.6 

1999 

(Eng. VIN 9, Y) w/o Refuel Vapor Recovery 

953-5074 





V8-4.6 

1998 

(Eng. VIN9, Y) 

953-5074 





V8-4.6 

1997 

(Eng. VIN 9, Y) 

953-5053 





V8-4.6 

1996-1995 

(Eng. VIN 9, Y) 

953-0004 





V8-4.6 

1996-1995 

(Eng. VIN 9, Y) Sell Out Reorder 953-0004 

953-5008 





V8-4.6 

1994 

(Eng. VIN 9, Y) w/ Sender Stamped EPT or EPW 



951-5020 

952-0080 


V8-4.6 

1994 

(Eng. VIN 9, Y) w/ Sender Stamped EPV 

953-0004 





V8-4.6 

1994 

(Eng. VIN 9, Y) w/ Sender Stamped EPV - Sell Out Reorder 
953-0004 

953-5008 





V8-4.6 

1993 

(Eng. VIN 9, Y) 

953-0004 





V8-4.6 

1993 

(Eng. VIN 9, Y) Sell Out Reorder 953-0004 

953-5008 





V8-4.9 

1993 

(Eng. VIN B) 

953-0004 





V8-4.9 

1993 

(Eng. VIN B) Sell Out Reorder 953-0004 

953-5008 





V8-4.9 

1992-1991 

(Eng. VIN B) 



951-5003 

952-0062 


V8-6.0 

1981-1980 

(Eng. VIN 9) 



951-5017 

952-0060 




ESCALADE 





V8-5.3 

2003-2002 

(Eng. VINT) 

953-0030 





V8-5.3 

2003-2002 

(Eng. VIN T) Sell Out Reorder 953-0030 

953-5111 





V8-5.7 

2000-1999 

(Eng. VIN R) 

953-0019 





V8-5.7 

2000-1999 

(Eng. VIN R) Sell Out Reorder 953-0019 

953-5046 





V8-6.0 

2003-2002 

(Eng. VIN N) w/119.0" Wheelbase 

953-0030 





V8-6.0 

2003-2002 

(Eng. VIN N) w/119.0" Wheelbase - Sell Out Reorder 953- 
0030 

953-5111 







ESCALADE ESV 





V8-6.0 

2003 

(Eng. VIN N) w/130.0" Wheelbase 

953-0035 





V8-6.0 

2003 

(Eng. VIN N) w/130.0" Wheelbase - Sell Out Reorder 953- 
0035 

953-5105 







ESCALADE EXT 





V8-6.0 

2003-2002 

(Eng. VIN N) w/130.0" Wheelbase 

953-0035 





V8-6.0 

2003-2002 

(Eng. VIN N) w/130.0" Wheelbase - Sell Out Reorder 953- 
0035 

953-5105 







FLEETWOOD 





V8-4.1 

1987-1985 

(Eng. VIN 8) 



951-5017 

952-0056 


V8-4.1 

1984-1982 

(Eng. VIN 8) w/FI 



951-5017 

952-0060 


V8-4.5 

1990 

(Eng. VIN 3) w/37mm Dia. Pump 



951-5003 

952-0069 


V8-4.5 

1990 

(Eng. VIN 3) w/50mm Dia. Pump 


950-0168 

951-0013 

952-0042 


V8-4.5 

1989-1988 

(Eng. VIN 5) 



951-5017 

952-0056 


V8-4.9 

1993-1991 

(Eng. VIN B) w/37mm Dia. Pump 



951-5003 

952-0069 


V8-4.9 

1993-1991 

(Eng. VIN B) w/50mm Dia. Pump 


950-0168 

951-0013 

952-0042 


V8-5.7 

1996-1994 

(Eng. VIN P) 



951-5002 

952-0071 


V8-5.7 

1993 

(Eng. VIN 7) 



951-5004 

952-0064 


V8-5.7 

1992 

(Eng. VIN 7) 



951-5017 

952-0079 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 
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PENSO 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CADILLAC [continued] 


1984-1982 


FLEETWOOD [continued] 

(Eng. VIN9) w/FI 



SEVILLE 

1987 

(Eng. VIN8) 

1986 

(Eng. VIN8) 

1985-1982 

(Eng. VIN8) w/FI 

1990 

(Eng. VIN3) 

1989-1988 

(Eng. VIN5) 

2004 

(Eng. VIN Y) 

2004 

(Eng. VIN Y) Sell Out Reorder 953-0032 

2003-1998 

(Eng. VIN 9, Y) 

2003-1998 

(Eng. VIN 9, Y) Sell Out Reorder 953-0032 

1997 

(Eng. VIN 9, Y) 

1996-1995 

(Eng. VIN 9, Y) 

1996-1995 

(Eng. VIN 9 , Y) Sell Out Reorder 953-0004 

1994 

(Eng. VIN 9, Y) w/ Sender Stamped EPT or EPW 

1994 

(Eng. VIN 9 , Y) w/ Sender Stamped EPV 

1994 

(Eng. VIN 9 , Y) w/ Sender Stamped EPV - Sell Out Reorder 
953-0004 

1993 

(Eng. VIN 9) 

1993 

(Eng. VIN 9) Sell Out Reorder 953-0004 

1993 

(Eng. VIN B) 

1993 

(Eng. VIN B) Sell Out Reorder 953-0004 

1992-1991 

(Eng. VIN B) 

1981-1980 

(Eng. VIN 9) 


2006-2004 


XLR 

(Eng. VINA) Left Side Fuel Tank 


CHEVROLET 


ASTRO 

L4-2.5 

1990-1987 

(Eng. VINE) 

L4-2.5 

1986-1985 

(Eng. VINE) 

V6-4.3 

2005-2003 

(Eng. VIN X) w/o Robust Fuel System 

V6-4.3 

2005-2003 

(Eng. VIN X) w/o Robust Fuel System - Sell Out Reorder 953 
0029 

V6-4.3 

2002 

(Eng. VIN X) 

V6-4.3 

2002 

(Eng. VIN X) Sell Out Reorder 953-0029 

V6-4.3 

2001-2000 

(Eng. VIN W) 

V6-4.3 

2001-2000 

(Eng. VIN W) Sell Out Reorder 953-0029 

V6-4.3 

1999-1997 

(Eng. VIN W) 

V6-4.3 

1999-1997 

(Eng. VIN W) Sell Out Reorder 953-0013 

V6-4.3 

1996-1995 

(Eng. VIN W) 

V6-4.3 

1994-1992 

(Eng. VIN W) Check Eng. VIN 


953-0032 

953-5085 

953-0032 

953-5085 

953-5053 

953-0004 

953-5008 

953-0004 

953-5008 

953-0004 

953-5008 

953-0004 

953-5008 


953-3081 


953-0029 

953-5072 

953-0029 

953-5072 

953-0029 

953-5072 

953-0013 

953-5033 


951-5017 

951-5017 

951-5017 

951-5017 

951-5003 

951-5017 


951-5003 

951-5017 


951-5017 

951-5017 


951-5016 

951-5016 


952-0060 

952-0062 

952-0057 

952-0060 

952-0062 

952-0062 


951-5020 952-0080 


952-0062 

952-0060 


952-0060 

952-0057 


952-0060 

952-0060 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

10 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

ASTRO [continued] 

V6-4.3 

1994-1992 

(Eng. VINZ) Check Eng. VIN 



951-5017 

952-0060 


V6-4.3 

1991-1990 

(Eng. VIN B, Z) 



951-5017 

952-0060 


V6-4.3 

1989-1987 

(Eng. VINZ) 



951-5017 

952-0060 


V6-4.3 

1986 

(Eng. VINZ) 



951-5017 

952-0057 




AVALANCHE 1500 





V8-5.3 

2003-2002 

(Eng. VINT) 

953-0035 





V8-5.3 

2003-2002 

(Eng. VIN T) Sell Out Reorder 953-0035 

953-5105 







AVALANCHE 2500 





V8-8.1 

2006-2004 

(Eng. VIN G) Auxiliary Fuel Tank 

953-5133 





V8-8.1 

2003-2002 

(Eng. VIN G) Auxiliary Fuel Tank, w/ Evaporative Emissions 
Control 

953-5119 





V8-8.1 

2003-2002 

(Eng. VIN G) Auxiliary Fuel Tank, w/o Evaporative Emissions 
Control 

953-5120 





V8-8.1 

2003-2002 

(Eng. VIN G) Primary Fuel Tank 

953-5106 







BERETTA 





L4-2.0 

1989-1987 

(Eng. VIN 1) 



951-5017 

952-0094 


L4-2.0 

1989-1987 

(Eng. VIN 1) Sell out reorder 952-0094 




952-0059 


L4-2.2 

1996-1993 

(Eng. VIN 4) 

953-5002 

950-5000 




L4-2.2 

1992 

(Eng. VIN 4) 



951-5003 

952-0070 


L4-2.2 

1991-1990 

(Eng. VIN G) 



951-5017 

952-0065 


L4-2.3 

1994-1993 

(Eng. VIN A) 

953-5002 

950-5000 




L4-2.3 

1992 

(Eng. VIN A) 



951-5003 

952-0070 


L4-2.3 

1991-1990 

(Eng. VIN A) 



951-5003 

952-0065 


V6-2.8 

1989-1988 

(Eng. VIN W) From Chassis VIN 500001 



951-5003 

952-0094 


V6-2.8 

1989-1988 

(Eng. VIN W) From Chassis VIN 500001 - Sell out reorder 952- 
0094 




952-0059 


V6-2.8 

1988-1987 

(Eng. VIN W) To Chassis VIN 500000 



951-5006 

952-0094 


V6-2.8 

1988-1987 

(Eng. VIN W) To Chassis VIN 500000 - Sell out reorder 952- 
0094 




952-0059 


V6-3.1 

1996-1994 

(Eng. VIN M) 

953-5002 

950-5000 




V6-3.1 

1993 

(Eng. VINT) 

953-5002 

950-5000 




V6-3.1 

1992 

(Eng. VINT) 



951-5003 

952-0070 


V6-3.1 

1991-1990 

(Eng. VINT) 



951-5003 

952-0065 




BLAZER 





V6-4.3 

2005-2004 

(Eng. VIN X) 4-Door 

953-5125 





V6-4.3 

2004-2003 

(Eng. VIN X) 2-Door 

953-5108 





V6-4.3 

2003 

(Eng. VIN X) 4-Door 

953-0021 





V6-4.3 

2003 

(Eng. VIN X) 4-Door - Sell Out Reorder 953-0021 

953-5032 





V6-4.3 

2002-1999 

(Eng. VIN W) 4-Door 

953-0021 





V6-4.3 

2002-1999 

(Eng. VIN W) 4-Door - Sell Out Reorder 953-0021 

953-5032 





V6-4.3 

2002-1997 

(Eng. VIN W) 2-Door 

953-0024 





V6-4.3 

2002-1997 

(Eng. VIN W) 2-Door - Sell Out Reorder 953-0024 

953-5000 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios ^ *| 

sin previo aviso. _ 

www.DensoAftermarket.com 






DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


V6-4.3 

1998 

V6-4.3 

1998 

V6-4.3 

1998 

V6-4.3 

1998 

V6-4.3 

1997 

V6-4.3 

1997 

V6-4.3 

1996 

V6-4.3 

1996 

V6-4.3 

1996 

V6-4.3 

1995 

V8-5.0 

1987 

V8-5.0 

1987 

V8-5.7 

1994-1992 

V8-5.7 

1991-1990 

V8-5.7 

1989-1987 

V8-5.7 

1989-1987 


V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1997 

V8-5.7 

1996 

V8-5.7 

1995-1992 


V6-4.3 

1998-1997 

V6-4.3 

1998-1997 

V6-4.3 

1996 

V6-4.3 

1995-1992 

V6-4.3 

1995-1992 

V6-4.3 

1995-1992 

V6-4.3 

1991-1988 

V6-4.3 

1991-1988 

V8-5.0 

1999-1998 

V8-5.0 

1999-1998 

V8-5.0 

1997-1996 

V8-5.0 

1995-1992 

V8-5.0 

1995-1992 

V8-5.0 

1995-1992 

V8-5.0 

1991-1988 


BLAZER [continued] 

(Eng. VIN W) 4-Door, Exc. 18 Gallon Fuel Tank 953-0017 

(Eng. VIN W) 4-Door, Exc. 18 Gallon Fuel Tank - Sell Out 953-5035 

Reorder 953-0017 

(Eng. VIN W) 4-Door, w/18 Gallon Fuel Tank 953-0021 

(Eng. VIN W) 4-Door, w/18 Gallon Fuel Tank - Sell Out 953-5032 

Reorder 953-0021 

(Eng. VIN W) 4-Door 953-0017 

(Eng. VIN W) 4-Door - Sell Out Reorder 953-0017 953-5035 

(Eng. VIN W) 2-Door 953-5017 

(Eng. VIN W) 4-Door 953-0006 

(Eng. VIN W) 4-Door - Sell Out Reorder 953-0006 953-5018 

(Eng. VIN W) 

(Eng. VIN H) 

(Eng. VIN FI) Sell out reorder 952-0094 
(Eng. VINK) 

(Eng. VINK) 

(Eng. VINK) 

(Eng. VIN K) Sell out reorder 952-0094 

Cl 500 SUBURBAN 

(Eng. VIN R) 953-0020 

(Eng. VIN R) Sell Out Reorder 953-0020 953-5049 

(Eng. VIN R) 

(Eng. VIN R) 

(Eng. VINK) 

Cl 500 TRUCK 

(Eng. VIN W) 953-0009 

(Eng. VIN W) Sell Out Reorder 953-0009 953-5043 

(Eng. VIN W) 

(Eng. VIN Z) w/ High Temp Fuel Sender 

(Eng. VIN Z) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN Z) w/o High Temp Fuel Sender 
(Eng. VIN Z) 

(Eng. VIN Z) Sell out reorder 952-0094 

(Eng. VIN M) 953-0009 

(Eng. VIN M) Sell Out Reorder 953-0009 953-5043 

(Eng. VIN M) 

(Eng. VIN FI) w/ High Temp Fuel Sender 

(Eng. VIN H) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN H) w/o High Temp Fuel Sender 
(Eng. VIN H) 


951-5016 

951-5017 

951-5017 

951-5017 

951-5017 


951-5016 

951-5016 

951-5017 


951-5016 

951-5017 


951-5017 

951-5017 


951-5016 

951-5017 


951-5017 

951-5017 


952-0075 

952-0094 

952-0059 

952-0057 

952-0055 

952-0094 

952-0059 


952-0060 

952-0057 

952-0057 


952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


952-0060 

952-0094 

952-0059 

952-0060 

952-0094 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

12 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

CHEVROLET [continued] 

Cl 500 TRUCK [continued] 

V8-5.0 

1991-1988 

(Eng. VIN H) Sell out reorder 952-0094 




952-0059 


V8-5.7 

1999-1998 

(Eng. VIN R) 

953-0009 





V8-5.7 

1999-1998 

(Eng. VIN R) Sell Out Reorder 953-0009 

953-5043 





V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0060 


V8-5.7 

1995-1992 

(Eng. VIN K) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-5.7 

1995-1992 

(Eng. VIN K) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-5.7 

1995-1992 

(Eng. VIN K) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-5.7 

1991-1988 

(Eng. VINK) 



951-5017 

952-0094 


V8-5.7 

1991-1988 

(Eng. VIN K) Sell out reorder 952-0094 




952-0059 


V8-7.4 

1993-1992 

(Eng. VIN N) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-7.4 

1993-1992 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-7.4 

1993-1992 

(Eng. VIN N) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-7.4 

1991-1990 

(Eng. VIN N) 



951-5017 

952-0094 


V8-7.4 

1991-1990 

(Eng. VIN N) Sell out reorder 952-0094 




952-0059 




C2500 SUBURBAN 




V8-5.7 

1999-1998 

(Eng. VIN R) Calif. 

953-0020 





V8-5.7 

1999-1998 

(Eng. VIN R) Calif. - Sell Out Reorder 953-0020 

953-5049 





V8-5.7 

1999-1998 

(Eng. VIN R) Exc. Calif. 

953-5048 





V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0057 


V8-5.7 

1995-1992 

(Eng. VINK) 



951-5017 

952-0057 


V8-7.4 

1999-1998 

(Eng. VIN J) Calif. 

953-0020 





V8-7.4 

1999-1998 

(Eng. VIN J) Calif. - Sell Out Reorder 953-0020 

953-5049 





V8-7.4 

1999-1998 

(Eng. VIN J) Exc. Calif. 

953-5048 





V8-7.4 

1997-1996 

(Eng. VIN J) 



951-5016 

952-0057 


V8-7.4 

1995-1994 

(Eng. VIN N) 



951-5015 

952-0057 


V8-7.4 

1993-1992 

(Eng. VIN N) 



951-5017 

952-0057 




C2500 TRUCK 




V6-4.3 

1995-1992 

(Eng. VIN Z) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V6-4.3 

1995-1992 

(Eng. VIN Z) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V6-4.3 

1995-1992 

(Eng. VIN Z) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V6-4.3 

1991-1988 

(Eng. VIN Z) 



951-5017 

952-0094 


V6-4.3 

1991-1988 

(Eng. VIN Z) Sell out reorder 952-0094 




952-0059 


V8-5.0 

1998 

(Eng. VIN M) 

953-0009 





V8-5.0 

1998 

(Eng. VIN M) Sell Out Reorder 953-0009 

953-5043 





V8-5.0 

1997-1996 

(Eng. VIN M) 



951-5016 

952-0060 


V8-5.0 

1995-1992 

(Eng. VIN H) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-5.0 

1995-1992 

(Eng. VIN H) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-5.0 

1995-1992 

(Eng. VIN H) w/o High Temp Fuel Sender 



951-5017 

952-0060 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 1 3 

sin previo aviso. _ 

www.DensoAftermarket.com 






DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


V8-5.0 

1991-1988 

V8-5.0 

1991-1988 

V8-5.7 

2000-1998 

V8-5.7 

2000-1998 

V8-5.7 

2000-1998 

V8-5.7 

2000-1998 

V8-5.7 

1997-1996 

V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1991-1988 

V8-5.7 

1991-1988 

V8-7.4 

2000-1998 

V8-7.4 

2000-1998 

V8-7.4 

2000-1998 

V8-7.4 

2000-1998 

V8-7.4 

1997-1996 

V8-7.4 

1995-1994 

V8-7.4 

1993-1992 

V8-7.4 

1993-1992 

V8-7.4 

1993-1992 

V8-7.4 

1991 

V8-7.4 

1991 


V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 


C2500 TRUCK [continued] 

(Eng. VIN H) 

(Eng. VIN H) Sell out reorder 952-0094 

(Eng. VIN R) Module Code GDJ, GFK or GAV 953-0009 

(Eng. VIN R) Module Code GDJ, GFK or GAV - Sell Out Reorder 953-5043 

953-0009 

(Eng. VIN R) Module Code GFT 953-0025 

(Eng. VIN R) Module Code GFT - Sell Out Reorder 953-0025 953-5042 

(Eng. VIN R) 

(Eng. VIN K) w/ Fligh Temp Fuel Sender 

(Eng. VIN K) w/ Fligh Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN K) w/o Fligh Temp Fuel Sender 
(Eng. VINK) 

(Eng. VIN K) Sell out reorder 952-0094 

(Eng. VIN J) Module Code GDJ, GFK or GAV 953-0009 

(Eng. VIN J) Module Code GDJ, GFK or GAV - Sell Out Reorder 953-5043 

953-0009 

(Eng. VIN J) Module Code GFT 953-0025 

(Eng. VIN J) Module Code GFT - Sell Out Reorder 953-0025 953-5042 

(Eng. VIN J) 

(Eng. VIN N) 

(Eng. VIN N) w/ Fligh Temp Fuel Sender 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN N) w/o High Temp Fuel Sender 
(Eng. VIN N) 

(Eng. VIN N) Sell out reorder 952-0094 

C3500 TRUCK 

(Eng. VIN R) Cab & Chassis, Calif. 953-5051 

(Eng. VIN R) Cab & Chassis, Exc. Calif. 953-0037 

(Eng. VIN R) Cab & Chassis, Exc. Calif. - Sell out reorder 953- 953-5050 

0037 

(Eng. VIN R) Calif., Exc. Cab & Chassis 953-0009 

(Eng. VIN R) Calif., Exc. Cab & Chassis - Sell out reorder 953- 953-5043 

0009 

(Eng. VIN R) Exc. Calif., Exc. Cab & Chassis 953-0025 

(Eng. VIN R) Exc. Calif., Exc. Cab & Chassis - Sell out reorder 953-5042 

953-0025 

(Eng. VIN R) Module Code GAV, GDJ or GFK 953-0009 

(Eng. VIN R) Module Code GAV, GDJ or GFK - Sell out reorder 953-5043 

953-0009 

(Eng. VIN R) Module Code GFT 953-0025 

(Eng. VIN R) Module Code GFT - Sell out reorder 953-0025 953-5042 


951-5017 


952-0094 

952-0059 


951-5016 

951-5017 


951-5017 

951-5017 


951-5016 

951-5015 

951-5017 


951-5017 

951-5017 


952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


952-0060 

952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

14 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 







APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

C3500 TRUCK [continued] 

V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0060 


V8-5.7 

1995-1992 

(Eng. VINK) Cab & Chassis 



951-5017 

952-0055 


V8-5.7 

1995-1992 

(Eng. VIN K) w/ High Temp Fuel Sender, Exc. Cab & Chassis 



951-5017 

952-0094 


V8-5.7 

1995-1992 

(Eng. VIN K) w/ High Temp Fuel Sender, Exc. Cab & Chassis - 
Sellout reorder 952-0094 




952-0059 


V8-5.7 

1995-1992 

(Eng. VIN K) w/o High Temp Fuel Sender, Exc. Cab & Chassis 



951-5017 

952-0060 


V8-5.7 

1991 

(Eng. VINK) 



951-5017 

952-0055 


V8-5.7 

1990-1988 

(Eng. VINK) 



951-5017 

952-0094 


V8-5.7 

1990-1988 

(Eng. VIN K) Sell out reorder 952-0094 




952-0059 


V8-7.4 

2000 

(Eng. VIN J) Cab & Chassis, Calif. 

953-5051 





V8-7.4 

2000 

(Eng. VIN J) Cab & Chassis, Exc. Calif. 

953-0037 





V8-7.4 

2000 

(Eng. VIN J) Cab & Chassis, Exc. Calif. - Sell out reorder 953- 
0037 

953-5050 





V8-7.4 

2000 

(Eng. VIN J) Calif., Exc. Cab & Chassis 

953-0009 





V8-7.4 

2000 

(Eng. VIN J) Calif., Exc. Cab & Chassis - Sell out reorder 953- 
0009 

953-5043 





V8-7.4 

2000 

(Eng. VIN J) Exc. Calif., Exc. Cab & Chassis 

953-0025 





V8-7.4 

2000 

(Eng. VIN J) Exc. Calif., Exc. Cab & Chassis - Sell out reorder 
953-0025 

953-5042 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GAV, GDJ or GFK 

953-0009 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GAV, GDJ or GFK - Sell out reorder 
953-0009 

953-5043 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GFT 

953-0025 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GFT - Sell out reorder 953-0025 

953-5042 





V8-7.4 

1997-1996 

(Eng. VIN J) 



951-5016 

952-0060 


V8-7.4 

1995-1994 

(Eng. VIN N) w/ High Temp Fuel Sender 



951-5015 

952-0094 


V8-7.4 

1995-1994 

(Eng. VIN N) w/o High Temp Fuel Sender 



951-5015 

952-0060 


V8-7.4 

1995-1992 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-7.4 

1993-1992 

(Eng. VIN N) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-7.4 

1993-1992 

(Eng. VIN N) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-7.4 

1991 

(Eng. VIN N) 



951-5017 

952-0055 


V8-7.4 

1990-1988 

(Eng. VIN N) 



951-5017 

952-0094 


V8-7.4 

1990-1988 

(Eng. VIN N) Sell out reorder 952-0094 




952-0059 


V8-8.1 

2002-2001 

(Eng. VIN G) In Tank Pump w/ Radio Frequency Interference 
Filter 

953-5051 





V8-8.1 

2002-2001 

(Eng. VIN G) In Tank Pump w/o Radio Frequency Interference 
Filter 

953-0037 





V8-8.1 

2002-2001 

(Eng. VIN G) In Tank Pump w/o Radio Frequency Interference 
Filter - Sell out reorder 953-0037 

953-5050 





CAMARO 

L4-2.5 

1986-1982 

(Eng. VIN 2) w/FI 



951-5017 

952-0058 


V6-2.8 

1989-1985 

(Eng. VIN S) 



951-5006 

952-0058 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 1 5 

sin previo aviso. _ 

www.DensoAftermarket.com 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


CAMARO [continued] 

V6-3.1 

1992-1990 

(Eng. VINT) 

V6-3.8 

2002-1999 

(Eng. VINK) 

V8-5.0 

1992-1990 

(Eng. VINE) Check Eng. VIN 

V8-5.0 

1992-1988 

(Eng. VIN F) Check Eng. VIN 

V8-5.0 

1989-1988 

(Eng. VINE) Check Eng. VIN 

V8-5.0 

1987-1985 

(Eng. VIN F) w/FI 

V8-5.0 

1983 

(Eng. VINS) w/FI 

V8-5.0 

1982 

(Eng. VIN 7) w/FI 

V8-5.7 

2002-1999 

(Eng. VIN G) 

V8-5.7 

1992-1989 

(Eng. VIN 8) 

V8-5.7 

1988-1987 

(Eng. VIN 8) 

CAPRICE 

V6-4.3 

1993 

(Eng. VIN Z) 

V6-4.3 

1992 

(Eng. VIN Z) 

V6-4.3 

1990 

(Eng. VIN Z) 

V6-4.3 

1989-1988 

(Eng. VIN Z) 

V6-4.3 

1987-1985 

(Eng. VIN Z) 

V8-4.3 

1996-1994 

(Eng. VIN W) 

V8-5.0 

1993 

(Eng. VINE) 

V8-5.0 

1992 

(Eng. VINE) Exc. Police 

V8-5.0 

1992 

(Eng. VINE) Police 

V8-5.0 

1991 

(Eng. VINE) 

V8-5.0 

1990 

(Eng. VIN E) w/FI 

V8-5.0 

1989 

(Eng. VIN E) w/FI 

V8-5.7 

1996-1994 

(Eng. VIN P) 

V8-5.7 

1993 

(Eng. VIN 7) 

V8-5.7 

1992 

(Eng. VIN 7) Exc. Police 

V8-5.7 

1992 

(Eng. VIN 7) Police 

V8-5.7 

1991 

(Eng. VIN 7) 

V8-5.7 

1990 

(Eng. VIN 7) 

V8-5.7 

1989 

(Eng. VIN 7) 

CAVALIER 

L4-2.0 

1989-1987 

(Eng. VIN 1) 

L4-2.0 

1989-1987 

(Eng. VIN 1) Sell out reorder 952-0094 

L4-2.0 

1986-1983 

(Eng. VIN P) w/FI 

L4-2.0 

1986-1983 

(Eng. VIN P) w/ FI - Sell out reorder 952-0094 

L4-2.2 

2005 

(Eng. VIN F) 

L4-2.2 

2005 

(Eng. VIN F) Sell out reorder 953-0023 

L4-2.2 

2004-2003 

(Eng. VIN 6) w/Bi-Fuel Engine 

L4-2.2 

2004-2003 

(Eng. VIN 6) w/ Bi-Fuel Engine - Sell out reorder 953-0023 

L4-2.2 

2004-2002 

(Eng. VIN F) w/ Gasoline Engine 


953-5058 


951-5006 

952-0072 

951-5017 

952-0072 

951-5014 

952-0072 

951-5017 

952-0058 

951-5014 

952-0058 

951-5017 

952-0058 

951-5017 

952-0058 

951-5014 

952-0072 

951-5014 

952-0058 


951-5004 

952-0064 

951-5004 

952-0067 

951-5017 

952-0079 

951-5017 

952-0068 

951-5017 

952-0055 

951-5014 

952-0071 

951-5004 

952-0064 

951-5004 

952-0068 

951-5004 

952-0064 

951-5004 

952-0067 

951-5017 

952-0079 

951-5017 

952-0068 

951-5002 

952-0071 

951-5004 

952-0064 

951-5004 

952-0068 

951-5004 

952-0064 

951-5004 

952-0067 

951-5017 

952-0079 

951-5017 

952-0068 


951-5017 

952-0094 


952-0059 

951-5017 

952-0094 


952-0059 


953-0023 

953-5122 

953-0023 

953-5122 

953-0023 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

16 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 






APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

CAVALIER [continued] 

L4-2.2 

2004-2002 

(Eng. VIN F) w/ Gasoline Engine - Sell out reorder 953-0023 

953-5122 





L4-2.2 

2002 

(Eng. VIN4) w/Bi-Fuel Engine 

953-0023 





L4-2.2 

2002 

(Eng. VIN 4) w/ Bi-Fuel Engine - Sell out reorder 953-0023 

953-5122 





L4-2.2 

2002 

(Eng. VIN 4) w/ Gasoline Engine 

953-0023 





L4-2.2 

2002 

(Eng. VIN 4) w/ Gasoline Engine - Sell out reorder 953-0023 

953-5122 





L4-2.2 

2001 

(Eng. VIN 4) 

953-0023 





L4-2.2 

2001 

(Eng. VIN 4) Sell out reorder 953-0023 

953-5122 





L4-2.2 

2000 

(Eng. VIN 4) w/ Bi-Fuel Engine w/ Plastic Fuel Tank 

953-0023 





L4-2.2 

2000 

(Eng. VIN 4) w/ Bi-Fuel Engine w/ Plastic Fuel Tank - Sell out 
reorder 953-0023 

953-5122 





L4-2.2 

2000 

(Eng. VIN 4) w/ Bi-Fuel Engine, w/ Steel Fuel Tank 

953-0015 





L4-2.2 

2000 

(Eng. VIN 4) w/ Bi-Fuel Engine, w/ Steel Fuel Tank - Sell out 
reorder 953-0015 

953-5064 





L4-2.2 

2000 

(Eng. VIN 4) w/ Gasoline Engine w/ Plastic Fuel Tank 

953-0023 





L4-2.2 

2000 

(Eng. VIN 4) w/ Gasoline Engine w/ Plastic Fuel Tank - Sell out 
reorder 953-0023 

953-5122 





L4-2.2 

2000 

(Eng. VIN 4) w/ Gasoline Engine, w/ Steel Fuel Tank 

953-0015 





L4-2.2 

2000 

(Eng. VIN 4) w/ Gasoline Engine, w/ Steel Fuel Tank - Sell out 
reorder 953-0015 

953-5064 





L4-2.2 

1999 

(Eng. VIN 4) w/Bi-Fuel Engine 

953-0015 





L4-2.2 

1999 

(Eng. VIN 4) w/ Bi-Fuel Engine - Sell out reorder 953-0015 

953-5064 





L4-2.2 

1999 

(Eng. VIN 4) w/ Gasoline Engine 

953-0015 





L4-2.2 

1999 

(Eng. VIN 4) w/ Gasoline Engine - Sell out reorder 953-0015 

953-5064 





L4-2.2 

1998-1996 

(Eng. VIN 4) 

953-0008 





L4-2.2 

1998-1996 

(Eng. VIN 4) Sell out reorder 953-0008 

953-5004 





L4-2.2 

1995 

(Eng. VIN 4) 

953-0007 





L4-2.2 

1995 

(Eng. VIN 4) Sell out reorder 953-0007 

953-5031 





L4-2.2 

1994-1992 

(Eng. VIN 4) 

953-5002 

950-5000 




L4-2.2 

1991-1990 

(Eng. VIN G) 



951-5017 

952-0094 


L4-2.2 

1991-1990 

(Eng. VIN G) Sell out reorder 952-0094 




952-0059 


L4-2.3 

1995 

(Eng. VIN D) 

953-0007 





L4-2.3 

1995 

(Eng. VIN D) Sell out reorder 953-0007 

953-5031 





L4-2.4 

2002-2001 

(Eng. VINT) 

953-0023 





L4-2.4 

2002-2001 

(Eng. VIN T) Sell out reorder 953-0023 

953-5122 





L4-2.4 

2000 

(Eng. VIN T) w/ Plastic Fuel Tank 

953-0023 





L4-2.4 

2000 

(Eng. VIN T) w/ Plastic Fuel Tank - Sell out reorder 953-0023 

953-5122 





L4-2.4 

2000 

(Eng. VINT) w/Steel Fuel Tank 

953-0015 





L4-2.4 

2000 

(Eng. VIN T) w/ Steel Fuel Tank - Sell out reorder 953-0015 

953-5064 





L4-2.4 

1999 

(Eng. VINT) 

953-0015 





L4-2.4 

1999 

(Eng. VIN T) Sell out reorder 953-0015 

953-5064 





L4-2.4 

1998-1996 

(Eng. VINT) 

953-0008 





L4-2.4 

1998-1996 

(Eng. VINT) Sell out reorder 953-0008 

953-5004 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 17 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


CAVALIER [continued] 

1989-1988 (Eng. VIN W) 

1989- 1985 (Eng. VIN W) Sell out reorder 952-0094 

1987-1985 (Eng. VIN W) 

1994-1992 (Eng. VINT) 

1991-1990 (Eng. VINT) 

1991-1990 (Eng. VIN T) Sell out reorder 952-0094 
CELEBRITY 

1990- 1986 (Eng. VIN R) w/ FI 

1985- 1982 (Eng. VIN R) w/FI 

1989-1988 (Eng. VIN W) Exc. Wagon 

1989-1987 (Eng. VIN W) Wagon, w/50mm Dia. Pump 
1987 (Eng. VIN W) Exc. Wagon 

1986- 1985 (Eng. VIN W) w/FI 

1990 (Eng. VINT) w/50mm Dia. Pump 
CITATION 


951-5003 


951-5017 

951-5017 

951-5003 

951-0013 

951-5006 

951-5006 

951-0013 


952-0094 

952-0059 

952-0094 

952-0094 

952-0059 

952-0056 

952-0055 

952-0056 

952-0042 

952-0056 

952-0056 

952-0042 


L4-2.5 

1983-1982 

(Eng. VIN R) w/FI 



951-5017 

952-0055 


CITATION II 

L4-2.5 

L4-2.5 

1985 

1985 

(Eng. VIN R) 

(Eng. VIN R) Sell out reorder 952-0094 



951-5017 

952-0094 

952-0059 


L4-2.5 

V6-2.8 

1984 

1985 

(Eng. VIN R) 

(Eng. VIN W) w/FI 



951-5017 

951-5006 

952-0055 

952-0056 


CLASSIC 

L4-2.2 

2005-2004 

(Eng. VIN F) 

953-0023 





L4-2.2 

2005-2004 

(Eng. VIN F) Sell out reorder 953-0023 

953-5122 





COLORADO 

L4-2.8 

L5-3.5 

2005-2004 

2005-2004 

(Eng. VIN 8) 

(Eng. VIN 6) 

953-5121 

953-5121 






COMMERCIAL CHASSIS 

pl993 | (Eng. VIN 7) 

CORSICA 

1989-1987 I (Eng. VIN 1) 

1989-1987 (Eng. VIN 1) Sell out reorder 952-0094 
1996-1993 (Eng. VIN 4) 

1992 (Eng. VIN 4) 

1991-1990 (Eng. VIN G) 

1989-1988 (Eng. VIN W) From Chassis VIN 500001 

1989-1988 (Eng. VIN W) From Chassis VIN 500001 - Sell out reorder 952- 


951-5004 


951-5003 

951-5017 

951-5003 


952-0064 

952-0094 

952-0059 

952-0070 

952-0065 

952-0094 

952-0059 


1988-1987 (Eng. VIN W) To Chassis VIN 500000 

1988-1987 (Eng. VIN W) To Chassis VIN 500000 - Sell out reorder 952- 


952-0094 

952-0059 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

18 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

CHEVROLET [continued] 

CORSICA [continued] 

V6-3.1 

1996-1994 

(Eng.VINM) 

953-5002 

950-5000 




V6-3.1 

1993 

(Eng. VINT) 

953-5002 

950-5000 




V6-3.1 

1992 

(Eng. VINT) 



951-5003 

952-0070 


V6-3.1 

1991-1990 

(Eng. VINT) 



951-5003 

952-0065 




CORVETTE 




V8-5.7 

2004-2003 

(Eng. VIN G, S) Left Side Fuel Tank w/ 4 Pin Electrical 

Connector 

953-3081 





V8-5.7 

1996 

(Eng. VIN 5, P) 



951-5002 

952-0055 


V8-5.7 

1995-1992 

(Eng. VIN P) Exc.ZR-1 Model 



951-5002 

952-0055 


V8-5.7 

1991-1990 

(Eng. VIN8) Exc.ZR-1 Model 



951-5014 

952-0055 


V8-5.7 

1989-1985 

(Eng. VIN 8) 



951-5014 

952-0055 


V8-5.7 

1984 

(Eng. VIN 8) 



951-5017 

952-0055 


V8-5.7 

1982 

(Eng. VIN 8) 



951-5017 

952-0058 


V8-6.0 

2007 

(Eng. VIN U) Left Side Fuel Tank w/ 4 Pin Electrical Connector 

953-3082 





V8-6.0 

2006-2005 

(Eng. VIN U) Left Side Fuel Tank w/ 4 Pin Electrical Connector 

953-3081 





V8-6.2 

2011-2008 

(Eng. VIN W) Left Side Fuel Tank w/4 Pin Electrical Connector 

953-3082 





V8-7.0 

2011-2007 

(Eng. VIN E) Left Side Fuel Tank w/4 Pin Electrical Connector 

953-3082 





V8-7.0 

2006 

(Eng. VIN E) Left Side Fuel Tank w/4 Pin Electrical Connector 

953-3081 







ELCAMINO 




V6-4.3 

1987-1985 

(Eng. VIN Z) 



951-5017 

952-0055 




EXPRESS 1500 




V6-4.3 

2004 

(Eng. VIN X) 

953-5123 





V6-4.3 

2003 

(Eng. VIN X) 

953-5112 





V6-4.3 

2002-1998 

(Eng. VIN W) 

953-0022 





V6-4.3 

2002-1998 

(Eng. VIN W) Sell out reorder 953-0022 

953-5055 





V6-4.3 

1997 

(Eng. VIN W) 

953-0018 





V6-4.3 

1997 

(Eng. VIN W) Sell out reorder 953-0018 

953-5054 





V6-4.3 

1996 

(Eng. VIN W) w/ 31 Gallon Fuel Tank 

953-5013 





V8-5.0 

2002-1998 

(Eng.VINM) 

953-0022 





V8-5.0 

2002-1998 

(Eng. VIN M) Sell out reorder 953-0022 

953-5055 





V8-5.0 

1997 

(Eng.VINM) 

953-0018 





V8-5.0 

1997 

(Eng. VIN M) Sell out reorder 953-0018 

953-5054 





V8-5.0 

1996 

(Eng. VIN M) w/31 Gallon Fuel Tank 

953-5013 





V8-5.3 

2003 

(Eng. VINT) 

953-5112 





V8-5.7 

2002-1998 

(Eng. VIN R) 

953-0022 





V8-5.7 

2002-1998 

(Eng. VIN R) Sell out reorder 953-0022 

953-5055 





V8-5.7 

1997 

(Eng. VIN R) 

953-0018 





V8-5.7 

1997 

(Eng. VIN R) Sell out reorder 953-0018 

953-5054 





V8-5.7 

1996 

(Eng. VIN R) w/ 31 Gallon Fuel Tank 

953-5013 





V8-5.7 

1996 

(Eng. VIN R) w/ 55 Gallon Fuel Tank 

953-5014 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 
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denso 


tUsL&ns. tit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


EXPRESS 2500 


V6-4.3 

2004 

(Eng. VINX) 

953-5123 

V6-4.3 

2003 

(Eng. VINX) 

953-5112 

V6-4.3 

2002-1999 

(Eng. VIN W) Calif., w/o Fitting for Take Off Fuel Line 

953-0022 

V6-4.3 

2002-1999 

(Eng. VIN W) Calif., w/o Fitting for Take Off Fuel Line - Sell out 
reorder 953-0022 

953-5055 

V6-4.3 

2002-1999 

(Eng. VIN W) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0018 

V6-4.3 

2002-1999 

(Eng. VIN W) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V6-4.3 

2002-1999 

(Eng. VIN W) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0022 

V6-4.3 

2002-1999 

(Eng. VIN W) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V6-4.3 

1998-1997 

(Eng. VIN W) 

953-0018 

V6-4.3 

1998-1997 

(Eng. VIN W) Sell out reorder 953-0018 

953-5054 

V6-4.3 

1996 

(Eng. VIN W) w/31 Gallon Fuel Tank 

953-5013 

V8-4.8 

2003 

(Eng. VIN V) 

953-5112 

V8-5.0 

2002-1999 

(Eng. VIN M) Calif., w/o Fitting for Take Off Fuel Line 

953-0022 

V8-5.0 

2002-1999 

(Eng. VIN M) Calif., w/o Fitting for Take Off Fuel Line - Sell out 
reorder 953-0022 

953-5055 

V8-5.0 

2002-1999 

(Eng. VIN M) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0018 

V8-5.0 

2002-1999 

(Eng. VIN M) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V8-5.0 

2002-1999 

(Eng. VIN M) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0022 

V8-5.0 

2002-1999 

(Eng. VIN M) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.0 

1998-1997 

(Eng. VIN M) 

953-0018 

V8-5.0 

1998-1997 

(Eng. VIN M) Sell out reorder 953-0018 

953-5054 

V8-5.0 

1996 

(Eng. VIN H, M) w/31 Gallon Fuel Tank 

953-5013 

V8-5.3 

2003 

(Eng. VINT) 

953-5112 

V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Calif., w/o Fitting for Take Off 

Fuel Line 

953-0022 

V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Calif., w/o Fitting for Take Off 

Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Over GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0018 

V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Over GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Under GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0022 

V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Under GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

20 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

EXPRESS 2500 [continued] 

V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Calif., w/o Fitting for Take Off 
Fuel Line 

953-0022 





V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Calif., w/o Fitting for Take Off 
Fuel Line - Sell out reorder 953-0022 

953-5055 





V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Over GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0018 





V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Over GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 





V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Under GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0022 





V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Under GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 





V8-5.7 

2001-1998 

(Eng. VIN R) Calif., w/o Fitting for Take Off Fuel Line 

953-0022 





V8-5.7 

2001-1998 

(Eng. VIN R) Calif., w/o Fitting for Take Off Fuel Line-Sell out 
reorder 953-0022 

953-5055 





V8-5.7 

2001-1998 

(Eng. VIN R) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0018 





V8-5.7 

2001-1998 

(Eng. VIN R) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 





V8-5.7 

2001-1998 

(Eng. VIN R) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0022 





V8-5.7 

2001-1998 

(Eng. VIN R) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 





V8-5.7 

1997 

(Eng. VIN R) 

953-0018 





V8-5.7 

1997 

(Eng. VIN R) Sell out reorder 953-0018 

953-5054 





V8-5.7 

1996 

(Eng. VIN R) w/ 31 Gallon Fuel Tank 

953-5013 





V8-5.7 

1996 

(Eng. VIN R) w/ 55 Gallon Fuel Tank 

953-5014 





V8-6.0 

2003 

(Eng. VIN U) 

953-5112 







EXPRESS 3500 






V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Calif., Exc. Cutaway Chassis, w/o 
Fitting for Take Off Fuel Line 

953-0022 





V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Calif., Exc. Cutaway Chassis, w/o 
Fitting for Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 





V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Cutaway Chassis w/ 35 Gallon 

Fuel Tank, Exc. Calif., w/o Fitting for Take Off Fuel Line 

953-5083 





V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Cutaway Chassis w/ 55 Gallon 

Fuel Tank, Calif., w/o Fitting for Take Off Fuel Line 

953-5057 





V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Cutaway Chassis w/ 55 Gallon 

Fuel Tank, Exc. Calif., w/o Fitting for Take Off Fuel Line 

953-5056 





V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Exc. Cutaway Chassis, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0018 





V8-5.7 

2002 

(Eng. VIN R) Bi-Fuel Engine, Exc. Cutaway Chassis, Exc. Calif., 
w/o Fitting for Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 





V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Calif., Exc. Cutaway Chassis, w/o 
Fitting for Take Off Fuel Line 

953-0022 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 21 

sin previo aviso. _ 

www.DensoAftermarket.com 






denso 


tUsL&ns. tit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


EXPRESS 3500 [continued] 


V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Calif., Exc. Cutaway Chassis, w/o 
Fitting for Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Cutaway Chassis w/ 35 Gallon 
Fuel Tank, Exc. Calif., w/o Fitting for Take Off Fuel Line 

953-5083 

V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Cutaway Chassis w/ 55 Gallon 
Fuel Tank, Calif., w/o Fitting for Take Off Fuel Line 

953-5057 

V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Cutaway Chassis w/ 55 Gallon 
Fuel Tank, Exc. Calif., w/o Fitting for Take Off Fuel Line 

953-5056 

V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Exc. Cutaway Chassis, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0018 

V8-5.7 

2002 

(Eng. VIN R) Gasoline Engine, Exc. Cutaway Chassis, Exc. Calif., 
w/o Fitting for Take Off Fuel Line-Sell out reorder 953-0018 

953-5054 

V8-5.7 

2001-1998 

(Eng. VIN R) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line 

953-0022 

V8-5.7 

2001-1998 

(Eng. VIN R) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.7 

2001-1998 

(Eng. VIN R) Cutaway Chassis w/ 55 Gallon Fuel Tank, Calif., 
w/o Fitting for Take Off Fuel Line 

953-5057 

V8-5.7 

2001-1998 

(Eng. VIN R) Cutaway Chassis w/ 55 Gallon Fuel Tank, Exc. 
Calif., w/o Fitting for Take Off Fuel Line 

953-5056 

V8-5.7 

2001-1998 

(Eng. VIN R) Exc. Cutaway Chassis, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0018 

V8-5.7 

2001-1998 

(Eng. VIN R) Exc. Cutaway Chassis, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V8-5.7 

2001 

(Eng. VIN R) Cutaway Chassis w/ 35 Gallon Fuel Tank, Exc. 
Calif., w/o Fitting for Take Off Fuel Line 

953-5083 

V8-5.7 

2000-1998 

(Eng. VIN R) Cutaway Chassis w/ 35 Gallon Fuel Tank, Calif., 
w/o Fitting for Take Off Fuel Line 

953-5061 

V8-5.7 

2000-1998 

(Eng. VIN R) Cutaway Chassis w/ 35 Gallon Fuel Tank, Exc. 
Calif., w/o Fitting for Take Off Fuel Line 

953-5062 

V8-5.7 

1997 

(Eng. VIN R) Cutaway Chassis w/ 35 Gallon Fuel Tank 

953-5029 

V8-5.7 

1997 

(Eng. VIN R) Cutaway Chassis w/ 55 Gallon Fuel Tank 

953-5056 

V8-5.7 

1997 

(Eng. VIN R) Exc. Cutaway Chassis 

953-0018 

V8-5.7 

1997 

(Eng. VIN R) Exc. Cutaway Chassis - Sell out reorder 953-0018 

953-5054 

V8-5.7 

1996 

(Eng. VIN R) w/31 Gallon Fuel Tank 

953-5013 

V8-5.7 

1996 

(Eng. VIN R) w/ 55 Gallon Fuel Tank 

953-5014 

V8-6.0 

2003 

(Eng. VIN U) Exc. 55 Gallon Fuel Tank, Calif. 

953-5114 

V8-6.0 

2003 

(Eng. VIN U) Exc. 55 Gallon Fuel Tank, Exc. Calif. 

953-5113 

V8-6.0 

2003 

(Eng. VIN U) w/ 55 Gallon Fuel Tank, Calif. 

953-5116 

V8-6.0 

2003 

(Eng. VIN U) w/ 55 Gallon Fuel Tank, Exc. Calif. 

953-5115 

V8-7.4 

2000-1998 

(Eng. VIN J) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line 

953-0022 

V8-7.4 

2000-1998 

(Eng. VIN J) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line - Sell out reorder 953-0022 

953-5055 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

22 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 
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DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


G30VAN [continued] 

11993-1988 | (Eng. VIN N) 

_ IMP ALA _ 

2003-2000 I (Eng. VINE) 

2003-2000 (Eng. VIN E) Sell out reorder 953-0034 

2005-2004 (Eng. VIN 1) Supercharged 
2003-2000 (Eng. VINK) 

2003-2000 (Eng. VIN K) Sell out reorder 953-0034 

1985 (Eng. VIN Z) 

1996-1994 (Eng. VIN P) 

K1500 SUBURBAN 

1999-1998 I (Eng. VIN R) 

1999-1998 (Eng. VIN R) Sell out reorder 953-0020 

1997 (Eng. VIN R) 

1996 (Eng. VIN R) 

1995-1992 (Eng. VINK) 

_ K1500 TRUCK _ 

1998-1997 I (Eng. VIN W) 

1998-1997 (Eng. VIN W) Sell out reorder 953-0009 
1996 (Eng. VIN W) 

1995-1992 (Eng. VIN Z) w/ High Temp Fuel Sender 

1995-1992 (Eng. VIN Z) w/ High Temp Fuel Sender - Sell out reorder 952- 


953-0034 

953-5001 

953-5097 

953-0034 

953-5001 


953-0020 

953-5049 


953-0009 

953-5043 


951-5017 952-0060 


951-5017 

951-5002 


951-5016 

951-5016 

951-5017 


951-5016 

951-5017 


952-0060 

952-0071 


952-0060 

952-0057 

952-0057 


952-0060 

952-0094 

952-0059 


1995-1992 (Eng. VIN Z) w/o High Temp Fuel Sender 
1991-1988 (Eng. VIN Z) 

1991-1988 (Eng. VIN Z) Sell out reorder 952-0094 
1999-1998 (Eng. VIN M) 

1999-1998 (Eng. VIN M) Sell out reorder 953-0009 
1997-1996 (Eng. VIN M) 

1995-1992 (Eng. VIN H) w/ High Temp Fuel Sender 

1995-1992 (Eng. VIN H) w/ High Temp Fuel Sender - Sell out reorder 952- 


953-0009 

953-5043 


951-5017 

951-5017 


951-5016 

951-5017 


952-0060 

952-0094 

952-0059 


952-0060 

952-0094 

952-0059 


1995-1992 (Eng. VIN H) w/o High Temp Fuel Sender 
1991-1988 (Eng. VIN H) 

1991-1988 (Eng. VIN H) Sell out reorder 952-0094 
1999-1998 (Eng. VIN R) 

1999-1998 (Eng. VIN R) Sell out reorder 953-0009 
1997-1996 (Eng. VIN R) 

1995-1992 (Eng. VIN K) w/ High Temp Fuel Sender 

1995-1992 (Eng. VIN K)w/ High Temp Fuel Sender-Sell out reorder 952- 

0094 

1995-1992 (Eng. VIN K) w/o High Temp Fuel Sender 
1991-1988 (Eng. VINK) 


953-0009 

953-5043 


951-5017 

951-5017 


951-5016 

951-5017 


951-5017 

951-5017 


952-0060 

952-0094 

952-0059 


952-0060 

952-0094 

952-0059 

952-0060 

952-0094 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

24 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

CHEVROLET [continued] 

K1500 TRUCK [continued] 

V8-5.7 

1991-1988 

(Eng. VIN K) Sell out reorder 952-0094 j 




952-0059 




K2500SUBURBAN 




V8-5.7 

1999-1998 

(Eng. VIN R) Calif. 

953-0020 





V8-5.7 

1999-1998 

(Eng. VIN R) Calif. - Sell out reorder 953-0020 

953-5049 





V8-5.7 

1999-1998 

(Eng. VIN R) Exc. Calif. 

953-5048 





V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0057 


V8-5.7 

1995-1992 

(Eng. VINK) 



951-5017 

952-0057 


V8-7.4 

1999-1998 

(Eng. VIN J) Calif. 

953-0020 





V8-7.4 

1999-1998 

(Eng. VIN J) Calif. - Sell out reorder 953-0020 

953-5049 





V8-7.4 

1999-1998 

(Eng. VIN J) Exc. Calif. 

953-5048 





V8-7.4 

1997-1996 

(Eng. VIN J) 



951-5016 

952-0057 


V8-7.4 

1995-1994 

(Eng. VIN N) 



951-5015 

952-0057 


V8-7.4 

1993-1992 

(Eng. VIN N) 



951-5017 

952-0057 




K2500 TRUCK 




V6-4.3 

1995-1992 

(Eng. VIN Z) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V6-4.3 

1995-1992 

(Eng. VIN Z) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V6-4.3 

1995-1992 

(Eng. VIN Z) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V6-4.3 

1991-1988 

(Eng. VIN Z) 



951-5017 

952-0094 


V6-4.3 

1991-1988 

(Eng. VIN Z) Sell out reorder 952-0094 




952-0059 


V8-5.0 

1998 

(Eng. VIN M) 

953-0009 





V8-5.0 

1998 

(Eng. VIN M) Sell out reorder 953-0009 

953-5043 





V8-5.0 

1997 

(Eng. VIN M) 



951-5016 

952-0060 


V8-5.0 

1995-1992 

(Eng. VIN H) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-5.0 

1995-1992 

(Eng. VIN H) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-5.0 

1995-1992 

(Eng. VIN H) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-5.0 

1991-1988 

(Eng. VIN H) 



951-5017 

952-0094 


V8-5.0 

1991-1988 

(Eng. VIN H) Sell out reorder 952-0094 




952-0059 


V8-5.7 

2000-1998 

(Eng. VIN R) Module Code GDJ,GFK or GAV 

953-0009 





V8-5.7 

2000-1998 

(Eng. VIN R) Module Code GDJ, GFK or GAV - Sell out reorder 
953-0009 

953-5043 





V8-5.7 

2000-1998 

(Eng. VIN R) Module Code GFT 

953-0025 





V8-5.7 

2000-1998 

(Eng. VIN R) Module Code GFT - Sell out reorder 953-0025 

953-5042 





V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0060 


V8-5.7 

1995-1992 

(Eng. VIN K) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-5.7 

1995-1992 

(Eng. VIN K) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-5.7 

1995-1992 

(Eng. VIN K) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-5.7 

1991-1988 

(Eng. VINK) 



951-5017 

952-0094 


V8-5.7 

1991-1988 

(Eng. VIN K) Sell out reorder 952-0094 




952-0059 


V8-7.4 

2000-1998 

(Eng. VIN J) Module Code GDJ, GFK or GAV 

953-0009 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 2 5 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


V8-7.4 

2000-1998 

V8-7.4 

2000-1998 

V8-7.4 

2000-1998 

V8-7.4 

1997-1996 

V8-7.4 

1995-1994 

V8-7.4 

1993-1992 

V8-7.4 

1993-1992 

V8-7.4 

1993-1992 

V8-7.4 

1991 

V8-7.4 

1991 


V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1997-1996 

V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1991 

V8-5.7 

1990-1988 

V8-5.7 

1990-1988 

V8-7.4 

2000 

V8-7.4 

2000 

V8-7.4 

2000 

V8-7.4 

2000 


K2500 TRUCK [continued] 

(Eng. VIN J) Module Code GDJ, GFK or GAV - Sell out reorder 953-5043 
953-0009 

(Eng. VIN J) Module Code GFT 953-0025 

(Eng. VIN J) Module Code GFT - Sell out reorder 953-0025 953-5042 

(Eng. VIN J) 

(Eng. VIN N) 

(Eng. VIN N) w/ High Temp Fuel Sender 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN N) w/o High Temp Fuel Sender 
(Eng. VIN N) 

(Eng. VIN N) Sell out reorder 952-0094 

K3500 TRUCK 

(Eng. VIN R) Cab & Chassis, Calif. 953-5051 

(Eng. VIN R) Cab & Chassis, Exc. Calif. 953-0037 

(Eng. VIN R) Cab & Chassis, Exc. Calif. - Sell out reorder 953- 953-5050 

0037 

(Eng. VIN R) Calif., Exc. Cab & Chassis 953-0009 

(Eng. VIN R) Calif., Exc. Cab & Chassis - Sell out reorder 953- 953-5043 

0009 

(Eng. VIN R) Exc. Calif., Exc. Cab & Chassis 953-0025 

(Eng. VIN R) Exc. Calif., Exc. Cab & Chassis - Sell out reorder 953-5042 

953-0025 

(Eng. VIN R) Module Code GAV, GDJ or GFK 953-0009 

(Eng. VIN R) Module Code GAV, GDJ or GFK - Sell out reorder 953-5043 

953-0009 

(Eng. VIN R) Module Code GFR or GFS 953-5051 

(Eng. VIN R) Module Code GFT 953-0025 

(Eng. VIN R) Module Code GFT - Sell out reorder 953-0025 953-5042 

(Eng. VIN R) 

(Eng. VIN K) Cab & Chassis 

(Eng. VIN K) w/ High Temp Fuel Sender, Exc. Cab & Chassis 

(Eng. VIN K) w/ High Temp Fuel Sender, Exc. Cab & Chassis - 

Sellout reorder 952-0094 

(Eng. VIN K) w/o High Temp Fuel Sender, Exc. Cab & Chassis 
(Eng. VINK) 

(Eng. VINK) 

(Eng. VIN K) Sell out reorder 952-0094 

(Eng. VIN J) Cab & Chassis, Calif. 953-5051 

(Eng. VIN J) Cab & Chassis, Exc. Calif. 953-0037 

(Eng. VIN J) Cab & Chassis, Exc. Calif. - Sell out reorder 953- 953-5050 

0037 

(Eng. VIN J) Calif., Exc. Cab & Chassis 953-0009 


951-5016 

951-5015 

951-5017 


951-5017 

951-5017 


952-0060 

952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


951-5016 

952-0060 

951-5017 

952-0055 

951-5017 

952-0094 


952-0059 

951-5017 

952-0060 

951-5017 

952-0055 

951-5017 

952-0094 


952-0059 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

26 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 






DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

CHEVROLET [continued] 

K3500 TRUCK [continued] 

MS-7 A 

2000 

(Eng. VIN J) Calif., Exc. Cab & Chassis - Sell out reorder 953- 
0009 

953-5043 





V8-7.4 

2000 

(Eng. VIN J) Exc. Calif., Exc. Cab & Chassis 

953-0025 





V8-7.4 

2000 

(Eng. VIN J) Exc. Calif., Exc. Cab & Chassis - Sell out reorder 
953-0025 

953-5042 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GAV, GDJ or GFK 

953-0009 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GAV, GDJ or GFK - Sell out reorder 
953-0009 

953-5043 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GFP 

953-0037 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GFP - Sell out reorder 953-0037 

953-5050 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GFR or GFS 

953-5051 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GFT 

953-0025 





V8-7.4 

1999-1998 

(Eng. VIN J) Module Code GFT - Sell out reorder 953-0025 

953-5042 





V8-7.4 

1997-1996 

(Eng. VIN J) 



951-5016 

952-0060 


V8-7.4 

1995 

(Eng. VIN N) w/ High Temp Fuel Sender 



951-5015 

952-0094 


V8-7.4 

1995 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-7.4 

1995 

(Eng. VIN N) w/o High Temp Fuel Sender 



951-5015 

952-0060 


V8-7.4 

1994 

(Eng. VIN N) 



951-5015 

952-0060 


V8-7.4 

1993-1992 

(Eng. VIN N) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-7.4 

1993-1992 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-7.4 

1993-1992 

(Eng. VIN N) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-7.4 

1991 

(Eng. VIN N) 



951-5017 

952-0055 


V8-7.4 

1990-1988 

(Eng. VIN N) 



951-5017 

952-0094 


V8-7.4 

1990-1988 

(Eng. VIN N) Sell out reorder 952-0094 




952-0059 




LLV 






L4-2.2 

1995-1994 

(Eng. VIN 4) 



951-5003 

952-0060 


L4-2.5 

1993-1992 

(Eng. VIN A) 



951-5017 

952-0060 


L4-2.5 

1991 

(Eng. VIN A, E) 



951-5017 

952-0060 


L4-2.5 

1990-1987 

(Eng. VINE) 



951-5017 

952-0060 




LUMINA 






L4-2.2 

1993 

(Eng. VIN 4) 


950-5000 




L4-2.5 

1992-1990 

(Eng. VIN R) 



951-5015 

952-0061 


V6-3.1 

2001-2000 

(Eng. VIN J) 

953-5075 





V6-3.1 

1999 

(Eng. VIN M) w/ Refuel Vapor Recovery 

953-5073 





V6-3.1 

1999 

(Eng. VIN M) w/o Refuel Vapor Recovery 

953-0014 





V6-3.1 

1999 

(Eng. VIN M) w/o Refuel Vapor Recovery - Sell out reorder 
953-0014 

953-5079 





V6-3.1 

1998-1997 

(Eng. VIN M) 

953-0014 





V6-3.1 

1998-1997 

(Eng. VIN M) Sell out reorder 953-0014 

953-5079 





V6-3.1 

1996-1995 

(Eng. VIN M) 



951-5003 

952-0069 


V6-3.1 

1994 

(Eng. VINT) 



951-5003 

952-0069 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 27 

sin previo aviso. _ 

www.DensoAftermarket.com 






DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


LUMINA [continued] 


V6-3.1 

1993 

(Eng. VIN T, W) Gasoline & Flex Fuel Engines 



951-5003 

952-0069 


V6-3.1 

1992-1990 

(Eng. VINT) 



951-5003 

952-0061 


V6-3.4 

1997 

(Eng. VIN X) 

953-5012 





V6-3.4 

1996 

(Eng. VIN X) 



951-5014 

952-0069 


V6-3.4 

1995-1993 

(Eng. VIN X) 



951-5003 

952-0069 


V6-3.4 

1992-1991 

(Eng. VIN X) 



951-5003 

952-0061 


V6-3.8 

1999-1998 

(Eng. VINK) 

953-0014 





V6-3.8 

1999-1998 

(Eng. VIN K) Sell out reorder 953-0014 

953-5079 






LUMINA APV 

1995-1990 (Eng. VIN D) 

1996 (Eng. VINE) 

1995-1992 (Eng. VIN L) 

MALIBU 

2008-2007 I (Eng. VIN F) 

2006-2004 (Eng. VIN F) 

1999-1998 (Eng. VINT) 

1999-1998 (Eng. VIN T) Sell out reorder 953-0015 

1997 (Eng. VINT) 

2003-2000 (Eng. VIN J) 

2003-2000 (Eng. VIN J) Sell out reorder 953-0023 
1999 (Eng. VIN J, M) 

1999 (Eng. VIN J, M) Sell out reorder 953-0015 

1998 (Eng. VIN M) 

1998 (Eng. VIN M) Sell out reorder 953-0015 

1997 (Eng. VIN M) 

2008 (Eng. VIN N) Classic Series 

2007 (Eng. VIN N) LS, LT & LTZ Models 

2006 (Eng. VIN 8) LT& LTZ Models 
2005-2004 (Eng. VIN 8) LS&LT Models 

2007 (Eng. VIN 1) SS Model 

2006 (Eng. VIN 1) SS Model 


953-3080 

953-3054 

953-0015 

953-5064 

953-5030 

953-0023 

953-5122 

953-0015 

953-5064 

953-0015 

953-5064 

953-5030 

953-3080 

953-3080 

953-3054 

953-3054 

953-3080 

953-3054 


951-5017 

951-5003 

951-5003 


952-0061 

952-0069 

952-0069 


METRO 

L3-1.0 

2000-1998 

(Eng. VIN 6) 


950-0128 

951-0007 

952-0018 


L4-1.3 

2001-1998 

(Eng. VIN 2) 


950-0128 

951-0007 

952-0018 


MONTE CARLO 

V6-3.1 

1999 

(Eng. VIN M) w/ Refuel Vapor Recovery 

953-5073 





V6-3.1 

1999 

(Eng. VIN M) w/o Refuel Vapor Recovery 

953-0014 





V6-3.1 

1999 

(Eng. VIN M) w/o Refuel Vapor Recovery - Sell out reorder 
953-0014 

953-5079 





V6-3.1 

1998-1997 

(Eng. VIN M) 

953-0014 





V6-3.1 

1998-1997 

(Eng. VIN M) Sell out reorder 953-0014 

953-5079 






Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

28 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

MONTE CARLO [continued] 

V6-3.1 

1996-1995 

(Eng.VINM) 



951-5003 

952-0069 


V6-3.4 

2003-2000 

(Eng. VINE) 

953-0034 





V6-3.4 

2003-2000 

(Eng. VINE) Sell out reorder 953-0034 

953-5001 





V6-3.4 

1997 

(Eng. VINX) 

953-5012 





V6-3.4 

1996 

(Eng. VINX) 



951-5014 

952-0069 


V6-3.4 

1995 

(Eng. VINX) 



951-5003 

952-0069 


V6-3.8 

2005-2004 

(Eng. VIN1) Supercharged 

953-5097 





V6-3.8 

2003-2000 

(Eng. VINK) 

953-0034 





V6-3.8 

2003-2000 

(Eng. VIN K) Sell out reorder 953-0034 

953-5001 





V6-3.8 

1999-1998 

(Eng. VINK) 

953-0014 





V6-3.8 

1999-1998 

(Eng. VIN K) Sell out reorder 953-0014 

953-5079 





V6-4.3 

1988-1985 

(Eng. VIN Z) 



951-5017 

952-0058 




P20VAN 




V8-5.7 

1989-1988 

(Eng. VINK) 



951-5017 

952-0055 


V8-5.7 

1987 

(Eng. VIN K) w/ FI 



951-5017 

952-0060 




P30VAN 




V6-4.3 

1997-1996 

(Eng. VIN W) 



951-5016 

952-0055 


V6-4.3 

1995-1994 

(Eng. VIN Z) 



951-5017 

952-0060 


V6-4.3 

1993-1990 

(Eng. VIN Z) 



951-5017 

952-0055 


V8-5.7 

1997 

(Eng. VIN R) 



951-5016 

952-0055 


V8-5.7 

1996 

(Eng. VINK) Check Eng. VIN 



951-5017 

952-0060 


V8-5.7 

1996 

(Eng. VIN R) Check Eng. VIN 



951-5016 

952-0055 


V8-5.7 

1995-1994 

(Eng. VINK) 



951-5017 

952-0060 


V8-5.7 

1993-1988 

(Eng. VIN K) w/ FI 



951-5017 

952-0055 


V8-5.7 

1987 

(Eng. VIN K) w/ FI 



951-5017 

952-0060 


V8-7.4 

1999-1998 

(Eng. VIN B) Check Eng. VIN 

953-5039 





V8-7.4 

1997-1996 

(Eng. VIN J) Check Eng. VIN 



951-5016 

952-0055 


V8-7.4 

1997 

(Eng. VIN N) Check Eng. VIN 



951-5015 

952-0055 


V8-7.4 

1996 

(Eng. VIN N) Check Eng. VIN 



951-5015 

952-0060 


V8-7.4 

1995-1994 

(Eng. VIN N) 



951-5015 

952-0060 


V8-7.4 

1993-1990 

(Eng. VIN N) 



951-5017 

952-0055 




PRIZM 




L4-1.8 

2002-1998 

(Eng. VIN 8) ! 


950-0104 

951-0001 

952-0018 




RIO SUBURBAN 




V8-5.0 

1987 

(Eng. VIN H) 



951-5017 

952-0094 


V8-5.0 

1987 

(Eng. VIN H) Sell out reorder 952-0094 




952-0059 


V8-5.7 

1988-1987 

(Eng. VINK) 



951-5017 

952-0094 


V8-5.7 

1988-1987 

(Eng. VIN K) Sell out reorder 952-0094 




952-0059 




RIO TRUCK 




V6-4.3 

1987 

(Eng. VIN Z) 



951-5017 

952-0094 


V6-4.3 

1987 

(Eng. VIN Z) Sell out reorder 952-0094 




952-0059 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 29 

sin previo aviso. _ 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


RIO TRUCK [continued] 

1987 (Eng. VIN H) 

1987 (Eng. VIN H) Sell out reorder 952-0094 

1987 (Eng. VINK) 

1987 (Eng. VIN K) Sell out reorder 952-0094 

_ R20SUBURBAN _ 

1988-1987 I (Eng. VINK) 

1988-1987 (Eng. VIN K) Sell out reorder 952-0094 
1988-1987 (Eng. VIN N) 

1988-1987 (Eng. VIN N) Sell out reorder 952-0094 
R20TRUCK 
1987 I (Eng. VIN Z) 

1987 (Eng. VIN Z) Sell out reorder 952-0094 

1987 (Eng. VIN H) 

1987 (Eng. VIN H) Sell out reorder 952-0094 

1988-1987 (Eng. VINK) 

1988-1987 (Eng. VIN K) Sell out reorder 952-0094 

1988-1987 (Eng. VIN N) 

1988-1987 (Eng. VIN N) Sell out reorder 952-0094 

_ R30TRUCK _ 

1988-1987 (Eng. VIN K) w/ FI 

1988-1987 (Eng. VIN K) w/ FI - Sell out reorder 952-0094 

1988-1987 (Eng. VIN N) w/FI 

1988-1987 (Eng. VIN N) w/ FI - Sell out reorder 952-0094 

R1500 SUBURBAN 

1991-1990 I (Eng. VINK) 

1989 (Eng. VINK) 

1989 (Eng. VIN K) Sell out reorder 952-0094 

R2500 SUBURBAN 

1991-1990 I (Eng. VINK) 

1989 (Eng. VINK) 

1989 (Eng. VIN K) Sell out reorder 952-0094 
1991-1990 (Eng. VIN N) 

1989 (Eng. VIN N) 

1989 (Eng. VIN N) Sell out reorder 952-0094 

R2500 TRUCK 

1989 I (Eng. VIN N) 

1989 (Eng. VIN N) Sell out reorder 952-0094 

R3500 TRUCK 

1991-1990 I (Eng. VINK) 

1989 (Eng. VINK) 

1989 (Eng. VIN K) Sell out reorder 952-0094 


951-5017 


951-5017 


951-5017 

951-5017 


951-5017 

951-5017 

951-5017 

951-5017 


951-5017 

951-5017 


952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

30 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

R3500 TRUCK [continued] 

MS-7 A 

1991-1990 

(Eng. VIN N) 



951-5017 

952-0055 


V8-7.4 

1989 

(Eng. VIN N) w/FI 



951-5017 

952-0094 


V8-7.4 

1989 

(Eng. VIN N) w/ FI - Sell out reorder 952-0094 




952-0059 




SI 0 BLAZER 




L4-2.5 

1988-1985 

(Eng. VINE) 



951-5017 

952-0060 


V6-2.8 

1989-1986 

(Eng. VIN R) 



951-5017 

952-0060 


V6-4.3 

1994-1992 

(Eng. VIN W) Check Eng. VIN 



951-5016 

952-0060 


V6-4.3 

1994 

(Eng. VIN Z) Check Eng. VIN 



951-5017 

952-0060 


V6-4.3 

1993 

(Eng. VIN Z) Check Eng. VIN 



951-5017 

952-0094 


V6-4.3 

1993 

(Eng. VIN Z) Check Eng. VIN - Sell out reorder 952-0094 




952-0059 


V6-4.3 

1992 

(Eng. VIN Z) Check Eng. VIN 



951-5017 

952-0060 


V6-4.3 

1991-1988 

(Eng. VIN Z) 



951-5017 

952-0060 




SI0 TRUCK 




L4-2.2 

2000 

(Eng. VIN 4) Exc. Flex Fuel 

953-0010 





L4-2.2 

2000 

(Eng. VIN 4) Exc. Flex Fuel - Sell out reorder 953-0010 

953-5034 





L4-2.2 

1999-1997 

(Eng. VIN 4) 

953-0010 





L4-2.2 

1999-1997 

(Eng. VIN 4) Sell out reorder 953-0010 

953-5034 





L4-2.2 

1996 

(Eng. VIN 4) 2WD, Module Code SFM or SFZ 

953-5015 





L4-2.2 

1995-1994 

(Eng. VIN 4) 



951-5003 

952-0060 


L4-2.5 

1993-1992 

(Eng. VIN A) 



951-5017 

952-0094 


L4-2.5 

1993-1992 

(Eng. VIN A) Sell out reorder 952-0094 




952-0059 


L4-2.5 

1991 

(Eng. VIN A, E) 



951-5017 

952-0094 


L4-2.5 

1991 

(Eng. VIN A, E) Sell out reorder 952-0094 




952-0059 


L4-2.5 

1990 

(Eng. VINE) 



951-5017 

952-0094 


L4-2.5 

1990 

(Eng. VIN E) Sell out reorder 952-0094 




952-0059 


L4-2.5 

1989 

(Eng. VIN E) 2WD, Exc. 20 Gallon Fuel Tank 



951-5017 

952-0058 


L4-2.5 

1989 

(Eng. VIN E) w/ 20 Gallon Fuel Tank 



951-5017 

952-0060 


L4-2.5 

1988-1985 

(Eng. VINE) 



951-5017 

952-0060 


V6-2.8 

1993-1990 

(Eng. VIN R) 



951-5017 

952-0094 


V6-2.8 

1993-1990 

(Eng. VIN R) Sell out reorder 952-0094 




952-0059 


V6-2.8 

1989 

(Eng. VIN R) 2WD, Exc. 20 Gallon Fuel Tank 



951-5017 

952-0058 


V6-2.8 

1989 

(Eng. VIN R) w/ 20 Gallon Fuel Tank 



951-5017 

952-0060 


V6-2.8 

1988-1986 

(Eng. VIN R) 



951-5017 

952-0060 


V6-4.3 

2004 

(Eng. VIN X) 

953-5135 





V6-4.3 

2003 

(Eng. VIN X) Crew Cab 

953-5107 





V6-4.3 

2003 

(Eng. VIN X) Exc. Crew Cab 

953-0036 





V6-4.3 

2003 

(Eng. VIN X) Exc. Crew Cab - Sell out reorder 953-0036 

953-5071 





V6-4.3 

2002 

(Eng. VIN W) Crew Cab 

953-0016 





V6-4.3 

2002 

(Eng. VIN W) Crew Cab - Sell out reorder 953-0016 

953-5094 





V6-4.3 

2002 

(Eng. VIN W) Extended Cab 

953-0036 





V6-4.3 

2002 

(Eng. VIN W) Extended Cab - Sell out reorder 953-0036 

953-5071 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 31 

sin previo aviso. _ 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


V6-4.3 

2002 

V6-4.3 

2002 

V6-4.3 

2002 

V6-4.3 

2002 

V6-4.3 

2001-2000 

V6-4.3 

2001-2000 

V6-4.3 

1999-1997 

V6-4.3 

1999-1997 

V6-4.3 

1996 

V6-4.3 

1995-1994 

V6-4.3 

1995-1994 

V6-4.3 

1993 

V6-4.3 

1993 

V6-4.3 

1992 

V6-4.3 

1991-1990 

V6-4.3 

1991-1990 

V6-4.3 

1989 

V6-4.3 

1989 

V6-4.3 

1988 


V6-4.3 

2007 

V6-4.3 

2007 

V6-4.3 

2006-2005 

V6-4.3 

2006-2005 

V6-4.3 

2004 

V6-4.3 

2003 

V6-4.3 

2003 

V6-4.3 

2003 

V6-4.3 

2003 

V6-4.3 

2002 

V6-4.3 

2002 

V6-4.3 

2002 

V6-4.3 

2002 


SI 0 TRUCK [continued] 

(Eng. VIN W) Standard Cab w/108.3" Wheelbase 953-0036 

(Eng. VIN W) Standard Cab w/108.3" Wheelbase - Sell out 953-5071 

reorder 953-0036 

(Eng. VIN W) Standard Cab, Exc. 108.3" Wheelbase 953-0016 

(Eng. VIN W) Standard Cab, Exc. 108.3" Wheelbase - Sell out 953-5094 

reorder 953-0016 

(Eng. VIN W) 953-0016 

(Eng. VIN W) Sell out reorder 953-0016 953-5094 

(Eng. VIN W, X) 953-0016 

(Eng. VIN W, X) Sell out reorder 953-0016 953-5094 

(Eng. VIN W, X) 953-5016 

(Eng. VIN W) Check Eng. VIN 
(Eng. VIN Z) Check Eng. VIN 
(Eng. VIN Z) 

(Eng. VIN Z) Sell out reorder 952-0094 
(Eng. VIN Z) 

(Eng. VIN Z) 

(Eng. VIN Z) Sell out reorder 952-0094 
(Eng. VIN Z) 2WD, Exc. 20 Gallon Fuel Tank 
(Eng. VIN Z) w/ 20 Gallon Fuel Tank 
(Eng. VIN Z) 

SILVERADO 1500 

(Eng. VIN X) Classic Series w/ 78.0" Bed Length 953-5126 

(Eng. VIN X) Classic Series w/ 96.0" Bed Length 953-5130 

(Eng. VIN X) w/ 78.0" Bed Length 953-5126 

(Eng. VIN X) w/96.0" Bed Length 953-5130 

(Eng. VIN X) w/ Evaporative Emissions Control 953-5124 

(Eng. VIN X) w/ Evaporative Emissions Control, Module Code 953-0011 

TCF 

(Eng. VIN X) w/ Evaporative Emissions Control, Module Code 953-5103 
TCF-Sell out reorder 953-0011 

(Eng. VIN X) w/o Evaporative Emissions Control, Module Code 953-0028 
TCU 

(Eng. VIN X) w/o Evaporative Emissions Control, Module Code 953-5104 
TCU-Sell out reorder953-0028 

(Eng. VIN W, X) w/ Evaporative Emissions Control, Module 953-0011 
Code TCF 

(Eng. VIN W, X) w/ Evaporative Emissions Control, Module 953-5103 
Code TCF - Sell out reorder 953-0011 

(Eng. VIN W, X) w/o Evaporative Emissions Control, Module 953-0028 
CodeTCU 

(Eng. VIN W, X) w/o Evaporative Emissions Control, Module 953-5104 
Code TCU - Sell out reorder 953-0028 


951-5016 

951-5017 

951-5017 

951-5017 

951-5017 

951-5017 

951-5017 

951-5017 


952-0060 

952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 

952-0058 

952-0060 

952-0060 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

3 2 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

SILVERADO 1500 [continued] 

V6-4.3 

2001-1999 

(Eng. VIN W) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V6-4.3 

2001-1999 

(Eng. VIN W) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V6-4.3 

2001-1999 

(Eng. VIN W) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V6-4.3 

2001-1999 

(Eng. VIN W) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

953-5104 





V8-4.8 

2007 

(Eng. VIN V) Check Eng. VIN, Classic Series w/ 78.0" Bed 

Length 

953-5126 





V8-4.8 

2007 

(Eng. VIN V) Check Eng. VIN, Classic Series w/ 96.0" Bed 

Length 

953-5130 





V8-4.8 

2006-2004 

(Eng. VIN V) w/ 78.0" Bed Length 

953-5126 





V8-4.8 

2006-2004 

(Eng. VIN V) w/96.0" Bed Length 

953-5130 





V8-4.8 

2003-1999 

(Eng. VIN V) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V8-4.8 

2003-1999 

(Eng. VIN V) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V8-4.8 

2003-1999 

(Eng. VIN V) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-4.8 

2003-1999 

(Eng. VIN V) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

953-5104 





V8-5.3 

2007-2004 

(Eng. VINT) HYBRID 

953-5126 





V8-5.3 

2007 

(Eng. VIN B) Check Eng. VIN, Gasoline Engine, Classic Series 

953-5126 





V8-5.3 

2007 

(Eng. VIN T) Check Eng. VIN, Gasoline Engine, Classic Series w/ 
78.0" Bed Length 

953-5126 





V8-5.3 

2007 

(Eng. VIN T) Check Eng. VIN, Gasoline Engine, Classic Series w/ 
96.0" Bed Length 

953-5130 





V8-5.3 

2006-2005 

(Eng. VIN B) Check Eng. VIN, Gasoline Engine 

953-5126 





V8-5.3 

2006-2005 

(Eng. VIN T) Check Eng. VIN, Gasoline Engine, w/ 78.0" Bed 
Length 

953-5126 





V8-5.3 

2006-2005 

(Eng. VIN T) Check Eng. VIN, Gasoline Engine, w/ 96.0" Bed 
Length 

953-5130 





V8-5.3 

2004 

(Eng. VIN T) Gasoline Engine, w/ 78.0" Bed Length 

953-5126 





V8-5.3 

2004 

(Eng. VIN T) Gasoline Engine, w/ 96.0 Bed Length 

953-5130 





V8-5.3 

2003-2002 

(Eng. VIN T) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Flex Fuel 

953-0011 





V8-5.3 

2003-2002 

(Eng. VIN T) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Flex Fuel - Sell out reorder 953-0011 

953-5103 





V8-5.3 

2003-2002 

(Eng. VIN T) w/o Evaporative Emissions Control, Exc. Flex Fuel, 
Module Code TCU 

953-0028 





V8-5.3 

2003-2002 

(Eng. VIN T) w/o Evaporative Emissions Control, Exc. Flex Fuel, 
Module Code TCU - Sell out reorder 953-0028 

953-5104 





V8-5.3 

2001-1999 

(Eng. VIN T) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 3 3 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

SILVERADO 1500 [continued] 

V8-5.3 

2001-1999 

(Eng. VIN T) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V8-5.3 

2001-1999 

(Eng. VIN T) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-5.3 

2001-1999 

(Eng. VIN T) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

953-5104 





V8-6.0 

2007 

(Eng. VIN N) Check Eng. VIN, Classic Series w/ 78.0" Bed 

Length 

953-5126 





V8-6.0 

2006-2005 

(Eng. VIN N) w/ 78.0" Bed Length 

953-5126 





V8-6.0 

2004 

(Eng. VIN N) 

953-5126 





V8-6.0 

2003 

(Eng. VIN N) w/ Evaporative Emissions Control 

953-0011 





V8-6.0 

2003 

(Eng. VIN N) w/ Evaporative Emissions Control - Sell out 
reorder 953-0011 

953-5103 





V8-6.0 

2003 

(Eng. VIN N) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-6.0 

2003 

(Eng. VIN N) w/o Evaporative Emissions Control, Module Code 

953-5104 






I | TCU-Sell out reorder 953-0028 I I III 

SILVERADO 1500 HD 

V8-6.0 12007-2005 (Eng. VIN U) w/ Evaporative Emissions Control 953-5126 

V8-6.0 2003-2001 (Eng. VIN U)w/ Evaporative Emissions Control, Module Code 953-0011 

TCF 

V8-6.0 2003-2001 (Eng. VIN U)w/ Evaporative Emissions Control, Module Code 953-5103 

TCF-Sell out reorder 953-0011 

V8-6.0 2003-2001 (Eng. VIN U) w/o Evaporative Emissions Control, Module Code 953-0028 

TCU 

V8-6.0 2003-2001 (Eng. VIN U) w/o Evaporative Emissions Control, Module Code 953-5104 

TCU - Sell out reorder 953-0028 

SILVERADO 2500 

V8-5.3 2000-1999 (Eng. VIN T)w/Evaporative Emissions Control, Module Code 953-0011 

TCF 

V8-5.3 2000-1999 (Eng. VIN T)w/ Evaporative Emissions Control, Module Code 953-5103 

TCF-Sell out reorder 953-0011 

V8-5.3 2000-1999 (Eng. VINT) w/o Evaporative Emissions Control, Module Code 953-0028 

TCU 

V8-5.3 2000-1999 (Eng. VINT) w/o Evaporative Emissions Control, Module Code 953-5104 

TCU-Sell out reorder953-0028 

V8-6.0 2004 (Eng. VIN U)w/78.0" Bed Length, w/Evaporative Emissions 953-5126 

Control 

V8-6.0 2004 (Eng. VIN U)w/96.0" Bed Length, w/Evaporative Emissions 953-5130 

Control 

V8-6.0 2004 (Eng. VIN U) w/ 96.0" Bed Length, w/o Evaporative Emissions 953-5131 

Control 

V8-6.0 2003 (Eng. VIN U)w/Evaporative Emissions Control, Module Code 953-0011 

TCF 

V8-6.0 2003 (Eng. VIN U)w/ Evaporative Emissions Control, Module Code 953-5103 

TCF-Sell out reorder 953-0011 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

34 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

SILVERADO 2500 [continued] 

V8-6.0 

2003 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-6.0 

2003 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

953-5104 





V8-6.0 

2002 

(Eng. VIN U) Bi-Fuel Engine, w/ Evaporative Emissions Control, 
Module Code TCF 

953-0011 





V8-6.0 

2002 

(Eng. VIN U) Bi-Fuel Engine, w/ Evaporative Emissions Control, 
Module Code TCF - Sell out reorder 953-0011 

953-5103 





V8-6.0 

2002 

(Eng. VIN U) Bi-Fuel Engine, w/o Evaporative Emissions 
Control, Module Code TCU 

953-0028 





V8-6.0 

2002 

(Eng. VIN U) Bi-Fuel Engine, w/o Evaporative Emissions 
Control, Module Code TCU - Sell out reorder 953-0028 

953-5104 





V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/ Evaporative Emissions 
Control, Module Code TCF 

953-0011 





V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/ Evaporative Emissions 
Control, Module Code TCF - Sell out reorder 953-0011 

953-5103 





V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/o Evaporative Emissions 
Control, Module Code TCU 

953-0028 





V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/o Evaporative Emissions 
Control, Module Code TCU - Sell out reorder 953-0028 

953-5104 





V8-6.0 

2001-1999 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V8-6.0 

2001-1999 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V8-6.0 

2001-1999 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-6.0 

2001-1999 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

953-5104 







SILVERADO 2500 HD 






V8-6.0 

2007 

(Eng. VIN U) Classic Series w/ 78.0" Bed Length, w/ 
Evaporative Emissions Control 

953-5126 





V8-6.0 

2007 

(Eng. VIN U) Classic Series w/ 96.0" Bed Length, w/ 

Evaporative Emissions Control 

953-5130 





V8-6.0 

2007 

(Eng. VIN U) Classic Series w/ 96.0" Bed Length, w/o 
Evaporative Emissions Control 

953-5131 





V8-6.0 

2006-2004 

(Eng. VIN U) w/ 78.0" Bed Length, w/ Evaporative Emissions 
Control 

953-5126 





V8-6.0 

2006-2004 

(Eng. VIN U) w/ 96.0" Bed Length, w/ Evaporative Emissions 
Control 

953-5130 





V8-6.0 

2006-2004 

(Eng. VIN U) w/ 96.0" Bed Length, w/o Evaporative Emissions 
Control 

953-5131 





V8-6.0 

2003 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V8-6.0 

2003 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 3 5 

sin previo aviso. _ 

www.DensoAftermarket.com 





PENSO 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


V8-6.0 

2003 

V8-6.0 

2003 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2001 

V8-6.0 

2001 

V8-6.0 

2001 

V8-6.0 

2001 

V8-8.1 

2007-2004 

V8-8.1 

2007-2004 

V8-8.1 

2007-2004 

V8-8.1 

2003-2001 

V8-8.1 

2003-2001 

V8-8.1 

2003-2001 

V8-8.1 

2003-2001 


2007-2004 


SILVERADO 2500 HD [continued] 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

(Eng. VIN U) Bi-Fuel Engine, w/ Evaporative Emissions Control, 
Module Code TCF 

(Eng. VIN U) Bi-Fuel Engine, w/ Evaporative Emissions Control, 
Module Code TCF - Sell out reorder 953-0011 

(Eng. VIN U) Bi-Fuel Engine, w/o Evaporative Emissions 
Control, Module Code TCU 

(Eng. VIN U) Bi-Fuel Engine, w/o Evaporative Emissions 
Control, Module Code TCU - Sell out reorder 953-0028 

(Eng. VIN U) Gasoline Engine, w/ Evaporative Emissions 
Control, Module Code TCF 

(Eng. VIN U) Gasoline Engine, w/ Evaporative Emissions 
Control, Module Code TCF - Sell out reorder 953-0011 

(Eng. VIN U) Gasoline Engine, w/o Evaporative Emissions 
Control, Module Code TCU 

(Eng. VIN U) Gasoline Engine, w/o Evaporative Emissions 
Control, Module Code TCU - Sell out reorder 953-0028 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

(Eng. VIN G) w/ 78.0" Bed Length, w/ Evaporative Emissions 
Control 

(Eng. VIN G) w/ 96.0" Bed Length, w/ Evaporative Emissions 
Control 

(Eng. VIN G) w/ 96.0" Bed Length, w/o Evaporative Emissions 
Control 

(Eng. VIN G) w/ Evaporative Emissions Control, Module Code 
TCF 

(Eng. VIN G) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

(Eng. VIN G) w/o Evaporative Emissions Control, Module Code 
TCU 

(Eng. VIN G) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

SILVERADO 3500 _ 

(Eng. VIN U) w/ 96.0" Bed Length, w/ Evaporative Emissions 
Control, Exc. Cab & Chassis 


953-0028 


953-5104 


953-0011 


953-0028 


953-5104 


953-5126 


953-5130 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

36 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHEVROLET [continued] 

SILVERADO 3500 [continued] 

V8-6.0 

2007-2004 

(Eng. VIN U) w/ 96.0" Bed Length, w/o Evaporative Emissions 
Control, Exc. Cab & Chassis 

953-5131 





V8-6.0 

2003-2001 

(Eng. VIN U) Cab & Chassis, Auxiliary Fuel Tank 

953-5069 





V8-6.0 

2003-2001 

(Eng. VIN U) Cab & Chassis, Primary Fuel Tank, Calif. 

953-5070 





V8-6.0 

2003-2001 

(Eng. VIN U) Cab & Chassis, Primary Fuel Tank, Exc. Calif. 

953-5070 





V8-6.0 

2003-2001 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Cab & Chassis 

953-0011 





V8-6.0 

2003-2001 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Cab & Chassis - Sell out reorder 953-0011 

953-5103 





V8-6.0 

2003-2001 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU, Exc. Cab & Chassis 

953-0028 





V8-6.0 

2003-2001 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU, Exc. Cab & Chassis - Sell out reorder 953-0028 

953-5104 





V8-8.1 

2007-2004 

(Eng. VIN G) w/ 96.0" Bed Length, w/ Evaporative Emissions 
Control, Exc. Cab & Chassis 

953-5130 





V8-8.1 

2007-2004 

(Eng. VIN G) w/ 96.0" Bed Length, w/o Evaporative Emissions 
Control, Exc. Cab & Chassis 

953-5131 





V8-8.1 

2003-2001 

(Eng. VIN G) Cab & Chassis, Auxiliary Fuel Tank 

953-5069 





V8-8.1 

2003-2001 

(Eng. VIN G) Cab & Chassis, Primary Fuel Tank, Calif. 

953-5070 





V8-8.1 

2003-2001 

(Eng. VIN G) Cab & Chassis, Primary Fuel Tank, Exc. Calif. 

953-5070 





V8-8.1 

2003-2001 

(Eng. VIN G) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Cab & Chassis 

953-0011 





V8-8.1 

2003-2001 

(Eng. VIN G) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Cab & Chassis - Sell out reorder 953-0011 

953-5103 





V8-8.1 

2003-2001 

(Eng. VIN G) w/o Evaporative Emissions Control, Module Code 
TCU, Exc. Cab & Chassis 

953-0028 





V8-8.1 

2003-2001 

(Eng. VIN G) w/o Evaporative Emissions Control, Module Code 
TCU, Exc. Cab & Chassis - Sell out reorder 953-0028 

953-5104 







SPECTRUM 






L4-1.5 

1988-1987 

(Eng. VIN 9) w/ FI 


950-0150 

951-0012 

952-0034 




SSR 






V8-5.3 

2004 


953-5134 





V8-5.3 

2003 

(Eng. VIN P) 

953-5134 





V8-6.0 

2006-2005 

(Eng. VIN H) 

953-3052 







SUBURBAN 1500 






V8-5.3 

2003-2002 

(Eng. VINT) Exc. Flex Fuel 

953-0035 





V8-5.3 

2003-2002 

(Eng. VIN T) Exc. Flex Fuel - Sell out reorder 953-0035 

953-5105 





V8-5.3 

2001-2000 

(Eng. VINT) Module Code TDC 

953-0031 





V8-5.3 

2001-2000 

(Eng. VIN T) Module Code TDC - Sell out reorder 953-0031 

953-5059 







SUBURBAN 2500 






V8-6.0 

2007 

(Eng. VIN K) Auxiliary Fuel Tank 

953-5133 





V8-6.0 

2006-2004 

(Eng. VIN U) Auxiliary Fuel Tank 

953-5133 





V8-6.0 

2003-2002 

(Eng. VIN U) Auxiliary Fuel Tank, w/ Evaporative Emissions 
Control 

953-5119 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 3 7 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


V8-6.0 

2003-2002 

V8-6.0 

2003-2002 

V8-6.0 

2001-2000 

V8-6.0 

2001-2000 

V8-6.0 

2001-2000 

V8-8.1 

2006-2004 

V8-8.1 

2003-2002 

V8-8.1 

2003-2002 

V8-8.1 

2003-2002 

V8-8.1 

2001 

V8-8.1 

2001 

V8-8.1 

2001 


V8-4.8 

2003-2000 

V8-4.8 

2003-2000 

V8-5.3 

2003-2002 

V8-5.3 

2003-2002 

V8-5.3 

2001-2000 

V8-5.3 

2001-2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1997-1996 

V8-5.7 

1997-1996 

V8-5.7 

1997-1996 

V8-5.7 

1995 

L4-1.6 

2000-1999 

L4-1.6 

1998 

L4-2.0 

2003-1999 

V6-2.5 

2004-2001 


SUBURBAN 2500 [continued] 

(Eng. VIN U) Auxiliary Fuel Tank, w/o Evaporative Emissions 
Control 

(Eng. VIN U) Primary Fuel Tank 

(Eng. VIN U) Auxiliary Fuel Tank, w/ Evaporative Emissions 
Control, Module Code TDD 

(Eng. VIN U) Auxiliary Fuel Tank, w/o Evaporative Emissions 
Control, Module Code TDF 

(Eng. VIN U) Primary Fuel Tank, Module Code TDA 
(Eng. VIN G) Auxiliary Fuel Tank 

(Eng. VIN G) Auxiliary Fuel Tank, w/ Evaporative Emissions 
Control 

(Eng. VIN G) Auxiliary Fuel Tank, w/o Evaporative Emissions 
Control 

(Eng. VIN G) Primary Fuel Tank 

(Eng. VIN G) Auxiliary Fuel Tank, w/ Evaporative Emissions 
Control, Module Code TDD 

(Eng. VIN G) Auxiliary Fuel Tank, w/o Evaporative Emissions 
Control, Module Code TDF 

(Eng. VIN G) Primary Fuel Tank, Module Code TDA 

TAHOE 

(Eng. VIN V) Module Code TDB 

(Eng. VIN V) Module Code TDB - Sell out reorder 953-0030 

(Eng. VIN T) Module Code TDB, Exc. Flex Fuel 

(Eng. VIN T) Module Code TDB, Exc. Flex Fuel - Sell out reorder 
953-0030 

(Eng. VINT) Module Code TDB 

(Eng. VIN T) Module Code TDB - Sell out reorder 953-0030 

(Eng. VIN R) 

(Eng. VIN R) Sell out reorder 953-0019 
(Eng. VIN R) 2-Door, Module Code GFL 
(Eng. VIN R) 4-Door, Module Code GFU or GFV 

(Eng. VIN R) 4-Door, Module Code GFU or GFV - Sell out 
reorder 953-0019 

(Eng. VIN R) 2-Door 
(Eng. VIN R) 4-Door 

(Eng. VIN R) 4-Door - Sell out reorder 953-0012 
(Eng. VINK) Module Code TCA or TCE 

TRACKER 

(Eng. VIN 6) 

(Eng. VIN 6) 

(Eng. VINC) 

(Eng. VIN 4) 

TRAILBLAZER 


953-5120 

953-5106 

953-5065 


953-5060 

953-5133 

953-5119 


953-5106 

953-5065 

953-5067 


953-0030 

953-5111 

953-0030 

953-5111 

953-0030 

953-5111 

953-0019 

953-5046 

953-5045 

953-0019 

953-5046 


953-0012 

953-5041 

953-5022 


950-0128 

951-0007 

952-0018 

950-0127 

951-0007 

952-0016 

950-0128 

951-0007 

952-0018 

950-0128 

951-0007 

952-0018 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

38 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 







APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


_ TRAILBLAZER _ 

2009-2008 (Eng. VIN S) 

2007 (Eng. VIN S) 

2006- 2005 (Eng. VIN S) w/113.0" Wheelbase 

2004-2002 (Eng. VIN S) w/113.0" Wheelbase 

2008 (Eng. VIN M) 

2007 (Eng. VIN M) 

2006 (Eng. VIN M) w/113.0" Wheelbase 

2009-2008 (Eng. VIN H) 

2007- 2006 (Eng. VIN H) 

TRAILBLAZER EXT 
2006-2005 (Eng. VIN S) w/129.0" Wheelbase 
2004-2002 (Eng. VIN S) w/129.0" Wheelbase 
2006 (Eng. VIN M) w/129.0" Wheelbase 

2005 (Eng. VIN M) 

2004-2003 (Eng. VIN P) 

VIOSUBURBAN 

1988-1987 I (Eng. VINK) 

1988-1987 (Eng. VIN K) Sell out reorder 952-0094 

_ VIOTRUCK _ 

1987 I (Eng. VIN Z) 

1987 (Eng. VIN Z) Sell out reorder 952-0094 
1987 (Eng. VIN H) 

1987 (Eng. VIN H) Sell out reorder 952-0094 

1987 (Eng. VINK) 

1987 (Eng. VIN K) Sell out reorder 952-0094 

V20SUBURBAN 

1988-1987 I (Eng. VINK) 

1988-1987 (Eng. VIN K) Sell out reorder 952-0094 
1988-1987 (Eng. VIN N) 

1988-1987 (Eng. VIN N) Sell out reorder 952-0094 
V20TRUCK 
1987 I (Eng. VINK) 

1987 (Eng. VIN K) Sell out reorder 952-0094 

V30TRUCK 

1988-1987 (Eng. VIN K) w/ FI 

1988-1987 (Eng. VIN K) w/ FI - Sell out reorder 952-0094 

1988-1987 (Eng. VIN N) w/FI 

1988-1987 (Eng. VIN N)w/FI-Sell out reorder952-0094 

VI500 SUBURBAN 


953-3079 

953-3052 

953-3052 

953-5132 

953-3079 

953-3052 

953-3052 

953-3079 

953-3052 

953-3053 

953-5134 

953-3053 

953-3053 

953-5134 


951-5017 


951-5017 


951-5017 


952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 


V8-5.7 

1991-1990 

(Eng. VINK) 

951-5017 

952-0055 

V8-5.7 

1989 

(Eng. VINK) 

951-5017 

952-0094 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 3 Q 

sin previo aviso. _ 

www.DensoAftermarket.com 






DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHEVROLET [continued] 


VI500 SUBURBAN [continued] 

11989 | (Eng. VIN K) Sell out reorder 952-0094 ] 

_ V2500SUBURBAN _ 

1991-1990 I (Eng. VINK) 

1989 (Eng. VINK) 

1989 (Eng. VIN K) Sell out reorder 952-0094 

1990 (Eng. VIN N) 

V3500 TRUCK 

1991-1990 I (Eng. VINK) 

1989 (Eng. VINK) 

1989 (Eng. VIN K) Sell out reorder 952-0094 
1991-1990 (Eng. VIN N) 

1989 (Eng. VIN N) w/FI 
1989 (Eng. VIN N) w/ FI - Sell out reorder 952-0094 
VENTURE 
2005 I (Eng. VINE) 

2004-2002 (Eng. VIN E) w/120.0" Wheelbase 

2004 (Eng. VIN E) w/112.0" Wheelbase 

2003-2001 (Eng. VIN E) w/112.0" Wheelbase 

2001 (Eng. VIN E) w/120.0" Wheelbase 

2001 (Eng. VIN E) w/120.0" Wheelbase - Sell out reorder 953-0027 

2000-1998 (Eng. VINE) 

2000-1998 (Eng. VIN E) Sell out reorder 953-0027 
1997 (Eng. VINE) 

1997 (Eng. VIN E) Sell out reorder 953-0026 


CHRYSLER 


953-5102 

953-5102 

953-5127 

953-5098 

953-0027 

953-5088 

953-0027 

953-5078 

953-0026 

953-5077 


951-5017 

951-5017 


951-5017 

951-5017 

951-5017 

951-5017 


952-0059 

952-0055 

952-0094 

952-0059 

952-0055 

952-0055 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 


BOOM 

V6-3.5 

2004-2002 

(Eng. VIN G, K) 

V6-3.5 

2001-2000 

(Eng. VIN G) 

V6-3.5 

1999 

(Eng. VIN G) 

CIRRUS 

L4-2.0 

2000 

(Eng. VINC) 

L4-2.4 

2000-1999 

(Eng. VIN X) 

L4-2.4 

1997-1995 

(Eng. VIN X) 

V6-2.5 

2000-1998 

(Eng. VIN H) 

V6-2.5 

1997-1995 

(Eng. VIN H) 

CONCORDE 

V6-2.7 

2004-2000 

(Eng. VIN R) 

V6-2.7 

1999-1998 

(Eng. VIN R) 

V6-3.2 

2001-2000 

(Eng. VIN J) 

V6-3.2 

1999-1998 

(Eng. VIN J) 


953-3029 

953-3029 

953-3018 

953-3028 

953-3028 

953-3010 

953-3028 

953-3010 

953-3029 

953-3018 

953-3029 

953-3018 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

40 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 







APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHRYSLER [continued] 


CONCORDE [continued] 

~W6 I (Eng. VINT) 

1995-1994 (Eng. VINT) Exc. Flex Fuel 
1993 (Eng. VINT) 

2004-2002 (Eng. VIN G,M) 

1997-1996 (Eng. VIN F) 

1995-1993 (Eng. VIN F) 

CONQUEST 

1989-1987 (Eng. VIN N) External Electric Pump 
1987 (Eng. VIN H) External Electric Pump 

E CLASS 

jm4 | (Eng. VIN D, E) 

GRAND VOYAGER 

2000 I (Eng. VIN 3) 

2000 (Eng. VIN G)w/Flex Fuel 
2000 (Eng. VIN R) Exc. Flex Fuel 

_ IMPERIAL _ 

W\ I (Eng. VIN R) 

1990 (Eng. VIN R) 

1993-1991 (Eng. VIN L) 

LASER 

1986-1985 I (Eng. VIN E)w/Turbo 
1986 (Eng. VIN D) w/o Turbo 
1984 (Eng. VIN D) w/o Turbo 
1984 (Eng. VIN E) w/Turbo 
1986 (Eng. VINK) 

LEBARON 

1990 I (Eng. VINC) 

1989- 1986 (Eng. VIN D) w/o Turbo 

1989 (Eng. VIN A) w/Turbo 
1988-1985 (Eng. VINE) w/Turbo 
1984 (Eng. VIN D, E) w/FI 
1993 (Eng. VINK) Exc. Flex Fuel 
1992-1991 (Eng. VIN J, K) 

1990- 1989 (Eng. VIN J) w/Turbo 
1990-1989 (Eng. VIN K) w/o Turbo 
1988-1986 (Eng. VINK) 

1995-1991 (Eng. VIN 3) 

1990 (Eng. VIN 3) 

LHS 


953-3014 

953-3008 

953-3008 

953-3029 

953-3014 

953-3008 


953-3003 

953-3050 

953-3003 

953-3001 


953-3001 

953-3001 


950-3002 


950-3002 

950-3000 

950-3002 

950-3022 

950-3000 

950-3002 

950-3000 

950-3002 

950-3002 

950-3002 


950-3002 

950-3000 

950-3000 


951-3003 

951-3003 


V6-3.5 

2001-2000 

(Eng. VIN G) 

953-3029 

V6-3.5 

1999 

(Eng. VIN G) 

953-3018 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - 0 coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 41 

sin previo aviso. _ 

www.DensoAftermarket.com 






DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CHRYSLER [continued] 


1997-1996 

1995-1994 

1988- 1985 
1984 

1987-1986 

1989- 1988 


LHS [continued] 

(Eng. VIN F) 

(Eng. VIN F) 

NEW YORKER 

(Eng. VINE) 

(Eng. VIN D, E) 

(Eng. VINK) 

(Eng. VIN 3) 


SEBRING 


953-3014 

953-3008 


950-3002 

950-3002 

950-3000 

950-3002 


V6-3.3 

1993-1991 

(Eng. VIN R) 

953-3001 





V6-3.3 

V6-3.5 

V6-3.5 

1990 

1996 

1995-1994 

(Eng. VIN R) 

(Eng. VIN F) 

(Eng. VIN F) 

953-3014 

953-3008 

950-3002 




V6-3.8 

1993-1991 

(Eng. VIN L) 

953-3001 





PT CRUISER 

L4-2.4 

L4-2.4 

2010 

2009 

(Eng. VIN 9) 

(Eng. VIN 8) w/Turbo 

953-3058 

953-3057 

950-3028 

950-3028 




L4-2.4 

L4-2.4 

L4-2.4 

2009 

2008-2005 

2008 

(Eng. VIN 9) w/o Turbo 
(Eng. VIN B, X) w/o Turbo 
(Eng. VIN 8, E) w/Turbo 

953-3058 

953-3058 

953-3057 

950-3028 

950-3028 

950-3028 




L4-2.4 

L4-2.4 

L4-2.4 

2007-2005 

2004 

2004 

(Eng. VIN 8, E,G,S) w/Turbo 

(Eng. VIN 8, G) w/Turbo, From 11/10/03 

(Eng. VIN 8, G) w/Turbo, To 11/10/03 

953-3057 

953-3057 

953-3046 

950-3028 

950-3028 




L4-2.4 

L4-2.4 

L4-2.4 

2004 

2004 

2003 

(Eng. VIN B) w/o Turbo, From 10/30/03 
(Eng. VIN B) w/o Turbo, To 10/30/03 
(Eng. VIN B) w/o Turbo 

953-3057 

953-3032 

953-3032 

950-3028 




L4-2.4 

L4-2.4 

2003 

2002-2001 

(Eng. VIN G) w/Turbo 
(Eng. VIN B) 

953-3046 

953-3032 






L4-2.0 

1999-1995 

(Eng. VIN Y) 


950-0125 

951-0007 

952-0012 


L4-2.4 

2006 

(Eng. VIN X) 

953-3039 





L4-2.4 

2005-2004 

(Eng. VIN J, X) Sedan & Convertible 

953-3039 





L4-2.4 

2005-2001 

(Eng. VIN G) Coupe 


950-0129 

951-0007 

952-0022 


L4-2.4 

2003 

(Eng. VIN X) Sedan & Convertible 

953-3039 





L4-2.4 

2002-2001 

(Eng. VIN X) Sedan & Convertible 

953-3030 





L4-2.4 

1998-1996 

(Eng. VIN X) Convertible 

953-3010 





V6-2.5 

2000-1999 

(Eng. VIN H) Convertible 

953-3028 





V6-2.5 

2000-1996 

(Eng. VIN N) Coupe 


950-0125 

951-0007 

952-0012 


V6-2.5 

1998-1996 

(Eng. VIN H) Convertible 

953-3010 





V6-2.5 

1995 

(Eng. VIN N) 


950-0125 

951-0007 

952-0012 


V6-2.7 

2006-2003 

(Eng. VIN R) Sedan, Exc. Flex Fuel 

953-3039 





V6-2.7 

2006-2003 

(Eng. VINT) Sedan, w/Flex Fuel 

953-3049 





V6-2.7 

2002 

(Eng. VIN R) Sedan 

953-3030 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

42 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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i mie f it 


APPLICATIONS / APLICACIONES 



ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

CHRYSLER [continued] 

SEBRING [continued] 

V6-2.7 

2001 

(Eng. VIN U) Sedan 

953-3030 





V6-3.0 

2005-2001 

(Eng. VIN H) Coupe 


950-0131 

951-0008 

952-0022 




TC MASERATI 



L4-2.2 

1990 

(Eng. VIN R) 


950-3002 




L4-2.2 

1989 

(Eng. VIN P, R) 


950-3002 




V6-3.0 

1991-1990 

(Eng. VIN S) 


950-3002 






TOWN & COUNTRY 



L4-2.2 

1988-1987 

(Eng. VINE) 


950-3002 




L4-2.2 

1986 

(Eng. VINE) 


950-3022 




L4-2.2 

1985 

(Eng. VINE) 


950-3002 




L4-2.5 

1988-1986 

(Eng. VINK) 


950-3000 




V6-3.3 

2007-2005 

(Eng. VIN R) w/ Floor Storage & Fold Away Seating 

953-3056 

950-3030 




V6-3.3 

2007-2005 

(Eng. VIN R) w/o Floor Storage & Fold Away Seating 

953-3041 





V6-3.3 

2004 

(Eng. VIN R) 

953-3041 





V6-3.3 

2003-2001 

(Eng. VIN 3) w/Flex Fuel 

953-3047 





V6-3.3 

2003-2001 

(Eng. VIN R) Exc. Flex Fuel 

953-3037 





V6-3.3 

2001 

(Eng. VIN 3, G) w/Flex Fuel 

953-3047 





V6-3.3 

2000-1998 

(Eng. VIN G) w/Flex Fuel 

953-3050 





V6-3.3 

2000-1998 

(Eng. VIN R) Exc. Flex Fuel 

953-3003 





V6-3.3 

1997-1996 

(Eng. VIN R) 

953-3003 





V6-3.3 

1993-1992 

(Eng. VIN R) AWD w/ 3 Pin Electrical Connector 

953-6006 

950-3027 




V6-3.3 

1993-1992 

(Eng. VIN R) AWD w/ 5 Pin Electrical Connector 

953-6003 

950-3027 




V6-3.3 

1993-1991 

(Eng. VIN R) FWD 

953-3007 





V6-3.3 

1990 

(Eng. VIN R) 


950-3002 




V6-3.8 

2007-2005 

(Eng. VIN L) 

953-3056 

950-3030 




V6-3.8 

2004 

(Eng. VIN L) 

953-3041 





V6-3.8 

2003-2001 

(Eng. VIN L) 

953-3037 





V6-3.8 

2000-1996 

(Eng. VIN L) 

953-3003 





V6-3.8 

1995-1994 

(Eng. VIN L) AWD 

953-6006 

950-3027 




V6-3.8 

1995-1994 

(Eng. VIN L) FWD 

953-3000 







VOYAGER 



L4-2.4 

2003-2001 

(Eng. VIN B) 

953-3037 





L4-2.4 

2000 

(Eng. VIN B) 

953-3003 





V6-3.0 

2000 

(Eng. VIN 3) 

953-3003 





V6-3.3 

2003-2001 

(Eng. VIN 3) w/Flex Fuel 

953-3047 





V6-3.3 

2003-2001 

(Eng. VIN R) Exc. Flex Fuel 

953-3037 





V6-3.3 

2000 

(Eng. VIN G) w/Flex Fuel 

953-3050 





V6-3.3 

2000 

(Eng. VIN R) Exc. Flex Fuel 

953-3003 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 43 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


DAIHATSU 



DODGE 


600 

1988-1985 

(Eng. VIN D) w/o Turbo 

1988-1985 

(Eng. VIN E) w/ Turbo 

1984 

(Eng. VIN D)w/FI, w/o Turbo 

1988-1986 

(Eng. VINK) 

ARIES 


1989-1986 

1989-1986 

1999- 1995 

2000- 1995 


(Eng. VIN D) 
(Eng. VINK) 

AVENGER 

(Eng. VIN Y) 
(Eng. VIN N) 


B150 VAN 

1994-1993 

(Eng. VIN X) w/ Returnless Fuel System 

1993 

(Eng. VIN X) w/ Return Fuel System 

1993 

(Eng. VIN X) w/ Return Fuel System - Sell out reorder 953 
3067 

1992-1991 

(Eng. VIN X) 

1992-1991 

(Eng. VIN X) Sell out reorder 953-3067 

1990-1988 

(Eng. VIN X) 

1994-1993 

(Eng. VIN Y) w/ Returnless Fuel System 

1993 

(Eng. VIN Y) w/ Return Fuel System 

1993 

(Eng. VIN Y) w/ Return Fuel System - Sell out reorder 953 
3067 

1992-1991 

(Eng. VIN Y) 

1992-1991 

(Eng. VIN Y) Sell out reorder 953-3067 

1990-1988 

(Eng. VIN Y) 

B250 VAN 

1994-1993 

(Eng. VIN X) w/ Returnless Fuel System 

1993 

(Eng. VIN X) w/ Return Fuel System 

1993 

(Eng. VIN X) w/ Return Fuel System - Sell out reorder 953 
3067 

1992-1991 

(Eng. VIN X) 

1992-1991 

(Eng. VIN X) Sell out reorder 953-3067 

1990-1988 

(Eng. VIN X) 

1994-1993 

(Eng. VIN Y) w/ Returnless Fuel System 

1993 

(Eng. VIN Y) w/ Return Fuel System 


950-3000 

950-3002 

950-3000 

950-3000 

950-3000 

950-3000 

950-0125 

950-0125 


953-3055 

950-3025 

953-3067 

950-3026 

953-6002 


953-3067 

950-3026 

953-6002 

950-3001 

953-3055 

950-3025 

953-3067 

950-3026 

953-6002 


953-3067 

950-3026 

953-6002 



953-3055 

950-3025 

953-3067 

950-3026 

953-6002 


953-3067 

950-3026 

953-6002 



950-3001 

953-3055 

950-3025 

953-3067 

950-3026 


951-0007 

951-0007 


952-0012 

952-0012 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

44 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 







APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

DODGE [continued] 

B250 VAN [continued] 

V8-5.2 

1993 

(Eng. VIN Y) w/ Return Fuel System - Sell out reorder 953- 
3067 

953-6002 





V8-5.2 

1992-1991 

(Eng. VIN Y) 

953-3067 

950-3026 




V8-5.2 

1992-1991 

(Eng. VIN Y) Sell out reorder 953-3067 

953-6002 





V8-5.2 

1990-1988 

(Eng. VIN Y) 


950-3001 




V8-5.9 

1994-1992 

(Eng. VIN Z) w/ Returnless Fuel System 

953-3055 

950-3025 




V8-5.9 

1993-1992 

(Eng. VIN Z) w/ Fuel Return System 

953-3067 

950-3026 




V8-5.9 

1993-1992 

(Eng. VIN Z) w/ Fuel Return System - Sell out reorder 953- 
3067 

953-6002 





V8-5.9 

1991 

(Eng. VIN Z) 

953-3067 

950-3026 




V8-5.9 

1991 

(Eng. VIN Z) Sell out reorder 953-3067 

953-6002 





V8-5.9 

1990-1989 

(Eng. VIN Z) 


950-3001 




B350 VAN 

V8-5.2 

1994-1993 

(Eng. VIN Y) w/ Returnless Fuel System 

953-3055 

950-3025 




V8-5.2 

1993 

(Eng. VIN Y) w/ Return Fuel System 

953-3067 

950-3026 




V8-5.2 

1993 

(Eng. VIN Y) w/ Return Fuel System - Sell out reorder 953- 
3067 

953-6002 





V8-5.2 

1992-1991 

(Eng. VIN Y) 

953-3067 

950-3026 




V8-5.2 

1992-1991 

(Eng. VIN Y) Sell out reorder 953-3067 

953-6002 





V8-5.2 

1990-1988 

(Eng. VIN Y) 


950-3001 




V8-5.9 

1994-1992 

(Eng. VIN Z) w/ Returnless Fuel System 

953-3055 

950-3025 




V8-5.9 

1993-1992 

(Eng. VIN Z) w/ Return Fuel System 

953-3067 

950-3026 




V8-5.9 

1993-1992 

(Eng. VIN Z) w/ Return Fuel System - Sell out reorder 953- 
3067 

953-6002 





V8-5.9 

1991 

(Eng. VIN Z) 

953-3067 

950-3026 




V8-5.9 

1991 

(Eng. VIN Z) Sell out reorder 953-3067 

953-6002 





V8-5.9 

1990-1989 

(Eng. VIN Z) 


950-3001 





B1500 VAN 

(Eng. VINX) w/ 32 Gallon Fuel Tank 
(Eng. VIN X) w/ 35 Gallon Fuel Tank 
(Eng. VINX) 

(Eng. VIN X)w/ 22 Gallon Fuel Tank 
(Eng. VINX) 

(Eng. VIN Y) w/ 32 Gallon Fuel Tank 
(Eng. VIN Y)w/35 Gallon Fuel Tank 
(Eng. VIN Y) 

(Eng. VIN Y) w/ 22 Gallon Fuel Tank 
(Eng. VIN Y) 

(Eng. VIN Z) w/ 32 Gallon Fuel Tank 
(Eng. VIN Z) w/ 35 Gallon Fuel Tank 

B2500 VAN 

(Eng. VINX) 


953-3025 

953-3026 

953-3019 

953-3055 

953-3055 

953-3025 

953-3026 

953-3019 

953-3055 

953-3055 

953-3025 

953-3026 

953-3019 


950-3025 

950-3025 


950-3025 

950-3025 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 45 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


DODGE [continued] 


B2500VAN [continued] 

V6-3.9 

1996 

(Eng. VIN X) w/ 22 Gallon Fuel Tank 

953-3055 

V6-3.9 

1995 

(Eng. VINX) 

953-3055 

V8-5.2 

1998 

(Eng. VIN Y)w/32 Gallon Fuel Tank 

953-3025 

V8-5.2 

1998 

(Eng. VIN Y) w/ 35 Gallon Fuel Tank 

953-3026 

V8-5.2 

1997 

(Eng. VIN Y) 

953-3019 

V8-5.2 

1996 

(Eng. VIN Y)w/22 Gallon Fuel Tank 

953-3055 

V8-5.2 

1995 

(Eng. VIN Y) 

953-3055 

V8-5.9 

1998 

(Eng. VIN Z) w/ 32 Gallon Fuel Tank 

953-3025 

V8-5.9 

1998 

(Eng. VIN Z) w/35 Gallon Fuel Tank 

953-3026 

V8-5.9 

1997 

(Eng. VIN Z) 

953-3019 

V8-5.9 

1996 

(Eng. VIN Z) w/ 22 Gallon Fuel Tank 

953-3055 

V8-5.9 

1995 

(Eng. VIN Z) 

953-3055 

B3500 VAN 

V8-5.2 

1998 

(Eng. VIN Y)w/32 Gallon Fuel Tank 

953-3025 

V8-5.2 

1998 

(Eng. VIN Y) w/35 Gallon Fuel Tank 

953-3026 

V8-5.2 

1997 

(Eng. VIN Y) 

953-3019 

V8-5.2 

1996 

(Eng. VIN Y)w/ 22 Gallon Fuel Tank 

953-3055 

V8-5.2 

1995 

(Eng. VIN Y) w/ Returnless Fuel System 

953-3055 

V8-5.9 

1998 

(Eng. VIN Z) w/ 32 Gallon Fuel Tank 

953-3025 

V8-5.9 

1998 

(Eng. VIN Z) w/35 Gallon Fuel Tank 

953-3026 

V8-5.9 

1997 

(Eng. VIN Z) 

953-3019 

V8-5.9 

1996 

(Eng. VIN Z) w/ 22 Gallon Fuel Tank 

953-3055 

V8-5.9 

1995 

(Eng. VIN Z) w/ Returnless Fuel System 

953-3055 

CARAVAN 

L4-2.4 

2007-2004 

(Eng. VIN B) 

953-3041 

L4-2.4 

2003-2001 

(Eng. VIN B) 

953-3037 

L4-2.4 

2000-1996 

(Eng. VIN B) 

953-3003 

L4-2.5 

1995-1994 

(Eng. VINK) 

953-3000 

L4-2.5 

1993-1991 

(Eng. VINK) 

953-3007 

L4-2.5 

1990-1989 

(Eng. VIN J) w/ Turbo 


L4-2.5 

1990-1989 

(Eng. VIN K) w/o Turbo 


L4-2.5 

1988 

(Eng. VINK) 


V6-3.0 

2000-1996 

(Eng. VIN 3) 

953-3003 

V6-3.0 

1995-1994 

(Eng. VIN 3) 

953-3000 

V6-3.0 

1993-1991 

(Eng. VIN 3) 

953-3007 

V6-3.0 

1990-1987 

(Eng. VIN 3) 


V6-3.3 

2007-2005 

(Eng. VIN E)w/Flex Fuel 

953-3051 

V6-3.3 

2007-2004 

(Eng. VIN R) Exc. Flex Fuel 

953-3041 

V6-3.3 

2003-2002 

(Eng. VIN 3) w/Flex Fuel 

953-3047 

V6-3.3 

2003-2001 

(Eng. VIN R) Exc. Flex Fuel 

953-3037 

V6-3.3 

2001 

(Eng. VIN 3, G)w/ Flex Fuel 

953-3047 


950-3025 

950-3025 


950-3025 

950-3025 


950-3025 

950-3025 


950-3025 

950-3025 


950-3025 

950-3025 


950-3002 

950-3000 

950-3000 


950-3002 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

46 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 






APPLICATIONS / APLICACIONES 


ENGINE YEAR 

MOTEUR ANNEE 

MOTOR ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER PUMP STRAINER TANK SEAL 

POMPE &PASSOIRE POMPE PASSOIRE JOINT RESV 

BOMBA & COLADOR BOMBA COLADOR SELLOTNK 

DODGE [continued] 

CARAVAN [continued] 

V6-3.3 2000-1998 

(Eng. VIN G)w/Flex Fuel 

953-3050 


V6-3.3 2000-1998 

(Eng. VIN R) Exc. Flex Fuel 

953-3003 


V6-3.3 1997-1996 

(Eng. VIN R) 

953-3003 


V6-3.3 1995-1994 

(Eng. VIN R) FWD 

953-3000 


V6-3.3 1994 

(Eng. VIN R) AWD 

953-6006 

950-3027 

V6-3.3 1993-1991 

(Eng. VIN R) AWD w/ 3 Pin Electrical Connector 

953-6006 

950-3027 

V6-3.3 1993-1991 

(Eng. VIN R) AWD w/ 5 Pin Electrical Connector 

953-6003 

950-3027 

V6-3.3 1993-1991 

(Eng. VIN R) FWD 

953-3007 


V6-3.3 1990 

(Eng. VIN R) 


950-3002 

V6-3.8 1999-1996 

(Eng. VIN L) 

953-3003 


CHARGER 


L4-2.2 1987-1985 (Eng. VIN E) w/FI 


COLT 

1994-1991 

(Eng. VIN A) 

1990-1989 

(Eng. VIN X) w/FI 

1988 

(Eng. VIN P) w/FI 

1990 

(Eng. VIN Y) w/o Turbo 

1989 

(Eng. VIN Z) 

1988-1985 

(Eng. VIN F) 

1994-1993 

(Eng. VINC) 

1990-1989 

(Eng. VINT) 

1991-1989 

(Eng. VIN V) 

1988 

(Eng. VIN D) w/Carb 


CONQUEST 

1986-1985 

(Eng. VIN H, N) External Electric Pump 

1984 

(Eng. VIN H) External Electric Pump 

DIOO PICKUP 

1989-1988 

(Eng. VIN X) 

1989-1988 

(Eng. VIN Y) 

D150 PICKUP 

1993 

(Eng. VIN X) w/ Return Fuel System 

1993 

(Eng. VIN X) w/ Return Fuel System - S( 
3068 

1992-1991 

(Eng. VIN X) 

1992-1991 

(Eng. VIN X) Sell out reorder 953-3068 

1990-1988 

(Eng. VIN X) 

1993 

(Eng. VIN Y) w/ Return Fuel System 

1993 

(Eng. VIN Y) w/ Return Fuel System - S( 
3068 

1992-1991 

(Eng. VIN Y) 

1992-1991 

(Eng. VIN Y) Sell out reorder 953-3068 

1990-1988 

(Eng. VIN Y) 


950-0121 

950-0149 

950-0149 

950-0149 

950-0149 

950-0149 

950-0121 

950-0149 

950-0150 

950-0150 


951-0007 

951-0012 

951-0012 

951-0012 

951-0012 

951-0012 

951-0007 

951-0012 

951-0012 

951-0012 

951-3003 

951-3003 


952-0004 

952-0029 

952-0029 

952-0029 

952-0029 

952-0029 

952-0004 

952-0029 

952-0034 

952-0034 


950-3001 

950-3001 


950-3001 

950-3026 


953-3068 

953-6004 

953-3068 

953-6004 

953-3068 

953-6004 

953-3068 

953-6004 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 47 

sin previo aviso. _ 

www.DensoAftermarket.com 






DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


DODGE [continued] 


D150 PICKUP [continued] 

V8-5.9 1993 (Eng. VIN Z) w/ Return Fuel System, Exc. 30 or 34 Gallon Fuel 

Tank 

V8-5.9 1993 (Eng. VIN Z)w/ Return Fuel System, Exc. 30 or 34 Gallon Fuel 

Tank - Sell out reorder 953-3068 

V8-5.9 1993 (Eng. VIN Z)w/ Return Fuel System, w/ 30 or 34 Gallon Fuel 

Tank 

V8-5.9 1991 (Eng. VIN Z) 

V8-5.9 1991 (Eng. VIN Z) Sell out reorder 953-3068 

V8-5.9 1990-1989 (Eng. VIN Z) 

D250 PICKUP 


953-3068 


953-6004 


953-3068 

953-6004 


950-3026 


950-3026 


V6-3.9 

1993 

(Eng. VIN X) w/ Return Fuel System 

953-3068 

950-3026 




V6-3.9 

V6-3.9 

V6-3.9 

1993 

1992-1991 

1992-1991 

(Eng. VIN X) w/ Return Fuel System - Sell out reorder 953- 
3068 

(Eng. VIN X) 

(Eng. VIN X) Sell out reorder 953-3068 

953-6004 

953-3068 

953-6004 

950-3026 




V6-3.9 

V8-5.2 

V8-5.2 

1990-1988 

1993 

1993 

(Eng. VIN X) 

(Eng. VIN Y) w/ Return Fuel System 

(Eng. VIN Y) w/ Return Fuel System - Sell out reorder 953- 
3068 

953-3068 

953-6004 

950-3001 

950-3026 




V8-5.2 

V8-5.2 

V8-5.2 

1992-1991 

1992-1991 

1990-1988 

(Eng. VIN Y) 

(Eng. VIN Y) Sell out reorder 953-3068 
(Eng. VIN Y) 

953-3068 

953-6004 

950-3026 

950-3001 




V8-5.9 

V8-5.9 

1993 

1993 

(Eng. VIN 5, Z) w/ Return Fuel System, Exc. 30 or 34 Gallon 

Fuel Tank 

(Eng. VIN 5, Z) w/ Return Fuel System, Exc. 30 or 34 Gallon 

953-3068 

953-6004 

950-3026 





Fuel Tank - Sell out reorder 953-3068 

V8-5.9 1993 (Eng. VIN 5, Z)w/ Return Fuel System, w/ 30 or 34 Gallon Fuel 

Tank 

V8-5.9 1992-1991 (Eng. VIN 5, Z) 

V8-5.9 1992-1991 (Eng. VIN 5, Z) Sell out reorder 953-3068 

V8-5.9 1990-1989 (Eng. VIN 5, Z) 

D350 PICKUP 

V8-5.9 1993 (Eng. VIN 5, Z)w/ Return Fuel System, Exc. 30 or 34 Gallon 

Fuel Tank 

V8-5.9 1993 (Eng. VIN 5, Z)w/ Return Fuel System, Exc. 30 or 34 Gallon 

Fuel Tank - Sell out reorder 953-3068 

V8-5.9 1993 (Eng. VIN 5, Z)w/ Return Fuel System, w/ 30 or 34 Gallon Fuel 

Tank 

V8-5.9 1992-1991 (Eng. VIN 5, Z) 

V8-5.9 1992-1991 (Eng. VIN 5, Z) Sell out reorder 953-3068 

V8-5.9 1990-1989 (Eng. VIN 5, Z) 

__ DAKOTA _ 

L4-2.5 12002 I (Eng. VIN P) " 

L4-2.5 2001-1997 (Eng. VIN P) w/ 22 Gallon Fuel Tank 


953-3068 

953-6004 


950-3001 


953-3068 

953-6004 


953-3021 

953-3021 


950-3001 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

48 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 






DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

DODGE [continued] 

DAKOTA [continued] 

L4-2.5 

1999-1998 

(Eng. VIN P) w/15 Gallon Fuel Tank 

953-3020 





L4-2.5 

1997 

(Eng. VIN P) w/15 Gallon Fuel Tank, w/ Rollover Valve on Fuel 
Pump Module 

953-3012 





L4-2.5 

1997 

(Eng. VIN P) w/15 Gallon Fuel Tank, w/ Rollover Valve on Fuel 
Tank 

953-3020 





L4-2.5 

1996 

(Eng. VIN P) w/15 Gallon Fuel Tank, w/ Walbro Module 

953-3012 





L4-2.5 

1996 

(Eng. VIN P) w/ 22 Gallon Fuel Tank, w/ Walbro Module 

953-3013 





L4-2.5 

1995-1994 

(Eng. VIN G) w/ Return Fuel System 

953-3069 





L4-2.5 

1995-1994 

(Eng. VIN G) w/ Return Fuel System - Sell out reorder 953- 
3069 

953-6000 





L4-2.5 

1995-1994 

(Eng. VIN G) w/ Returnless Fuel System 

953-3066 





L4-2.5 

1995-1994 

(Eng. VIN G) w/ Returnless Fuel System - Sell out reorder 953- 
3066 

953-6007 





L4-2.5 

1993-1991 

(Eng. VIN G) 

953-3069 





L4-2.5 

1993-1991 

(Eng. VIN G) Sell out reorder 953-3069 

953-6000 





L4-2.5 

1990-1989 

(Eng. VIN G) 


950-3001 




V6-3.7 

2009-2005 

(Eng. VINK) 

953-3063 

950-3029 




V6-3.7 

2004 

(Eng. VIN K) w/ 20 Gallon Fuel Tank, Exc. Quad Cab 

953-3045 





V6-3.7 

2004 

(Eng. VIN K) w/ 22 Gallon Fuel Tank, Exc. Quad Cab 

953-3059 





V6-3.9 

2003 

(Eng. VIN X) w/ 20 Gallon Fuel Tank, Exc. Quad Cab 

953-3034 





V6-3.9 

2003 

(Eng. VIN X) w/ 22 Gallon Fuel Tank, Exc. Quad Cab 

953-3021 





V6-3.9 

2002 

(Eng. VIN X) Exc. Quad Cab 

953-3021 





V6-3.9 

2001-1998 

(Eng. VIN X) w/ 22 Gallon Fuel Tank 

953-3021 





V6-3.9 

1999-1998 

(Eng. VIN X)w/15 Gallon Fuel Tank 

953-3020 





V6-3.9 

1997 

(Eng. VIN X) w/15 Gallon Fuel Tank, w/ Rollover Valve on Fuel 
Tank 

953-3020 





V6-3.9 

1997 

(Eng. VIN X) w/ 22 Gallon Fuel Tank, w/ Rollover Valve on Fuel 
Tank 

953-3021 





V6-3.9 

1996 

(Eng. VIN X) w/15 Gallon Fuel Tank 

953-3012 





V6-3.9 

1996 

(Eng. VIN X)w/22 Gallon Fuel Tank 

953-3013 





V6-3.9 

1995-1994 

(Eng. VIN X) w/ Return Fuel System 

953-3069 





V6-3.9 

1995-1994 

(Eng. VIN X) w/ Return Fuel System - Sell out reorder 953- 
3069 

953-6000 





V6-3.9 

1995-1994 

(Eng. VIN X) w/ Returnless Fuel System 

953-3066 





V6-3.9 

1995-1994 

(Eng. VIN X) w/ Returnless Fuel System - Sell out reorder 953- 
3066 

953-6007 





V6-3.9 

1993-1991 

(Eng. VIN X) 

953-3069 





V6-3.9 

1993-1991 

(Eng. VIN X) Sell out reorder 953-3069 

953-6000 





V6-3.9 

1990-1988 

(Eng. VIN X) 


950-3001 




V8-4.7 

2008 

(Eng. VIN N) Exc. Flex Fuel 

953-3063 

950-3029 




V8-4.7 

2007 

(Eng. VIN J, N) Exc. Flex Fuel 

953-3063 

950-3029 




V8-4.7 

2006-2005 

(Eng. VIN J, N) 

953-3063 

950-3029 




V8-4.7 

2004 

(Eng. VIN N) w/ 20 Gallon Fuel Tank, Exc. Quad Cab 

953-3045 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 49 

sin previo aviso. _ 

www.DensoAftermarket.com 






DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


DODGE [continued] 


V8-4.7 

2004 

V8-4.7 

2003 

V8-4.7 

2003 

V8-4.7 

2002 

V8-4.7 

2001-2000 

V8-5.2 

1999-1998 

V8-5.2 

1999-1998 

V8-5.2 

1997 

V8-5.2 

1997 

V8-5.2 

1997 

V8-5.2 

1997 

V8-5.2 

1996 

V8-5.2 

1996 

V8-5.2 

1995-1994 

V8-5.2 

1995-1994 

V8-5.2 

1995-1994 

V8-5.2 

1995-1994 

V8-5.2 

1993-1991 

V8-5.2 

1993-1991 

V8-5.2 

1990-1989 

V8-5.9 

2003 

V8-5.9 

2002 

V8-5.9 

2001-1998 

V8-5.9 

1999-1998 


L4-2.2 

1990 

L4-2.2 

1989 

L4-2.2 

1988-1987 

L4-2.2 

1986-1985 

L4-2.2 

1986 

L4-2.2 

1984 

L4-2.5 

1993 

L4-2.5 

1992-1991 

L4-2.5 

1990-1989 

L4-2.5 

1990-1989 

L4-2.5 

1988-1986 

V6-3.0 

1993-1991 


DAKOTA [continued] 

(Eng. VIN N) w/ 22 Gallon Fuel Tank, Exc. Quad Cab 
(Eng. VIN N) w/ 20 Gallon Fuel Tank, Exc. Quad Cab 
(Eng. VIN N) w/ 22 Gallon Fuel Tank, Exc. Quad Cab 
(Eng. VIN N) Exc. Quad Cab 


(Eng. VIN Y) w/15 Gallon Fuel Tank, w/ Rollover Valve on Fuel 
Pump Module 

(Eng. VIN Y) w/15 Gallon Fuel Tank, w/ Rollover Valve on Fuel 
Tank 

(Eng. VIN Y) w/ 22 Gallon Fuel Tank, w/ Rollover Valve on Fuel 
Pump Module 

(Eng. VIN Y) w/ 22 Gallon Fuel Tank, w/ Rollover Valve on Fuel 
Tank 

(Eng. VIN Y) w/15 Gallon Fuel Tank 
(Eng. VIN Y) w/ 22 Gallon Fuel Tank 


(Eng. VIN Z) w/ 20 Gallon Fuel Tank, Exc. Quad Cab 
(Eng. VIN Z) Exc. Quad Cab 


DAYTONA 

(Eng. VINC) 

(Eng. VIN A) 


(Eng. VIN D) w/o Turbo 
(Eng. VIN D, E) 

(Eng. VINK) 


953-3059 

953-3034 

953-3021 

953-3021 

953-3021 

953-3020 

953-3021 

953-3012 


953-3012 

953-3013 

953-3069 

953-6000 

953-3066 

953-6007 

953-3069 

953-6000 

953-3034 

953-3021 

953-3021 

953-3020 


953-3001 

953-3001 


950-3002 

950-3002 

950-3002 

950-3002 

950-3000 

950-3002 


950-3002 

950-3000 

950-3000 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

DODGE [continued] 

DAYTONA [continued] 

V6-3.0 

1990 

(Eng. VIN3) 


950-3002 






DURANGO 



V6-3.9 

1999-1998 

(Eng. VINX) 

953-3024 





V8-4.7 

2003-2000 

(Eng. VIN N) 

953-3024 





V8-5.2 

2000-1998 

(Eng. VIN Y) 

953-3024 





V8-5.9 

2003-1998 

(Eng. VIN Z) 

953-3024 







DYNASTY 



L4-2.5 

1993-1991 

(Eng. VINK) 

953-3001 





L4-2.5 

1990-1989 

(Eng. VINK) 


950-3000 




L4-2.5 

1988 

(Eng. VINK) 


950-3002 




V6-3.0 

1993-1991 

(Eng. VIN 3) 

953-3001 





V6-3.0 

1990-1988 

(Eng. VIN 3) 


950-3002 




V6-3.3 

1993-1991 

(Eng. VIN R) 

953-3001 





V6-3.3 

1990 

(Eng. VIN R) 


950-3002 






GRAND CARAVAN 



L4-2.4 

1997-1996 

(Eng. VIN B) 

953-3003 





L4-2.5 

1989 

(Eng. VIN J)w/Turbo 


950-3002 




L4-2.5 

1989 

(Eng. VIN K) w/o Turbo 


950-3000 




L4-2.5 

1988-1987 

(Eng. VINK) 


950-3000 




V6-3.0 

2000-1996 

(Eng. VIN 3) 

953-3003 





V6-3.0 

1995-1994 

(Eng. VIN 3) 

953-3000 





V6-3.0 

1993 

(Eng. VIN 3) AWD w/ 3 Pin Electrical Connector 

953-6006 

950-3027 




V6-3.0 

1993 

(Eng. VIN 3) AWD w/ 5 Pin Electrical Connector 

953-6003 

950-3027 




V6-3.0 

1993 

(Eng. VIN 3) FWD 

953-3007 





V6-3.0 

1992 

(Eng. VIN 3) 

953-3007 





V6-3.0 

1989-1987 

(Eng. VIN 3) 


950-3002 




V6-3.3 

2007-2006 

(Eng. VIN E)w/Flex Fuel 

953-3072 





V6-3.3 

2007-2006 

(Eng. VIN R) Exc. Flex Fuel 

953-3056 

950-3030 




V6-3.3 

2005 

(Eng. VIN E)w/Flex Fuel 

953-3051 





V6-3.3 

2005 

(Eng. VIN R) w/ Floor Storage & Fold Away Seating, Exc. Flex 
Fuel 

953-3056 

950-3030 




V6-3.3 

2005 

(Eng. VIN R) w/o Floor Storage & Fold Away Seating, Exc. Flex 
Fuel 

953-3041 





V6-3.3 

2004 

(Eng. VIN R) 

953-3041 





V6-3.3 

2003-2002 

(Eng. VIN 3) w/Flex Fuel 

953-3047 





V6-3.3 

2003-2001 

(Eng. VIN R) Exc. Flex Fuel 

953-3037 





V6-3.3 

2001 

(Eng. VIN 3, G)w/Flex Fuel 

953-3047 





V6-3.3 

2000-1998 

(Eng. VIN G)w/ Flex Fuel 

953-3050 





V6-3.3 

2000-1998 

(Eng. VIN R) Exc. Flex Fuel 

953-3003 





V6-3.3 

1997-1996 

(Eng. VIN R) 

953-3003 





V6-3.3 

1995-1994 

(Eng. VIN R) AWD 

953-6006 

950-3027 




V6-3.3 

1995-1994 

(Eng. VIN R) FWD 

953-3000 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 51 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


DODGE [continued] 


GRAND CARAVAN [continued] 

1993-1991 (Eng. VIN R) AWD w/3 Pin Electrical Connector 
1993-1991 (Eng. VIN R) AWD w/ 5 Pin Electrical Connector 

1993-1991 (Eng.VINR)FWD 
1990 (Eng. VIN R) 

2007-2005 (Eng. VIN L) 

2004 (Eng. VIN L) 

2003- 2001 (Eng. VIN L) 

2000- 1996 (Eng. VIN L) 

1995-1994 (Eng. VIN L) AWD 

1995-1994 (Eng.VINL)FWD 

_ INTREPID _ 

2004- 2002 I (Eng. VIN R) 

2001- 2000 (Eng. VIN R, U) 

1999-1998 (Eng. VIN R) 

2001-2000 (Eng. VIN J) 

1999-1998 (Eng. VIN J) 

1997-1996 (Eng. VINT) 

1995-1994 (Eng. VINT) Exc. Flex Fuel 
1993 (Eng. VINT) 

2004-2002 (Eng. VIN G, M, V) 

2001 (Eng. VIN G, V) 

2000 (Eng. VIN V) 

1997-1996 (Eng. VIN F) 

1995-1993 (Eng. VIN F) 


953-6006 

953-6003 

953-3007 

953-3056 

953-3041 

953-3037 

953-3003 

953-6006 

953-3000 

953-3029 

953-3029 

953-3018 

953-3029 

953-3018 

953-3014 

953-3008 

953-3008 

953-3029 

953-3029 

953-3029 

953-3014 

953-3008 


950-3027 

950-3027 

950-3002 

950-3030 


LANCER 

L4-2.2 

L4-2.2 

1989-1985 

1989 

(Eng. VIN D) w/o Turbo 
(Eng. VIN A) w/Turbo 


950-3000 

950-3002 




L4-2.2 

L4-2.2 

L4-2.5 

1988 

1987-1985 

1989 

(Eng. VIN A, E) w/Turbo 
(Eng. VINE) w/Turbo 
(Eng. VIN J) w/Turbo 


950-3002 

950-3002 

950-3002 




L4-2.5 

L4-2.5 

1989 

1988-1986 

(Eng. VIN K) w/o Turbo 
(Eng. VINK) 


950-3000 

950-3000 




MINI RAM VAN 

L4-2.5 

V6-3.0 

1988-1987 

1988-1987 

(Eng. VINK) 

(Eng. VIN 3) 

MONACO 


950-3000 

950-3002 




V6-3.0 

V6-3.0 

1992-1991 

1990 

(Eng. VIN U) 

(Eng. VIN U) 

953-6001 

950-3027 

950-3027 




NEON 

L4-2.0 

L4-2.0 

2005 

2004-2001 

(Eng. VINC) 

(Eng. VINC, F) 

953-3038 

953-3038 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

52 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

DODGE [continued] 

NEON [continued] 

L4-2.0 

2000 

(Eng. VINC) 

953-3031 





L4-2.0 

1999-1997 

(Eng. VINC, Y) 

953-3015 





L4-2.0 

1996 

(Eng. VIN C, Y) w/ Plastic Fuel Tank 

953-3015 





L4-2.0 

1996 

(Eng.VINC, Y) w/ Steel Fuel Tank 

953-3002 





L4-2.0 

1995 

(Eng. VINC, Y) 

953-3002 





L4-2.4 

2005-2004 

(Eng. VIN S) 

953-3040 





L4-2.4 

2003 


953-3040 







OMNI 





L4-2.2 

1990-1988 

(Eng. VIN D) 


950-3000 






RAIDER 





V6-3.0 

1989 

(Eng. VIN S) 


950-0145 

951-0012 

952-0041 




RAM 50 PICKUP 





L4-2.4 

1993 

(Eng. VIN G) 


950-0120 

951-0007 

952-0003 


L4-2.4 

1992-1991 

(Eng. VIN W) 


950-0120 

951-0007 

952-0003 


L4-2.4 

1990 

(Eng. VIN W) 


950-0145 

951-0012 

952-0041 


V6-3.0 

1991 

(Eng. VIN S) 


950-0120 

951-0007 

952-0003 


V6-3.0 

1990 

(Eng. VIN S) 


950-0145 

951-0012 

952-0041 




RAM 1500 PICKUP 





V6-3.7 

2007-2004 

(Eng. VINK) 

953-3070 





V6-3.7 

2003-2002 

(Eng. VIN K) w/ 26 Gallon Fuel Tank 

953-3035 





V6-3.7 

2003 

(Eng. VIN K) w/ 34 Gallon Fuel Tank 

953-3042 





V6-3.7 

2002 

(Eng. VIN K) w/35 Gallon Fuel Tank 

953-3036 





V6-3.9 

2001-2000 

(Eng. VIN X) w/ 26 Gallon Fuel Tank 

953-3027 





V6-3.9 

2001-2000 

(Eng. VIN X) w/ 34 Gallon Fuel Tank 

953-3023 





V6-3.9 

2001-1998 

(Eng. VIN X)w/35 Gallon Fuel Tank 

953-3022 





V6-3.9 

1999-1998 

(Eng. VIN X) Exc. 35 Gallon Fuel Tank 

953-3023 





V6-3.9 

1997-1996 

(Eng. VIN X) w/6 Pin Electrical Connector 

953-3011 





V6-3.9 

1995 

(Eng. VIN X) w/ Walbro Module 

953-3009 





V6-3.9 

1994 

(Eng. VIN X) w/4 Pin Electrical Connector 

953-3009 





V6-3.9 

1994 

(Eng. VIN X) w/ 5 Pin Electical Connector 

953-3065 

950-3025 




V6-3.9 

1994 

(Eng. VIN X) w/ 5 Pin Electical Connector - Sell out reorder 
953-3065 

953-6005 





V8-4.7 

2007-2004 

(Eng. VIN N) Exc. Flex Fuel 

953-3070 





V8-4.7 

2007-2004 

(Eng. VIN P)w/Flex Fuel 

953-3071 





V8-4.7 

2003-2002 

(Eng. VIN N) w/ 26 Gallon Fuel Tank 

953-3035 





V8-4.7 

2003 

(Eng. VIN N)w/34 Gallon Fuel Tank 

953-3042 





V8-4.7 

2002 

(Eng. VIN N) w/ 35 Gallon Fuel Tank 

953-3036 





V8-5.2 

2001-2000 

(Eng. VIN Y)w/26 Gallon Fuel Tank 

953-3027 





V8-5.2 

2001-2000 

(Eng. VIN Y)w/ 34 Gallon Fuel Tank 

953-3023 





V8-5.2 

2001-1998 

(Eng. VIN Y) w/ 35 Gallon Fuel Tank 

953-3022 





V8-5.2 

1999-1998 

(Eng. VIN Y) Exc. 35 Gallon Fuel Tank 

953-3023 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 5 3 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


DODGE [continued] 


V8-5.2 

1997-1996 

V8-5.2 

1995 

V8-5.2 

1994 

V8-5.2 

1994 

V8-5.2 

1994 

V8-5.7 

2008 

V8-5.7 

2007-2006 

V8-5.7 

2005-2004 

V8-5.7 

2003 

V8-5.7 

2003 

V8-5.7 

2003 

V8-5.7 

2003 

V8-5.7 

2003 

V8-5.9 

2003-2002 

V8-5.9 

2003 

V8-5.9 

2002 

V8-5.9 

2001-2000 

V8-5.9 

2001-2000 

V8-5.9 

2001-1998 

V8-5.9 

1999-1998 

V8-5.9 

1997-1996 

V8-5.9 

1995 

V8-5.9 

1994 

V8-5.9 

1994 

V8-5.9 

1994 


V6-3.9 

2003-1999 

V6-3.9 

2002-2001 

V6-3.9 

2000-1999 

V8-5.2 

2003-1999 

V8-5.2 

2002-2001 

V8-5.2 

2000-1999 

V8-5.9 

2003-1999 

V8-5.9 

2002-2001 

V8-5.9 

2000-1999 


RAM 1500 PICKUP [continued] 

(Eng. VIN Y) w/ 6 Pin Electrical Connector 
(Eng. VIN Y) w/ Walbro Module 
(Eng. VIN Y) w/4 Pin Electrical Connector 
(Eng. VIN Y) w/ 5 Pin Electrical Connector 

(Eng. VIN Y) w/ 5 Pin Electrical Connector - Sell out reorder 
953-3065 

(Eng. VIN D) Check Eng. VIN 
(Eng. VIN 2, D) 

(Eng. VIN D) 

(Eng. VIN D) Quad Cab w/140.5" Wheelbase, w/ 26 Gallon 
Fuel Tank 

(Eng. VIN D) Quad Cab w/160.5" Wheelbase, w/ 26 Gallon 
Fuel Tank 

(Eng. VIN D) Standard Cab w/120.5" Wheelbase, w/ 26 Gallon 
Fuel Tank 

(Eng. VIN D) Standard Cab w/140.5" Wheelbase, w/ 26 Gallon 
Fuel Tank 

(Eng. VIN D) w/ 35 Gallon Fuel Tank 
(Eng. VINZ) w/26 Gallon Fuel Tank 
(Eng. VIN Z)w/ 34 Gallon Fuel Tank 
(Eng. VIN Z) w/ 35 Gallon Fuel Tank 
(Eng. VINZ) w/26 Gallon Fuel Tank 
(Eng. VIN Z)w/ 34 Gallon Fuel Tank 
(Eng. VIN Z) w/ 35 Gallon Fuel Tank 
(Eng. VINZ) Exc. 35 Gallon Fuel Tank 
(Eng. VIN Z) w/ 6 Pin Electrical Connector 
(Eng. VIN Z) w/ Walbro Module 
(Eng. VIN Y) w/ 5 Pin Electrical Connector 
(Eng. VIN Z) w/ 5 Pin Electrical Connector 

(Eng. VIN Z) w/ 5 Pin Electrical Connector - Sell out reorder 
953-3065 

RAM 1500 VAN _ 

(Eng. VIN X)w/35 Gallon Fuel Tank 
(Eng. VINX) w/31 Gallon Fuel Tank 
(Eng. VIN X)w/32 Gallon Fuel Tank 
(Eng. VIN Y)w/35 Gallon Fuel Tank 
(Eng. VIN Y) w/ 31 Gallon Fuel Tank 
(Eng. VIN Y)w/32 Gallon Fuel Tank 
(Eng. VINZ) w/35 Gallon Fuel Tank 
(Eng. VIN Z) w/ 31 Gallon Fuel Tank 
(Eng. VIN Z)w/32 Gallon Fuel Tank 


953-3011 

953-3009 

953-3009 

953-3065 

953-6005 

953-3070 

953-3070 

953-3070 

953-3044 


953-3036 

953-3035 

953-3042 

953-3036 

953-3027 

953-3023 

953-3022 

953-3023 

953-3011 

953-3009 

953-3065 

953-6005 


953-3026 

953-3033 

953-3025 

953-3026 

953-3033 

953-3025 

953-3026 

953-3033 

953-3025 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

54 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

DODGE [continued] 

RAM 2500 PICKUP 

V8-5.2 

1996 

(Eng. VIN Y) w/ 6 Pin Electrical Connector 

953-3011 





V8-5.2 

1995 

(Eng. VIN Y) w/ Walbro Module 

953-3009 





V8-5.2 

1994 

(Eng. VIN Y) w/4 Pin Electrical Connector 

953-3009 





V8-5.2 

1994 

(Eng. VIN Y) w/ 5 Pin Electrical Connector 

953-3065 

950-3025 




V8-5.2 

1994 

(Eng. VIN Y) w/ 5 Pin Electrical Connector - Sell out reorder 
953-3065 

953-6005 





V8-5.7 

2009 

(Eng. VINT) 

953-3070 





V8-5.7 

2008-2005 

(Eng. VIN D) 

953-3070 





V8-5.7 

2004 

(Eng. VIN D) 

953-3073 





V8-5.7 

2003 

(Eng. VIN D) Quad Cab w/140.5" Wheelbase 

953-3042 





V8-5.7 

2003 

(Eng. VIN D) Quad Cab w/160.5" Wheelbase 

953-3043 





V8-5.7 

2003 

(Eng. VIN D) Standard Cab w/140.5" Wheelbase 

953-3043 





V8-5.9 

2002 

(Eng. VIN Z) Quad Cab w/34 Gallon Fuel Tank 

953-3023 





V8-5.9 

2002 

(Eng. VIN Z) Quad Cab w/35 Gallon Fuel Tank 

953-3022 





V8-5.9 

2002 

(Eng. VIN Z) Standard Cab 

953-3022 





V8-5.9 

2001-2000 

(Eng. VIN Z) w/ 26 Gallon Fuel Tank 

953-3027 





V8-5.9 

2001-2000 

(Eng. VIN Z)w/34 Gallon Fuel Tank 

953-3023 





V8-5.9 

2001-1998 

(Eng. VIN Z) w/ 35 Gallon Fuel Tank 

953-3022 





V8-5.9 

1999-1998 

(Eng. VIN Z) Exc. 35 Gallon Fuel Tank 

953-3023 





V8-5.9 

1997 

(Eng. VIN Z) w/ 6 Pin Electrical Connector 

953-3011 





V8-5.9 

1996 

(Eng. VIN 5, Z) w/ 6 Pin Electrical Connector 

953-3011 





V8-5.9 

1995 

(Eng. VIN 5, Z)w/Walbro Module 

953-3009 





V8-5.9 

1994 

(Eng. VIN Z) w/ 5 Pin Electrical Connector 

953-3065 

950-3025 




V8-5.9 

1994 

(Eng. VIN Z) w/ 5 Pin Electrical Connector - Sell out reorder 
953-3065 

953-6005 





VI 0-8.0 

2003 

(Eng. VIN W) Quad Cab w/140.5" Wheelbase 

953-3042 





VI0-8.0 

2003 

(Eng. VIN W) Quad Cab w/160.5" Wheelbase 

953-3043 





VI0-8.0 

2003 

(Eng. VIN W) Standard Cab 

953-3043 





VI0-8.0 

2002 

(Eng. VIN W) Quad Cab w/ 34 Gallon Fuel Tank 

953-3023 





VI0-8.0 

2002 

(Eng. VIN W) Quad Cab w/ 35 Gallon Fuel Tank 

953-3022 





VI0-8.0 

2002 

(Eng. VIN W) Standard Cab 

953-3022 





VI0-8.0 

2001-2000 

(Eng. VIN W) w/ 34 Gallon Fuel Tank 

953-3023 





VI0-8.0 

2001-1998 

(Eng. VIN W) w/35 Gallon Fuel Tank 

953-3022 





VI0-8.0 

2000 

(Eng. VIN W) w/ 26 Gallon Fuel Tank 

953-3027 





VI0-8.0 

1999-1998 

(Eng. VIN W) Exc. 35 Gallon Fuel Tank 

953-3023 





VI0-8.0 

1997-1996 

(Eng. VIN W) w/ 6 Pin Electrical Connector 

953-3011 





VI0-8.0 

1995 

(Eng. VIN W) w/ Walbro Module 

953-3009 





VI0-8.0 

1994 

(Eng. VIN W) w/ 5 Pin Electrical Connector 

953-3065 

950-3025 




VI0-8.0 

1994 

(Eng. VIN W) w/ 5 Pin Electrical Connector - Sell out reorder 
953-3065 

953-6005 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 5 5 
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OisLtiinsMf APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

DODGE [continued] 

RAM 2500 VAN 

V6-3.9 

2001 

(Eng. VINX) w/31 Gallon Fuel Tank 

953-3033 





V6-3.9 

2001 

(Eng. VINX) w/ 35 Gallon Fuel Tank 

953-3026 





V8-5.2 

2003-1999 

(Eng. VIN Y) w/ 35 Gallon Fuel Tank 

953-3026 





V8-5.2 

2002-2001 

(Eng. VIN Y) w/31 Gallon Fuel Tank 

953-3033 





V8-5.2 

2000-1999 

(Eng. VIN Y) w/ 32 Gallon Fuel Tank 

953-3025 





V8-5.9 

2003-1999 

(Eng. VIN Z)w/ 35 Gallon Fuel Tank 

953-3026 





V8-5.9 

2002-2001 

(Eng. VIN Z) w/31 Gallon Fuel Tank 

953-3033 





V8-5.9 

2000-1999 

(Eng. VIN Z) w/ 32 Gallon Fuel Tank 

953-3025 





RAM 3500 PICKUP 

V8-5.7 

2008-2007 

(Eng. VIN D) Exc. Cab & Chassis 

953-3070 





V8-5.7 

2006-2005 

(Eng. VIN D) 

953-3070 





V8-5.7 

2004 

(Eng. VIN D) 

953-3073 





V8-5.7 

2003 

(Eng. VIN D) Quad Cab w/140.5" Wheelbase 

953-3042 





V8-5.7 

2003 

(Eng. VIN D) Quad Cab w/160.5" Wheelbase 

953-3043 





V8-5.7 

2003 

(Eng. VIN D) Standard Cab w/140.5" Wheelbase 

953-3043 





V8-5.9 

2002 

(Eng. VIN 5, Z) Quad Cab w/ 34 Gallon Fuel Tank 

953-3023 





V8-5.9 

2002 

(Eng. VIN 5, Z) Quad Cab w/ 35 Gallon Fuel Tank 

953-3022 





V8-5.9 

2002 

(Eng. VIN 5, Z) Standard Cab 

953-3022 





V8-5.9 

2001-2000 

(Eng. VIN 5, Z) w/ 26 Gallon Fuel Tank 

953-3027 





V8-5.9 

2001-2000 

(Eng. VIN 5, Z) w/ 34 Gallon Fuel Tank 

953-3023 





V8-5.9 

2001-2000 

(Eng. VIN 5, Z)w/35 Gallon Fuel Tank 

953-3022 





V8-5.9 

1999-1998 

(Eng. VIN 5, Z) Exc. 35 Gallon Fuel Tank 

953-3023 





V8-5.9 

1998 

(Eng. VIN 5) w/ 35 Gallon Fuel Tank 

953-3022 





V8-5.9 

1997 

(Eng. VIN 5, Z) w/ 6 Pin Electrical Connector 

953-3011 





V8-5.9 

1996 

(Eng. VIN 5) w/ 6 Pin Electrical Connector 

953-3011 





V8-5.9 

1995 

(Eng. VIN 5) w/Walbro Module 

953-3009 





V8-5.9 

1994 

(Eng. VIN 5, Z) w/ 5 Pin Electrical Connector 

953-3065 

950-3025 




V8-5.9 

1994 

(Eng. VIN 5, Z) w/ 5 Pin Electrical Connector - Sell out reorder 
953-3065 

953-6005 





VI 0-8.0 

2003 

(Eng. VIN W) Quad Cab w/140.5" Wheelbase 

953-3042 





VI 0-8.0 

2003 

(Eng. VIN W) Quad Cab w/160.5" Wheelbase 

953-3043 





VI 0-8.0 

2003 

(Eng. VIN W) Standard Cab 

953-3043 





VI 0-8.0 

2002 

(Eng. VIN W) Quad Cab w/ 34 Gallon Fuel Tank 

953-3023 





VI 0-8.0 

2002 

(Eng. VIN W) Quad Cab w/ 35 Gallon Fuel Tank 

953-3022 





VI 0-8.0 

2002 

(Eng. VIN W) Standard Cab 

953-3022 





VI 0-8.0 

2001-2000 

(Eng. VIN W) w/ 34 Gallon Fuel Tank 

953-3023 





VI 0-8.0 

2001-1998 

(Eng. VIN W)w/35 Gallon Fuel Tank 

953-3022 





VI 0-8.0 

2000 

(Eng. VIN W) w/ 26 Gallon Fuel Tank 

953-3027 





VI 0-8.0 

1999-1998 

(Eng. VIN W) Exc. 35 Gallon Fuel Tank 

953-3023 





VI 0-8.0 

1997-1996 

(Eng. VIN W) w/ 6 Pin Electrical Connector 

953-3011 





VI 0-8.0 

1995 

(Eng. VIN W) w/ Walbro Module 

953-3009 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

56 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

DODGE [continued] 

RAM 3500 PICKUP [continued] 

VI 0-8.0 

1994 

(Eng. VIN 5, Z) w/ 5 Pin Electrical Connector 


950-3025 




VI 0-8.0 

1994 

(Eng. VIN 5, Z) w/ 5 Pin Electrical Connector - Sell out reorder 
953-3065 

953-6005 







RAM 3500 VAN 





V8-5.2 

2003-1999 

(Eng. VIN Y) w/ 35 Gallon Fuel Tank 

953-3026 





V8-5.2 

2002-2001 

(Eng. VIN Y) w/ 31 Gallon Fuel Tank 

953-3033 





V8-5.2 

2000-1999 

(Eng. VIN Y)w/32 Gallon Fuel Tank 

953-3025 





V8-5.9 

2003-1999 

(Eng. VIN Z) w/ 35 Gallon Fuel Tank 

953-3026 





V8-5.9 

2002-2001 

(Eng. VIN Z) w/ 31 Gallon Fuel Tank 

953-3033 





V8-5.9 

2000-1999 

(Eng. VIN Z)w/ 32 Gallon Fuel Tank 

953-3025 







RAMCHARGER 





V8-5.2 

1993-1991 

(Eng. VIN Y) 


950-3026 




V8-5.2 

1990-1988 

(Eng. VIN Y) 


950-3001 




V8-5.9 

1993-1991 

(Eng. VIN Z) 


950-3026 




V8-5.9 

1990-1989 

(Eng. VIN Z) 


950-3001 






ROYAL MINI RAM VAN 





V6-3.0 

1987 

(Eng. VIN 3) 


950-3002 






SHADOW 





L4-2.2 

1994-1991 

(Eng. VIN D) 

953-3001 





L4-2.2 

1990-1987 

(Eng. VIN D) w/o Turbo 


950-3000 




L4-2.2 

1990 

(Eng. VIN C)w/Turbo 


950-3002 




L4-2.2 

1989 

(Eng. VIN A) w/Turbo 


950-3002 




L4-2.2 

1988-1987 

(Eng. VIN E)w/Turbo 


950-3022 




L4-2.5 

1994-1993 

(Eng. VINK) 

953-3001 





L4-2.5 

1992-1991 

(Eng. VIN J, K) 

953-3001 





L4-2.5 

1990-1989 

(Eng. VIN J) w/Turbo 


950-3002 




L4-2.5 

1990-1988 

(Eng. VINK) w/o Turbo 


950-3000 




V6-3.0 

1994-1992 

(Eng. VIN 3) 

953-3001 







SPIRIT 





L4-2.5 

1995 

(Eng. VINK) 

953-3001 





L4-2.5 

1994-1993 

(Eng. VINK) Exc. Flex Fuel 

953-3001 





L4-2.5 

1992-1991 

(Eng. VIN J, K) 

953-3001 





L4-2.5 

1990-1989 

(Eng. VIN J) w/Turbo 


950-3002 




L4-2.5 

1990-1989 

(Eng. VIN K) w/o Turbo 


950-3000 




V6-3.0 

1995-1991 

(Eng. VIN 3) 

953-3001 





V6-3.0 

1990-1989 

(Eng. VIN 3) 


950-3002 






STEALTH 





V6-3.0 

1996-1993 

(Eng. VIN H,J) w/o Turbo 


950-0120 

951-0007 

952-0003 


V6-3.0 

1996-1993 

(Eng. VIN K) w/Turbo 


950-0154 

951-0013 

952-0034 


V6-3.0 

1992-1991 

(Eng. VIN B,S) w/o Turbo 


950-0120 

951-0007 

952-0003 


V6-3.0 

1992-1991 

(Eng. VINC) w/Turbo 


950-0154 

951-0013 

952-0034 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 57 

sin previo aviso. _ 
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tUsL&ns. tit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

DODGE [continued] 

STRATUS 

L4-2.0 

2000-1998 

(Eng. VINC) 

953-3028 





L4-2.0 

1997-1995 

(Eng. VINC) 

953-3010 





L4-2.4 

2006 

(Eng. VINX) 

953-3039 





L4-2.4 

2005-2004 

(Eng. VIN J,X) Sedan 

953-3039 





L4-2.4 

2005-2001 

(Eng. VING) Coupe 


950-0129 

951-0007 

952-0022 


L4-2.4 

2003 

(Eng. VINX) Sedan 

953-3039 





L4-2.4 

2002-2001 

(Eng. VINX) Sedan 

953-3030 





L4-2.4 

2000-1998 

(Eng. VINX) 

953-3028 





L4-2.4 

1997-1995 

(Eng. VINX) 

953-3010 





V6-2.5 

2000-1998 

(Eng. VIN H) 

953-3028 





V6-2.5 

1997-1995 

(Eng. VIN H) 

953-3010 





V6-2.7 

2006-2003 

(Eng. VIN R) Sedan, Exc. Flex Fuel 

953-3039 





V6-2.7 

2006-2003 

(Eng. VINT) Sedan, w/Flex Fuel 

953-3049 





V6-2.7 

2002 

(Eng. VIN R) Sedan 

953-3030 





V6-2.7 

2001 

(Eng. VIN U) Sedan 

953-3030 





V6-3.0 

2005-2001 

(Eng. VIN H) Coupe 


950-0131 

951-0008 

952-0022 


W100 PICKUP 

V6-3.9 

1989 

(Eng. VINX) 


950-3001 




V8-5.2 

1989-1988 

(Eng. VIN Y) 


950-3001 




W150 PICKUP 

V6-3.9 

1993 

(Eng. VIN X) w/ Return Fuel System 

953-3068 

950-3026 




V6-3.9 

1993 

(Eng. VIN X) w/ Return Fuel System - Sell out reorder 953- 
3068 

953-6004 





V6-3.9 

1992-1991 

(Eng. VINX) 

953-3068 

950-3026 




V6-3.9 

1992-1991 

(Eng. VINX) Sell out reorder 953-3068 

953-6004 





V6-3.9 

1990-1989 

(Eng. VINX) 


950-3001 




V8-5.2 

1993 

(Eng. VIN Y) w/ Return Fuel System 

953-3068 

950-3026 




V8-5.2 

1993 

(Eng. VIN Y) w/ Return Fuel System - Sell out reorder 953- 
3068 

953-6004 





V8-5.2 

1992-1991 

(Eng. VIN Y) 

953-3068 

950-3026 




V8-5.2 

1992-1991 

(Eng. VIN Y) Sell out reorder 953-3068 

953-6004 





V8-5.2 

1990-1988 

(Eng. VIN Y) 


950-3001 




V8-5.9 

1993 

(Eng. VIN Z) w/ Return Fuel System 

953-3068 

950-3026 




V8-5.9 

1993 

(Eng. VIN Z) w/ Return Fuel System - Sell out reorder 953- 
3068 

953-6004 





V8-5.9 

1991 

(Eng. VIN Z) 

953-3068 

950-3026 




V8-5.9 

1991 

(Eng. VIN Z) Sell out reorder 953-3068 

953-6004 





V8-5.9 

1990-1989 

(Eng. VIN Z) 


950-3001 




W250 PICKUP 

V8-5.2 

1993 

(Eng. VIN Y) w/ Return Fuel System 

953-3068 

950-3026 





Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

58 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


DODGE [continued] 


W250 PICKUP [continued] 


V8-5.2 

1993 

(Eng. VIN Y) w/ Return Fuel System - Sell out reorder 953- 
3068 

953-6004 





V8-5.2 

V8-5.2 

V8-5.2 

1992-1991 

1992-1991 

1990-1988 

(Eng. VIN Y) 

(Eng. VIN Y) Sell out reorder 953-3068 
(Eng. VIN Y) 

953-3068 

953-6004 

950-3026 

950-3001 




V8-5.9 

V8-5.9 

V8-5.9 

1993 

1993 

1992-1991 

(Eng. VIN 5, Z) w/ Return Fuel System 

(Eng. VIN 5, Z) w/ Return Fuel System - Sell out reorder 953- 
3068 

(Eng. VIN 5, Z) 

953-3068 

953-6004 

953-3068 

950-3026 

950-3026 




V8-5.9 

V8-5.9 

1992-1991 

1990-1989 

(Eng. VIN 5, Z) Sell out reorder 953-3068 
(Eng. VIN 5, Z) 

953-6004 

950-3001 





W350 PICKUP 


V8-5.9 

1993 

(Eng. VIN 5, Z) w/ Return Fuel System 

953-3068 

950-3026 




V8-5.9 

V8-5.9 

V8-5.9 

1993 

1992-1991 

1992-1991 

(Eng. VIN 5, Z) w/ Return Fuel System - Sell out reorder 953- 
3068 

(Eng. VIN 5, Z) 

(Eng. VIN 5, Z) Sell out reorder 953-3068 

953-6004 

953-3068 

953-6004 

950-3026 




V8-5.9 

1990-1989 

(Eng. VIN 5, Z) 


950-3001 





EAGLE 


1989-1988 


MEDALLION 

| (Eng. VIN F) External Electric Pump 

PREMIER 


L4-2.5 

1989 

(Eng. VIN H) 

950-3027 




L4-2.5 

1988 

(Eng. VIN Z) 

950-3027 




V6-3.0 

1992-1991 

(Eng. VIN U) 

953-6001 950-3027 




V6-3.0 

1990-1989 

(Eng. VIN U) 

950-3027 




V6-3.0 

1988 

(Eng. VIN J) 

950-3027 






SUMMIT 




L4-1.5 

1996-1993 

(Eng. VIN A) 

950-0121 

951-0007 

952-0004 


L4-1.5 

1992-1991 

(Eng. VIN A) 

950-0120 

951-0007 

952-0003 


L4-1.5 

1990-1989 

(Eng. VIN X) 

950-0149 

951-0012 

952-0029 


L4-1.6 

1990-1989 

(Eng. VIN Y) 

950-0149 

951-0012 

952-0029 


L4-1.8 

1996-1993 

(Eng. VINC) Exc. Wagon 

950-0121 

951-0007 

952-0004 


L4-1.8 

1996-1993 

(Eng. VINC) Wagon 

950-0120 

951-0007 

952-0003 


L4-1.8 

1992 

(Eng. VIN D) 

950-0120 

951-0007 

952-0003 


L4-2.4 

1996-1993 

(Eng. VIN G) 

950-0120 

951-0007 

952-0003 


L4-2.4 

1992 

(Eng. VIN W) 

950-0120 

951-0007 

952-0003 


TALON 

L4-1.8 

1994-1993 

(Eng. VIN B) w/38mm Dia. Pump 

950-0125 

951-0007 

952-0012 


L4-1.8 

1994-1993 

(Eng. VIN B) w/50mm Dia. Pump 

950-0145 

951-0012 

952-0041 


L4-2.0 

1998-1996 

(Eng. VIN Y) w/o Turbo 

950-0125 

951-0007 

952-0012 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 59 
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APPLICATIONS / APLICACIONES 


ENGINE YEAR 

MOTEUR ANNEE 

MOTOR ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE PUMP & STRAINER 

MODULE POMPE &PASS0IRE 

MODULO BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER TANK SEAL 

PASSOIRE JOINT RESV 

COLADOR SELLOTNK 

EAGLE [continued] 

TALON [continued] 

L4-2.0 1998-1995 

(Eng. VIN F)w/Turbo 

950-0178 

951-0009 

952-0003 

L4-2.0 1995 

(Eng. VIN Y) w/o Turbo 

950-0120 

951-0007 

952-0003 

L4-2.0 1994-1993 

(Eng. VIN E) w/o Turbo, w/ 50mm Dia. Pump 

950-0145 

951-0012 

952-0041 

L4-2.0 1994-1993 

(Eng. VIN F) w/Turbo, w/50mm Dia. Pump 

950-0145 

951-0012 

952-0041 

L4-2.0 1994 

(Eng. VIN E) w/o Turbo, w/ 38mm Dia. Pump 

950-0125 

951-0007 

952-0012 

L4-2.0 1993 

(Eng. VIN E) w/o Turbo, w/ 38mm Dia. Pump, Calif. 

950-0120 

951-0007 

952-0003 

L4-2.0 1993 

(Eng. VIN E) w/o Turbo, w/ 38mm Dia. Pump, Exc. Calif. 

950-0125 

951-0007 

952-0012 

L4-2.0 1992 

(Eng. VIN R) w/o Turbo, w/ 38mm Dia. Pump 

950-0125 

951-0007 

952-0012 

L4-2.0 1992 

(Eng. VIN R) w/o Turbo, w/ 50mm Dia. Pump 

950-0145 

951-0012 

952-0041 

L4-2.0 1992 

(Eng. VIN U) w/Turbo, w/50mm Dia. Pump 

950-0145 

951-0012 

952-0041 

L4-2.0 1991-1990 

(Eng. VIN R, U) 

950-0145 

951-0012 

952-0041 

VISION 

V6-3.3 1997-1996 

(Eng. VINT) 

953-3014 



V6-3.3 1995-1993 

(Eng. VINT) 

953-3008 



V6-3.5 1997-1996 

(Eng. VIN F) 

953-3014 



V6-3.5 1995-1993 

(Eng. VIN F) 

953-3008 



FORD 

AEROSTAR 

L4-2.3 1987-1986 

(Eng. VIN A) External Electric Pump 


951-3000 



1987- 1986 (Eng. VIN A) In Tank Pump, From 02/86 

1997-1990 (Eng. VIN U) 

1989 (Eng. VIN U) w/17 Gallon Fuel Tank 

1989 (Eng. VIN U) w/ 21 Gallon Fuel Tank 

1988- 1986 (Eng. VIN U) 

1997-1990 (Eng. VIN X) 

ASPIRE 

11997-1994 | (Eng. VIN H) 

BRONCO 

1992-1990 (Eng. VIN Y) (Pump Assy, w/o Hanger) 

1989- 1987 (Eng. VIN Y) External Electric Pump 

1996-1990 (Eng. VIN N) (Pump Assy, w/o Hanger) 

1989-1985 (Eng. VIN N) External Electric Pump 
1996-1990 (Eng. VIN FI) (Pump Assy, w/o Hanger) 

1989-1988 (Eng. VIN FI) External Electric Pump 

BRONCO II 

1990 (Eng. VIN T) (Pump Assy, w/o Hanger) 

1989-1986 (Eng. VIN T) External Electric Pump 

1989 (Eng. VIN T) In Tank Pump (Pump Assy, w/o Hanger) 

_ CONTOUR _ 

2000 (Eng. VIN 3) Gasoline Engine 


950-3020 

950-0163 

950-3020 

950-0163 

950-3020 

950-0163 


951-0016 


952-0044 


953-3004 


950-0179 951-0016 952-0029 


951-3000 


950-0181 951-0008 952-0049 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

60 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

FORD [continued] 

CONTOUR [continued] 

L4-2.0 

2000 

(Eng. VINZ) Bi-Fuel Engine 


950-0181 

951-0008 

952-0049 


L4-2.0 

1999 

(Eng. VIN 3) Gasoline Engine, From 05/03/99 


950-0181 

951-0008 

952-0049 


L4-2.0 

1999 

(Eng. VIN 3) Gasoline Engine, To 05/03/99 


950-0140 

951-0016 

952-0028 


L4-2.0 

1999 

(Eng. VIN Z) Bi-Fuel Engine, From 05/03/99 


950-0181 

951-0008 

952-0049 


L4-2.0 

1999 

(Eng. VIN Z) Bi-Fuel Engine, To 05/03/99 


950-0140 

951-0016 

952-0028 


L4-2.0 

1998-1996 

(Eng. VIN 3) Gasoline Engine 


950-0140 

951-0016 

952-0028 


L4-2.0 

1998-1996 

(Eng. VINZ) Bi-Fuel Engine 


950-0140 

951-0016 

952-0028 


L4-2.0 

1995 

(Eng. VIN 3) 


950-0140 

951-0016 

952-0028 


V6-2.5 

2000 

(Eng. VIN G, L) 


950-0181 

951-0008 

952-0049 


V6-2.5 

1999 

(Eng. VIN G, L) From 05/03/99 


950-0181 

951-0008 

952-0049 


V6-2.5 

1999 

(Eng. VIN G, L) To 05/03/99 


950-0140 

951-0016 

952-0028 


V6-2.5 

1998 

(Eng. VIN G, L) 


950-0140 

951-0016 

952-0028 


V6-2.5 

1997-1995 

(Eng. VIN L) 


950-0140 

951-0016 

952-0028 




CROWN VICTORIA 




V8-4.6 

2002-2001 

(Eng. VIN W) 


950-0172 

951-0008 

952-0044 


V8-4.6 

2000-1997 

(Eng. VIN W) 


950-0170 

951-0008 

952-0025 


V8-4.6 

1996 

(Eng. VIN 6, W) 


950-0137 

951-0016 

952-0025 


V8-4.6 

1995 

(Eng. VIN W) 


950-0137 

951-0016 

952-0025 


V8-4.6 

1994-1993 

(Eng. VIN W) 


950-0136 

951-0016 

952-0024 


V8-4.6 

1992 

(Eng. VIN W) 


950-3006 






E-150 VAN 




L6-4.9 

1996-1992 

(Eng. VIN Y) Aft Axle Fuel Tank 


950-0181 

951-0008 

952-0049 


L6-4.9 

1996-1992 

(Eng. VIN Y) Midship 22 Gallon Fuel Tank (Pump Assy, w/o 
Hanger) 

953-3004 





L6-4.9 

1991-1987 

(Eng. VIN Y) External Electric Pump 



951-3000 



V6-4.2 

2003-1999 

(Eng. VIN 2) Midship Fuel Tank w/ 2 Tube Ports 


950-0169 

951-0008 

952-0024 


V6-4.2 

2003-1999 

(Eng. VIN 2) Midship Fuel Tank w/ 3 Tube Ports 


950-0169 

951-0008 

952-0024 


V6-4.2 

1998-1997 

(Eng. VIN 2) Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0163 

951-0016 

952-0044 


V6-4.2 

1998-1997 

(Eng. VIN 2) Midship Fuel Tank w/ 2 Tube Ports 


950-0136 

951-0016 

952-0024 


V6-4.2 

1998-1997 

(Eng. VIN 2) Midship Fuel Tank w/ 3 Tube Ports 


950-0136 

951-0016 

952-0024 


V8-4.6 

2003-1999 

(Eng. VIN W) Midship Fuel Tank w/ 2 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-4.6 

2003-1999 

(Eng. VIN W) Midship Fuel Tank w/ 3 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-4.6 

1999 

(Eng. VIN 6, W) Midship Fuel Tank w/ 2 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-4.6 

1999 

(Eng. VIN 6, W) Midship Fuel Tank w/ 3 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-4.6 

1998-1997 

(Eng. VIN 6) Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0163 

951-0016 

952-0044 


V8-4.6 

1998-1997 

(Eng. VIN 6) Midship Fuel Tank w/ 2 Tube Ports 


950-0136 

951-0016 

952-0024 


V8-4.6 

1998-1997 

(Eng. VIN 6) Midship Fuel Tank w/ 3 Tube Ports 


950-0136 

951-0016 

952-0024 


V8-5.0 

1996-1992 

(Eng. VIN N) Aft Axle Fuel Tank 


950-0181 

951-0008 

952-0049 


V8-5.0 

1991-1986 

(Eng. VIN N) External Electric Pump 



951-3000 



V8-5.4 

2003-1999 

(Eng. VIN L) Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-1999 

(Eng. VIN L) Midship Fuel Tank w/ 2 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

2003-1999 

(Eng. VIN L) Midship Fuel Tank w/ 3 Tube Ports 


950-0169 

951-0008 

952-0024 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 61 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


FORD [continued] 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


V8-5.4 

1998 

V8-5.4 

1998 

V8-5.4 

1998 

V8-5.4 

1998 

V8-5.4 

1998 

V8-5.4 

1998 

V8-5.4 

1997 

V8-5.4 

1997 

V8-5.4 

1997 

V8-5.8 

1996-1992 

V8-5.8 

1991-1988 


L6-4.9 

1996-1995 

L6-4.9 

1996-1995 

L6-4.9 

1996-1995 

L6-4.9 

1994-1992 

L6-4.9 

1994-1992 

L6-4.9 

1991-1987 

V6-4.2 

2003-1999 

V6-4.2 

2003-1999 

V6-4.2 

2002-1999 

V6-4.2 

1998-1997 

V6-4.2 

1998-1997 

V6-4.2 

1998-1997 

V8-4.6 

2003 

V8-4.6 

2003 

V8-4.6 

1997 

V8-5.0 

1991-1986 

V8-5.4 

2003-2000 

V8-5.4 

2003-2000 

V8-5.4 

2003-2000 

V8-5.4 

1999-1998 

V8-5.4 

1999-1998 

V8-5.4 

1999-1998 


E-150VAN [continued] 

(Eng. VIN L) Gasoline Engine, Aft Axle Fuel Tank w/ 3 Tube 
Ports 

(Eng. VIN L) Gasoline Engine, Midship Fuel Tank w/ 2 Tube 
Ports 

(Eng. VIN L) Gasoline Engine, Midship Fuel Tank w/ 3 Tube 
Ports 

(Eng. VIN Z) Bi-Fuel Engine, Aft Axle Fuel Tank w/ 3 Tube Ports 

(Eng. VIN Z) Bi-Fuel Engine, Midship Fuel Tank w/2 Tube 
Ports 

(Eng. VIN Z) Bi-Fuel Engine, Midship Fuel Tank w/3 Tube 
Ports 

(Eng. VIN L) Aft Axle Fuel Tank w/ 3 Tube Ports 
(Eng. VIN L) Midship Fuel Tank w/ 2 Tube Ports 
(Eng. VIN L) Midship Fuel Tank w/ 3 Tube Ports 


E-250 VAN 


(Pump Assy, w/o Hanger) 


(Eng. VIN W) Midship Fuel Tank w/ 2 Tube Ports 
(Eng. VIN W) Midship Fuel Tank w/ 3 Tube Ports 
(Eng. VIN 6) Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0172 

951-0008 

952-0044 

950-0169 

951-0008 

952-0024 

950-0169 

951-0008 

952-0024 

950-0172 

951-0008 

952-0044 

950-0169 

951-0008 

952-0024 

950-0169 

951-0008 

952-0024 

950-0172 

951-0008 

952-0044 

950-0169 

951-0008 

952-0024 

950-0169 

951-0008 

952-0024 

950-0181 

951-0008 

952-0049 


951-3000 



950-0181 

951-0008 

952-0049 

950-0181 

951-0008 

952-0049 

950-0181 

951-0008 

952-0049 


951-3000 


950-0169 

951-0008 

952-0024 

950-0169 

951-0008 

952-0024 

950-0172 

951-0008 

952-0044 

950-0163 

951-0016 

952-0044 

950-0136 

951-0016 

952-0024 

950-0136 

951-0016 

952-0024 

950-0169 

951-0008 

952-0024 

950-0169 

951-0008 

952-0024 

950-0163 

951-0016 

952-0044 


951-3000 


950-0172 

951-0008 

952-0044 

950-0169 

951-0008 

952-0024 

950-0169 

951-0008 

952-0024 

950-0172 

951-0008 

952-0044 

950-0169 

951-0008 

952-0024 

950-0169 

951-0008 

952-0024 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

FORD [continued] 

E-250 VAN [continued] 

V8-5.4 

1999-1998 

(Eng. VIN Z) Bi-Fuel Engine, Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0172 

951-0008 

952-0044 


V8-5.4 

1999-1998 

(Eng. VINZ) Bi-Fuel Engine, Midship Fuel Tank w/2 Tube 

Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

1999-1998 

(Eng. VIN Z) Bi-Fuel Engine, Midship Fuel Tank w/3 Tube 

Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

1997 

(Eng. VIN L) Aft Axle Fuel Tank w/3 Tube Ports 


950-0172 

951-0008 

952-0044 


V8-5.4 

1997 

(Eng. VIN L) Midship Fuel Tank w/ 2 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

1997 

(Eng. VIN L) Midship Fuel Tank w/ 3 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-5.8 

1996-1992 

(Eng. VIN H) Aft Axle Fuel Tank 


950-0181 

951-0008 

952-0049 


V8-5.8 

1991-1988 

(Eng. VIN H) External Electric Pump 



951-3000 



V8-7.5 

1991-1988 

(Eng. VIN G) External Electric Pump 



951-3000 





E-350 VAN 






L6-4.9 

1996 

(Eng. VIN Y) Gasoline Engine, Aft Axle Fuel Tank 


950-0181 

951-0008 

952-0049 


L6-4.9 

1996 

(Eng. VIN Y) Gasoline Engine, Midship 22 Gallon Fuel Tank 
(Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996 

(Eng. VIN Z) Bi-Fuel Engine, Aft Axle Fuel Tank 


950-0181 

951-0008 

952-0049 


L6-4.9 

1995-1992 

(Eng. VIN Y) Aft Axle Fuel Tank 


950-0181 

951-0008 

952-0049 


L6-4.9 

1995 

(Eng. VIN Y) Midship 22 Gallon Fuel Tank (Pump Assy, w/o 
Hanger) 

953-3004 





L6-4.9 

1993-1992 

(Eng. VIN Y) Midship 22 Gallon Fuel Tank (Pump Assy, w/o 
Hanger) 

953-3004 





L6-4.9 

1991-1987 

(Eng. VIN Y) External Electric Pump 



951-3000 



V8-5.4 

2003-2000 

(Eng. VIN L) Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-2000 

(Eng. VIN L) Midship Fuel Tank w/ 2 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

2003-2000 

(Eng. VIN L) Midship Fuel Tank w/ 3 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

1999-1998 

(Eng. VIN L) Gasoline Engine, Aft Axle Fuel Tank w/ 3 Tube 
Ports 


950-0172 

951-0008 

952-0044 


V8-5.4 

1999-1998 

(Eng. VIN L) Gasoline Engine, Midship Fuel Tank w/ 2 Tube 
Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

1999-1998 

(Eng. VIN L) Gasoline Engine, Midship Fuel Tank w/ 3 Tube 
Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

1999-1998 

(Eng. VIN Z) Bi-Fuel Engine, Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0172 

951-0008 

952-0044 


V8-5.4 

1999-1998 

(Eng. VINZ) Bi-Fuel Engine, Midship Fuel Tank w/2 Tube 

Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

1999-1998 

(Eng. VIN Z) Bi-Fuel Engine, Midship Fuel Tank w/3 Tube 

Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

1997 

(Eng. VIN L) Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0172 

951-0008 

952-0044 


V8-5.4 

1997 

(Eng. VIN L) Midship Fuel Tank w/ 2 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-5.4 

1997 

(Eng. VIN L) Midship Fuel Tank w/ 3 Tube Ports 


950-0169 

951-0008 

952-0024 


V8-5.8 

1996-1992 

(Eng. VIN H) Aft Axle Fuel Tank 


950-0181 

951-0008 

952-0049 


V8-5.8 

1991-1988 

(Eng. VIN H) External Electric Pump 



951-3000 



V8-7.5 

1996-1992 

(Eng. VIN G) Aft Axle Fuel Tank 


950-0181 

951-0008 

952-0049 


V8-7.5 

1991-1988 

(Eng. VIN G) External Electric Pump 



951-3000 



VI0-6.8 

2003-1997 

(Eng. VIN S) Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0172 

951-0008 

952-0044 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios fj 3 

sin previo aviso. _ 

www.DensoAftermarket.com 






PENSO 


APPLICATIONS / APLICACIONES 


FORD [continued] 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASS0IRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


E-350 VAN [continued] 

2003-1997 (Eng. VIN S) Midship Fuel Tank w/ 2 Tube Ports 

2003-1997 (Eng. VIN S) Midship Fuel Tank w/ 3 Tube Ports 

E-450 ECONOLINE SUPER DUTY 

2002-2000 (Eng. VIN L) Aft Axle Fuel Tank w/ 3 Tube Ports 

2002-2000 (Eng. VIN L) Midship Fuel Tank w/ 2 Tube Ports 

2002-2000 (Eng. VIN L) Midship Fuel Tank w/ 3 Tube Ports 

2002-2000 (Eng. VIN S) Aft Axle Fuel Tank w/ 3 Tube Ports 

2002-2000 (Eng. VIN S) Midship Fuel Tank w/ 2 Tube Ports 

2002-2000 (Eng. VIN S) Midship Fuel Tank w/ 3 Tube Ports 

E-450 ECONOLINE SUPER DUTY STRIPPED 

2002-2000 (Eng. VIN L) Aft Axle Fuel Tank w/3 Tube Ports 

2002-2000 (Eng. VIN L) Midship Fuel Tank w/ 2 Tube Ports 

2002-2000 (Eng. VIN L) Midship Fuel Tank w/ 3 Tube Ports 

2002-2000 (Eng. VIN S) Aft Axle Fuel Tank w/ 3 Tube Ports 

2002-2000 (Eng. VIN S) Midship Fuel Tank w/ 2 Tube Ports 

2002-2000 (Eng. VIN S) Midship Fuel Tank w/ 3 Tube Ports 

E-450 SUPER DUTY 

2003 (Eng. VIN L) Aft Axle Fuel Tank w/ 3 Tube Ports 

2003 (Eng. VIN L) Midship Fuel Tank w/ 2 Tube Ports 

2003 (Eng. VIN L) Midship Fuel Tank w/ 3 Tube Ports 

2003 (Eng. VIN S) Aft Axle Fuel Tank w/ 3 Tube Ports 

2003 (Eng. VIN S) Midship Fuel Tank w/ 2 Tube Ports 

2003 (Eng. VIN S) Midship Fuel Tank w/ 3 Tube Ports 

E-450 SUPER DUTY STRIPPED CHASSIS 

2003 (Eng. VIN L) Aft Axle Fuel Tank w/3 Tube Ports 

2003 (Eng. VIN L) Midship Fuel Tank w/ 2 Tube Ports 

2003 (Eng. VIN L) Midship Fuel Tank w/ 3 Tube Ports 

2003 (Eng. VIN S) Aft Axle Fuel Tank w/ 3 Tube Ports 

2003 (Eng. VIN S) Midship Fuel Tank w/ 2 Tube Ports 

2003 (Eng. VIN S) Midship Fuel Tank w/ 3 Tube Ports 

E-550 ECONOLINE SUPER DUTY 

2002 (Eng. VIN S) Aft Axle Fuel Tank w/ 3 Tube Ports 

2002 (Eng. VIN S) Midship Fuel Tank w/ 2 Tube Ports 

2002 (Eng. VIN S) Midship Fuel Tank w/ 3 Tube Ports 

E-550 SUPER DUTY 

|2003 | (Eng. VIN S) ~ | 

ECONOLINE SUPER DUTY 

1998-1997 (Eng. VIN L) Aft Axle Fuel Tank w/3 Tube Ports 

1998-1997 (Eng. VIN L) Midship Fuel Tank w/2 Tube Ports 

1998-1997 (Eng. VIN L) Midship Fuel Tank w/3 Tube Ports 

1996 (Eng. VIN H) Aft Axle Fuel Tank 


950-0169 

950-0169 

950-0172 

950-0169 

950-0169 

950-0172 

950-0169 

950-0169 

950-0172 

950-0169 

950-0169 

950-0172 

950-0169 

950-0169 

950-0172 

950-0169 

950-0169 

950-0172 

950-0169 

950-0169 

950-0172 

950-0169 

950-0169 

950-0172 

950-0169 

950-0169 

950-0172 

950-0169 

950-0169 


951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 

951-0008 


952-0024 

952-0024 

952-0044 

952-0024 

952-0024 

952-0044 

952-0024 

952-0024 

952-0044 

952-0024 

952-0024 

952-0044 

952-0024 

952-0024 

952-0044 

952-0024 

952-0024 

952-0044 

952-0024 

952-0024 

952-0044 

952-0024 

952-0024 

952-0044 

952-0024 

952-0024 

952-0044 

952-0024 

952-0024 


950-0172 

950-0169 

950-0169 

950-0181 


951-0008 

951-0008 

951-0008 

951-0008 


952-0044 

952-0024 

952-0024 

952-0049 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

64 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

FORD [continued] 

ECONOLINE SUPER DUTY [continued] 

V8-7.5 

1996 

(Eng.VING) Aft Axle Fuel Tank 


950-0181 

951-0008 

952-0049 


VI 0-6.8 

1999-1997 

(Eng. VIN S) Aft Axle Fuel Tank w/ 3 Tube Ports 


950-0172 

951-0008 

952-0044 


VI 0-6.8 

1999-1997 

(Eng. VIN S) Midship Fuel Tank w/ 2 Tube Ports 


950-0169 

951-0008 

952-0024 


VI 0-6.8 

1999-1997 

(Eng. VIN S) Midship Fuel Tank w/ 3 Tube Ports 


950-0169 

951-0008 

952-0024 




ESCORT 





L4-1.8 

1996-1991 

(Eng. VIN 8) 


950-0138 

951-0016 

952-0026 


L4-1.9 

1996-1991 

(Eng. VIN J) 


950-0138 

951-0016 

952-0026 


L4-2.0 

2003 

(Eng. VIN 3) 


950-0181 

951-0008 

952-0049 


L4-2.0 

2002-1998 

(Eng. VIN 3, P) 


950-0181 

951-0008 

952-0049 


L4-2.0 

1997 

(Eng. VIN P) 


950-0138 

951-0016 

952-0026 




EXPEDITION 





V8-4.6 

2002-2001 

(Eng. VIN W) 2WD w/ Automatic Adjustable Suspension 


950-0143 

951-0008 

952-0032 


V8-4.6 

2002-2001 

(Eng. VIN W) 2WD w/Standard Suspension 


950-0143 

951-0008 

952-0032 


V8-4.6 

2002-2001 

(Eng. VIN W) 4WD 


950-0143 

951-0008 

952-0032 


V8-4.6 

2000-1997 

(Eng. VIN 6, W) 2WD w/ Automatic Adjustable Suspension 


950-0143 

951-0008 

952-0032 


V8-4.6 

2000-1997 

(Eng. VIN 6, W) 2WD w/ Standard Suspension 


950-0143 

951-0008 

952-0032 


V8-4.6 

2000-1997 

(Eng. VIN 6, W) 4WD 


950-0143 

951-0008 

952-0032 


V8-5.4 

2002-1997 

(Eng. VIN L) 2WD w/ Automatic Adjustable Suspension 


950-0143 

951-0008 

952-0032 


V8-5.4 

2002-1997 

(Eng. VIN L) 2WD w/ Standard Suspension 


950-0143 

951-0008 

952-0032 


V8-5.4 

2002-1997 

(Eng. VIN L) 4WD 


950-0143 

951-0008 

952-0032 




EXPLORER 





V6-4.0 

2003-2002 

(Eng. VIN E) 2-Door, Exc. Flex Fuel 


950-0171 

951-0008 

952-0033 


V6-4.0 

2001 

(Eng. VINE) Exc. Flex Fuel 


950-0171 

951-0008 

952-0033 


V6-4.0 

2000-1997 

(Eng. VIN E, X) 2-Door Mexico Built 


950-0137 

951-0016 

952-0025 


V6-4.0 

2000-1997 

(Eng. VIN E, X) Exc. 2-Door Mexico Built 


950-0171 

951-0008 

952-0033 


V6-4.0 

1996-1995 

(Eng. VIN X) 2-Door Mexico Built 


950-0137 

951-0016 

952-0025 


V6-4.0 

1996-1995 

(Eng. VIN X) 2-Door USA & Canada Built (Pump Assy, w/o 
Hanger) 

953-3006 





V6-4.0 

1996-1995 

(Eng. VIN X) 4-Door Mexico Built 


950-0137 

951-0016 

952-0025 


V6-4.0 

1996-1995 

(Eng. VIN X) 4-Door USA & Canada Built (Pump Assy, w/o 
Hanger) 

953-3006 





V6-4.0 

1994-1991 

(Eng. VIN X) 


950-0163 

951-0016 

952-0044 


V8-5.0 

2001-1997 

(Eng. VIN P) 


950-0171 

951-0008 

952-0033 


V8-5.0 

1996 

(Eng. VIN P) Mexico Built 


950-0137 

951-0016 

952-0025 


V8-5.0 

1996 

(Eng. VIN P) USA & Canada Built (Pump Assy, w/o Hanger) 

953-3006 







EXPLORER SPORT TRAC 





V6-4.0 

2002 

(Eng. VINE) To 03/04/02 


950-0171 

951-0008 

952-0033 


V6-4.0 

2001 

(Eng. VINE) 


950-0171 

951-0008 

952-0033 




F-150 





L6-4.9 

1996-1995 

(Eng. VIN Z) Bi-Fuel Engine, Aft Axle 18 Gallon Steel Fuel Tank 
(Pump Assy, w/o Hanger) 

953-3005 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios fj 5 

sin previo aviso. _ 

www.DensoAftermarket.com 





PENSO 


APPLICATIONS / APLICACIONES 


FORD [continued] 


F-150 [continued] 

1996-1995 (Eng. VIN Z) Bi-Fuel Engine, Aft Axle 19 Gallon Plastic Fuel 
Tank (Pump Assy, w/o Hanger) 

1996-1995 (Eng. VIN Z) Bi-Fuel Engine, Midship 17 Gallon Steel Fuel Tank 
(Pump Assy, w/o Hanger) 

1996-1995 (Eng. VIN Z) Bi-Fuel Engine, Midship 19 Gallon Steel Fuel Tank 
w/ 2 Tube Ports (Pump Assy, w/o Hanger) 

1996-1995 (Eng. VIN Z) Bi-Fuel Engine, Midship 19 Gallon Steel Fuel Tank 
w/ 3 Tube Ports (Pump Assy, w/o Hanger) 

1996-1994 (Eng. VIN Y) Gasoline Engine, Aft Axle 18 Gallon Steel Fuel 
Tank (Pump Assy, w/o Hanger) 

1996-1994 (Eng. VIN Y) Gasoline Engine, Aft Axle 19 Gallon Plastic Fuel 
Tank (Pump Assy, w/o Hanger) 

1996-1994 (Eng. VIN Y) Gasoline Engine, Midship 17 Gallon Steel Fuel 
Tank (Pump Assy, w/o Hanger) 

1996-1994 (Eng. VIN Y) Gasoline Engine, Midship 19 Gallon Steel Fuel 
Tank w/ 2 Tube Ports (Pump Assy, w/o Hanger) 

1996-1994 (Eng. VIN Y) Gasoline Engine, Midship 19 Gallon Steel Fuel 
Tank w/ 3 Tube Ports (Pump Assy, w/o Hanger) 

1993-1992 (Eng. VIN Y) Midship 19Gallon Steel Fuel Tank w/2 Tube 
Ports (Pump Assy, w/o Hanger) 

1993-1992 (Eng. VIN Y) Midship 19 Gallon Steel Fuel Tank w/3 Tube 
Ports (Pump Assy, w/o Hanger) 

1993-1990 (Eng. VIN Y) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

1993-1990 (Eng. VIN Y) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

1993-1990 (Eng. VIN Y) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

1991-1990 (Eng. VIN Y) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 


953-3004 


953-3004 


953-3004 


953-3004 


953-3004 


953-3004 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


L6-4.9 

1989-1987 

(Eng. VIN Y) External Electric Pump 



951-3000 



V6-4.2 

V6-4.2 

V6-4.2 

2003-1999 

2003-1999 

2003-1999 

(Eng. VIN 2) 2WDw/120.0" Wheelbase 
(Eng. VIN 2) 4WD w/120.0" Wheelbase 
(Eng. VIN 2) Extended Cab w/139.0" Wheelbase 


950-0172 

950-0172 

950-0172 

951-0008 

951-0008 

951-0008 

952-0044 

952-0044 

952-0044 


V6-4.2 

V6-4.2 

V6-4.2 

2003-1999 

2003-1999 

1998-1997 

(Eng. VIN 2) Extended Cab w/157.0" Wheelbase 
(Eng. VIN 2) Standard Cab w/139.0" Wheelbase 
(Eng. VIN 2) 2WDw/120.0" Wheelbase 


950-0172 

950-0172 

950-0163 

951-0008 

951-0008 

951-0016 

952-0044 

952-0044 

952-0044 


V6-4.2 

V6-4.2 

V6-4.2 

1998-1997 

1998-1997 

1998-1997 

(Eng. VIN 2) 4WD w/120.0" Wheelbase 
(Eng. VIN 2) Extended Cab w/139.0" Wheelbase 
(Eng. VIN 2) Standard Cab w/139.0" Wheelbase 


950-0163 

950-0163 

950-0163 

951-0016 

951-0016 

951-0016 

952-0044 

952-0044 

952-0044 


V6-4.2 

V8-4.6 

V8-4.6 

1998-1997 

2003-2002 

2003-2002 

(Eng. VIN 2) w/157.0" Wheelbase 
(Eng. VIN 6, W) 2WD w/120.0" Wheelbase 
(Eng. VIN 6, W) 4WD w/120.0" Wheelbase 


950-0163 

950-0172 

950-0172 

951-0016 

951-0008 

951-0008 

952-0044 

952-0044 

952-0044 


V8-4.6 

V8-4.6 

2003-2002 

2003-2002 

(Eng. VIN 6, W) Crew Cab 

(Eng. VIN 6, W) Extended Cab w/139.0" Wheelbase 


950-0172 

950-0172 

951-0008 

951-0008 

952-0044 

952-0044 



Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 






APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

FORD [continued] 

F-150 [continued] 

V8-4.6 

2003-2002 

(Eng. VIN 6, W) Extended Cab w/157.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2003-2002 

(Eng. VIN 6, W) Standard Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2001-2000 

(Eng. VIN W)2WDw/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2001-2000 

(Eng. VIN W)4WDw/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2001-2000 

(Eng. VIN W) Extended Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2001-2000 

(Eng. VIN W) Standard Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2001 

(Eng. VIN W) Crew Cab 


950-0172 

951-0008 

952-0044 


V8-4.6 

2001 

(Eng. VIN W) Extended Cab w/157.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

1999 

(Eng. VIN 6, W) 2WD w/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

1999 

(Eng. VIN 6, W) 4WD w/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

1999 

(Eng. VIN 6, W) Extended Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

1999 

(Eng. VIN 6, W) Extended Cab w/157.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

1999 

(Eng. VIN 6, W) Standard Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

1998-1997 

(Eng. VIN 6, W) 2WD w/120.0" Wheelbase 


950-0163 

951-0016 

952-0044 


V8-4.6 

1998-1997 

(Eng. VIN 6, W) 4WD w/120.0" Wheelbase 


950-0163 

951-0016 

952-0044 


V8-4.6 

1998-1997 

(Eng. VIN 6, W) Extended Cab w/139.0" Wheelbase 


950-0163 

951-0016 

952-0044 


V8-4.6 

1998-1997 

(Eng. VIN 6, W) Standard Cab w/139.0" Wheelbase 


950-0163 

951-0016 

952-0044 


V8-4.6 

1998-1997 

(Eng. VIN 6, W) w/157.0" Wheelbase 


950-0163 

951-0016 

952-0044 


V8-5.0 

1996-1992 

(Eng. VIN N) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.0 

1996-1992 

(Eng. VIN N) Midship 19 Gallon Steel Fuel Tank w/3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.0 

1996-1990 

(Eng. VIN N) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





V8-5.0 

1996-1990 

(Eng. VIN N) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.0 

1996-1990 

(Eng. VIN N) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.0 

1991-1990 

(Eng. VIN N) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.0 

1989-1985 

(Eng. VIN N) w/ FI, External Electric Pump 



951-3000 



V8-5.4 

2003-2001 

(Eng. VIN L) Non-Supercharged Gasoline Engine, Crew Cab 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-2001 

(Eng. VIN L) Non-Supercharged Gasoline Engine, w/157.0" 
Wheelbase, Exc. Crew Cab 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-2001 

(Eng. VIN Z) Bi-Fuel Engine, Crew Cab 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-2001 

(Eng. VIN Z) Bi-Fuel Engine, w/157.0" Wheelbase, Exc. Crew 
Cab 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-1999 

(Eng. VIN L) Non-Supercharged Gasoline Engine, 2WD w/ 
120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-1999 

(Eng. VIN L) Non-Supercharged Gasoline Engine, 4WD w/ 
120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-1999 

(Eng. VIN L) Non-Supercharged Gasoline Engine, Extended 

Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 67 

sin previo aviso. _ 

www.DensoAftermarket.com 






denso 


tUsL&ns. tit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

FORD [continued] 

F-150 [continued] 

V8-5.4 

2003-1999 

(Eng. VIN L) Non-Supercharged Gasoline Engine, Standard Cab 
w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-1998 

(Eng. VIN Z) Bi-Fuel Engine, 2WD w/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-1998 

(Eng. VIN Z) Bi-Fuel Engine, 4WD w/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-1998 

(Eng. VIN Z) Bi-Fuel Engine, Extended Cab w/139.0" 
Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

2003-1998 

(Eng. VIN Z) Bi-Fuel Engine, Standard Cab w/139.0" 
Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1998 

(Eng. VIN L) Gasoline Engine, 2WD w/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1998 

(Eng. VIN L) Gasoline Engine, 4WD w/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1998 

(Eng. VIN L) Gasoline Engine, Extended Cab w/139.0" 
Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1998 

(Eng. VIN L) Gasoline Engine, Standard Cab w/139.0" 
Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1998 

(Eng. VIN L) Gasoline Engine, w/157.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1998 

(Eng. VIN Z) Bi-Fuel Engine, w/157.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1997 

(Eng. VIN L)2WDw/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1997 

(Eng. VIN L)4WDw/120.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1997 

(Eng. VIN L) Extended Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1997 

(Eng. VIN L) Standard Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1997 

(Eng. VIN L) w/157.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.8 

1996 

(Eng. VIN H) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





V8-5.8 

1996 

(Eng. VIN H) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1996 

(Eng. VIN H) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1996 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1996 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank w/3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1995-1993 

(Eng. VIN H, R) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





V8-5.8 

1995-1993 

(Eng. VIN H, R) Aft Axle 19 Gallon Plastic Fuel Tank (Pump 

Assy, w/o Hanger) 

953-3004 





V8-5.8 

1995-1993 

(Eng. VIN H, R) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1995-1993 

(Eng. VIN H, R) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 
Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1995-1993 

(Eng. VIN H, R) Midship 19 Gallon Steel Fuel Tank w/ 3 Tube 
Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1992-1990 

(Eng. VIN H) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





V8-5.8 

1992-1990 

(Eng. VIN H) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

68 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

FORD [continued] 

F-150 [continued] 

V8-5.8 

1992-1990 

(Eng. VIN H) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1992 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1992 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank w/ 3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1991-1990 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1989-1988 

(Eng. VIN H) External Electric Pump 



951-3000 





F-150 HERITAGE 






V6-4.2 

2004 

(Eng. VIN 2) 2WD w/119.9" or 120.2" Wheelbase 


950-0172 

951-0008 

952-0044 


V6-4.2 

2004 

(Eng. VIN 2) 4WD w/119.9" or 120.2" Wheelbase 


950-0172 

951-0008 

952-0044 


V6-4.2 

2004 

(Eng. VIN 2) Extended Cab w/138.5" or 138.8" Wheelbase 


950-0172 

951-0008 

952-0044 


V6-4.2 

2004 

(Eng. VIN 2) Extended Cab w/157.1" or 157.4" Wheelbase 


950-0172 

951-0008 

952-0044 


V6-4.2 

2004 

(Eng. VIN 2) Standard Cab w/138.5" or 138.8" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2004 

(Eng. VIN W) 2WD w/119.9" or 120.2" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2004 

(Eng. VIN W) 4WD w/119.9" or 120.2" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2004 

(Eng. VIN W) Extended Cab w/138.5" or 138.8" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2004 

(Eng. VIN W) Extended Cab w/157.1" or 157.4" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-4.6 

2004 

(Eng. VIN W) Standard Cab w/138.5" or 138.8" Wheelbase 


950-0172 

951-0008 

952-0044 




F-250 






L6-4.9 

1996-1995 

(Eng. VIN Z) Bi-Fuel Engine, Aft Axle 18 Gallon Steel Fuel Tank 
(Pump Assy, w/o Hanger) 

953-3005 





L6-4.9 

1996-1995 

(Eng. VIN Z) Bi-Fuel Engine, Aft Axle 19 Gallon Plastic Fuel 

Tank (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996-1995 

(Eng. VIN Z) Bi-Fuel Engine, Midship 17 Gallon Steel Fuel Tank 
(Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996-1995 

(Eng. VIN Z) Bi-Fuel Engine, Midship 19 Gallon Steel Fuel Tank 
w/ 2 Tube Ports (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996-1995 

(Eng. VIN Z) Bi-Fuel Engine, Midship 19 Gallon Steel Fuel Tank 
w/ 3 Tube Ports (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996-1994 

(Eng. VIN Y) Gasoline Engine, Aft Axle 18 Gallon Steel Fuel 
Tank (Pump Assy, w/o Hanger) 

953-3005 





L6-4.9 

1996-1994 

(Eng. VIN Y) Gasoline Engine, Aft Axle 19 Gallon Plastic Fuel 
Tank (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996-1994 

(Eng. VIN Y) Gasoline Engine, Midship 17 Gallon Steel Fuel 
Tank (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996-1994 

(Eng. VIN Y) Gasoline Engine, Midship 19 Gallon Steel Fuel 
Tank w/ 2 Tube Ports (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996-1994 

(Eng. VIN Y) Gasoline Engine, Midship 19 Gallon Steel Fuel 
Tank w/ 3 Tube Ports (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1993-1992 

(Eng. VIN Y) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1993-1992 

(Eng. VIN Y) Midship 19 Gallon Steel Fuel Tank w/3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 69 

sin previo aviso. _ 
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PENSO 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION D'APPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

FORD [continued] 

F-250 [continued] 

L6-4.9 

1993-1990 

(Eng. VIN Y) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





L6-4.9 

1993-1990 

(Eng. VIN Y) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





L6-4.9 

1993-1990 

(Eng. VIN Y) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





L6-4.9 

1991-1990 

(Eng. VIN Y) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





L6-4.9 

1989-1987 

(Eng. VIN Y) External Electric Pump 



951-3000 



V8-4.6 

1999 

(Eng. VIN 6, W) Extended Cab w/ Automatic Trans 


950-0172 

951-0008 

952-0044 


V8-4.6 

1999 

(Eng. VIN 6, W) Extended Cab w/ Manual Trans 


950-0172 

951-0008 

952-0044 


V8-4.6 

1999 

(Eng. VIN 6, W) Standard Cab w/ Automatic Trans 


950-0172 

951-0008 

952-0044 


V8-4.6 

1999 

(Eng. VIN 6, W) Standard Cab w/ Manual Trans 


950-0172 

951-0008 

952-0044 


V8-4.6 

1998-1997 

(Eng. VIN 6, W) Extended Cab w/139.0" Wheelbase 


950-0163 

951-0016 

952-0044 


V8-4.6 

1998-1997 

(Eng. VIN 6, W) Standard Cab w/139.0" Wheelbase 


950-0163 

951-0016 

952-0044 



1996-1992 


1996-1992 


1996-1990 


1996-1990 


1996-1990 


1991-1990 


(Eng. VIN N) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 
Ports (Pump Assy, w/o Hanger) 

(Eng. VIN N) Midship 19 Gallon Steel Fuel Tank w/3 Tube 
Ports (Pump Assy, w/o Hanger) 

(Eng. VIN N) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

(Eng. VIN N) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

(Eng. VIN N) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

(Eng. VIN N) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 


V8-5.0 

1989-1985 

(Eng. VIN N) w/ FI, External Electric Pump 



951-3000 



V8-5.4 

1999-1998 

(Eng. VIN L) Gasoline Engine, Extended Cab 


950-0172 

951-0008 

952-0044 


V8-5.4 

1999-1998 

(Eng. VIN L) Gasoline Engine, Standard Cab 


950-0172 

951-0008 

952-0044 


V8-5.4 

1999-1998 

(Eng. VIN Z) Bi-Fuel Engine, Extended Cab 


950-0172 

951-0008 

952-0044 


V8-5.4 

1999-1998 

(Eng. VIN Z) Bi-Fuel Engine, Standard Cab 


950-0172 

951-0008 

952-0044 


V8-5.4 

1997 

(Eng. VIN L) Extended Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.4 

1997 

(Eng. VIN L) Standard Cab w/139.0" Wheelbase 


950-0172 

951-0008 

952-0044 


V8-5.8 

1997-1992 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1997-1992 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank w/ 3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1997-1990 

(Eng. VIN H) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





V8-5.8 

1997-1990 

(Eng. VIN H) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1997-1990 

(Eng. VIN H) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 






Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

70 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

FORD [continued] 

F-250 [continued] 

V8-5.8 

1991-1990 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1989-1988 

(Eng. VIN H) External Electric Pump 



951-3000 



V8-7.5 

1997-1992 

(Eng. VIN G) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-7.5 

1997-1992 

(Eng. VIN G) Midship 19 Gallon Steel Fuel Tank w/ 3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-7.5 

1997-1990 

(Eng. VIN G) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





V8-7.5 

1997-1990 

(Eng. VIN G) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-7.5 

1997-1990 

(Eng. VIN G) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-7.5 

1991-1990 

(Eng. VIN G) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-7.5 

1989-1988 

(Eng. VIN G) External Electric Pump 



951-3000 





F-350 






L6-4.9 

1996-1992 

(Eng. VIN Y) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996-1992 

(Eng. VIN Y) Midship 19Gallon Steel Fuel Tank w/3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





L6-4.9 

1996-1990 

(Eng. VIN Y) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





L6-4.9 

1996-1990 

(Eng. VIN Y) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





L6-4.9 

1996-1990 

(Eng. VIN Y) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





L6-4.9 

1991-1990 

(Eng. VIN Y) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





L6-4.9 

1989-1987 

(Eng. VIN Y) External Electric Pump 



951-3000 



V8-5.8 

1997-1992 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1997-1992 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank w/ 3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-5.8 

1997-1990 

(Eng. VIN H) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





V8-5.8 

1997-1990 

(Eng. VIN H) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1997-1990 

(Eng. VIN H) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1991-1990 

(Eng. VIN H) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-5.8 

1989-1988 

(Eng. VIN H) External Electric Pump 



951-3000 



V8-7.5 

1997-1992 

(Eng. VIN G) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 71 

sin previo aviso. _ 
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DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

FORD [continued] 

F-350 [continued] 

V8-7.5 

1997-1992 

(Eng. VIN G) Midship 19 Gallon Steel Fuel Tank w/3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-7.5 

1997-1990 

(Eng. VIN G) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





V8-7.5 

1997-1990 

(Eng. VIN G) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-7.5 

1997-1990 

(Eng. VIN G) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-7.5 

1991-1990 

(Eng. VIN G) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-7.5 

1989-1988 

(Eng. VIN G) External Electric Pump 



951-3000 



F-450 SUPER DUTY 

V8-7.5 

1997-1992 

(Eng. VIN G) Midship 19 Gallon Steel Fuel Tank w/ 2 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-7.5 

1997-1992 

(Eng. VIN G) Midship 19 Gallon Steel Fuel Tank w/ 3 Tube 

Ports (Pump Assy, w/o Hanger) 

953-3004 





V8-7.5 

1997-1990 

(Eng. VIN G) Aft Axle 18 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3005 





V8-7.5 

1997-1990 

(Eng. VIN G) Aft Axle 19 Gallon Plastic Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-7.5 

1997-1990 

(Eng. VIN G) Midship 17 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-7.5 

1991-1990 

(Eng. VIN G) Midship 19 Gallon Steel Fuel Tank (Pump Assy, 
w/o Hanger) 

953-3004 





V8-7.5 

1989 

(Eng. VIN G) External Electric Pump 



951-3000 



FESTIVA 


1993-1989 


1986-1984 


1991-1990 


| (Eng. VIN H) w/FI 

LTD 

| (Eng. VIN 3) w/ FI, External Electric Pump 

LTD CROWN VICTORIA 

(Eng. VIN F) Sedan 


951-0012 952-0029 


951-3000 


MUSTANG 

1993-1991 

(Eng. VIN M) 

1990-1987 

(Eng. VIN A) 

1986-1985 

(Eng. VIN T) w/ FI, External Electric Pump 

1986 

(Eng. VINT) w/FI, In Tank Pump 

1985 

(Eng. VINT) w/FI, In Tank Pump, From 11/84 

1984 

(Eng. VIN T, W) w/ FI, External Electric Pump 

1983 

(Eng. VIN W) w/ FI, External Electric Pump 

1998 

(Eng. VIN 4) Calif. 

1998 

(Eng. VIN 4) Exc. Calif. 

1997-1994 

(Eng. VIN 4) w/22mm Fuel Pump Inlet 

1986 

(Eng. VIN 3) 


950-3009 

950-3009 

950-3008 

950-3008 


950-0181 

950-0181 

950-3009 

950-3009 


951-3000 

951-3000 

951-0008 

951-0008 


952-0049 

952-0049 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

72 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

FORD [continued] 

MUSTANG [continued] 

V6-3.8 

1985 

(Eng. VIN 3) External Electric Pump, To 11/84 



951-3000 



V6-3.8 

1985 

(Eng. VIN 3) In Tank Pump, From 11/84 


950-3009 




V8-4.6 

1997-1996 

(Eng. VIN V) DOHC Engine 


950-0195 

951-0009 

952-0052 


V8-4.6 

1997-1996 

(Eng. VIN X) SOHC Engine w/ 22mm Fuel Pump Inlet 


950-3008 




V8-5.0 

1995-1994 

(Eng. VIN D, T) w/22mm Fuel Pump Inlet 


950-3008 




V8-5.0 

1993 

(Eng. VIN D, E) w/22mm Fuel Pump Inlet 


950-3008 




V8-5.0 

1992-1987 

(Eng. VIN E) w/ 22mm Fuel Pump Inlet 


950-3008 




V8-5.0 

1986 

(Eng. VIN M) 


950-3009 




V8-5.0 

1985 

(Eng. VIN F) w/ FI, External Electric Pump, To 11/84 



951-3000 



V8-5.0 

1985 

(Eng. VIN F) w/ FI, In Tank Pump, From 11/84 


950-3009 




V8-5.8 

1995 

(Eng. VIN C) w/22mm Fuel Pump Inlet 


950-3008 






PROBE 




L4-2.0 

1997-1993 

(Eng. VIN A) 


950-0138 

951-0016 

952-0026 


L4-2.2 

1992-1989 

(Eng. VIN C, L) 



951-0012 



V6-2.5 

1997-1993 

(Eng. VIN B) 


950-0138 

951-0016 

952-0026 


V6-3.0 

1992-1990 

(Eng. VIN U) 


950-0162 

951-0016 

952-0009 




RANGER 




L4-2.3 

1997-1989 

(Eng. VIN A) 


950-0163 

951-0016 

952-0044 


L4-2.3 

1988 

(Eng. VIN A) External Electric Pump 



951-3000 



L4-2.3 

1987-1985 

(Eng. VIN A) External Electric Pump, Exc. Diesel 



951-3000 



L4-2.5 

2001-1999 

(Eng. VINC) 


950-0173 

951-0008 

952-0047 


L4-2.5 

1998 

(Eng. VINC) 


950-0165 

951-0016 

952-0047 


V6-2.9 

1992-1989 

(Eng. VINT) 


950-0163 

951-0016 

952-0044 


V6-2.9 

1988-1986 

(Eng. VIN T) External Electric Pump 



951-3000 



V6-3.0 

2000-1999 

(Eng. VIN U) Exc. Flex Fuel 


950-0173 

951-0008 

952-0047 


V6-3.0 

1998 

(Eng. VIN U) 


950-0165 

951-0016 

952-0047 


V6-3.0 

1997-1991 

(Eng. VIN U) 


950-0163 

951-0016 

952-0044 


V6-4.0 

2000-1999 

(Eng. VIN X) 


950-0173 

951-0008 

952-0047 


V6-4.0 

1998 

(Eng. VIN X) 


950-0165 

951-0016 

952-0047 


V6-4.0 

1997-1990 

(Eng. VIN X) 


950-0163 

951-0016 

952-0044 




TAURUS 




L4-2.5 

1991 

w/llmm Fuel Pump Inlet 


950-0197 

951-0016 

952-0053 


L4-2.5 

1991 

w/22mm Fuel Pump Inlet 


950-3007 




L4-2.5 

1990-1986 

(Eng. VIN D) w/llmm Fuel Pump Inlet 


950-0197 

951-0016 

952-0053 


L4-2.5 

1990-1986 

(Eng. VIN D) w/22mm Fuel Pump Inlet 


950-3007 




V6-3.0 

2000-1997 

(Eng. VIN S) DOHC Engine 


950-0181 

951-0008 

952-0049 


V6-3.0 

2000-1996 

(Eng. VIN U) SOHC Engine, Exc. Flex Fuel 


950-0181 

951-0008 

952-0049 


V6-3.0 

1996 

(Eng. VIN S) DOHC Engine 


950-0184 

951-0009 

952-0049 


V6-3.0 

1995-1993 

(Eng. VIN U) w/llmm Fuel Pump Inlet, Exc. Flex Fuel, Exc. 

SHO 


950-0197 

951-0016 

952-0053 


V6-3.0 

1995-1993 

(Eng. VIN U) w/ 22mm Fuel Pump Inlet, Exc. Flex Fuel, Exc. 

SHO 


950-3007 





Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 7 3 
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tUsL&ns. tit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

FORD [continued] 

TAURUS [continued] 

V6-3.0 

1995-1989 

(Eng. VIN Y) SHO 


950-3003 




V6-3.0 

1992-1989 

(Eng. VIN U) w/ 11mm Fuel Pump Inlet, Exc. SHO 


950-0197 

951-0016 

952-0053 


V6-3.0 

1992-1989 

(Eng. VIN U) w/22mm Fuel Pump Inlet, Exc. SHO 


950-3007 




V6-3.0 

1988-1986 

(Eng. VIN U) w/ 11mm Fuel Pump Inlet 


950-0197 

951-0016 

952-0053 


V6-3.0 

1988-1986 

(Eng. VIN U) w/22mm Fuel Pump Inlet 


950-3007 




V6-3.2 

1995-1993 

(Eng. VIN P) 


950-3003 




V6-3.8 

1995-1988 

(Eng. VIN 4) w/llmm Fuel Pump Inlet 


950-0197 

951-0016 

952-0053 


V6-3.8 

1995-1988 

(Eng. VIN 4) w/22mm Fuel Pump Inlet 


950-3007 




V8-3.4 

1997-1996 

(Eng. VIN N) 


950-0184 

951-0009 

952-0049 


TEMPO 

L4-2.3 

1994-1992 

(Eng. VIN X) 


950-0139 

951-0016 

952-0027 


L4-2.3 

1991-1990 

(Eng. VIN S, X) 


950-0139 

951-0016 

952-0027 


L4-2.3 

1989-1988 

(Eng. VIN S, X) FWD 


950-0139 

951-0016 

952-0027 


L4-2.3 

1989 

(Eng. VIN S, X) AWD 


950-3010 




L4-2.3 

1988 

(Eng. VIN S) AWD 


950-3010 




V6-3.0 

1994-1992 

(Eng. VIN U) 


950-0139 

951-0016 

952-0027 


THUNDERBIRD 

L4-2.3 

1988 

(Eng. VINT) 


950-3005 




L4-2.3 

1987-1985 

(Eng. VIN W) 


950-3005 




L4-2.3 

1984-1983 

(Eng. VIN W) External Electric Pump 



951-3000 



V6-3.8 

1997-1996 

(Eng. VIN 4) 


950-3014 




V6-3.8 

1995-1989 

(Eng. VIN 4, R) 


950-3014 




V6-3.8 

1988 

(Eng. VIN 4) 


950-3005 




V6-3.8 

1987-1985 

(Eng. VIN 3) 


950-3005 




V6-3.8 

1984 

(Eng. VIN 3) External Electric Pump 



951-3000 



V8-4.6 

1997-1994 

(Eng. VIN W) 


950-3014 




V8-5.0 

1993-1991 

(Eng. VINT) 


950-3014 




V8-5.0 

1988-1985 

(Eng. VIN F) 


950-3005 




V8-5.0 

1984-1983 

(Eng. VIN F) External Electric Pump 



951-3000 



WINDSTAR 

V6-3.0 

2000-1998 

(Eng. VIN U) 


950-0181 

951-0008 

952-0049 


V6-3.0 

1997 

(Eng. VIN U) From 12/06/96 


950-0181 

951-0008 

952-0049 


V6-3.0 

1997 

(Eng. VIN U) To 12/06/96 


950-3016 




V6-3.0 

1996-1995 

(Eng. VIN U) 


950-3016 




V6-3.8 

2000-1998 

(Eng. VIN 4) 


950-0181 

951-0008 

952-0049 


V6-3.8 

1997 

(Eng. VIN 4) From 12/06/96 


950-0181 

951-0008 

952-0049 


V6-3.8 

1997 

(Eng. VIN 4) To 12/06/96 


950-3016 




V6-3.8 

1996-1995 

(Eng. VIN 4) 


950-3016 





Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

74 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

GEO 

METRO 

L3-1.0 

1997-1995 

(Eng. VIN6) 


950-0141 

951-0007 

952-0031 


L4-1.3 

1997-1995 

(Eng. VIN9) 


950-0141 

951-0007 

952-0031 




PRIZM 





L4-1.6 

1997-1993 

(Eng. VIN6) 


950-0192 

951-0007 

952-0030 


L4-1.6 

1992-1990 

(Eng. VIN5,6) 


950-0192 

951-0007 

952-0030 


L4-1.6 

1989 

(Eng. VIN6) 


950-0192 

951-0007 

952-0030 


L4-1.8 

1997-1993 

(Eng. VIN8) 


950-0192 

951-0007 

952-0030 




SPECTRUM 





L4-1.5 

1989 

(Eng. VIN9) w/FI 


950-0150 

951-0012 

952-0034 




STORM 





L4-1.6 

1993-1992 

(Eng. VIN6) 


950-0120 

951-0007 

952-0003 


L4-1.6 

1991-1990 

(Eng. VIN 5,6) 


950-0120 

951-0007 

952-0003 


L4-1.8 

1993-1992 

(Eng. VIN8) 


950-0120 

951-0007 

952-0003 




TRACKER 





L4-1.6 

1997-1996 

(Eng. VIN 6) 


950-0125 

951-0007 

952-0012 


L4-1.6 

1995-1994 

(Eng. VIN 6, U) 


950-0125 

951-0007 

952-0012 


L4-1.6 

1993-1989 

(Eng. VIN U) 


950-0125 

951-0007 

952-0012 


GMC 

Cl 5/Cl 500 PICKUP 

V6-4.3 

1998-1997 

(Eng. VIN W) 

953-0009 





V6-4.3 

1998-1997 

(Eng. VIN W) Sell out reorder 953-0009 

953-5043 





V6-4.3 

1996 

(Eng. VIN W) 



951-5016 

952-0060 


V6-4.3 

1995-1992 

(Eng. VIN Z) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V6-4.3 

1995-1992 

(Eng. VIN Z) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V6-4.3 

1995-1992 

(Eng. VIN Z) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V6-4.3 

1991-1988 

(Eng. VIN Z) 



951-5017 

952-0094 


V6-4.3 

1991-1988 

(Eng. VIN Z) Sell out reorder 952-0094 




952-0059 


V8-5.0 

1999-1998 

(Eng. VIN M) 

953-0009 





V8-5.0 

1999-1998 

(Eng. VIN M) Sell out reorder 953-0009 

953-5043 





V8-5.0 

1997-1996 

(Eng. VIN M) 



951-5016 

952-0060 


V8-5.0 

1995-1992 

(Eng. VIN H) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-5.0 

1995-1992 

(Eng. VIN H) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-5.0 

1995-1992 

(Eng. VIN H) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-5.0 

1991-1988 

(Eng. VIN H) 



951-5017 

952-0094 


V8-5.0 

1991-1988 

(Eng. VIN H) Sell out reorder 952-0094 




952-0059 


V8-5.7 

1999-1998 

(Eng. VIN R) 

953-0009 





V8-5.7 

1999-1998 

(Eng. VIN R) Sell out reorder 953-0009 

953-5043 





V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0060 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 7 5 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1991-1988 

V8-5.7 

1991-1988 


V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1997-1996 

V8-5.7 

1995-1992 


V6-4.3 

1995-1992 

V6-4.3 

1995-1992 

V6-4.3 

1995-1992 

V6-4.3 

1991-1988 

V6-4.3 

1991-1988 

V8-5.0 

1998 

V8-5.0 

1998 

V8-5.0 

1997-1996 

V8-5.0 

1995-1992 

V8-5.0 

1995-1992 

V8-5.0 

1995-1992 

V8-5.0 

1991-1988 

V8-5.0 

1991-1988 

V8-5.7 

2000-1998 

V8-5.7 

2000-1998 

V8-5.7 

2000-1998 

V8-5.7 

2000-1998 

V8-5.7 

1997-1996 

V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1991-1988 

V8-5.7 

1991-1988 

V8-7.4 

2000-1998 

V8-7.4 

2000-1998 

V8-7.4 

2000-1998 


Cl 5/Cl 500 PICKUP [continued] 


Cl 5/Cl 500 SUBURBAN 


953-0020 

953-5049 


C25/C2500 PICKUP 


(Eng. VIN M) 

(Eng. VIN M) Sell out reorder 953-0009 


953-0009 

953-5043 


953-0009 


953-0009 

953-5043 

953-0025 

953-5042 


953-0009 

953-5043 


953-0009 


951-5017 


951-5017 

951-5017 


951-5016 

951-5017 


951-5017 

951-5017 


951-5016 

951-5017 


951-5017 

951-5017 


951-5016 

951-5017 


951-5017 

951-5017 


952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


952-0057 

952-0057 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
Colador de la bomba debe reemplazarse con un concesionario 0E - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 

sin previo aviso. 

www.DensoAftermarket.com 
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aisSJUns tar APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

GMC [continued] 

C25/C2500 PICKUP [continued] 

MS-7 A 

2000-1998 

(Eng. VIN J) Module Code GFT - Sell out reorder 953-0025 

953-5042 





V8-7.4 

1997-1996 

(Eng. VIN J) 



951-5016 

952-0060 


V8-7.4 

1995 

(Eng. VIN N) w/ High Temp Fuel Sender 



951-5015 

952-0094 


V8-7.4 

1995 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-7.4 

1995 

(Eng. VIN N) w/o High Temp Fuel Sender 



951-5015 

952-0060 


V8-7.4 

1994 

(Eng. VIN N) 



951-5015 

952-0060 


V8-7.4 

1993-1992 

(Eng. VIN N) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-7.4 

1993-1992 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-7.4 

1993-1992 

(Eng. VIN N) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-7.4 

1991 

(Eng. VIN N) 



951-5017 

952-0094 


V8-7.4 

1991 

(Eng. VIN N) Sell out reorder 952-0094 




952-0059 




C25/C2500 SUBURBAN 






V8-5.7 

1999-1998 

(Eng. VIN R) Calif. 

953-0020 





V8-5.7 

1999-1998 

(Eng. VIN R) Calif. - Sell out reorder 953-0020 

953-5049 





V8-5.7 

1999-1998 

(Eng. VIN R) Exc. Calif. 

953-5048 





V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0057 


V8-5.7 

1995-1992 

(Eng. VINK) 



951-5017 

952-0057 


V8-7.4 

1999-1998 

(Eng. VIN J) Calif. 

953-0020 





V8-7.4 

1999-1998 

(Eng. VIN J) Calif. - Sell out reorder 953-0020 

953-5049 





V8-7.4 

1999-1998 

(Eng. VIN J) Exc. Calif. 

953-5048 





V8-7.4 

1997-1996 

(Eng. VIN J) 



951-5016 

952-0057 


V8-7.4 

1995-1994 

(Eng. VIN N) 



951-5015 

952-0057 


V8-7.4 

1993-1992 

(Eng. VIN N) 



951-5017 

952-0057 




C35/C3500 PICKUP 






V8-5.7 

2000 

(Eng. VIN R) Cab & Chassis, Calif. 

953-5051 





V8-5.7 

2000 

(Eng. VIN R) Cab & Chassis, Exc. Calif. 

953-0037 





V8-5.7 

2000 

(Eng. VIN R) Cab & Chassis, Exc. Calif. - Sell out reorder 953- 
0037 

953-5050 





V8-5.7 

2000 

(Eng. VIN R) Calif., Exc. Cab & Chassis 

953-0009 





V8-5.7 

2000 

(Eng. VIN R) Calif., Exc. Cab & Chassis - Sell out reorder 953- 
0009 

953-5043 





V8-5.7 

2000 

(Eng. VIN R) Exc. Calif., Exc. Cab & Chassis 

953-0025 





V8-5.7 

2000 

(Eng. VIN R) Exc. Calif., Exc. Cab & Chassis - Sell out reorder 
953-0025 

953-5042 





V8-5.7 

1999-1998 

(Eng. VIN R) Module Code GAV, GDJ or GFK 

953-0009 





V8-5.7 

1999-1998 

(Eng. VIN R) Module Code GAV, GDJ or GFK - Sell out reorder 
953-0009 

953-5043 





V8-5.7 

1999-1998 

(Eng. VIN R) Module Code GFT 

953-0025 





V8-5.7 

1999-1998 

(Eng. VIN R) Module Code GFT - Sell out reorder 953-0025 

953-5042 





V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0060 


V8-5.7 

1995-1992 

(Eng. VINK) Cab & Chassis 



951-5017 

952-0055 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 77 

sin previo aviso. _ 

www.DensoAftermarket.com 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


C35/C3500 PICKUP [continued] 

1995-1992 (Eng. VIN K) w/ High Temp Fuel Sender, Exc. Cab & Chassis 

1995-1992 (Eng. VIN K) w/ High Temp Fuel Sender, Exc. Cab & Chassis - 

Sellout reorder 952-0094 

1995-1992 (Eng. VIN K) w/o High Temp Fuel Sender, Exc. Cab & Chassis 
1991 (Eng. VINK) 

1990-1988 (Eng. VINK) 

1990-1988 (Eng. VIN K) Sell out reorder 952-0094 
2000 (Eng. VIN J) Cab & Chassis, Calif. 

2000 (Eng. VIN J) Cab & Chassis, Exc. Calif. 

2000 (Eng. VIN J) Cab & Chassis, Exc. Calif. - Sell out reorder 953- 


953-5051 

953-0037 

953-5050 


951-5017 


951-5017 

951-5017 

951-5017 


952-0094 

952-0059 

952-0060 

952-0055 

952-0094 

952-0059 


(Eng. VIN J) Calif., Exc. Cab & Chassis 953-0009 

(Eng. VIN J) Calif., Exc. Cab & Chassis - Sell out reorder 953- 953-5043 


2000 (Eng. VIN J) Exc. Calif., Exc. Cab & Chassis 953-0025 

2000 (Eng. VIN J) Exc. Calif., Exc. Cab & Chassis - Sell out reorder 953-5042 

953-0025 

1999-1998 (Eng. VIN J) Module Code GAV, GDJ or GFK 953-0009 

1999-1998 (Eng. VIN J) Module Code GAV, GDJ or GFK - Sell out reorder 953-5043 

953-0009 

1999-1998 (Eng. VIN J) Module Code GFT 953-0025 

1999-1998 (Eng. VIN J) Module Code GFT - Sell out reorder 953-0025 953-5042 


V8-7.4 

V8-7.4 

1997-1996 

1995-1994 

(Eng. VIN J) 

(Eng. VIN N) w/ High Temp Fuel Sender 



951-5016 

951-5015 

952-0060 

952-0094 


V8-7.4 

V8-7.4 

V8-7.4 

1995-1994 

1995-1992 

1993-1992 

(Eng. VIN N) w/o High Temp Fuel Sender 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN N) w/ High Temp Fuel Sender 



951-5015 

951-5017 

952-0060 

952-0059 

952-0094 


V8-7.4 

V8-7.4 

V8-7.4 

1993-1992 

1991 

1990-1988 

(Eng. VIN N) w/o High Temp Fuel Sender 
(Eng. VIN N) 

(Eng. VIN N) 



951-5017 

951-5017 

951-5017 

952-0060 

952-0055 

952-0094 


V8-7.4 

1990-1988 

(Eng. VIN N) Sell out reorder 952-0094 




952-0059 



2002-2001 (Eng. VIN G) In Tank Pump w/ Radio Frequency Interference 
Filter 

2002-2001 (Eng. VIN G) In Tank Pump w/o Radio Frequency Interference 
Filter 

2002-2001 (Eng. VIN G) In Tank Pump w/o Radio Frequency Interference 
Filter - Sell out reorder 953-0037 

CABALLERO 

1987-1986 I (Eng. VIN Z) 

1985 (Eng. VIN Z) 

_ CANYON _ 

2005-2004 I (Eng. VIN 8) ~~ 


953-5050 


951-5017 

951-5017 


952-0058 

952-0055 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

78 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 
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Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

GMC [continued] 

CANYON [continued] 

L5-3.5 

2005-2004 

(Eng. VIN6) 

953-5121 







ENVOY 




L6-4.2 

2009-2008 

(Eng. VINS) 

953-3079 





L6-4.2 

2007 

(Eng. VINS) 

953-3052 





L6-4.2 

2006-2005 

(Eng. VIN S) w/113.0" Wheelbase 

953-3052 





L6-4.2 

2004-2002 

(Eng. VIN S) w/113.0" Wheelbase 

953-5132 





V8-5.3 

2009-2008 

(Eng. VIN M) 

953-3079 





V8-5.3 

2007 

(Eng. VIN M) 

953-3052 





V8-5.3 

2006-2005 

(Eng. VIN M) w/113.0" Wheelbase 

953-3052 







ENVOY XL 




L6-4.2 

2006-2005 

(Eng. VIN S) w/129.0" Wheelbase 

953-3053 





L6-4.2 

2004-2002 

(Eng. VIN S) w/129.0" Wheelbase 

953-5134 





V8-5.3 

2006-2005 

(Eng. VIN M) w/129.0" Wheelbase 

953-3053 





V8-5.3 

2004-2003 

(Eng. VIN P) 

953-5134 







ENVOY XUV 




L6-4.2 

2005 

(Eng. VIN S) w/129.0" Wheelbase 

953-3053 





L6-4.2 

2004 

(Eng. VIN S) w/129.0" Wheelbase 

953-5134 





V8-5.3 

2005 

(Eng. VIN M) w/129.0" Wheelbase 

953-3053 





V8-5.3 

2004 

(Eng. VIN P) 

953-5134 







G15/G1500 VAN 




V6-4.3 

1995-1987 

(Eng. VIN Z) 



951-5017 

952-0060 


V8-5.0 

1995-1987 

(Eng. VIN H) 



951-5017 

952-0060 


V8-5.7 

1993-1987 

(Eng. VINK) 



951-5017 

952-0060 




G25/G2500 VAN 




V6-4.3 

1995-1987 

(Eng. VIN Z) 



951-5017 

952-0060 


V8-5.0 

1995-1987 

(Eng. VIN H) 



951-5017 

952-0060 


V8-5.7 

1995-1987 

(Eng. VINK) 



951-5017 

952-0060 




G35/G3500 VAN 




V6-4.3 

1995-1987 

(Eng. VIN Z) 



951-5017 

952-0060 


V8-5.7 

1996-1989 

(Eng. VINK) 



951-5017 

952-0060 


V8-5.7 

1988-1987 

(Eng. VIN K) w/ FI 



951-5017 

952-0060 


V8-7.4 

1996-1994 

(Eng. VIN N) 



951-5015 

952-0060 


V8-7.4 

1993-1988 

(Eng. VIN N) 



951-5017 

952-0060 




JIMMY 




V6-4.3 

2001-1999 

(Eng. VIN W) 4-Door 

953-0021 





V6-4.3 

2001-1999 

(Eng. VIN W) 4-Door - Sell out reorder 953-0021 

953-5032 





V6-4.3 

2001-1997 

(Eng. VIN W) 2-Door 

953-0024 





V6-4.3 

2001-1997 

(Eng. VIN W) 2-Door - Sell out reorder 953-0024 

953-5000 





V6-4.3 

1998 

(Eng. VIN W) 4-Door, Exc. 18 Gallon Fuel Tank 

953-0017 





V6-4.3 

1998 

(Eng. VIN W) 4-Door, Exc. 18 Gallon Fuel Tank - Sell out 
reorder 953-0017 

953-5035 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 79 

sin previo aviso. _ 

www.DensoAftermarket.com 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


V6-4.3 

1998 

V6-4.3 

1998 

V6-4.3 

1997 

V6-4.3 

1997 

V6-4.3 

1996 

V6-4.3 

1996 

V6-4.3 

1996 

V6-4.3 

1995 

V6-4.3 

1994-1992 

V6-4.3 

1994-1992 

V8-5.0 

1987 

V8-5.0 

1987 

V8-5.7 

1991-1990 

V8-5.7 

1989-1987 

V8-5.7 

1989-1987 


V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1997-1996 

V8-5.7 

1995-1992 


V6-4.3 

1998-1997 

V6-4.3 

1998-1997 

V6-4.3 

1996 

V6-4.3 

1995-1992 

V6-4.3 

1995-1992 

V6-4.3 

1995-1992 

V6-4.3 

1991-1988 

V6-4.3 

1991-1988 

V8-5.0 

1999-1998 

V8-5.0 

1999-1998 

V8-5.0 

1997-1996 

V8-5.0 

1995-1992 

V8-5.0 

1995-1992 

V8-5.0 

1995-1992 

V8-5.0 

1991-1988 

V8-5.0 

1991-1988 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 


JIMMY [continued] 

(Eng. VIN W) 4-Door, w/18 Gallon Fuel Tank 953-0021 

(Eng. VIN W) 4-Door, w/18 Gallon Fuel Tank - Sell out reorder 953-5032 
953-0021 

(Eng. VIN W) 4-Door 953-0017 

(Eng. VIN W) 4-Door - Sell out reorder 953-0017 953-5035 

(Eng. VIN W) 2-Door 953-5017 

(Eng. VIN W) 4-Door 953-0006 

(Eng. VIN W) 4-Door - Sell out reorder 953-0006 953-5018 

(Eng. VIN W) 

(Eng. VIN W) Check Eng. VIN 
(Eng. VIN Z) Check Eng. VIN 
(Eng. VIN H) 

(Eng. VIN FI) Sell out reorder 952-0094 
(Eng. VINK) 

(Eng. VINK) 

(Eng. VIN K) Sell out reorder 952-0094 

K15/K1500 SUBURBAN 

(Eng. VIN R) 953-0020 

(Eng. VIN R) Sell out reorder 953-0020 953-5049 

(Eng. VIN R) 

(Eng. VINK) 

K15/K1500 TRUCK 

(Eng. VIN W) 953-0009 

(Eng. VIN W) Sell out reorder 953-0009 953-5043 

(Eng. VIN W) 

(Eng. VIN Z) w/ High Temp Fuel Sender 

(Eng. VIN Z) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN Z) w/o High Temp Fuel Sender 
(Eng. VIN Z) 

(Eng. VIN Z) Sell out reorder 952-0094 

(Eng. VIN M) 953-0009 

(Eng. VIN M) Sell out reorder 953-0009 953-5043 

(Eng. VIN M) 

(Eng. VIN FI) w/ High Temp Fuel Sender 

(Eng. VIN FI) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN FI) w/o High Temp Fuel Sender 
(Eng. VIN H) 

(Eng. VIN H) Sell out reorder 952-0094 

(Eng. VIN R) 953-0009 

(Eng. VIN R) Sell out reorder 953-0009 953-5043 


951-5016 

951-5016 

951-5017 

951-5017 

951-5017 

951-5017 


951-5016 

951-5017 


951-5016 

951-5017 


951-5017 

951-5017 


951-5016 

951-5017 


951-5017 

951-5017 


952-0075 

952-0060 

952-0060 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 


952-0057 

952-0057 


952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

80 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

GMC [continued] 

K15/K1500 TRUCK [continued] 

V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0060 


V8-5.7 

1995-1992 

(Eng. VIN K) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-5.7 

1995-1992 

(Eng. VIN K) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-5.7 

1995-1992 

(Eng. VIN K) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-5.7 

1991-1988 

(Eng. VINK) 



951-5017 

952-0094 


V8-5.7 

1991-1988 

(Eng. VIN K) Sell out reorder 952-0094 




952-0059 




K25/K2500 SUBURBAN 




V8-5.7 

1999-1998 

(Eng. VIN R) Calif. 

953-0020 





V8-5.7 

1999-1998 

(Eng. VIN R) Calif. - Sell out reorder 953-0020 

953-5049 





V8-5.7 

1999-1998 

(Eng. VIN R) Exc. Calif. 

953-5048 





V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0057 


V8-5.7 

1995-1992 

(Eng. VINK) 



951-5017 

952-0057 


V8-7.4 

1999-1998 

(Eng. VIN J) Calif. 

953-0020 





V8-7.4 

1999-1998 

(Eng. VIN J) Calif. - Sell out reorder 953-0020 

953-5049 





V8-7.4 

1999-1998 

(Eng. VIN J) Exc. Calif. 

953-5048 





V8-7.4 

1997-1996 

(Eng. VIN J) 



951-5016 

952-0057 


V8-7.4 

1995-1994 

(Eng. VIN N) 



951-5015 

952-0057 


V8-7.4 

1993-1992 

(Eng. VIN N) 



951-5017 

952-0057 




K25/K2500 TRUCK 




V6-4.3 

1995-1992 

(Eng. VIN Z) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V6-4.3 

1995-1992 

(Eng. VIN Z) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V6-4.3 

1995-1992 

(Eng. VIN Z) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V6-4.3 

1991-1988 

(Eng. VIN Z) 



951-5017 

952-0094 


V6-4.3 

1991-1988 

(Eng. VIN Z) Sell out reorder 952-0094 




952-0059 


V8-5.0 

1998 

(Eng. VIN M) 

953-0009 





V8-5.0 

1998 

(Eng. VIN M) Sell out reorder 953-0009 

953-5043 





V8-5.0 

1995-1992 

(Eng. VIN H) w/ High Temp Fuel Sender 



951-5017 

952-0094 


V8-5.0 

1995-1992 

(Eng. VIN H) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 




952-0059 


V8-5.0 

1995-1992 

(Eng. VIN H) w/o High Temp Fuel Sender 



951-5017 

952-0060 


V8-5.0 

1991-1988 

(Eng. VIN H) 



951-5017 

952-0094 


V8-5.0 

1991-1988 

(Eng. VIN H) Sell out reorder 952-0094 




952-0059 


V8-5.7 

2000-1998 

(Eng. VIN R) Module Code GAV, GDJ or GFK 

953-0009 





V8-5.7 

2000-1998 

(Eng. VIN R) Module Code GAV, GDJ or GFK - Sell out reorder 
953-0009 

953-5043 





V8-5.7 

2000-1998 

(Eng. VIN R) Module Code GFT 

953-0025 





V8-5.7 

2000-1998 

(Eng. VIN R) Module Code GFT - Sell out reorder 953-0025 

953-5042 





V8-5.7 

1997-1996 

(Eng. VIN R) 



951-5016 

952-0060 


V8-5.7 

1995-1992 

(Eng. VIN K) w/ High Temp Fuel Sender 



951-5017 

952-0094 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 81 

sin previo aviso. _ 

www.DensoAftermarket.com 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


V8-5.7 

1995-1992 

V8-5.7 

1995-1992 

V8-5.7 

1991-1988 

V8-5.7 

1991-1988 

V8-7.4 

2000-1998 

V8-7.4 

2000-1998 

V8-7.4 

2000-1998 

V8-7.4 

2000-1998 

V8-7.4 

1997-1996 

V8-7.4 

1995 

V8-7.4 

1995 

V8-7.4 

1995 

V8-7.4 

1994 

V8-7.4 

1993-1992 

V8-7.4 

1993-1992 

V8-7.4 

1993-1992 

V8-7.4 

1991 

V8-7.4 

1991 


V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

2000 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1999-1998 

V8-5.7 

1997-1996 

V8-5.7 

1995-1992 

V8-5.7 

1995-1992 


K25/K2500 TRUCK [continued] 

(Eng. VIN K) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN K) w/o High Temp Fuel Sender 
(Eng. VINK) 

(Eng. VIN K) Sell out reorder 952-0094 

(Eng. VIN J) Module Code GAV, GDJ or GFK 953-0009 

(Eng. VIN J) Module Code GAV, GDJ or GFK - Sell out reorder 953-5043 

953-0009 

(Eng. VIN J) Module Code GFT 953-0025 

(Eng. VIN J) Module Code GFT - Sell out reorder 953-0025 953-5042 

(Eng. VIN J) 

(Eng. VIN N) w/ High Temp Fuel Sender 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN N) w/o High Temp Fuel Sender 
(Eng. VIN N) 

(Eng. VIN N) w/ High Temp Fuel Sender 

(Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 
0094 

(Eng. VIN N) w/o High Temp Fuel Sender 
(Eng. VIN N) 

(Eng. VIN N) Sell out reorder 952-0094 

K35/K3500 TRUCK 

(Eng. VIN R) Cab & Chassis, Calif. 953-5051 

(Eng. VIN R) Cab & Chassis, Exc. Calif. 953-0037 

(Eng. VIN R) Cab & Chassis, Exc. Calif. - Sell out reorder 953- 953-5050 

0037 

(Eng. VIN R) Calif., Exc. Cab & Chassis 953-0009 

(Eng. VIN R) Calif., Exc. Cab & Chassis - Sell out reorder 953- 953-5043 

0009 

(Eng. VIN R) Exc. Calif., Exc. Cab & Chassis 953-0025 

(Eng. VIN R) Exc. Calif., Exc. Cab & Chassis - Sell out reorder 953-5042 

953-0025 

(Eng. VIN R) Module Code GAV, GDJ or GFK 953-0009 

(Eng. VIN R) Module Code GAV, GDJ or GFK - Sell out reorder 953-5043 

953-0009 

(Eng. VIN R) Module Code GFR or GFS 953-5051 

(Eng. VIN R) Module Code GFT 953-0025 

(Eng. VIN R) Module Code GFT - Sell out reorder 953-0025 953-5042 

(Eng. VIN R) 

(Eng. VINK) Cab & Chassis 

(Eng. VIN K) w/ High Temp Fuel Sender, Exc. Cab & Chassis 


951-5017 

951-5017 


951-5016 

951-5015 


951-5015 

951-5015 

951-5017 


951-5017 

951-5017 


952-0059 

952-0060 

952-0094 

952-0059 


952-0060 

952-0094 

952-0059 

952-0060 

952-0060 

952-0094 

952-0059 

952-0060 

952-0094 

952-0059 


951-5016 

951-5017 

951-5017 


952-0060 

952-0055 

952-0094 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

82 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


K35/K3500 TRUCK [continued] 

V8-5.7 1995-1992 (Eng. VIN K) w/ High Temp Fuel Sender, Exc. Cab & Chassis - 

Sellout reorder 952-0094 


V8-5.7 1995-1992 (Eng. VIN K) w/o High Temp Fuel Sender, Exc. Cab & Chassis 

V8-5.7 1991 (Eng. VINK) 

V8-5.7 1990-1988 (Eng. VINK) 

V8-5.7 1990-1988 (Eng. VIN K) Sell out reorder 952-0094 

V8-7.4 2000 (Eng. VIN J) Cab & Chassis, Calif. 

V8-7.4 2000 (Eng. VIN J) Cab & Chassis, Exc. Calif. 

V8-7.4 2000 (Eng. VIN J) Cab & Chassis, Exc. Calif.-Sell out reorder 953- 


953-5051 

953-0037 

953-5050 


951-5017 

951-5017 

951-5017 


952-0059 

952-0060 

952-0055 

952-0094 

952-0059 


V8-7.4 2000 (Eng. VIN J) Calif., Exc. Cab & Chassis 953-0009 

V8-7.4 2000 (Eng. VIN J) Calif., Exc. Cab & Chassis - Sell out reorder 953- 953-5043 


V8-7.4 2000 (Eng. VIN J) Exc. Calif., Exc. Cab & Chassis 953-0025 

V8-7.4 2000 (Eng. VIN J) Exc. Calif., Exc. Cab & Chassis-Sell out reorder 953-5042 

953-0025 

V8-7.4 1999-1998 (Eng. VIN J) Module Code GAV, GDJ or GFK 953-0009 

V8-7.4 1999-1998 (Eng. VIN J) Module Code GAV, GDJ or GFK - Sell out reorder 953-5043 

953-0009 

V8-7.4 1999-1998 (Eng. VIN J) Module Code GFP 953-0037 

V8-7.4 1999-1998 (Eng. VIN J) Module Code GFP - Sell out reorder 953-0037 953-5050 

V8-7.4 1999-1998 (Eng. VIN J) Module Code GFR or GFS 953-5051 

V8-7.4 1999-1998 (Eng. VIN J) Module Code GFT 953-0025 

V8-7.4 1999-1998 (Eng. VIN J) Module Code GFT - Sell out reorder 953-0025 953-5042 

V8-7.4 1997-1996 (Eng. VIN J) 

V8-7.4 1995-1994 (Eng. VIN N) w/ High Temp Fuel Sender 

V8-7.4 1995-1994 (Eng. VIN N) w/o High Temp Fuel Sender 

V8-7.4 1995-1992 (Eng. VIN N) w/ High Temp Fuel Sender - Sell out reorder 952- 


951-5016 

951-5015 

951-5015 


952-0060 

952-0094 

952-0060 

952-0059 


V8-7.4 1993-1992 (Eng. VIN N) w/ High Temp Fuel Sender 

V8-7.4 1993-1992 (Eng. VIN N) w/o High Temp Fuel Sender 

V8-7.4 1991 (Eng. VIN N) 

V8-7.4 1990-1988 (Eng. VIN N) 

V8-7.4 1990-1988 (Eng. VIN N) Sell out reorder 952-0094 

__ P25/P2500 VAN _ 

V8-5.7 11989-1988 I (Eng. VINK) 


951-5017 

951-5017 

951-5017 

951-5017 


952-0094 

952-0060 

952-0055 

952-0094 

952-0059 


P35/P3500 VAN 

V6-4.3 

V6-4.3 

1997-1996 

1995-1990 

(Eng. VIN W) 

(Eng. VIN Z) 



951-5016 

951-5017 

952-0055 

952-0055 


V8-5.7 

V8-5.7 

V8-5.7 

1997 

1996 

1996 

(Eng. VIN R) 

(Eng. VINK) Check Eng. VIN 
(Eng. VIN R) Check Eng. VIN 



951-5016 

951-5017 

951-5016 

952-0055 

952-0055 

952-0055 


V8-5.7 

1995-1989 

(Eng. VINK) 



951-5017 

952-0055 



Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios ft 3 

sin previo aviso. _ 

www.DensoAftermarket.com 
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MODULE 
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BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


P35/P3500 VAN [continued] 

1988- 1987 (Eng. VIN K) w/ FI 
1999-1998 (Eng. VIN B) Check Eng. VIN 
1997-1996 (Eng. VIN J) Check Eng. VIN 
1997-1996 (Eng. VIN N) Check Eng. VIN 
1995-1994 (Eng. VIN N) 

1993-1990 (Eng. VIN N) 

R1500 SUBURBAN 

1987 I (Eng. VIN H) 

1987 (Eng. VIN H) Sell out reorder 952-0094 
1991-1990 (Eng. VINK) 

1989- 1987 (Eng. VINK) 

1989-1987 (Eng. VIN K) Sell out reorder 952-0094 

R1500 TRUCK 

1987 I (Eng. VIN Z) 

1987 (Eng. VIN Z) Sell out reorder 952-0094 
1987 (Eng. VIN H) 

1987 (Eng. VIN H) Sell out reorder 952-0094 
1987 (Eng. VINK) 

1987 (Eng. VIN K) Sell out reorder 952-0094 

R2500 SUBURBAN 

1991-1990 I (Eng. VINK) 

1989-1987 (Eng. VINK) 

1989-1987 (Eng. VIN K) Sell out reorder 952-0094 
1991-1990 (Eng. VIN N) 

1989-1987 (Eng. VIN N) 

1989-1987 (Eng. VIN N) Sell out reorder 952-0094 

R2500 TRUCK 

1987 I (Eng. VIN Z) 

1987 (Eng. VIN Z) Sell out reorder 952-0094 
1987 (Eng. VIN H) 

1987 (Eng. VIN H) Sell out reorder 952-0094 
1989-1987 (Eng. VINK) 

1989-1987 (Eng. VIN K) Sell out reorder 952-0094 
1989-1987 (Eng. VIN N) 

1989-1987 (Eng. VIN N) Sell out reorder 952-0094 

R3500 TRUCK 

1991-1990 I (Eng. VINK) 

1989 (Eng. VINK) 

1989 (Eng. VIN K) Sell out reorder 952-0094 

1988-1987 (Eng. VIN K) w/FI 

1988-1987 (Eng. VIN K) w/ FI - Sell out reorder 952-0094 


953-5039 


951-5017 

951-5016 

951-5015 

951-5015 

951-5017 


951-5017 

951-5017 


951-5017 


951-5017 

951-5017 

951-5017 

951-5017 


951-5017 


951-5017 

951-5017 


952-0055 

952-0055 

952-0055 

952-0055 

952-0055 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 

952-0094 

952-0059 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

84 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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ENGINE 

YEAR 

APPLICATION INFORMATION 
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PUMP & STRAINER 
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POMPE 

PASSOIRE 
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MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

GMC [continued] 

R3500 TRUCK [continued] 

MS-7 A 

1991-1990 

(Eng. VIN N) 



951-5017 

952-0055 


V8-7.4 

1989-1987 

(Eng. VIN N) w/FI 



951-5017 

952-0094 


V8-7.4 

1989-1987 

(Eng. VIN N) w/ FI - Sell out reorder 952-0094 




952-0059 




SI 5 JIMMY 




L4-2.5 

1988-1985 

(Eng. VINE) 



951-5017 

952-0060 


V6-2.8 

1989-1986 

(Eng. VIN R) 



951-5017 

952-0060 


V6-4.3 

1991-1988 

(Eng. VIN Z) 



951-5017 

952-0060 




SI5 TRUCK 




L4-2.5 

1990 

(Eng. VINE) 



951-5017 

952-0094 


L4-2.5 

1990 

(Eng. VIN E) Sell out reorder 952-0094 




952-0059 


L4-2.5 

1989 

(Eng. VIN E) 2WD, Exc. 20 Gallon Fuel Tank 



951-5017 

952-0058 


L4-2.5 

1989 

(Eng. VIN E) w/ 20 Gallon Fuel Tank 



951-5017 

952-0060 


L4-2.5 

1988-1985 

(Eng. VINE) 



951-5017 

952-0060 


V6-2.8 

1990 

(Eng. VIN R) 



951-5017 

952-0094 


V6-2.8 

1990 

(Eng. VIN R) Sell out reorder 952-0094 




952-0059 


V6-2.8 

1989 

(Eng. VIN R) 2WD, Exc. 20 Gallon Fuel Tank 



951-5017 

952-0058 


V6-2.8 

1989 

(Eng. VIN R) w/ 20 Gallon Fuel Tank 



951-5017 

952-0060 


V6-2.8 

1988-1986 

(Eng. VIN R) 



951-5017 

952-0060 


V6-4.3 

1990 

(Eng. VIN Z) 



951-5017 

952-0094 


V6-4.3 

1990 

(Eng. VIN Z) Sell out reorder 952-0094 




952-0059 


V6-4.3 

1989 

(Eng. VIN Z) 2WD, Exc. 20 Gallon Fuel Tank 



951-5017 

952-0058 


V6-4.3 

1989 

(Eng. VIN Z) w/ 20 Gallon Fuel Tank 



951-5017 

952-0060 


V6-4.3 

1988 

(Eng. VIN Z) 



951-5017 

952-0060 




SAFARI 




L4-2.5 

1990-1987 

(Eng. VINE) 



951-5017 

952-0060 


L4-2.5 

1986-1985 

(Eng. VINE) 



951-5017 

952-0057 


V6-4.3 

2005-2003 

(Eng. VIN X) w/o Robust Fuel System 

953-0029 





V6-4.3 

2005-2003 

(Eng. VIN X) w/o Robust Fuel System - Sell out reorder 953- 
0029 

953-5072 





V6-4.3 

2002 

(Eng. VIN X) 

953-0029 





V6-4.3 

2002 

(Eng. VIN X) Sell out reorder 953-0029 

953-5072 





V6-4.3 

2001-2000 

(Eng. VIN W) 

953-0029 





V6-4.3 

2001-2000 

(Eng. VIN W) Sell out reorder 953-0029 

953-5072 





V6-4.3 

1999-1997 

(Eng. VIN W) 

953-0013 





V6-4.3 

1999-1997 

(Eng. VIN W) Sell out reorder 953-0013 

953-5033 





V6-4.3 

1996-1995 

(Eng. VIN W) 



951-5016 

952-0060 


V6-4.3 

1994-1992 

(Eng. VIN W) Check Eng. VIN 



951-5016 

952-0060 


V6-4.3 

1994-1992 

(Eng. VIN Z) Check Eng. VIN 



951-5017 

952-0060 


V6-4.3 

1991-1990 

(Eng. VIN B, Z) 



951-5017 

952-0060 


V6-4.3 

1989-1987 

(Eng. VIN Z) 



951-5017 

952-0060 


V6-4.3 

1986 

(Eng. VIN Z) 



951-5017 

952-0057 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios ft 5 

sin previo aviso. _ 
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OisLtiinsMf APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

GMC [continued] 

SAVANA 1500 

V6-4.3 

2004 

(Eng. VINX) 

953-5123 





V6-4.3 

2003 

(Eng. VINX) 

953-5112 





V6-4.3 

2002-1998 

(Eng. VIN W) 

953-0022 





V6-4.3 

2002-1998 

(Eng. VIN W) Sell out reorder 953-0022 

953-5055 





V6-4.3 

1997 

(Eng. VIN W) 

953-0018 





V6-4.3 

1997 

(Eng. VIN W) Sell out reorder 953-0018 

953-5054 





V6-4.3 

1996 

(Eng. VIN W) w/ 31 Gallon Fuel Tank 

953-5013 





V8-5.0 

2002-1998 

(Eng. VIN M) 

953-0022 





V8-5.0 

2002-1998 

(Eng. VIN M) Sell out reorder 953-0022 

953-5055 





V8-5.0 

1997 

(Eng. VIN M) 

953-0018 





V8-5.0 

1997 

(Eng. VIN M) Sell out reorder 953-0018 

953-5054 





V8-5.0 

1996 

(Eng. VIN M)w/31 Gallon Fuel Tank 

953-5013 





V8-5.3 

2003 

(Eng. VINT) 

953-5112 





V8-5.7 

2002-1998 

(Eng. VIN R) 

953-0022 





V8-5.7 

2002-1998 

(Eng. VIN R) Sell out reorder 953-0022 

953-5055 





V8-5.7 

1997 

(Eng. VIN R) 

953-0018 





V8-5.7 

1997 

(Eng. VIN R) Sell out reorder 953-0018 

953-5054 





V8-5.7 

1996 

(Eng. VIN R) w/31 Gallon Fuel Tank 

953-5013 





V8-5.7 

1996 

(Eng. VIN R) w/ 55 Gallon Fuel Tank 

953-5014 





SAVANA 2500 

V6-4.3 

2004 

(Eng. VINX) 

953-5123 





V6-4.3 

2003 

(Eng. VINX) 

953-5112 





V6-4.3 

2002-1999 

(Eng. VIN W) Calif., w/o Fitting for Take Off Fuel Line 

953-0022 





V6-4.3 

2002-1999 

(Eng. VIN W) Calif., w/o Fitting for Take Off Fuel Line - Sell out 
reorder 953-0022 

953-5055 





V6-4.3 

2002-1999 

(Eng. VIN W) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0018 





V6-4.3 

2002-1999 

(Eng. VIN W) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 





V6-4.3 

2002-1999 

(Eng. VIN W) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0022 





V6-4.3 

2002-1999 

(Eng. VIN W) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 





V6-4.3 

1998-1997 

(Eng. VIN W) 

953-0018 





V6-4.3 

1998-1997 

(Eng. VIN W) Sell out reorder 953-0018 

953-5054 





V6-4.3 

1996 

(Eng. VIN W) w/31 Gallon Fuel Tank 

953-5013 





V8-4.8 

2003 

(Eng. VIN V) 

953-5112 





V8-5.0 

2002-1999 

(Eng. VIN M) Calif., w/o Fitting for Take Off Fuel Line 

953-0022 





V8-5.0 

2002-1999 

(Eng. VIN M) Calif., w/o Fitting for Take Off Fuel Line - Sell out 
reorder 953-0022 

953-5055 





V8-5.0 

2002-1999 

(Eng. VIN M) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0018 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

86 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


SAVANA 2500 [continued] 


V8-5.0 

2002-1999 

(Eng. VIN M) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V8-5.0 

2002-1999 

(Eng. VIN M) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0022 

V8-5.0 

2002-1999 

(Eng. VIN M) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.0 

1998-1997 

(Eng. VIN M) 

953-0018 

V8-5.0 

1998-1997 

(Eng. VIN M) Sell out reorder 953-0018 

953-5054 

V8-5.0 

1996 

(Eng. VIN M) w/31 Gallon Fuel Tank 

953-5013 

V8-5.3 

2003 

(Eng. VINT) 

953-5112 

V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Calif., w/o Fitting for Take Off 

Fuel Line 

953-0022 

V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Calif., w/o Fitting for Take Off 

Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Over GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0018 

V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Over GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Under GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0022 

V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Under GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Calif., w/o Fitting for Take Off 
Fuel Line 

953-0022 

V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Calif., w/o Fitting for Take Off 
Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Over GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0018 

V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Over GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Under GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0022 

V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Under GVW 8,500 lbs, Exc. Calif., 
w/o Fitting for Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.7 

2000-1998 

(Eng. VIN R) Calif., w/o Fitting for Take Off Fuel Line 

953-0022 

V8-5.7 

2000-1998 

(Eng. VIN R) Calif., w/o Fitting for Take Off Fuel Line-Sell out 
reorder 953-0022 

953-5055 

V8-5.7 

2000-1998 

(Eng. VIN R) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0018 

V8-5.7 

2000-1998 

(Eng. VIN R) Over GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V8-5.7 

2000-1998 

(Eng. VIN R) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0022 

V8-5.7 

2000-1998 

(Eng. VIN R) Under GVW 8,500 lbs, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-5.7 

1997 

(Eng. VIN R) 

953-0018 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 87 
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denso 


tUsL&ns. tit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

GMC [continued] 

SAVANA 2500 [continued] 

V8-5.7 

1997 

(Eng. VIN R) Sell out reorder 953-0018 

953-5054 





V8-5.7 

1996 

(Eng. VIN R) w/ 31 Gallon Fuel Tank 

953-5013 





V8-5.7 

1996 

(Eng. VIN R) w/55 Gallon Fuel Tank 

953-5014 





V8-6.0 

2003 

(Eng. VIN U) 

953-5112 





SAVANA 3500 

V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Calif., Exc. Cutaway Chassis, w/o 
Fitting for Take Off Fuel Line 

953-0022 





V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Calif., Exc. Cutaway Chassis, w/o 
Fitting for Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 





V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Cutaway Chassis w/ 35 Gallon 

Fuel Tank, Exc. Calif., w/o Fitting for Take Off Fuel Line 

953-5083 





V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Cutaway Chassis w/ 55 Gallon 

Fuel Tank, Calif., w/o Fitting for Take Off Fuel Line 

953-5057 





V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Cutaway Chassis w/ 55 Gallon 

Fuel Tank, Exc. Calif., w/o Fitting for Take Off Fuel Line 

953-5056 





V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Exc. Cutaway Chassis, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0018 





V8-5.7 

2002-2001 

(Eng. VIN R) Bi-Fuel Engine, Exc. Cutaway Chassis, Exc. Calif., 
w/o Fitting for Take Off Fuel Line-Sell out reorder 953-0018 

953-5054 





V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Calif., Exc. Cutaway Chassis, w/o 
Fitting for Take Off Fuel Line 

953-0022 





V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Calif., Exc. Cutaway Chassis, w/o 
Fitting for Take Off Fuel Line - Sell out reorder 953-0022 

953-5055 





V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Cutaway Chassis w/ 35 Gallon 
Fuel Tank, Exc. Calif., w/o Fitting for Take Off Fuel Line 

953-5083 





V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Cutaway Chassis w/ 55 Gallon 
Fuel Tank, Calif., w/o Fitting for Take Off Fuel Line 

953-5057 





V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Cutaway Chassis w/ 55 Gallon 
Fuel Tank, Exc. Calif., w/o Fitting for Take Off Fuel Line 

953-5056 





V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Exc. Cutaway Chassis, Exc. Calif., 
w/o Fitting for Take Off Fuel Line 

953-0018 





V8-5.7 

2002-2001 

(Eng. VIN R) Gasoline Engine, Exc. Cutaway Chassis, Exc. Calif., 
w/o Fitting for Take Off Fuel Line-Sell out reorder 953-0018 

953-5054 





V8-5.7 

2000-1998 

(Eng. VIN R) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line 

953-0022 





V8-5.7 

2000-1998 

(Eng. VIN R) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line - Sell out reorder 953-0022 

953-5055 





V8-5.7 

2000-1998 

(Eng. VIN R) Cutaway Chassis w/ 35 Gallon Fuel Tank, Calif., 
w/o Fitting for Take Off Fuel Line 

953-5061 





V8-5.7 

2000-1998 

(Eng. VIN R) Cutaway Chassis w/ 35 Gallon Fuel Tank, Exc. 
Calif., w/o Fitting for Take Off Fuel Line 

953-5062 





V8-5.7 

2000-1998 

(Eng. VIN R) Cutaway Chassis w/ 55 Gallon Fuel Tank, Calif., 
w/o Fitting for Take Off Fuel Line 

953-5057 





V8-5.7 

2000-1998 

(Eng. VIN R) Cutaway Chassis w/ 55 Gallon Fuel Tank, Exc. 
Calif., w/o Fitting for Take Off Fuel Line 

953-5056 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

88 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
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DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


SAVANA 3500 [continued] 


V8-5.7 

2000-1998 

(Eng. VIN R) Exc. Cutaway Chassis, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0018 

V8-5.7 

2000-1998 

(Eng. VIN R) Exc. Cutaway Chassis, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V8-5.7 

1997 

(Eng. VIN R) Cutaway Chassis w/ 35 Gallon Fuel Tank 

953-5029 

V8-5.7 

1997 

(Eng. VIN R) Cutaway Chassis w/ 55 Gallon Fuel Tank 

953-5056 

V8-5.7 

1997 

(Eng. VIN R) Exc. Cutaway Chassis 

953-0018 

V8-5.7 

1997 

(Eng. VIN R) Exc. Cutaway Chassis - Sell out reorder 953-0018 

953-5054 

V8-5.7 

1996 

(Eng. VIN R) w/ 31 Gallon Fuel Tank 

953-5013 

V8-5.7 

1996 

(Eng. VIN R) w/ 55 Gallon Fuel Tank 

953-5014 

V8-6.0 

2003 

(Eng. VIN U) Exc. 55 Gallon Fuel Tank, Calif. 

953-5114 

V8-6.0 

2003 

(Eng. VIN U) Exc. 55 Gallon Fuel Tank, Exc. Calif. 

953-5113 

V8-6.0 

2003 

(Eng. VIN U) w/ 55 Gallon Fuel Tank, Calif. 

953-5116 

V8-6.0 

2003 

(Eng. VIN U) w/ 55 Gallon Fuel Tank, Exc. Calif. 

953-5115 

V8-7.4 

2000-1998 

(Eng. VIN J) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line 

953-0022 

V8-7.4 

2000-1998 

(Eng. VIN J) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-7.4 

2000-1998 

(Eng. VIN J) Cutaway Chassis w/ 35 Gallon Fuel Tank, Calif., 
w/o Fitting for Take Off Fuel Line 

953-5061 

V8-7.4 

2000-1998 

(Eng. VIN J) Cutaway Chassis w/ 35 Gallon Fuel Tank, Exc. 

Calif., w/o Fitting for Take Off Fuel Line 

953-5062 

V8-7.4 

2000-1998 

(Eng. VIN J) Cutaway Chassis w/ 55 Gallon Fuel Tank, Calif., 
w/o Fitting for Take Off Fuel Line 

953-5057 

V8-7.4 

2000-1998 

(Eng. VIN J) Cutaway Chassis w/ 55 Gallon Fuel Tank, Exc. 

Calif., w/o Fitting for Take Off Fuel Line 

953-5056 

V8-7.4 

2000-1998 

(Eng. VIN J) Exc. Cutaway Chassis, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

953-0018 

V8-7.4 

2000-1998 

(Eng. VIN J) Exc. Cutaway Chassis, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

953-5054 

V8-7.4 

1997 

(Eng. VIN J) Cutaway Chassis w/ 35 Gallon Fuel Tank 

953-5029 

V8-7.4 

1997 

(Eng. VIN J) Cutaway Chassis, w/ 55 Gallon Fuel Tank 

953-5056 

V8-7.4 

1997 

(Eng. VIN J) Exc. Cutaway Chassis 

953-0018 

V8-7.4 

1997 

(Eng. VIN J) Exc. Cutaway Chassis - Sell out reorder 953-0018 

953-5054 

V8-7.4 

1996 

(Eng. VIN J) w/ 31 Gallon Fuel Tank 

953-5013 

V8-7.4 

1996 

(Eng. VIN J) w/ 55 Gallon Fuel Tank 

953-5014 

V8-8.1 

2002-2001 

(Eng. VIN G) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line 

953-0022 

V8-8.1 

2002-2001 

(Eng. VIN G) Calif., Exc. Cutaway Chassis, w/o Fitting for Take 
Off Fuel Line - Sell out reorder 953-0022 

953-5055 

V8-8.1 

2002-2001 

(Eng. VIN G) Cutaway Chassis w/ 35 Gallon Fuel Tank, Exc. 
Calif., w/o Fitting for Take Off Fuel Line 

953-5083 

V8-8.1 

2002-2001 

(Eng. VIN G) Cutaway Chassis w/ 55 Gallon Fuel Tank, Exc. 
Calif., w/o Fitting for Take Off Fuel Line 

953-5056 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 89 
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PENSO 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DE APLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


V8-8.1 

2002-2001 

V8-8.1 

2002-2001 

V8-8.1 

2001 


V6-4.3 

2007 

V6-4.3 

2007 

V6-4.3 

2006-2005 

V6-4.3 

2006-2005 

V6-4.3 

2004 

V6-4.3 

2003 

V6-4.3 

2003 

V6-4.3 

2003 

V6-4.3 

2003 

V6-4.3 

2002 

V6-4.3 

2002 

V6-4.3 

2002 

V6-4.3 

2002 

V6-4.3 

2001-1999 

V6-4.3 

2001-1999 

V6-4.3 

2001-1999 

V6-4.3 

2001-1999 

V8-4.8 

2007 

V8-4.8 

2007 

V8-4.8 

2006-2004 

V8-4.8 

2006-2004 

V8-4.8 

2003-1999 


SAVANA 3500 [continued] _ 

(Eng. VIN G) Exc. Cutaway Chassis, Exc. Calif., w/o Fitting for 
Take Off Fuel Line 

(Eng. VIN G) Exc. Cutaway Chassis, Exc. Calif., w/o Fitting for 
Take Off Fuel Line - Sell out reorder 953-0018 

(Eng. VIN G) Cutaway Chassis w/ 55 Gallon Fuel Tank, Calif., 
w/o Fitting for Take Off Fuel Line 

SIERRA 1500 _ 

(Eng. VIN X) Classic Series w/ 78.0" Bed Length 

(Eng. VIN X) Classic Series w/ 96.0" Bed Length 

(Eng. VIN X) w/ 78.0" Bed Length 

(Eng. VIN X) w/96.0" Bed Length 

(Eng. VIN X) w/ Evaporative Emissions Control 

(Eng. VIN X) w/ Evaporative Emissions Control, Module Code 
TCF 

(Eng. VIN X) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

(Eng. VIN X) w/o Evaporative Emissions Control, Module Code 
TCU 

(Eng. VIN X) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

(Eng. VIN W, X) w/ Evaporative Emissions Control, Module 
Code TCF 

(Eng. VIN W, X) w/ Evaporative Emissions Control, Module 
Code TCF - Sell out reorder 953-0011 

(Eng. VIN W, X) w/o Evaporative Emissions Control, Module 
CodeTCU 

(Eng. VIN W, X) w/o Evaporative Emissions Control, Module 
Code TCU-Sell out reorder 953-0028 

(Eng. VIN W) w/ Evaporative Emissions Control, Module Code 
TCF 

(Eng. VIN W) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

(Eng. VIN W) w/o Evaporative Emissions Control, Module Code 
TCU 

(Eng. VIN W) w/o Evaporative Emissions Control, Module Code 
TCU - Sell out reorder 953-0028 

(Eng. VIN V) Check Eng. VIN, Classic Series w/ 78.0" Bed 
Length 

(Eng. VIN V) Check Eng. VIN, Classic Series w/ 96.0" Bed 
Length 

(Eng. VIN V) w/ 78.0" Bed Length 
(Eng. VIN V) w/96.0" Bed Length 

(Eng. VIN V) w/ Evaporative Emissions Control, Module Code 
TCF 


953-0018 


953-5054 


953-5057 


953-5126 

953-5130 

953-5126 

953-5130 

953-5124 

953-0011 


953-0011 


953-5103 


953-0028 


953-5126 

953-5130 

953-0011 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

90 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


953-5103 

953-0028 

953-5104 

953-5126 

953-5126 

953-5126 


953-5126 

953-5126 

953-5130 

953-5126 

953-5130 

953-0011 


SIERRA 1500 [continued] 

V8-4.8 2003-1999 (Eng. VIN V) w/ Evaporative Emissions Control, Module Code 953-5103 

TCF-Sell out reorder 953-0011 

V8-4.8 2003-1999 (Eng. VIN V)w/o Evaporative Emissions Control, Module Code 953-0028 

TCU 

V8-4.8 2003-1999 (Eng. VIN V)w/o Evaporative Emissions Control, Module Code 953-5104 

TCU - Sell out reorder 953-0028 

V8-5.3 2007-2005 (Eng. VINT) HYBRID 953-5126 

V8-5.3 2007 (Eng. VIN B) Check Eng. VIN, Gasoline Engine, Classic Series 953-5126 

V8-5.3 2007 (Eng. VINT) Check Eng. VIN, Gasoline Engine, Classic Series w/ 953-5126 

78.0" Bed Length 

V8-5.3 2007 (Eng. VINT) Check Eng. VIN, Gasoline Engine, Classic Series w/ 953-5130 

96.0" Bed Length 

V8-5.3 2006-2005 (Eng. VIN B) Check Eng. VIN, Gasoline Engine 953-5126 

V8-5.3 2006-2005 (Eng. VIN T) Check Eng. VIN, Gasoline Engine, w/ 78.0" Bed 953-5126 

Length 

V8-5.3 2006-2005 (Eng. VINT) Check Eng. VIN, Gasoline Engine, w/96.0" Bed 953-5130 

Length 

V8-5.3 2004 (Eng. VINT) Gasoline Engine, w/78.0" Bed Length 953-5126 

V8-5.3 2004 (Eng. VIN T) Gasoline Engine, w/ 96.0 Bed Length 953-5130 

V8-5.3 2003-2002 (Eng. VINT) w/Evaporative Emissions Control, Module Code 953-0011 

TCF, Exc. Flex Fuel 

V8-5.3 2003-2002 (Eng. VIN T)w/Evaporative Emissions Control, Module Code 953-5103 

TCF, Exc. Flex Fuel - Sell out reorder 953-0011 

V8-5.3 2003-2002 (Eng. VIN T) w/o Evaporative Emissions Control, Exc. Flex Fuel, 953-0028 

Module Code TCU 

V8-5.3 2003-2002 (Eng. VIN T) w/o Evaporative Emissions Control, Exc. Flex Fuel, 953-5104 

Module Code TCU - Sell out reorder 953-0028 

V8-5.3 2001-1999 (Eng. VIN T)w/Evaporative Emissions Control, Module Code 953-0011 

TCF 

V8-5.3 2001-1999 (Eng. VIN T)w/Evaporative Emissions Control, Module Code 953-5103 

TCF-Sell out reorder 953-0011 

V8-5.3 2001-1999 (Eng. VINT) w/o Evaporative Emissions Control, Module Code 953-0028 

TCU 

V8-5.3 2001-1999 (Eng. VINT) w/o Evaporative Emissions Control, Module Code 953-5104 

TCU-Sell out reorder953-0028 

V8-6.0 2007 (Eng. VIN N) Check Eng. VIN, Classic SLE& Classic SLTw/78.0" 953-5126 

Bed Length 

V8-6.0 2006-2005 (Eng. VIN N) SLE&SLT Models w/78.0" Bed Length 953-5126 

V8-6.0 2003-2002 (Eng. VIN U) Evaporative Emissions Control, Module Code TCF 953-5103 

-Sell out reorder953-0011 

V8-6.0 2003-2002 (Eng. VIN U)w/ Evaporative Emissions Control, Module Code 953-0011 

TCF 

V8-6.0 2003-2002 (Eng. VIN U) w/o Evaporative Emissions Control, Module Code 953-0028 

TCU 

V8-6.0 2003-2002 (Eng. VIN U) w/o Evaporative Emissions Control, Module Code 953-5104 

TCU - Sell out reorder 953-0028 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 91 

sin previo aviso. _ 
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953-5104 

953-5126 

953-5126 

953-5103 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

GMC [continued] 

SIERRA 1500 HD 

V8-6.0 

2007-2005 

(Eng. VIN U) w/ Evaporative Emissions Control 

953-5126 





V8-6.0 

2003-2001 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V8-6.0 

2003-2001 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V8-6.0 

2003-2001 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-6.0 

2003-2001 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 

953-5104 






V8-5.3 

2000-1999 

V8-5.3 

2000-1999 

V8-5.3 

2000-1999 

V8-5.3 

2000-1999 

V8-6.0 

2004 

V8-6.0 

2004 

V8-6.0 

2004 

V8-6.0 

2003 

V8-6.0 

2003 

V8-6.0 

2003 

V8-6.0 

2003 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 

V8-6.0 

2002 


| TCU-Sell out reorder 953-0028 

SIERRA 2500 

(Eng. VIN T) w/ Evaporative Emissions Control, Module Code 953-0011 
TCF 

(Eng. VIN T) w/ Evaporative Emissions Control, Module Code 953-5103 
TCF-Sell out reorder 953-0011 

(Eng. VIN T) w/o Evaporative Emissions Control, Module Code 953-0028 
TCU 

(Eng. VIN T) w/o Evaporative Emissions Control, Module Code 953-5104 
TCU-Sell out reorder953-0028 

(Eng. VIN U) w/ 78.0" Bed Length, w/ Evaporative Emissions 953-5126 
Control 

(Eng. VIN U) w/ 96.0" Bed Length, w/ Evaporative Emissions 953-5130 
Control 

(Eng. VIN U) w/ 96.0" Bed Length, w/o Evaporative Emissions 953-5131 
Control 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 953-0011 
TCF 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 953-5103 
TCF-Sell out reorder 953-0011 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 953-0028 
TCU 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 953-5104 
TCU - Sell out reorder 953-0028 

(Eng. VIN U) Bi-Fuel Engine, w/ Evaporative Emissions Control, 953-0011 
Module Code TCF 

(Eng. VIN U) Bi-Fuel Engine, w/ Evaporative Emissions Control, 953-5103 
Module Code TCF - Sell out reorder 953-0011 

(Eng. VIN U) Bi-Fuel Engine, w/o Evaporative Emissions 953-0028 

Control, Module Code TCU 

(Eng. VIN U) Bi-Fuel Engine, w/o Evaporative Emissions 953-5104 

Control, Module Code TCU - Sell out reorder 953-0028 

(Eng. VIN U) Gasoline Engine, w/ Evaporative Emissions 953-0011 

Control, Module Code TCF 

(Eng. VIN U) Gasoline Engine, w/ Evaporative Emissions 953-5103 

Control, Module Code TCF - Sell out reorder 953-0011 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

92 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

GMC [continued] 

SIERRA 2500 [continued] 

V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/o Evaporative Emissions 
Control, Module Code TCU 

953-0028 





V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/o Evaporative Emissions 
Control, Module Code TCU - Sell out reorder 953-0028 

953-5104 





V8-6.0 

2001-1999 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V8-6.0 

2001-1999 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V8-6.0 

2001-1999 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-6.0 

2001-1999 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU-Sell out reorder953-0028 

953-5104 







SIERRA 2500 HD 






V8-6.0 

2007 

(Eng. VIN U) Classic Series w/ 78.0" Bed Length, w/ 

Evaporative Emissions Control 

953-5126 





V8-6.0 

2007 

(Eng. VIN U) Classic Series w/ 96.0" Bed Length, w/ 

Evaporative Emissions Control 

953-5130 





V8-6.0 

2007 

(Eng. VIN U) Classic Series w/ 96.0" Bed Length, w/o 
Evaporative Emissions Control 

953-5131 





V8-6.0 

2006-2004 

(Eng. VIN U) w/ 78.0" Bed Length, w/ Evaporative Emissions 
Control 

953-5126 





V8-6.0 

2006-2004 

(Eng. VIN U) w/ 96.0" Bed Length, w/ Evaporative Emissions 
Control 

953-5130 





V8-6.0 

2006-2004 

(Eng. VIN U) w/ 96.0" Bed Length, w/o Evaporative Emissions 
Control 

953-5131 





V8-6.0 

2003 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V8-6.0 

2003 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V8-6.0 

2003 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-6.0 

2003 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU-Sell out reorder953-0028 

953-5104 





V8-6.0 

2002 

(Eng. VIN U) Bi-Fuel Engine, w/ Evaporative Emissions Control, 
Module Code TCF 

953-0011 





V8-6.0 

2002 

(Eng. VIN U) Bi-Fuel Engine, w/ Evaporative Emissions Control, 
Module Code TCF - Sell out reorder 953-0011 

953-5103 





V8-6.0 

2002 

(Eng. VIN U) Bi-Fuel Engine, w/o Evaporative Emissions 
Control, Module Code TCU 

953-0028 





V8-6.0 

2002 

(Eng. VIN U) Bi-Fuel Engine, w/o Evaporative Emissions 
Control, Module Code TCU - Sell out reorder 953-0028 

953-5104 





V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/ Evaporative Emissions 
Control, Module Code TCF 

953-0011 





V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/ Evaporative Emissions 
Control, Module Code TCF - Sell out reorder 953-0011 

953-5103 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios Q 3 

sin previo aviso. _ 
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APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

GMC [continued] 

SIERRA 2500 HD [continued] 

V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/o Evaporative Emissions 
Control, Module Code TCU 

953-0028 





V8-6.0 

2002 

(Eng. VIN U) Gasoline Engine, w/o Evaporative Emissions 
Control, Module Code TCU - Sell out reorder 953-0028 

953-5104 





V8-6.0 

2001 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V8-6.0 

2001 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V8-6.0 

2001 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-6.0 

2001 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU-Sell out reorder953-0028 

953-5104 





V8-8.1 

2007-2004 

(Eng. VIN G) w/ 78.0" Bed Length, w/ Evaporative Emissions 
Control 

953-5126 





V8-8.1 

2007-2004 

(Eng. VIN G) w/ 96.0" Bed Length, w/ Evaporative Emissions 
Control 

953-5130 





V8-8.1 

2007-2004 

(Eng. VIN G) w/ 96.0" Bed Length, w/o Evaporative Emissions 
Control 

953-5131 





V8-8.1 

2003-2001 

(Eng. VIN G) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V8-8.1 

2003-2001 

(Eng. VIN G) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V8-8.1 

2003-2001 

(Eng. VIN G) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-8.1 

2003-2001 

(Eng. VIN G) w/o Evaporative Emissions Control, Module Code 

953-5104 






V8-6.0 

2007-2004 

V8-6.0 

2007-2004 

V8-6.0 

2003-2001 

V8-6.0 

2003-2001 

V8-6.0 

2003-2001 

V8-6.0 

2003-2001 

V8-6.0 

2003-2001 

V8-6.0 

2003-2001 

V8-6.0 

2003-2001 

V8-8.1 

2007-2004 

V8-8.1 

2007-2004 


SIERRA 3500 

(Eng. VIN U) w/ 96.0" Bed Length, w/ Evaporative Emissions 
Control, Exc. Cab & Chassis 

(Eng. VIN U) w/ 96.0" Bed Length, w/o Evaporative Emissions 
Control, Exc. Cab & Chassis 

(Eng. VIN U) Cab & Chassis, Auxiliary Fuel Tank 
(Eng. VIN U) Cab & Chassis, Primary Fuel Tank, Calif. 

(Eng. VIN U) Cab & Chassis, Primary Fuel Tank, Exc. Calif. 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Cab & Chassis 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Cab & Chassis - Sell out reorder 953-0011 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU, Exc. Cab & Chassis 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU, Exc. Cab & Chassis - Sell out reorder 953-0028 

(Eng. VIN G) w/ 96.0" Bed Length, w/ Evaporative Emissions 
Control, Exc. Cab & Chassis 

(Eng. VIN G) w/ 96.0" Bed Length, w/o Evaporative Emissions 
Control, Exc. Cab & Chassis 


953-5069 

953-5070 

953-5070 

953-0011 

953-5103 

953-0028 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

94 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

GMC [continued] 

SIERRA 3500 [continued] 

V8-8.1 

2003-2001 

(Eng. VIN G) Cab & Chassis, Auxiliary Fuel Tank 

953-5069 





V8-8.1 

2003-2001 

(Eng. VIN G) Cab & Chassis, Primary Fuel Tank, Calif. 

953-5070 





V8-8.1 

2003-2001 

(Eng. VIN G) Cab & Chassis, Primary Fuel Tank, Exc. Calif. 

953-5070 





V8-8.1 

2003-2001 

(Eng. VIN G) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Cab & Chassis 

953-0011 





V8-8.1 

2003-2001 

(Eng. VIN G) w/ Evaporative Emissions Control, Module Code 
TCF, Exc. Cab & Chassis - Sell out reorder 953-0011 

953-5103 





V8-8.1 

2003-2001 

(Eng. VIN G) w/o Evaporative Emissions Control, Module Code 
TCU, Exc. Cab & Chassis 

953-0028 





V8-8.1 

2003-2001 

(Eng. VIN G) w/o Evaporative Emissions Control, Module Code 
TCU, Exc. Cab & Chassis - Sell out reorder 953-0028 

953-5104 







SIERRA C3 






V8-6.0 

2001 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF 

953-0011 





V8-6.0 

2001 

(Eng. VIN U) w/ Evaporative Emissions Control, Module Code 
TCF-Sell out reorder 953-0011 

953-5103 





V8-6.0 

2001 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU 

953-0028 





V8-6.0 

2001 

(Eng. VIN U) w/o Evaporative Emissions Control, Module Code 
TCU-Sell out reorder953-0028 

953-5104 







SONOMA 






L4-2.2 

2000 

(Eng. VIN 4) Exc. Flex Fuel 

953-0010 





L4-2.2 

2000 

(Eng. VIN 4) Exc. Flex Fuel - Sell out reorder 953-0010 

953-5034 





L4-2.2 

1999-1997 

(Eng. VIN 4) 

953-0010 





L4-2.2 

1999-1997 

(Eng. VIN 4) Sell out reorder 953-0010 

953-5034 





L4-2.2 

1996 

(Eng. VIN 4) 2WD, Module Code SFM or SFZ 

953-5015 





L4-2.2 

1995-1994 

(Eng. VIN 4) 



951-5003 

952-0060 


L4-2.5 

1993 

(Eng. VIN A) 



951-5017 

952-0060 


L4-2.5 

1992 

(Eng. VIN A) 



951-5017 

952-0094 


L4-2.5 

1992 

(Eng. VIN A) Sell out reorder 952-0094 




952-0059 


L4-2.5 

1991 

(Eng. VIN A, E) 



951-5017 

952-0094 


L4-2.5 

1991 

(Eng. VIN A, E) Sell out reorder 952-0094 




952-0059 


V6-2.8 

1993 

(Eng. VIN R) 



951-5017 

952-0060 


V6-2.8 

1992-1991 

(Eng. VIN R) 



951-5017 

952-0094 


V6-2.8 

1992-1991 

(Eng. VIN R) Sell out reorder 952-0094 




952-0059 


V6-4.3 

2004 

(Eng. VIN X) 

953-5135 





V6-4.3 

2003 

(Eng. VIN X) Crew Cab, w/o Robust Fuel System 

953-5107 





V6-4.3 

2003 

(Eng. VIN X) Exc. Crew Cab 

953-0036 





V6-4.3 

2003 

(Eng. VIN X) Exc. Crew Cab - Sell out reorder 953-0036 

953-5071 





V6-4.3 

2002 

(Eng. VIN W) Crew Cab 

953-0016 





V6-4.3 

2002 

(Eng. VIN W) Crew Cab - Sell out reorder 953-0016 

953-5094 





V6-4.3 

2002 

(Eng. VIN W) Extended Cab 

953-0036 





V6-4.3 

2002 

(Eng. VIN W) Extended Cab - Sell out reorder 953-0036 

953-5071 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios Q 5 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


_ SONOMA [continued] _ 

2002 (Eng. VIN W) Standard Cab w/108.3" Wheelbase 

2002 (Eng. VIN W) Standard Cab w/108.3" Wheelbase - Sell out 

reorder 953-0036 

2002 (Eng. VIN W) Standard Cab, Exc. 108.3" Wheelbase 

2002 (Eng. VIN W) Standard Cab, Exc. 108.3" Wheelbase - Sell out 

reorder 953-0016 

2001-2000 (Eng. VIN W) 

2001-2000 (Eng. VIN W) Sell out reorder 953-0016 
1999-1997 (Eng. VIN W, X) 

1999-1997 (Eng. VIN W, X) Sell out reorder 953-0016 
1996 (Eng. VIN W, X) 

1995-1992 (Eng. VIN W) Check Eng. VIN 
1995-1992 (Eng. VIN Z) Check Eng. VIN 
1991 (Eng. VIN Z) 

1991 (Eng. VIN Z) Sell out reorder 952-0094 

SYCLONE 

]m\ | (Eng. VIN Z) 

TYPHOON 

11993-1992 | (Eng. VIN Z) 

VI500 SUBURBAN 

1991-1990 I (Eng. VINK) ~~ _ ~~ 

1989-1987 (Eng. VINK) 

1989-1987 (Eng. VIN K) Sell out reorder 952-0094 

VI500 TRUCK 

1987 I (Eng. VIN Z) ~~ 

1987 (Eng. VIN Z) Sell out reorder 952-0094 

1987 (Eng. VIN H) 

1987 (Eng. VIN H) Sell out reorder 952-0094 

1987 (Eng. VINK) 

1987 (Eng. VIN K) Sell out reorder 952-0094 

V2500SUBURBAN 

1991-1990 I (Eng. VINK) 

1989-1987 (Eng. VINK) 

1989-1987 (Eng. VIN K) Sell out reorder 952-0094 

V2500 TRUCK 

1987 I (Eng. VINK) 

1987 (Eng. VIN K) Sell out reorder 952-0094 

V3500 TRUCK 

1991-1990 I (Eng. VINK) 

1989 (Eng. VINK) 

1989 (Eng. VIN K) Sell out reorder 952-0094 


953-0036 

953-5071 

953-0016 

953-5094 

953-0016 

953-5094 

953-0016 

953-5094 

953-5016 


951-5016 

951-5017 

951-5017 


951-5017 

951-5017 


951-5017 


951-5017 

951-5017 


952-0060 

952-0060 

952-0094 

952-0059 


951-5017 

951-5017 


952-0055 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 

952-0094 

952-0059 

952-0055 

952-0094 

952-0059 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

96 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 






APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


GMC [continued] 


V3500 TRUCK [continued] 

1988-1987 (Eng. VIN K) w/ FI 

1988- 1987 (Eng. VIN K) w/ FI - Sell out reorder 952-0094 

1991-1990 (Eng. VIN N) 

1989- 1987 (Eng. VIN N) w/FI 

1989-1987 (Eng. VIN N)w/FI-Sell out reorder952-0094 

YUKON 

2003-2000 (Eng. VIN V) Module Code TDB 

2003-2000 (Eng. VIN V) Module Code TDB - Sell out reorder 953-0030 

2003-2002 (Eng. VIN T) Module Code TDB, Exc. Flex Fuel 

2003-2002 (Eng. VIN T) Module Code TDB, Exc. Flex Fuel - Sell out reorder 

953-0030 

2001-2000 (Eng. VIN T) Module Code TDB 

2001-2000 (Eng. VIN T) Module Code TDB - Sell out reorder 953-0030 

2000 (Eng. VIN R) 

2000 (Eng. VIN R) Sell out reorder 953-0019 
1999-1998 (Eng. VIN R) Module Code GFU or GFV 

1999-1998 (Eng. VIN R) Module Code GFU or GFV - Sell out reorder 953- 


953-0030 

953-5111 

953-0030 

953-5111 

953-0030 

953-5111 

953-0019 

953-5046 

953-0019 

953-5046 


951-5017 

952-0094 


952-0059 

951-5017 

952-0055 

951-5017 

952-0094 


952-0059 


1997-1996 (Eng. VIN R) 2-Door 

1997-1996 (Eng. VIN R) 4-Door 953-0012 

1997-1996 (Eng. VIN R) 4-Door - Sell out reorder 953-0012 953-5041 

1995 (Eng. VIN K) Module Code TCA or TCE 953-5022 

1994-1992 (Eng. VINK) 

2003-2001 (Eng. VIN U) Module Code TDB 953-0030 

2003-2001 (Eng. VIN U) Module Code TDB - Sell out reorder 953-0030 953-5111 

_ YUKON XL 1500 __ 

2003-2002 I (Eng. VINT) Exc. Flex Fuel 953-0035 

2003-2002 (Eng. VIN T) Exc. Flex Fuel - Sell out reorder 953-0035 953-5105 

2001 (Eng. VIN T) Module Code TDC 953-0031 

2001 (Eng. VINT) Module Code TDC-Sell out reorder 953-0031 953-5059 

2003-2002 (Eng. VIN U) 953-0035 

2003-2002 (Eng. VIN U) Sell out reorder 953-0035 953-5105 

2001 (Eng. VIN U) Module Code TDC 953-0031 

2001 (Eng. VIN U) Module Code TDC -Sell out reorder 953-0031 953-5059 

YUKON XL 2500 

2007 (Eng. VIN K) Auxiliary Fuel Tank 953-5133 

2006-2004 (Eng. VIN U) Auxiliary Fuel Tank 953-5133 

2003-2002 (Eng. VIN U) Auxiliary Fuel Tank, w/ Evaporative Emissions 953-5119 


2003-2002 (Eng. VIN U) Auxiliary Fuel Tank, w/o Evaporative Emissions 953-5120 
Control 

2003-2002 (Eng. VIN U) Primary Fuel Tank 953-5106 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 97 

sin previo aviso. _ 

www.DensoAftermarket.com 






PENSO 


APPLICATIONS / APLICACIONES 


GMC [continued] 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


2001-2000 

2001-2000 

2001-2000 

2006-2004 

2003-2002 

2003-2002 

2003-2002 

2001 


YUKON XL 2500 [continued] __ 

(Eng. VIN U) Auxiliary Fuel Tank, w/ Evaporative Emissions 953-5065 
Control, Module Code TDD 

(Eng. VIN U) Auxiliary Fuel Tank, w/o Evaporative Emissions 953-5067 
Control, Module Code TDF 

(Eng. VIN U) Primary Fuel Tank, Module Code TDA 953-5060 

(Eng. VIN G) Auxiliary Fuel Tank 953-5133 

(Eng. VIN G) Auxiliary Fuel Tank, w/ Evaporative Emissions 953-5119 

Control 

(Eng. VIN G) Auxiliary Fuel Tank, w/o Evaporative Emissions 953-5120 
Control 

(Eng. VIN G) Primary Fuel Tank 953-5106 

(Eng. VIN G) Auxiliary Fuel Tank, w/ Evaporative Emissions 953-5065 
Control, Module Code TDD 

(Eng. VIN G) Auxiliary Fuel Tank, w/o Evaporative Emissions 953-5067 
Control, Module Code TDF 

(Eng. VIN G) Primary Fuel Tank, Module Code TDA 953-5060 


HONDA 



Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

98 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 







DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

HONDA i 

continued] 





CIVIC 

L4-1.3 

2005-2004 

(LDA1 Eng.) HYBRID, Exc. Calif 


950-0114 

951-0004 

952-0020 

954-2004 

L4-1.3 

2005-2003 

(LDA1 Eng.) HYBRID, Calif. 


950-0212 

951-0004 

952-0084 

954-2007 

L4-1.3 

2003 

(LDA1 Eng.) HYBRID, Exc. Calif. 


950-0114 

951-0004 

952-0020 

954-2004 

L4-1.5 

1995-1992 

(D15B7, D15B8, D15Z1 Eng.) 


950-0111 

951-0004 

952-0009 

954-2008 

L4-1.5 

1991-1989 

Exc. Wagon 


950-0185 

951-0010 

952-0048 

954-2008 

L4-1.5 

1991-1989 

Wagon 


950-0151 

951-0010 

952-0029 

954-2008 

L4-1.5 

1988 



950-0151 

951-0010 

952-0029 

954-2008 

L4-1.5 

1987-1985 

w/ FI, External Electric Pump 



951-3003 



L4-1.6 

2000-1999 

(B16A2, D16Y5, D16Y7, D16Y8 Eng.) 


950-0111 

951-0004 

952-0009 

954-2010 

L4-1.6 

1998 

(D16Y5, D16Y7, D16Y8 Eng.) 


950-0111 

951-0004 

952-0009 

954-2010 

L4-1.6 

1997-1996 

(D16Y5, D16Y7, D16Y8 Eng.) 


950-0111 

951-0004 

952-0009 

954-2008 

L4-1.6 

1995-1992 

(D16Z6 Eng.) 


950-0111 

951-0004 

952-0009 

954-2008 

L4-1.6 

1991-1989 

(D16A6 Eng.) FWD 


950-0185 

951-0010 

952-0048 

954-2008 

L4-1.6 

1991-1988 

(D16A6 Eng.)4WD 


950-0151 

951-0010 

952-0029 

954-2008 

L4-1.7 

2005-2001 

(D17A1, D17A2, D17A6 Eng.) 


950-0114 

951-0004 

952-0020 

954-2004 

L4-1.8 

2011-2006 

(R18A1 Eng.) 


950-0220 

951-0022 

952-0087 


L4-2.0 

2011-2006 

(K20Z3 Eng.) 


950-0220 

951-0022 

952-0087 


L4-2.0 

2005-2002 

(K20A3 Eng.) 


950-0114 

951-0004 

952-0020 




CIVIC DEL SOL 





L4-1.5 

1995-1993 

(D15B7 Eng.) 


950-0189 

951-0004 

952-0024 

954-2008 

L4-1.6 

1997-1996 

(B16A2, D16Y7, D16Y8 Eng.) 


950-0189 

951-0004 

952-0024 

954-2008 

L4-1.6 

1995-1994 

(B16A3, D16Z6 Eng.) 


950-0189 

951-0004 

952-0024 

954-2008 

L4-1.6 

1993 

(D16Z6 Eng.) 


950-0189 

951-0004 

952-0024 

954-2008 



CR-V 





L4-2.0 

2001-1999 

(B20Z2 Eng.) 


950-0198 

951-0004 

952-0054 

954-2009 

L4-2.0 

1998-1997 

(B20B4 Eng.) 


950-0198 

951-0004 

952-0054 

954-2009 

L4-2.4 

2011-2010 

(K24Z6 Eng.) Japan Built 


950-0221 

951-0022 

952-0091 


L4-2.4 

2009-2007 

(K24Z1 Eng.) Japan Built 


950-0221 

951-0022 

952-0091 


L4-2.4 

2006-2005 

(K24A1 Eng.) 


950-0116 

951-0005 

952-0022 

954-2002 

L4-2.4 

2004-2002 

(K24A1 Eng.) 


950-0116 

951-0005 

952-0022 




CRX 





L4-1.5 

1991-1990 

(D15B2, D15B6 Eng.) 


950-0185 

951-0010 

952-0048 

954-2008 

L4-1.5 

1989-1988 



950-0185 

951-0010 

952-0048 

954-2008 

L4-1.6 

1991-1988 

(D16A6 Eng.) 


950-0185 

951-0010 

952-0048 

954-2008 



ELEMENT 





L4-2.4 

2011-2007 

(K24A8 Eng.) 


950-0221 

951-0022 

952-0091 


L4-2.4 

2006 

(K24A4 Eng.) 


950-0221 

951-0022 

952-0091 


L4-2.4 

2005-2003 

(K24A4 Eng.) 


950-0221 

951-0022 

952-0091 

954-2004 



FIT 





L4-1.5 

2008-2007 

(L15A1 Eng.) 


950-0213 

951-0004 

952-0085 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 99 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


HONDA [continued] 


2003-2000 


INSIGHT 

| (ECA1 Eng.) HYBRID 

ODYSSEY 


950-0211 


951-0004 


952-0082 


PASSPORT 


HYUNDAI 


954-2004 


L4-2.2 

1997-1995 

(F22B6 Eng.) 


950-0111 

951-0004 

952-0009 

954-2008 

L4-2.3 

1998 

(F23A7 Eng.) 


950-0111 

951-0004 

952-0009 

954-2010 

V6-3.5 

2010-2005 

(J35A6&J35A7 Eng.) 


950-0216 

951-0018 

952-0089 


V6-3.5 

2004-2002 

(J35A4 Eng.) 


950-0116 

951-0005 

952-0022 

954-2003 

V6-3.5 

2001-1999 

(J35A1 Eng.) 


950-0116 

951-0005 

952-0022 

954-2003 


L4-2.6 

1996-1994 

(4ZE1 Eng.) 

950-0120 

951-0007 

952-0003 

954-2012 

V6-3.2 

2002-2001 

(6VD1 Eng.) 

953-3077 




V6-3.2 

2000-1998 

(6VD1 Eng.) 

953-3076 




V6-3.2 

1997-1994 

(6VD1 Eng.) 

950-0120 

951-0007 

952-0003 

954-2012 

PILOT 

V6-3.5 

2008-2006 

(J35A9J35Z1 Eng.) 

950-0233 

951-0025 

952-0091 


V6-3.5 

2005 

(J35A6 Eng.) 

950-0233 

951-0025 

952-0091 


V6-3.5 

2004-2003 

(J35A4 Eng.) 

950-0116 

951-0005 

952-0022 

954-2003 



PRELUDE 






L4-2.0 

1991-1988 

(B20A5 Eng.) w/ FI 



951-0010 


954-2011 

L4-2.0 

1987-1985 

w/ FI, External Electric Pump 



951-3003 



L4-2.1 

1991-1990 

(B21A1 Eng.) 



951-0010 


954-2011 

L4-2.2 

2001-1997 

(H22A4 Eng.) 


950-0160 

951-0005 

952-0001 

954-2010 

L4-2.2 

1996-1993 

(F22A1, H22A1 Eng.) 



951-0010 


954-2008 

L4-2.2 

1992 

(F22A1 Eng.) 



951-0010 


954-2008 

L4-2.3 

1996-1995 

(H23A1 Eng.) 



951-0010 


954-2008 

L4-2.3 

1994-1992 

RIDGELINE 



951-0010 


954-2008 

V6-3.5 

2012-2009 

(J35Z5 Eng.) 


950-0233 

951-0025 

952-0091 


V6-3.5 

2008-2006 

(J35A9 Eng.) 


950-0233 

951-0025 

952-0091 


S2000 

L4-2.0 

2003-2000 

(F20C1 Eng.) 


950-0161 

951-0005 

952-0019 

954-2005 

L4-2.2 

2009-2006 

(F22C1 Eng.) 


950-0215 

951-0018 

952-0083 

954-2007 

L4-2.2 

2005-2004 

(F22C1 Eng.) 


950-0161 

951-0005 

952-0019 

954-2005 

HUMMER 

H2 

V8-6.0 

2003 

(Eng. VIN U) 

953-5117 






ACCENT 

L4-1.5 

1999-1995 

(Eng. VIN N) 


950-0193 

951-0007 

952-0050 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
100 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 
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Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

HYUNDA 

1 [continued] 




ACCENT [continued] 

L4-1.6 

2011-2006 

(Eng. VINC) 



951-0007 





ELANTRA 




L4-1.6 

1995-1992 

(Eng. VIN R) 


950-0125 

951-0007 

952-0012 


L4-1.8 

1998-1996 

(Eng.VINM) 


950-0193 

951-0007 

952-0050 


L4-1.8 

1995-1993 

(Eng. VIN M) 


950-0125 

951-0007 

952-0012 


L4-2.0 

2012-2011 

(Eng. VINE) 



951-0007 



L4-2.0 

2010-2009 

(Eng. VIN D, E) 



951-0007 



L4-2.0 

2008-2006 

(Eng. VIN D) 



951-0007 



L4-2.0 

2005-2004 




951-0007 



L4-2.0 

2003 

(G4CP Eng.) Calif. 



951-0007 



L4-2.0 

2003 

(G4CP Eng.) Exc. Calif. 


950-0193 

951-0007 

952-0050 


L4-2.0 

2002-1999 

(G4CP Eng.) 


950-0193 

951-0007 

952-0050 




EXCEL 




L4-1.5 

1994-1990 

(Eng. VIN J) w/ 11mm Fuel Pump Inlet 


950-0127 

951-0007 

952-0016 


L4-1.5 

1993 

(Eng. VIN J) w/ 22mm Fuel Pump Inlet, To 03/20/93 


950-3023 




L4-1.5 

1992-1990 

(Eng. VIN J) w/ 22mm Fuel Pump Inlet 


950-3023 






SANTA FE 




L4-2.4 

2004-2001 




951-0008 



V6-2.7 

2006 

(Eng. VIN D) 



951-0008 



V6-2.7 

2005-2001 




951-0008 



V6-3.5 

2006 

(Eng. VINE) 



951-0008 



V6-3.5 

2005-2003 




951-0008 





SCOUPE 




L4-1.5 

1995-1994 

(Eng. VIN J, N) 


950-0127 

951-0007 

952-0016 


L4-1.5 

1993 

(Eng. VIN J,N) w/ 11mm Fuel Pump Inlet 


950-0127 

951-0007 

952-0016 


L4-1.5 

1993 

(Eng. VIN J, N) w/ 22mm Fuel Pump Inlet 


950-3023 




L4-1.5 

1992-1991 

(Eng. VIN J) w/ 11mm Fuel Pump Inlet 


950-0127 

951-0007 

952-0016 


L4-1.5 

1992-1991 

(Eng. VIN J) w/ 22mm Fuel Pump Inlet 


950-3023 






SONATA 




L4-2.0 

1998-1996 

(Eng. VIN F) 


950-0123 

951-0007 

952-0008 


L4-2.0 

1995-1992 

(Eng. VIN F) 


950-0125 

951-0007 

952-0012 


L4-2.4 

2009-2006 

(Eng. VINC) 



951-0007 



L4-2.4 

2005-2004 




951-0007 



L4-2.4 

2003 

(Eng. VIN S) 



951-0007 



L4-2.4 

2002 

(Eng. VIN S) From 07/11/2002 



951-0007 



L4-2.4 

2002 

(Eng. VIN S) To 07/11/2002 


950-0193 

951-0007 

952-0050 


L4-2.4 

2001-1999 

(Eng. VIN S) 


950-0193 

951-0007 

952-0050 


L4-2.4 

1991-1989 

(Eng. VIN S) w/llmm Fuel Pump Inlet 


950-0120 

951-0007 

952-0003 


L4-2.4 

1991-1989 

(Eng. VIN S) w/22mm Fuel Pump Inlet 


950-3021 




V6-2.5 

2001-1999 

(Eng. VIN V) 


950-0193 

951-0007 

952-0050 


V6-2.7 

2005-2002 




951-0007 




Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 101 

sin previo aviso. _ 

www.DensoAftermarket.com 






DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


HYUNDAI [continued] 


SONATA [continued] 


V6-3.0 

1998-1996 

(Eng. VINT) 


950-0123 

951-0007 

952-0008 


V6-3.0 

V6-3.0 

V6-3.0 

1995-1992 

1991-1990 

1991-1990 

(Eng. VINT) 

(Eng. VINT) w/llmm Fuel Pump Inlet 
(Eng. VIN T) w/ 22mm Fuel Pump Inlet 

TIBURON 


950-0125 

950-0120 

950-3021 

951-0007 

951-0007 

952-0012 

952-0003 


L4-1.8 

1997 

(Eng. VIN M) 


950-0193 

951-0007 

952-0050 



2008-2006 

2005-2003 

2001-1997 

2008-2006 

2005-2003 

2009-2006 

2005 

2009-2006 

2005 


2005-2004 

2003 

2003 

2002 


(Eng. VIN D) 

(Eng. VIN F) 
(Eng. VIN F) 

TUCSON 

(Eng. VIN B) 

(Eng. VIN D) 

XG300 

XG350 

From 10/01/02 
To 10/01/02 


INFINITI 


950-0193 


950-0193 

950-0193 


951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 


952-0050 


952-0050 

952-0050 


G20 

L4-2.0 

2001 

(SR20DE Eng.) To 12/00 

950-7005 

L4-2.0 

2000-1999 

(SR20DE Eng.) 

950-7005 

L4-2.0 

1996-1995 

(SR20DE Eng.) 

951-0007 

L4-2.0 

1994 

(SR20DE Eng.) From 01/94 

951-0007 

G35 

V6-3.5 

2004 

(VQ35DE Eng.) Sedan 

950-0169 951-0008 952-0024 

V6-3.5 

2003 

(VQ35DE Eng.) 

950-0169 951-0008 952-0024 

130 

V6-3.0 

2001-2000 

(VQ30DE Eng.) 

950-7003 

V6-3.0 

1999-1996 

(VQ30DE Eng.) 

950-7004 



135 


V6-3.5 

2004-2002 

(VQ35DE Eng.) 

950-0169 951-0008 952-0024 



QX4 


V6-3.3 

2000-1999 

(VG33E Eng.) 

950-7001 

V6-3.3 

1998 

(VG33E Eng.) 

950-7002 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
102 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 






DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

INFINITI j 

[continued] 





QX4 [continued] 

V6-3.3 

1997 

(VG33E Eng.) 


950-7005 




V6-3.5 

2003-2001 

(VQ35DE Eng.) 


950-7001 




ISUZU 

ASCENDER 

L6-4.2 

2007 

(Eng. VINS) 

953-3052 





L6-4.2 

2006-2005 

(Eng. VIN S) w/113.0" Wheelbase 

953-3052 





L6-4.2 

2006-2005 

(Eng. VIN S) w/129.0" Wheelbase 

953-3053 





V8-5.3 

2006-2005 

(Eng. VIN M) w/113.0" Wheelbase 

953-3052 





V8-5.3 

2006-2005 

(Eng. VIN M) w/129.0" Wheelbase 

953-3053 







AXIOM 





V6-3.5 

2003-2002 

(Eng. VIN X) 

953-3077 





V6-3.5 

2003-2002 

(Eng. VIN X) Sell out reorder 953-3077 

953-5109 







IMPULSE 





L4-1.6 

1992 

(Eng. VIN 4) 


950-0120 

951-0007 

952-0003 


L4-1.6 

1991 

(Eng. Vin 4,5) 


950-0120 

951-0007 

952-0003 


L4-1.6 

1990 

(Eng. VIN 5) 


950-0120 

951-0007 

952-0003 


L4-1.8 

1992 

(Eng. VIN 8) 


950-0120 

951-0007 

952-0003 




OASIS 





L4-2.2 

1997-1996 

(Eng. VIN 4) 


950-0111 

951-0004 

952-0009 


L4-2.3 

1999 

(F23A7 Eng.) 


950-0162 

951-0007 

952-0009 


L4-2.3 

1998 



950-0162 

951-0007 

952-0009 




RODEO 





L4-2.2 

2003-1998 

(X22SE Eng.) 

953-3076 





L4-2.6 

1997-1996 

(Eng. VINE) 


950-0120 

951-0007 

952-0003 


L4-2.6 

1995 

(Eng. VINE) From 04/95 


950-0120 

951-0007 

952-0003 


V6-3.2 

2004-2002 

(6VD1 Eng.) 4-Door - Sell out reorder 953-3077 

953-5109 





V6-3.2 

2004-2001 

(6VD1 Eng.) 4-Door 

953-3077 





V6-3.2 

2000-1998 

(6VD1 Eng.) 

953-3076 





V6-3.2 

1997 

(Eng. VIN V) From 07/97 

953-3076 





V6-3.2 

1997 

(Eng. VIN V) To 06/97 


950-0120 

951-0007 

952-0003 


V6-3.2 

1996-1993 

(Eng. VIN V) 


950-0120 

951-0007 

952-0003 


V6-3.5 

2004 

(6VE1 Eng.) 

953-3077 





V6-3.5 

2004 

(6VE1 Eng.) Sell out reorder 953-3077 

953-5109 







RODEO SPORT 





V6-3.2 

2003-2002 

(6VD1 Eng.) 

953-3078 





V6-3.2 

2001 

(6VD1 Eng.) 

953-3077 







STYLUS 





L4-1.6 

1993-1992 

(Eng. VIN 6) 


950-0120 

951-0007 

952-0003 


L4-1.6 

1991 

(Eng. VIN 5,6) 


950-0120 

951-0007 

952-0003 


L4-1.8 

1992 

(Eng. VIN 8) 


950-0120 

951-0007 

952-0003 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 103 

sin previo aviso. _ 

www.DensoAftermarket.com 







DEWSQ 


APPLICATIONS / APLICACIONES 


ISUZU [continued] 


JAGUAR 


L6-3.6 1989 

L6-3.6 1988 

L6-4.0 1997 

L6-4.0 1996 

L6-4.0 1995 

L6-4.0 1994 

L6-4.0 1993-1991 

L6-4.0 1993-1990 

L6-4.2 1987-1983 

L6-4.2 1982 

V8-4.0 2000 

V8-4.0 1999-1998 

L6-3.6 11989 
L6-3.6 1988 

L6-4.0 1997 

L6-4.0 1996 

L6-4.0 1995 

L6-4.0 1994-1993 

L6-4.0 1992-1991 


VANDEN PLAS 

(Eng. VIN 5) External Electric Pump 
(Eng. VIN 5,6) External Electric Pump 
(Eng. VIN 2) 

(Eng. VIN 2,7) 

(Eng. VIN 7) 

(Eng. VIN 7) 

(Eng. VIN 7) In Tank Pump 
(Eng. VIN 7) External Electric Pump 
(Eng. VIN 3) External Electric Pump 
(Eng. VIN 2,3) External Electric Pump 
(Eng. VIN B, C) 

XJ6 

(Eng. VIN 5) External Electric Pump 
(Eng. VIN 5,6) External Electric Pump 
(Eng. VIN 2) 

(Eng. VIN 2,7) 

(Eng. VIN 7) 

(Eng. VIN 7) 

(Eng. VIN 7) In Tank Pump 


950-0172 

950-0172 

950-0172 

950-3015 

950-3015 


950-0172 

950-0172 


950-0172 

950-0172 

950-0172 

950-3015 

950-3015 


951-3002 

951-3002 

951-0008 

951-0008 

951-0008 


951-3002 

951-3001 

951-3001 

951-0008 

951-0008 

951-3002 

951-3002 

951-0008 

951-0008 

951-0008 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


TROOPER 

V6-3.2 

1997-1996 

(Eng. VIN V) 950-0120 

951-0007 

952-0003 

V6-3.2 

1995-1994 

(Eng. VIN V, W) 950-0120 

951-0007 

952-0003 

V6-3.5 

2002-1998 

(6VE1 Eng.) 950-0130 

951-0008 

952-0003 



VEHICROSS 



V6-3.5 

2001-1999 

(6VE1 Eng.) 950-0130 

951-0008 

952-0003 


952-0044 

952-0044 

952-0044 


952-0044 

952-0044 


952-0044 

952-0044 

952-0044 


L6-4.0 

L6-4.2 

L6-4.2 

L6-4.2 

1992-1990 

1987-1983 

1982-1981 

1980 

(Eng. VIN 7) External Electric Pump 
(Eng. VIN 3) External Electric Pump 
(Eng. VIN 2,3) External Electric Pump 
(Eng. VIN N) External Electric Pump 

XJ8 



951-3002 

951-3001 

951-3001 

951-3001 



V8-4.0 

V8-4.0 

1999 

1998 

(Eng. VIN 2) 


950-0172 

950-0172 

951-0008 

951-0008 

952-0044 

952-0044 


XJ12 

VI2-6.0 

VI2-6.0 

VI2-6.0 

1996-1995 

1994 

1994 

(Eng. VIN 3) 

(Eng. VIN 3) Left Fuel Tank 
(Eng. VIN 3) Right Fuel Tank 


950-0172 

950-3015 

950-3015 

951-0008 

952-0044 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
104 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 







DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

JAGUAR 

[continued] 




XJR 

L6-4.0 

1997-1995 

(Eng. VIN1) 


950-0172 

951-0008 

952-0044 


V8-4.0 

1999-1998 



950-0172 

951-0008 

952-0044 




XJS 




L6-4.0 

1996-1995 

(Eng. VIN 7) 


950-0172 

951-0008 

952-0044 


L6-4.0 

1994-1993 

(Eng. VIN 7) 


950-3015 




V12-5.3 

1992-1982 

(Eng. VIN 8) External Electric Pump 



951-3001 



V12-5.3 

1980 

(Eng. VIN V) External Electric Pump 



951-3001 



VI2-6.0 

1995 

(Eng. VIN 3) 


950-0172 

951-0008 

952-0044 


VI2-6.0 

1994 

(Eng. VIN 3) Left Fuel Tank 


950-3015 




VI2-6.0 

1994 

(Eng. VIN 3) Right Fuel Tank 


950-3015 






XK8 




V8-4.0 

1999 

Early Model 


950-0172 

951-0008 

952-0044 


V8-4.0 

1998-1997 



950-0172 

951-0008 

952-0044 


JEEP 

CHEROKEE 

L4-2.5 

2000-1997 

(Eng. VIN P) 


950-0199 




L4-2.5 

1996-1994 

(Eng. VIN P) 


950-0167 

951-0008 

952-0011 


L4-2.5 

1993-1991 

(Eng. VIN P) w/Walbro Pump 


950-3024 




L4-2.5 

1990-1989 

(Eng. VINE) 


950-3004 




L4-2.5 

1988-1986 

(Eng. VIN H) 


950-3004 




L6-4.0 

2001-1997 

(Eng. VIN S) 


950-0199 




L6-4.0 

1996-1994 

(Eng. VIN S) 


950-0167 

951-0008 

952-0011 


L6-4.0 

1993-1991 

(Eng. VIN S) w/ Walbro Pump 


950-3024 




L6-4.0 

1990-1989 

(Eng. VIN L) w/Walbro Pump 


950-3024 




L6-4.0 

1988-1987 

(Eng. VIN M)w/Walbro Pump 


950-3024 






COMANCHE 




L4-2.5 

1992-1991 

(Eng. VIN P) w/Walbro Pump 


950-3024 




L4-2.5 

1990-1989 

(Eng. VINE) 


950-3004 




L4-2.5 

1988-1986 

(Eng. VIN H) 


950-3004 




L6-4.0 

1992-1991 

(Eng. VIN S) w/ Walbro Pump 


950-3024 




L6-4.0 

1990-1989 

(Eng. VIN L)w/Walbro Pump 


950-3024 




L6-4.0 

1988-1987 

(Eng. VIN M) w/ Walbro Pump 


950-3024 






COMMANDER 




V6-3.7 

2008-2006 

(Eng. VINK) 

953-3061 

950-3029 




V8-4.7 

2008-2006 

(Eng. VIN N) Exc. Flex Fuel 

953-3061 

950-3029 




V8-5.7 

2008-2006 

(Eng. VIN 2) 

953-3061 

950-3029 






GRAND CHEROKEE 




L6-4.0 

2004-1997 

(Eng. VIN S) 


950-0199 




L6-4.0 

1996 

(Eng. VIN S) 

953-3048 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 105 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


JEEP [continued] 


1995 

1994-1993 

2008-2005 

2008-2007 

2006-2005 

2004-2002 

2001-1999 

1998-1997 

1996 
1995 

1994-1993 

2008-2005 

1998 

2008-2006 


2005 

2007-2005 

1987- 1986 
1990-1989 

1988- 1987 

2006-2005 

2004-2003 

2002-1997 

1995-1991 

1990-1989 

1988-1987 

2006-2005 

2004-1997 

1995-1991 


KIA 


GRAND CHEROKEE [continued] 

(Eng. VINS) 

(Eng. VINS) 

(Eng. VINK) 

(Eng. VIN N) Exc. Flex Fuel 
(Eng. VIN N) 

(Eng. VIN J, N) 

(Eng. VIN N) 

(Eng. VIN Y) 

(Eng. VIN Y) 

(Eng. VIN Y) 

(Eng. VIN Y) 

(Eng. VIN 2) 

(Eng. VIN Z) 

(Eng. VIN 3) 

GRAND WAGONEER 

| (Eng. VIN Y) 

LIBERTY _ 

(Eng. VIN 1) 

(Eng. VINK) 

WAGONEER 

(Eng. VIN H) 

(Eng. VIN L) w/Walbro Pump 
(Eng. VIN M) w/ Walbro Pump 
WRANGLER 
(Eng. VIN 1) 

(Eng. VIN 1) 

(Eng. VIN P) 

(Eng. VIN P) 

(Eng. VINE) 

(Eng. VIN H) 

(Eng. VINS) 

(Eng. VINS) 

(Eng. VINS) 


953-3017 

953-3016 

953-3061 

953-3061 

953-3061 


953-3048 

953-3017 

953-3016 

953-3061 

953-3061 


953-3060 

953-3060 


950-3029 

950-3029 

950-3029 

950-0199 

950-0199 

950-0199 


950-3029 

950-0199 

950-3029 


950-3028 

950-3028 

950-3004 

950-3024 

950-3024 

950-3028 

950-0199 

950-0199 

950-0167 

950-3004 

950-3004 

950-3028 

950-0199 

950-0167 


OPTIMA 

L4-2.4 

L4-2.4 

2010-2009 

2008-2007 

(Eng. VIN 8) 

(Eng. VIN 3) 



951-0007 

951-0007 



L4-2.4 

L4-2.4 

V6-2.5 

2006 

2005-2001 

2001 

(Eng. VIN 3,6) 

(Eng. VIN 6) 



951-0007 

951-0007 

951-0007 




Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
106 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 







APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

KIA 

[continued] 






OPTIMA [continued] 

V6-2.7 

2006 

(Eng. VIN8) Check Eng. VIN 



951-0007 



V6-2.7 

2005-2002 

(Eng. VIN8) 



951-0007 





RIO 






L4-1.6 

2009-2008 

(Eng. VIN 3) 



951-0007 



L4-1.6 

2007-2006 

RI05 



951-0007 



L4-1.6 

2009-2008 

(Eng. VIN 3) 



951-0007 



L4-1.6 

2007-2006 




951-0007 



RONDO 


2010 

2009 

2008-2007 


(Eng. VIN8) Check Eng. 
(Eng. VIN8) 

(Eng. VIN5) 

SEPHIA 


SPORTAGE 


LEXUS 


ES250 

V6-2.5 11991-1990 | (2VZFE Eng.) 

ES300 


951-0007 

951-0007 

951-0007 


L4-1.6 

L4-1.6 

L4-1.6 

L4-1.8 

1997-1996 

1995 

1994 

1997-1995 

(Eng. VIN 3,4) 

(Eng. VIN 1,3) 

(Eng. VIN 1) 

(Eng. VIN 5) 


950-0134 

950-0134 

950-0134 

950-0134 

951-0007 

951-0007 

951-0007 

951-0007 

952-0037 

952-0037 

952-0037 

952-0037 


SPECTRA 

L4-2.0 

L4-2.0 

2009-2008 

2007 

(Eng. VIN 1,2) 

SPECTRA5 



951-0007 

951-0007 



L4-2.0 

2009-2008 

(Eng. VIN 1,2) 



951-0007 



L4-2.0 

2007 




951-0007 




2010 

(Eng. VIN 2,4) 


951-0007 

2009 

(Eng. VIN 4) 


951-0007 

2008-2005 



951-0007 

1995 

(Eng. VIN 1,3) 


950-0135 951-0007 952-0039 

2010-2009 

(Eng. VIN 3) 


951-0007 

2008-2005 



951-0007 


950-0147 


951-0012 


952-0036 


954-0005 


V6-3.0 

2003-2002 

(1MZFE Eng.) 


950-0132 

951-0002 

952-0018 

954-0015 

V6-3.0 

2001-1999 

(1MZFE Eng.) 


950-0132 

951-0002 

952-0018 

954-0014 

V6-3.0 

1998-1997 

(1MZFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0014 

V6-3.0 

1996-1994 

(1MZFE Eng.) 


950-0102 

951-0001 

952-0015 

954-0019 

V6-3.0 

1993-1992 

(3VZFE Eng.) 


950-0102 

951-0001 

952-0015 

954-0019 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 107 

sin previo aviso. _ 
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PENSO 


APPLICATIONS / APLICACIONES 


LEXUS [continued] 


ES330 

12006-2004 | (3MZFE Eng.) 

ES350 

12012-2007 | (2GRFE Eng.) 

GS300 

2005-1998 (2JZGE Eng.) 

1997-1993 (2JZGE Eng.) 

GS400 

12000-1998 | (1UZFE Eng.) 

GS430 

12005-2001 | (3UZFE Eng.) 

GX470 

2009-2006 (2UZFE Eng.) 

2005 (2UZFE Eng.) From 11/2004 
2005 (2UZFE Eng.) To 11/2004 
2004-2003 (2UZFE Eng.) 

IS300 

12005-2001 | (2JZGE Eng.) 

LS400 

12000-1990 | (1 UZFE Eng.) 

LS430 


1997-1996 


LX450 

| (1FZFE Eng.) 

LX470 


2003-1999 


RX300 

| (1MZFE Eng.) 

RX330 


2009-2007 


2008-2006 


RX350 

| (2GRFE Eng.) 

RX400H 

| (3MZFE Eng.) (HYBRID) 

SC300 


950-0132 


950-0107 

950-0109 


950-0206 

950-0206 

950-0226 

950-0226 

950-0107 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


951-0002 | 952-0018 | 954-0015 

951-0002 | 952-0018 | 954-0015 

951-0003 952-0006 954-0015 

951-0003 952-0008 954-0018 

951-0003 ( 952-0006 | 954-0015 

951-0003 I 952-0006 I 954-0015 


951-0024 952-0086 

951-0024 952-0086 

951-0003 ( 952-0006 | 954-0015 

951-0013 I 952-0036 I 954-0018 


2003 

(3UZFE Eng.) To 07/03 

950-0107 

951-0003 

952-0006 

2002-2001 

(3UZFE Eng.) 

950-0107 

951-0003 

952-0006 


951-0003 952-0030 954-0019 


V8-4.7 

2005 

(2UZFE Eng.) To 05/05 

950-0110 

951-0003 

952-0011 

954-0015 

V8-4.7 

2004-1998 

(2UZFE Eng.) 

950-0110 

951-0003 

952-0011 

954-0015 


951-0002 952-0007 954-0015 


2006-2004 

(3MZFE Eng.) Exc. Japan Built 

950-0224 

951-0023 

952-0090 

2006-2004 

(3MZFE Eng.) Japan Built 

950-0223 

951-0023 

952-0086 


950-0106 


951-0002 952-0007 954-0016 


L6-3.0 

2000-1993 

(2JZGE Eng.) 

950-0109 

951-0003 

952-0008 

954-0018 

L6-3.0 

1992 

(2JZGE Eng.) 

950-0110 

951-0003 

952-0011 

954-0018 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
108 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


LEXUS [continued] 


SC400 

V8-4.0 

2000-1993 

(1UZFE Eng.) 


950-0109 

951-0003 

952-0008 

954-0018 

V8-4.0 

1992 

(1UZFE Eng.) 


950-0110 

951-0003 

952-0011 

954-0018 



SC430 





V8-4.3 

2010-2007 

(3UZFE Eng.) 


950-0107 

951-0003 

952-0006 

954-0016 

V8-4.3 

2006 

(3UZFE Eng.) From 07/05 


950-0107 

951-0003 

952-0006 

954-0016 

V8-4.3 

2006 

(3UZFE Eng.) To 08/05 


950-0107 

951-0003 

952-0006 

954-0015 

V8-4.3 

2005-2002 

(3UZFE Eng.) 


950-0107 

951-0003 

952-0006 

954-0015 


LINCOLN 


BLACKWOOD 

V8-5.4 

2002 

(Eng. VIN A) 

CONTINENTAL 


950-0172 

951-0008 

952-0044 


V6-3.8 

V8-4.6 

V8-5.0 

V8-5.0 

1994-1988 

1997-1995 

1987-1985 

1984-1983 

(Eng. VIN 4) 

(Eng. VIN V) 

(Eng. VIN F) 

(Eng. VIN F) External Electric Pump 


950-0197 

950-0184 

950-3005 

951-0016 

951-0009 

951-3000 

952-0053 

952-0049 



_ MARK VI _ 

11981 | (Eng. VIN F) External Electric Pump 

_ MARK VII _ 

1992-1988 I (Eng. VINE) 

1987-1985 (Eng. VIN F, M) 

1984 (Eng. VIN F) External Electric Pump 

MARK VIII 


951-3000 


950-3005 

950-3005 


1996-1993 

(Eng. VIN V) 


950-0144 

951-0009 

952-0025 

NAVIGATOR 

2002-2001 

(Eng. VIN R) 2WD 


950-0143 

951-0008 

952-0032 

2002-2001 

(Eng. VIN R) 4WD 


950-0143 

951-0008 

952-0032 

2001-2000 

(Eng. VIN A) 2WD 


950-0143 

951-0008 

952-0032 

2001-2000 

(Eng. VIN A) 4WD 


950-0143 

951-0008 

952-0032 

1999 

(Eng. VIN A) DOHC Engine, w/2WD 


950-0143 

951-0008 

952-0032 

1999 

(Eng. VIN A) DOHC Engine, w/4WD 


950-0143 

951-0008 

952-0032 

1999 

(Eng. VIN L) SOHC Engine, w/2WD 


950-0143 

951-0008 

952-0032 

1999 

(Eng. VIN L) SOHC Engine, w/4WD 


950-0143 

951-0008 

952-0032 

1998 

(Eng. VIN L) 2WD 


950-0143 

951-0008 

952-0032 

1998 

(Eng. VIN L) 4WD 


950-0143 

951-0008 

952-0032 


TOWN CAR 




2002-2001 

(Eng. VIN W) 


950-0172 

951-0008 

952-0044 

2000-1997 

(Eng. VIN W) 


950-0170 

951-0008 

952-0025 

1996-1995 

(Eng. VIN W) 


950-0137 

951-0016 

952-0025 

1994-1993 

(Eng. VIN W) 


950-0136 

951-0016 

952-0024 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 109 

sin previo aviso. _ 

www.DensoAftermarket.com 







DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

LINCOLN 

[continued] 






TOWN CAR [continued] 

V8-4.6 1992-1991 

(Eng. VIN W) 


950-3006 




V8-5.0 1990 

(Eng. VIN F) 


950-3006 




V8-5.0 1981 

(Eng. VIN F) External Electric Pump 



951-3000 



MAZDA 

323 


1994-1992 



950-0126 

951-0007 

952-0013 

1991-1990 



950-0148 

951-0012 

952-0038 

1989 

Exc. Turbo 


950-0148 

951-0012 

952-0038 

1988 

Exc.AWD 


950-0148 

951-0012 

952-0038 

1987-1986 



950-0148 

951-0012 

952-0038 


L4-2.0 

L4-2.0 

2002-1993 

1987-1986 



950-0138 

950-0148 

951-0016 

951-0012 

952-0026 

952-0038 


L4-2.2 

L4-2.2 

V6-2.5 

1992-1990 

1989-1988 

2002-1993 

w/50mm Dia. Pump 


950-0148 

950-0148 

950-0138 

951-0012 

951-0012 

951-0016 

952-0038 

952-0038 

952-0026 


929 

V6-3.0 

V6-3.0 

1995-1992 

1991-1988 



950-0119 

950-0150 

951-0007 

951-0012 

952-0002 

952-0034 



1993-1990 


1997-1994 


B2200 

jw/FI 

B2300 

| (Eng. VINA) 

B2500 


1993-1989 


B2600 


B3000 


B4000 


950-0163 


951-0016 


952-0044 


L4-2.5 

2001 

(Eng. VINC) 

950-0173 

951-0008 

952-0047 

L4-2.5 

2000-1998 

(Eng. VINC) 

950-0165 

951-0016 

952-0047 


950-0146 


951-0012 


952-0035 


1999 

(Eng. VIN U) Exc. Flex Fuel 


950-0165 

951-0016 

952-0047 

1998 

(Eng. VIN U) 


950-0165 

951-0016 

952-0047 

1996-1994 

(Eng. VIN U) 


950-0163 

951-0016 

952-0044 


V6-4.0 

2000 

(Eng. VIN X) 


950-0165 

951-0016 

952-0047 


V6-4.0 

1999 

(Eng. VIN X) Extended Cab 


950-0173 

951-0008 

952-0047 


V6-4.0 

1999 

(Eng. VIN X) Standard Cab 


950-0165 

951-0016 

952-0047 


V6-4.0 

1998 

(Eng. VIN X) From 08/17/98 


950-0173 

951-0008 

952-0047 


V6-4.0 

1998 

(Eng. VIN X) To 08/17/98 


950-0165 

951-0016 

952-0047 


V6-4.0 

1997-1994 

(Eng. VIN X) 


950-0163 

951-0016 

952-0044 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis, 
no Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

MAZDA [continued] 

MIATA 

L4-1.6 

1993-1990 



950-0118 

951-0007 

952-0001 


L4-1.8 

2005-1999 



950-0118 

951-0007 

952-0001 


L4-1.8 

1997-1994 



950-0118 

951-0007 

952-0001 




MILLENIA 




V6-2.3 

2002-1995 



950-0153 

951-0013 

952-0040 


V6-2.5 

2002-1995 



950-0122 

951-0007 

952-0005 




MPV 




L4-2.6 

1994-1989 



950-0149 

951-0012 

952-0029 


V6-2.5 

2001-2000 



950-0166 

951-0008 

952-0010 


V6-3.0 

2006-2002 



950-0166 

951-0008 

952-0010 


V6-3.0 

1998-1996 



950-0126 

951-0007 

952-0013 


V6-3.0 

1995-1991 

w/38mm Dia. Pump 


950-0126 

951-0007 

952-0013 


V6-3.0 

1995-1991 

w/50mm Dia. Pump 


950-0148 

951-0012 

952-0038 


V6-3.0 

1990-1989 



950-0149 

951-0012 

952-0029 




MX-3 




L4-1.6 

1995-1992 



950-0126 

951-0007 

952-0013 


V6-1.8 

1994-1992 



950-0126 

951-0007 

952-0013 




MX-6 




L4-2.0 

1997-1993 



950-0138 

951-0016 

952-0026 


L4-2.2 

1992-1988 

w/50mm Dia. Pump 


950-0148 

951-0012 

952-0038 


V6-2.5 

1997-1993 



950-0138 

951-0016 

952-0026 




NAVAJO 




V6-4.0 

1994-1991 

(Eng. VINX) 


950-0163 

951-0016 

952-0044 




PROTEGE 




L4-1.5 

1998-1995 



950-0126 

951-0007 

952-0013 


L4-1.6 

2001-1999 



950-0124 

951-0007 

952-0010 


L4-1.8 

2000-1999 



950-0124 

951-0007 

952-0010 


L4-1.8 

1998-1992 



950-0126 

951-0007 

952-0013 


L4-1.8 

1991-1990 

w/DENSO Pump 


950-0148 

951-0012 

952-0038 


L4-2.0 

2003-2001 



950-0124 

951-0007 

952-0010 




PROTEGES 




L4-2.0 

2003-2002 



950-0124 

951-0007 

952-0010 




RX-7 




R2-1.3 

1995-1993 



950-0159 

951-0014 

952-0038 


R2-1.3 

1991-1986 



950-0157 

951-0011 

952-0043 


R2-1.3 

1985-1984 

w/ FI, External Electric Pump 



951-3003 




Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 111 

sin previo aviso. _ 
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DEWSQ 


MERCURY 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


CAPRI 

1994-1991 (Eng. VIN 6, Z) 

1984- 1983 (Eng. VIN W) w/ FI, External Electric Pump, From 11/84 
1986 (Eng. VIN 3) 

1985- 1984 (Eng. VIN 3) External Electric Pump 

1985 (Eng. VIN 3) In Tank Pump, From 11/84 

1986 (Eng. VIN M) 

1985 (Eng. VIN F) w/ FI, External Electric Pump 
1985 (Eng. VIN F) w/FI, In Tank Pump, From 11/84 

COUGAR 


GRAND MARQUIS 


1986-1984 


MARQUIS 

(Eng. VIN 3) w/ FI, External Electric Pump 


950-0149 


950-3009 

950-3009 

950-3009 


951-0012 

951-3000 


952-0029 


951-3000 


L4-2.0 

2002-2000 

(Eng. VIN 3) 


950-0181 

951-0008 

952-0049 


L4-2.0 

L4-2.0 

L4-2.3 

1999 

1999 

1986-1985 

(Eng. VIN 3) From 05/25/99 
(Eng. VIN 3) To 05/25/99 
(Eng. VIN W) 


950-0181 

950-0140 

950-3005 

951-0008 

951-0016 

952-0049 

952-0028 


L4-2.3 

V6-2.5 

V6-2.5 

1984 

2002 

2001 

(Eng. VIN W) External Electric Pump 
(Eng. VIN L) 

(Eng. VIN G, L) 


950-0181 

950-0181 

951-3000 

951-0008 

951-0008 

952-0049 

952-0049 


V6-2.5 

V6-2.5 

V6-2.5 

2000 

1999 

1999 

(Eng. VIN L) 

(Eng. VIN L) From 05/25/99 
(Eng. VIN L) To 05/25/99 


950-0181 

950-0181 

950-0140 

951-0008 

951-0008 

951-0016 

952-0049 

952-0049 

952-0028 


V6-3.8 

V6-3.8 

V6-3.8 

1997-1991 

1990-1989 

1988 

(Eng. VIN 4) 

(Eng. VIN 4, R) 

(Eng. VIN 4) 


950-3014 

950-3014 

950-3005 




V6-3.8 

V6-3.8 

V6-3.8 

1987 

1986-1985 

1984 

(Eng. VIN 3,4) 

(Eng. VIN 3) 

(Eng. VIN 3) External Electric Pump 


950-3005 

950-3005 

951-3000 



V8-4.6 

V8-5.0 

V8-5.0 

1997-1994 

1993-1991 

1988-1985 

(Eng. VIN W) 

(Eng. VINT) 

(Eng. VIN F) 


950-3014 

950-3014 

950-3005 




V8-5.0 

1984-1983 

(Eng. VIN F) External Electric Pump 



951-3000 




V8-4.6 

V8-4.6 

2002-2001 

2000-1997 

(Eng. VIN W) 

(Eng. VIN W) 


950-0172 

950-0170 

951-0008 

951-0008 

952-0044 

952-0025 


V8-4.6 

1996 

(Eng. VIN 6, W) 


950-0137 

951-0016 

952-0025 


V8-4.6 

1995 

(Eng. VIN W) 


950-0137 

951-0016 

952-0025 


V8-4.6 

1994-1993 

(Eng. VIN W) 


950-0136 

951-0016 

952-0024 


V8-4.6 

1992 

(Eng. VIN W) 


950-3006 




V8-5.0 

1991-1990 

(Eng. VIN F) Sedan 


950-3006 





Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
112 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 






DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

A/I E RC U RV [continued] 

MOUNTAINEER 

V6-4.0 

2001-1998 

(Eng. VINE) 


950-0171 

951-0008 

952-0033 


V8-5.0 

2001-1998 

(Eng. VIN P) 


950-0171 

951-0008 

952-0033 


V8-5.0 

1997 

(Eng. VIN P) From 07/29/96 


950-0171 

951-0008 

952-0033 


V8-5.0 

1997 

(Eng. VIN P) To 07/29/96 (Pump Assy, w/o Hanger) 

953-3006 







MYSTIQUE 




L4-2.0 

2000 

(Eng. VIN 3) 


950-0181 

951-0008 

952-0049 


L4-2.0 

1999 

(Eng. VIN 3) From 05/03/99 


950-0181 

951-0008 

952-0049 


L4-2.0 

1999 

(Eng. VIN 3) To 05/03/99 


950-0140 

951-0016 

952-0028 


L4-2.0 

1998-1995 

(Eng. VIN 3) 


950-0140 

951-0016 

952-0028 


V6-2.5 

2000 

(Eng. VIN L) 


950-0181 

951-0008 

952-0049 


V6-2.5 

1999 

(Eng. VIN L) From 05/03/99 


950-0181 

951-0008 

952-0049 


V6-2.5 

1999 

(Eng. VIN L) To 05/03/99 


950-0140 

951-0016 

952-0028 


V6-2.5 

1998-1995 

(Eng. VIN L) 


950-0140 

951-0016 

952-0028 




SABLE 




L4-2.5 

1986 

(Eng. VIN D) w/ 11mm Fuel Pump Inlet 


950-0197 

951-0016 

952-0053 


L4-2.5 

1986 

(Eng. VIN D) w/22mm Fuel Pump Inlet 


950-3007 




V6-3.0 

2000-1997 

(Eng. VIN S, U) 


950-0181 

951-0008 

952-0049 


V6-3.0 

1996 

(Eng. VIN S) DOHC Engine 


950-0184 

951-0009 

952-0049 


V6-3.0 

1996 

(Eng. VIN U) SOHC Engine 


950-0181 

951-0008 

952-0049 


V6-3.0 

1995-1986 

(Eng. VIN U) w/ 11mm Fuel Pump Inlet 


950-0197 

951-0016 

952-0053 


V6-3.0 

1995-1986 

(Eng. VIN U) w/22mm Fuel Pump Inlet 


950-3007 




V6-3.8 

1995-1988 

(Eng. VIN 4) w/llmm Fuel Pump Inlet 


950-0197 

951-0016 

952-0053 


V6-3.8 

1995-1988 

(Eng. VIN 4) w/22mm Fuel Pump Inlet 


950-3007 






TOPAZ 




L4-2.3 

1994-1992 

(Eng. VIN X) 


950-0139 

951-0016 

952-0027 


L4-2.3 

1991-1990 

(Eng. VIN S, X) 


950-0139 

951-0016 

952-0027 


L4-2.3 

1989-1988 

(Eng. VIN S) AWD 


950-3010 




L4-2.3 

1989-1988 

(Eng. VIN S, X) FWD 


950-0139 

951-0016 

952-0027 


V6-3.0 

1994-1992 

(Eng. VIN U) 


950-0139 

951-0016 

952-0027 




TRACER 




- 

1999-1998 

(Eng. VIN P) 



951-0008 



L4-1.6 

1989-1988 

(Eng. VIN 5) 


950-0149 

951-0012 

952-0029 


L4-1.8 

1996-1991 

(Eng. VIN 8) 


950-0138 

951-0016 

952-0026 


L4-1.9 

1996-1991 

(Eng. VIN J) 


950-0138 

951-0016 

952-0026 


L4-2.0 

1999-1998 

(Eng. VIN P) 


950-0181 


952-0049 


L4-2.0 

1997 

(Eng. VIN P) 


950-0138 

951-0016 

952-0026 




VILLAGER 




V6-3.0 

1998 

(Eng. VIN 1) Calif. From 03/98 


950-0136 

951-0016 

952-0024 


V6-3.0 

1998 

(Eng. VIN 1) Calif. To 03/98 


950-3013 




V6-3.0 

1998 

(Eng. VIN 1) Exc. Calif. 


950-0163 

951-0016 

952-0044 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 113 

sin previo aviso. _ 
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DEWSQ 


APPLICATIONS / APLICACIONES 


M E RC U RV [continued] 


MERKUR 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


VILLAGER [continued] 

V6-3.0 

1997 

(Eng. VIN 1) 


950-3013 




V6-3.0 

V6-3.3 

V6-3.3 

1996-1993 

2002-2000 

1999 

(Eng. VIN W) 

(Eng. VINT) 


950-3013 

950-0136 

950-0136 

951-0016 

951-0016 

952-0024 

952-0024 



XR4TI 

L4-2.3 1989-1985 (Eng. VIN W) External Electric Pump 


951-3000 


MITSUBISHI 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
114 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

MITSUBISHI [continued] 

ECLIPSE [continued] 

L4-2.0 

1992 

(Eng. VIN U) w/Turbo, w/38mm Dia. Pump 


950-0125 

951-0007 

952-0012 


L4-2.0 

1992 

(Eng. VIN U) w/Turbo, w/50mm Dia. Pump 


950-0145 

951-0012 

952-0041 


L4-2.0 

1991 

(Eng. VIN R) w/o Turbo, From 02/91 


950-0120 

951-0007 

952-0003 


L4-2.0 

1991 

(Eng. VIN R) w/o Turbo, To 01/91 


950-0145 

951-0012 

952-0041 


L4-2.0 

1991 

(Eng. VIN U) w/Turbo 


950-0145 

951-0012 

952-0041 


L4-2.0 

1990 

(Eng. VIN R, U) 


950-0145 

951-0012 

952-0041 


L4-2.4 

2012-2006 

(4G69 Eng.) 



951-0007 



L4-2.4 

2005-1999 

(4G64 Eng.) 


950-0129 

951-0007 

952-0022 


L4-2.4 

1998-1996 

(4G64 Eng.) 


950-0120 

951-0007 

952-0003 


V6-3.0 

2005-2004 

(Eng. VIN H) 


950-0131 

951-0008 

952-0022 


V6-3.0 

2003 



950-0131 

951-0008 

952-0022 


V6-3.0 

2002-2001 

(Eng. VIN H) 


950-0131 

951-0008 

952-0022 


V6-3.0 

2000 

(Eng. VIN L) 


950-0131 

951-0008 

952-0022 


V6-3.8 

2012-2006 

(Eng. VINT) 



951-0008 





ENDEAVOR 




V6-3.8 

2006 

(Eng. VIN S) To 08/05 


950-0201 

951-0008 

952-0031 


V6-3.8 

2005 

(Eng. VIN S) 


950-0201 

951-0008 

952-0031 


V6-3.8 

2004 



950-0201 

951-0008 

952-0031 




EXPO 




L4-2.4 

1995-1993 

(Eng. VIN G) 


950-0120 

951-0007 

952-0003 


L4-2.4 

1992 

(Eng. VIN W) 


950-0120 

951-0007 

952-0003 




EXPO LRV 




L4-1.8 

1994-1993 

(Eng. VINC) 


950-0120 

951-0007 

952-0003 


L4-1.8 

1992 

(Eng. VIN D) 


950-0120 

951-0007 

952-0003 


L4-2.4 

1994-1993 

(Eng. VIN G) 


950-0120 

951-0007 

952-0003 




GALANT 




L4-2.0 

1993 

(Eng. VIN D) 


950-0120 

951-0007 

952-0003 


L4-2.0 

1992-1991 

(Eng. VIN R, U, V) 


950-0120 

951-0007 

952-0003 


L4-2.0 

1990-1989 

(Eng. VIN R, V) 


950-0145 

951-0012 

952-0041 


L4-2.4 

2011-2010 

(4G69 Eng.) Exc. Calif. 



951-0007 



L4-2.4 

2009-2006 

(4G69 Eng.) 



951-0007 



L4-2.4 

2005 

(4G69 Eng.) 


950-0141 

951-0007 

952-0031 


L4-2.4 

2004 



950-0141 

951-0007 

952-0031 


L4-2.4 

2003-1998 

(4G64 Eng.) 


950-0129 

951-0007 

952-0022 


L4-2.4 

1997-1994 

(4G64 Eng.) 


950-0120 

951-0007 

952-0003 


L4-2.4 

1987-1985 

(Eng. VIN L) 


950-0145 

951-0012 

952-0041 


V6-3.0 

2003 

(Eng. VIN H) 


950-0131 

951-0008 

952-0022 


V6-3.0 

2002 

(Eng. VIN L) 


950-0131 

951-0008 

952-0022 


V6-3.0 

2001 

(Eng. VIN H) 


950-0131 

951-0008 

952-0022 


V6-3.0 

2000 

(Eng. VIN L) 


950-0131 

951-0008 

952-0022 


V6-3.0 

1999 



950-0131 

951-0008 

952-0022 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 115 

sin previo aviso. _ 
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DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

MITSUBISHI [continued] 

GALANT [continued] 

V6-3.0 

1988 

(Eng. VIN S) 


950-0145 

951-0012 

952-0041 


V6-3.8 

2009 

(Eng. VIN S, T) 



951-0008 



V6-3.8 

2008 

(Eng. VINT) 



951-0008 



V6-3.8 

2007 

(Eng. VIN S, T) 



951-0008 



V6-3.8 

2006-2005 

(Eng. VIN S) 


950-0201 

951-0008 

952-0031 


V6-3.8 

2004 



950-0201 

951-0008 

952-0031 


LANCER 

L4-2.0 

2007-2005 

(Eng. VIN E) w/o Turbo 


950-0123 

951-0007 

952-0008 


L4-2.0 

2004-2002 

w/o Turbo 


950-0123 

951-0007 

952-0008 


L4-2.4 

2006-2005 

(Eng. VIN F) 


950-0123 

951-0007 

952-0008 


L4-2.4 

2004 

MIGHTY MAX 


950-0123 

951-0007 

952-0008 


L4-2.4 

1996-1993 

(Eng. VIN G) 


950-0120 

951-0007 

952-0003 


L4-2.4 

1992-1991 

(Eng. VIN W) 


950-0120 

951-0007 

952-0003 


L4-2.4 

1990 

(Eng. VIN W) 


950-0145 

951-0012 

952-0041 


V6-3.0 

1994-1993 

(Eng. VIN H) 


950-0120 

951-0007 

952-0003 


V6-3.0 

1992-1991 

(Eng. VIN S) 


950-0120 

951-0007 

952-0003 


V6-3.0 

1990 

(Eng. VIN S) 


950-0145 

951-0012 

952-0041 



2002-1999 

1998-1993 

1992-1991 

1990 

1989 

1992-1991 

1989 

1988-1985 

2002-1997 

1996-1993 


MIRAGE 

(4G15 Eng.) 

(4G15 Eng.) 

(4G15 Eng.) 

(Eng. VINX) 

(Eng. VINX) 

(Eng. VIN Y) 
(Eng.VINZ) 

(Eng. VIN F) 

(4G93 Eng.) 

(4G93 Eng.) 
MONTERO 


950-0123 

950-0121 

950-0120 

950-0120 

950-0149 

950-0120 

950-0149 

950-0149 

950-0123 

950-0121 


951-0007 

951-0007 

951-0007 

951-0007 

951-0012 

951-0007 

951-0012 

951-0012 

951-0007 

951-0007 


952-0008 

952-0004 

952-0003 

952-0003 

952-0029 

952-0003 

952-0029 

952-0029 

952-0008 

952-0004 


1996-1993 

1992 

(Eng. VIN H) 

(Eng. VIN S) 


950-0120 

950-0120 

951-0007 

951-0007 

952-0003 

952-0003 

1991-1989 

(Eng. VIN S) 


950-0150 

951-0012 

952-0034 

2002-2001 

(6G74 Eng.) 


950-0180 

951-0008 

952-0006 

2000-1997 

(6G74 Eng.) 


950-0123 

951-0007 

952-0008 

1996-1994 

2006-2003 

(Eng. VIN M) 

MONTERO SPORT 


950-0123 

950-0167 

951-0007 

951-0008 

952-0008 

952-0011 

1999-1997 

(4G64 Eng.) 


950-0123 

951-0007 

952-0008 

2003-1997 

(6G72 Eng.) 


950-0123 

951-0007 

952-0008 

2004-1999 

(6G74 Eng.) 


950-0123 

951-0007 

952-0008 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
116 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION D'APPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

MITSUBISHI [continued] 

PRECIS 

L4-1.5 

1994-1990 

(Eng. VIN J) w/22mm Fuel Pump Inlet 


950-3023 




L4-1.5 

1994 

(Eng. VIN J)w/11mm Fuel Pump Inlet 



951-0007 



L4-1.5 

1993 

(Eng. VIN J) w/11mm Fuel Pump Inlet, From 03/20/93 



951-0007 



L4-1.5 

1993 

(Eng. VIN J) w/11 mm Fuel Pump Inlet, To 03/20/93 


950-0127 

951-0007 

952-0016 


L4-1.5 

1992-1990 

(Eng. VIN J) w/ 11mm Fuel Pump Inlet 


950-0191 

951-0007 

952-0011 


RAIDER 

V6-3.7 

2009-2006 

(Eng. VINK) 

953-3063 

950-3029 




V8-4.7 

2007-2006 

(Eng. VIN N) 

953-3063 

950-3029 






SIGMA 






V6-3.0 

1990-1989 

(Eng. VIN S) 


950-0145 

951-0012 

952-0041 




STARION 






L4-2.6 

1989-1988 

(Eng. VIN N) External Electric Pump 



951-3003 



L4-2.6 

1987-1985 

(Eng. VIN H, N) External Electric Pump 



951-3003 



L4-2.6 

1984 

(Eng. VIN H) External Electric Pump 



951-3003 



L4-2.6 

1983 

(Eng. VIN 7) External Electric Pump 



951-3003 



TREDIA 


1988-1984 

1985 

1990-1989 

1988-1987 


NISSAN 


(Eng. VIN G) External Electric Pump 
(Eng. VIN D) External Electric Pump 
VAN 
(Eng. VIN W) 

(Eng. VIN L) 


200SX 


950-0145 

950-0145 


951-3003 

951-3003 

951-0012 

951-0012 


952-0041 

952-0041 


L4-1.6 

1998-1995 

(GA16DE Eng.) 

951-0007 

L4-2.0 

1998-1995 

(SR20DE Eng.) 

951-0007 


L4-2.4 2001-1994 


ALTIMA 

(KA24DE Eng.) 


FRONTIER 

L4-2.4 

2004-1998 

(KA24DE Eng.) 



951-0007 



L4-2.5 

2012-2005 

(QR25DE Eng.) 

953-3074 





V6-3.3 

2004-2001 

(VG33E Eng.) Non-Supercharged 



951-0007 



V6-3.3 

2004-2001 

(VG33ER Eng.) Supercharged 



951-0007 



V6-3.3 

2000-1999 

(VG33E Eng.) 



951-0007 



V6-4.0 

2012-2005 

(VQ40DE Eng.) 

953-3074 







MAXIMA 




V6-3.0 

2001-2000 

(VQ30DE Eng.) 


950-0169 

951-0008 

952-0024 


V6-3.0 

1999-1995 

(VQ30DE Eng.) 


950-7004 




V6-3.5 

2003-2002 

(VQ35DE Eng.) 



951-0008 




Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 117 

sin previo aviso. _ 
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DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE YEAR 

MOTEUR ANNEE 

MOTOR ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP STRAINER TANK SEAL 

POMPE PASSOIRE JOINT RESV 

BOMBA COLADOR SELLOTNK 

NISSAN [continued] 

PATHFINDER 

V6-3.3 2000 

(VG33E Eng.) 


950-7001 


V6-3.3 1999 

(VG33E Eng.) From 04/98 


950-7001 


V6-3.3 1999 

(VG33E Eng.) To 04/98 


950-7002 


V6-3.3 1998 

(VG33E Eng.) 


950-7002 


V6-3.3 1997-1996 

(VG33E Eng.) 


950-7005 


V6-3.5 2004-2001 

(VQ35DE Eng.) 


950-7001 


V6-4.0 2012-2005 

(VQ40DE Eng.) 

953-3074 



V8-5.6 2012-2008 

(VK56DE Eng.) 

953-3075 




PICKUP 




L4-2.4 1997-1996 

(KA24E Eng.) 



951-0007 

L4-2.4 1995 

(KA24E Eng.) 4WD, From 12/94 



951-0007 

L4-2.4 1995 

(KA24E Eng.) RWD 



951-0007 

QUEST 


1998 (VG30E Eng.) To 02/98 

1997-1993 (VG30E Eng.) 

2002-1999 (VG33E Eng.) 

SENTRA 

1999-1995 (GA16DE Eng.) 

2006 (QG18DE Eng.) w/o Temperature Sensor 

2005-2003 (QG18DE Eng.) 

2002 (QG18DE Eng.) CA Model 

2002 (QG18DE Eng.) GXE&XE Models 

2001 (QG18DE Eng.) w/Clean Air Vehicle, From 03/2001 

2001 (QG18DE Eng.) w/ Clean Air Vehicle, To 03/2001 

2000 (QG18DE Eng.) w/ Clean Air Vehicle 

2001 (SR20DE Eng.) To 05/2001 

2000 (SR20DE Eng.) 

1999-1998 (SR20DE Eng.) 

2006 (QR25DE Eng.) w/o Temperature Sensor 

2005-2002 (QR25DE Eng.) 

_ XTERRA _ 

2004-2000 (KA24DE Eng.) 

2004-2002 (VG33E, VG33ER Eng.) 

2001-2000 (VG33E Eng.) 

2012-2005 (VQ40DE Eng.) 


OLDSMOBILE 


950-3013 

950-3013 

950-0136 

951-0007 

952-0024 


951-0007 


950-0129 

951-0007 

952-0022 

950-0129 

951-0007 

952-0022 

950-0136 

951-0007 

952-0024 

950-7003 



950-0136 

951-0007 

952-0024 

950-0129 

951-0007 

952-0022 

950-0129 

951-0007 

952-0022 

950-7003 



950-7003 




951-0007 


950-0129 

951-0007 

952-0022 

950-0129 

951-0007 

952-0022 


951-0007 

951-0007 

951-0007 


953-3074 


88 

V6-3.8 

V6-3.8 

1999-1996 

1995 

(Eng. VINK) 

(Eng. VIN1) Supercharged, w/ 37mm Dia. Pump 



951-5019 

951-5012 

952-0023 

952-0074 



Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
118 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

OLDSMOBILE [continued] 

88 [continued] 

V6-3.8 

1995 

(Eng. VIN1) Supercharged, w/ 50mm Dia. Pump 


950-0168 

951-0013 

952-0042 


V6-3.8 

1995 

(Eng. VIN K) Non-Supercharged 



951-5019 

952-0023 


V6-3.8 

1994 

(Eng. VIN L) w/ Harness Stamped CRC 



951-5019 

952-0023 


V6-3.8 

1992 

(Eng. VIN L) 


950-0168 

951-0013 

952-0042 




98 





V6-3.8 

1996 

(Eng. VINK) 



951-5019 

952-0023 


V6-3.8 

1995-1993 

(Eng. VIN 1) Supercharged, w/ 37mm Dia. Pump 



951-5012 

952-0074 


V6-3.8 

1995-1993 

(Eng. VIN 1) Supercharged, w/ 50mm Dia. Pump 


950-0168 

951-0013 

952-0042 


V6-3.8 

1995 

(Eng. VIN K) Non-Supercharged 



951-5019 

952-0023 


V6-3.8 

1994 

(Eng. VIN L) Non-Supercharged, w/ Sender Stamped CRC 



951-5019 

952-0023 


V6-3.8 

1992-1991 

(Eng. VIN L) w/50mm Dia. Pump 


950-0168 

951-0013 

952-0042 


V6-3.8 

1992 

(Eng. VIN 1) w/37mm Dia. Pump 



951-5012 

952-0074 


V6-3.8 

1992 

(Eng. VIN 1) w/50mm Dia. Pump 


950-0168 

951-0013 

952-0042 


V6-3.8 

1992 

(Eng. VIN L) w/37mm Dia. Pump 


950-5001 




V6-3.8 

1990-1989 

(Eng. VIN C) w/50mm Dia. Pump 


950-0168 

951-0013 

952-0042 


V6-3.8 

1988 

(Eng. VIN C) w/ Harness Stamped CPB or CPC 


950-0168 

951-0013 

952-0042 


V6-3.8 

1988 

(Eng. VIN C) w/ Harness Stamped HEL or HEM 



951-5006 

952-0056 


V6-3.8 

1987 

(Eng. VIN 3) 



951-5006 

952-0056 


V6-3.8 

1986 

(Eng. VIN B) 



951-5006 

952-0056 


V6-3.8 

1985 

(Eng. VIN 3) 



951-5006 

952-0056 




ACHIEVA 





L4-2.3 

1995 

(Eng. VIN D) 

953-5002 

950-5000 




L4-2.3 

1994-1992 

(Eng. VIN 3, A, D) 

953-5002 

950-5000 




L4-2.4 

1998-1996 

(Eng. VINT) 

953-0008 





L4-2.4 

1998-1996 

(Eng. VIN T) Sell out reorder 953-0008 

953-5004 





V6-3.1 

1998-1996 

(Eng. VIN M) 

953-0008 





V6-3.1 

1998-1996 

(Eng. VIN M) Sell out reorder 953-0008 

953-5004 





V6-3.1 

1995-1994 

(Eng. VIN M) 

953-5002 

950-5000 




V6-3.3 

1993-1992 

(Eng. VIN N) 

953-5002 

950-5000 






ALERO 





L4-2.2 

2004-2002 

(Eng. VIN F) 

953-0023 





L4-2.2 

2004-2002 

(Eng. VIN F) Sell out reorder 953-0023 

953-5122 





L4-2.4 

2001-2000 

(Eng. VINT) 

953-0023 





L4-2.4 

2001-2000 

(Eng. VINT) Sell out reorder 953-0023 

953-5122 





L4-2.4 

1999 

(Eng. VINT) 

953-0015 





L4-2.4 

1999 

(Eng. VIN T) Sell out reorder 953-0015 

953-5064 





V6-3.4 

2004-2000 

(Eng. VINE) 

953-0023 





V6-3.4 

2004-2000 

(Eng. VINE) Sell out reorder 953-0023 

953-5122 





V6-3.4 

1999 

(Eng. VINE) 

953-0015 





V6-3.4 

1999 

(Eng. VINE) Sell out reorder 953-0015 

953-5064 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


OLDSMOBILE [continued] 


_ AURORA _ 

2002-2001 (Eng. VIN H) 

2002- 2001 (Eng. VIN H) Sell out reorder 953-0032 

2003- 2001 (Eng. VINC) 

2003- 2001 (Eng. VIN C) Sell out reorder 953-0032 

1999-1998 (Eng. VINQ 

1999-1998 (Eng. VIN C) Sell out reorder 953-0032 

1997 (Eng. VINQ 
1996-1995 (Eng. VINQ 

1996-1995 (Eng. VIN Q Sell out reorder 953-0005 

BRAVADA 

2004- 2002 I (Eng. VIN S) 

2001-1999 (Eng. VIN W) 

2001-1999 (Eng. VIN W) Sell out reorder 953-0021 

1998 (Eng. VIN W) Exc. 18 Gallon Fuel Tank 

1998 (Eng. VIN W) Exc. 18 Gallon Fuel Tank - Sell out reorder 953- 


953-0032 

953-5085 

953-0032 

953-5085 

953-0032 

953-5085 

953-5024 

953-0005 

953-5007 

953-5132 

953-0021 

953-5032 

953-0017 

953-5035 


(Eng. VIN W) w/18 Gallon Fuel Tank 953-0021 

(Eng. VIN W) w/18 Gallon Fuel Tank - Sell out reorder 953- 953-5032 


1997 (Eng. VIN W) 

1997 (Eng. VIN W) Sell out reorder 953-0017 
1996 (Eng. VIN W) 

1996 (Eng. VIN W) Sell out reorder 953-0006 
1994-1993 (Eng. VIN W) 

1992 (Eng. VIN W) Check Eng. VIN 

1992 (Eng. VIN Z) Check Eng. VIN 

1991 (Eng. VIN Z) 

CALAIS 

1987 (Eng. VIN D) w/ 1st Design, Wire Harness Stamped NER 

1987 (Eng. VIN D) w/ 1st Design, Wire Harness Stamped NER - Sell 

out reorder 952-0094 

1987 (Eng. VIN D) w/ 2nd Design, Wire Harness Stamped NEW 

1987 (Eng. VIN D) w/ 2nd Design, Wire Harness Stamped NEW-Sell 

out reorder 952-0094 

1987-1985 (Eng. VIN U) 

1987-1985 (Eng. VIN U) Sell out reorder 952-0094 
1987-1985 (Eng. VIN L) 

1987-1985 (Eng. VIN L) Sell out reorder 952-0094 

CUSTOM CRUISER 

1992 I (Eng. VINE) 

1991 (Eng. VIN E) w/ Harness Stamped BAJ or BAK 


953-0017 

953-5035 

953-0006 

953-5018 


951-5016 

951-5016 

951-5017 

951-5017 


951-5006 


951-5004 

951-5004 


952-0060 

952-0060 

952-0060 

952-0060 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 

952-0068 

952-0067 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
120 Colador de la bomba debe reemplazarse con un concesionario OE - 0 coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
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ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

OLDSMOBILE [continued] 

CUSTOM CRUISER [continued] 

V8-5.0 

1991 

(Eng. VIN E) w/ Harness Stamped BES or BEX 



951-5004 

952-0066 


V8-5.7 

1992 

(Eng. VIN 7) 



951-5004 

952-0068 




CUTLASS 



V6-3.1 

1999 

(Eng. VIN J, M) 

953-0015 





V6-3.1 

1999 

(Eng. VIN J, M) Sell out reorder 953-0015 

953-5064 





V6-3.1 

1998 

(Eng. VIN M) 

953-0015 





V6-3.1 

1998 

(Eng. VIN M) Sell out reorder 953-0015 

953-5064 





V6-3.1 

1997 

(Eng. VIN M) 

953-5030 







CUTLASS CALAIS 



L4-2.3 

1991-1989 

(Eng. VIN A, D) 



951-5003 

952-0094 


L4-2.3 

1991-1989 

(Eng. VIN A, D) Sell out reorder 952-0094 




952-0059 


L4-2.3 

1988 

(Eng. VIN D) 



951-5003 

952-0069 


L4-2.5 

1991-1988 

(Eng. VIN U) 



951-5017 

952-0094 


L4-2.5 

1991-1988 

(Eng. VIN U) Sell out reorder 952-0094 




952-0059 


V6-3.0 

1988 

(Eng. VIN L) 



951-5003 

952-0094 


V6-3.0 

1988 

(Eng. VIN L) Sell out reorder 952-0094 




952-0059 


V6-3.3 

1991-1989 

(Eng. VIN N) 



951-5003 

952-0094 


V6-3.3 

1991-1989 

(Eng. VIN N) Sell out reorder 952-0094 




952-0059 




CUTLASS CIERA 



L4-2.2 

1996-1993 

(Eng. VIN 4) 



951-5018 

952-0023 


L4-2.5 

1992-1986 

(Eng. VIN R) 



951-5017 

952-0056 


L4-2.5 

1985-1982 

(Eng. VIN R) w/FI 



951-5017 

952-0055 


V6-2.8 

1989 

(Eng. VIN W) 



951-5003 

952-0056 


V6-2.8 

1988 

(Eng. VIN W) 



951-5003 

952-0074 


V6-2.8 

1987-1986 

(Eng. VIN W) w/FI 



951-5006 

952-0056 


V6-3.1 

1996-1994 

(Eng. VIN M) 



951-5018 

952-0023 


V6-3.3 

1993 

(Eng. VIN N) 



951-5018 

952-0023 


V6-3.3 

1992-1991 

(Eng. VIN N) Wagon 


950-0168 

951-0013 

952-0042 


V6-3.3 

1992 

(Eng. VIN N) Coupe & Sedan 



951-5003 

952-0061 


V6-3.3 

1991-1989 

(Eng. VIN N) Coupe & Sedan 



951-5003 

952-0063 


V6-3.8 

1988 

(Eng. VIN 3) 



951-5003 

952-0061 


V6-3.8 

1987-1984 

(Eng. VIN 3) 



951-5006 

952-0056 




CUTLASS CRUISER 



L4-2.5 

1990-1987 

(Eng. VIN R) 



951-5017 

952-0056 


V6-2.8 

1989-1987 

(Eng. VIN W) 


950-0168 

951-0013 

952-0042 


V6-3.1 

1994 

(Eng. VIN M) 



951-5018 

952-0023 


V6-3.3 

1993 

(Eng. VIN N) 



951-5018 

952-0023 


V6-3.3 

1992-1989 

(Eng. VIN N) 


950-0168 

951-0013 

952-0042 


V6-3.8 

1988-1987 

(Eng. VIN 3) 


950-0168 

951-0013 

952-0042 




CUTLASS SUPREME 



L4-2.3 

1991 

(Eng. VIN D) 



951-5003 

952-0061 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
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ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


OLDSMOBILE [continued] 


CUTLASS SUPREME [continued] 

~W0 I (Eng. VINA, D) 

1989 (Eng. VIN W) 

1988 (Eng. VIN W) w/ ECC Prom Stamped WEC07 

1988 (Eng. VIN W) w/ ECC Prom Stamped WEC22 
1997-1994 (Eng. VIN M) 

1993 (Eng. VIN M, T) 

1992-1989 (Eng. VINT) 

1996 (Eng. VIN X) 

1995-1993 (Eng. VIN X) 

1992-1991 (Eng. VIN X) 

_ DELTA 88 _ 

1986 I (Eng. VIN L) 

1991-1990 (Eng. VINC) 

1989 (Eng. VIN C) Exc. Harness Stamped CPL 
1989 (Eng. VIN C) w/ Harness Stamped CPL 

1988 (Eng. VIN 3, C) Exc. Harness Stamped CPB or CPC 
1988 (Eng. VIN 3, C) w/ Harness Stamped CPB or CPC 

1987- 1986 (Eng. VIN 3) 

FIRENZA 

1986-1984 I (Eng. VINO) 

1986-1984 (Eng. VIN 0) Sell out reorder 952-0094 

1983- 1982 (Eng. VINO) w/FI 

1988- 1987 (Eng. VIN 1, K) 

1988-1987 (Eng. VIN 1, K) Sell out reorder 952-0094 
1986-1983 (Eng. VIN P) 

1986- 1983 (Eng. VIN P) Sell out reorder 952-0094 

1987- 1985 (Eng. VIN W) 

1987-1985 (Eng. VIN W) Sell out reorder 952-0094 

INTRIGUE 

2002-2001 I(Eng. VIN H) ^ 

2002-2001 (Eng. VIN H) Sell out reorder 953-0034 
2000-1999 (Eng. VIN H) 

2000-1999 (Eng. VIN H) Sell out reorder 953-0033 
1999-1998 (Eng. VINK) 

1999-1998 (Eng. VIN K) Sell out reorder 953-0033 

_ LSS_ 

1999-1996 I (Eng. VIN 1) Supercharged 
1999-1996 (Eng. VIN K) Non-Supercharged 
_ OMEGA _ 

1984- 1982 I (Eng. VIN R)w/FI 


950-0168 


953-0034 

953-5001 

953-0033 

953-5003 

953-0033 

953-5003 


951-5003 

951-5003 

951-5006 

951-5003 

951-5003 

951-5003 

951-5003 

951-5014 

951-5003 

951-5003 

951-5006 

951-0013 

951-5003 

951-0013 

951-5006 

951-0013 

951-5006 


951-5017 

951-5017 

951-5017 


952-0061 

952-0061 

952-0061 

952-0061 

952-0069 

952-0069 

952-0061 

952-0069 

952-0069 

952-0061 

952-0056 

952-0042 

952-0056 

952-0042 

952-0056 

952-0042 

952-0056 

952-0094 

952-0059 

952-0057 

952-0094 

952-0059 

952-0094 

952-0059 

952-0094 

952-0059 


951-5013 952-0056 

951-5019 952-0023 

951-5017 I 952-0055 


Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
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ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

OLDSMOBILE [continued] 

REGENCY 

V6-3.8 

1998-1997 

(Eng. VINK) 



951-5019 

952-0023 




SILHOUETTE 





V6-3.1 

1994-1990 

(Eng. VIN D) 



951-5017 

952-0061 


V6-3.4 

2004-2002 

(Eng. VINE) 

953-5102 





V6-3.4 

2001-1998 

(Eng. VINE) 

953-0027 





V6-3.4 

2001 

(Eng. VINE) Sell out reorder 953-0027 

953-5088 





V6-3.4 

2000-1998 

(Eng. VIN E) Sell out reorder 953-0027 

953-5078 





V6-3.4 

1997 

(Eng. VINE) 

953-0026 





V6-3.4 

1997 

(Eng. VINE) Sell out reorder 953-0026 

953-5077 





V6-3.4 

1996 

(Eng. VINE) 



951-5003 

952-0069 


V6-3.8 

1995-1992 

(Eng. VIN L) 



951-5003 

952-0069 




TORONADO 





V6-3.8 

1992-1991 

(Eng. VIN L) 



951-5003 

952-0062 


V6-3.8 

1990-1989 

(Eng. VINC) 



951-5003 

952-0062 


V6-3.8 

1988 

(Eng. VINC) 



951-5006 

952-0062 


V6-3.8 

1987 

(Eng. VIN 3) 



951-5006 

952-0062 


V6-3.8 

1986 

(Eng. VIN B) 



951-5006 

952-0057 


PLYMOUTH 

ACCLAIM 

L4-2.5 

1995 

(Eng. VINK) 

953-3001 





L4-2.5 

1994-1993 

(Eng. VINK) Exc. Flex Fuel 

953-3001 





L4-2.5 

1992-1991 

(Eng. VINK) 

953-3001 





L4-2.5 

1990-1989 

(Eng. VIN J)w/Turbo 


950-3002 




L4-2.5 

1990-1989 

(Eng. VIN K) w/o Turbo 


950-3000 




V6-3.0 

1995-1991 

(Eng. VIN 3) 

953-3001 





V6-3.0 

1990-1989 

(Eng. VIN 3) 


950-3002 






BREEZE 





L4-2.0 

2000-1998 

(Eng. VINC) 

953-3028 





L4-2.0 

1997-1996 

(Eng. VINC) 

953-3010 





L4-2.4 

2000-1997 

(Eng. VIN X) 

953-3028 







CARAVELLE 





L4-2.2 

1988-1986 

(Eng. VIN D) w/o Turbo 


950-3000 




L4-2.2 

1988-1985 

(Eng. VIN E)w/Turbo 


950-3002 




L4-2.5 

1988-1986 

(Eng. VINK) 


950-3000 






COLT 





L4-1.5 

1994-1991 

(Eng. VIN A) 


950-0121 

951-0007 

952-0004 


L4-1.5 

1990-1989 

(Eng. VIN X) 


950-0149 

951-0012 

952-0029 


L4-1.5 

1988 

(Eng. VIN P) w/FI 


950-0149 

951-0012 

952-0029 


L4-1.6 

1990 

(Eng. VIN Y) 


950-0149 

951-0012 

952-0029 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
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PLYMOUTH [continued] 


COLT [continued] 

1989 

(Eng. VINZ) 


950-0149 

951-0012 

1988-1985 

(Eng. VIN F) 


950-0149 

951-0012 

1994-1993 

(Eng. VINC) 


950-0121 

951-0007 

1992 

(Eng. VIN D) 


950-0121 

951-0007 

1990-1989 

(Eng. VINT) 


950-0149 

951-0012 

1991-1989 

(Eng. VIN V) 


950-0150 

951-0012 

1988 

(Eng. VIN D) w/Carb 


950-0150 

951-0012 

1994-1993 

(Eng. VIN G) 


950-0120 

951-0007 

1992 

(Eng. VIN W) 


950-0120 

951-0007 


CONQUEST 




1986-1985 

(Eng. VIN H, N) External Electric Pump 



951-3003 

1984 

(Eng. VIN H) External Electric Pump 



951-3003 

GRAND VOYAGER 

1997-1996 

(Eng. VIN B) 

953-3003 



1989-1988 

(Eng. VINK) 


950-3000 


2000-1996 

(Eng. VIN 3) 

953-3003 



1995-1994 

(Eng. VIN 3) 

953-3000 



1993-1992 

(Eng. VIN 3) 

953-3007 



1989-1988 

(Eng. VIN 3) 


950-3002 


2000-1998 

(Eng. VIN G)w/ Flex Fuel 

953-3050 



2000-1998 

(Eng. VIN R) Exc. Flex Fuel 

953-3003 



1997-1996 

(Eng. VIN R) 

953-3003 



1995-1994 

(Eng. VIN R) AWD 

953-6006 



1995-1994 

(Eng. VIN R) FWD 

953-3000 



1993-1991 

(Eng. VIN R) AWD w/ 3 Pin Electrical Connector 

953-6006 

950-3027 


1993-1991 

(Eng. VIN R) AWD w/ 5 Pin Electrical Connector 

953-6003 

950-3027 


1993-1991 

(Eng. VIN R) FWD 

953-3007 



1990 

(Eng. VIN R) 


950-3002 


1999 

(Eng. VIN L) 

953-3003 



1995-1994 

(Eng. VIN L) AWD 

953-6006 

950-3027 


1995-1994 

(Eng. VIN L) FWD 

953-3000 



HORIZON 


1990-1988 

(Eng. VIN D) 

LASER 

1994-1993 

(Eng. VIN B) 

1992 

(Eng. VINT) 

1991 

(Eng. VINT) 

1990 

(Eng. VIN T) w/ 38mm Dia. Pump 

1990 

(Eng. VIN T) w/ 50mm Dia. Pump 

1994-1993 

(Eng. VIN F)w/Turbo 

1994 

(Eng. VIN E) w/o Turbo 


950-0120 

950-0120 

950-0125 

950-0125 

950-0145 

950-0145 

950-0120 


951-0007 

951-0007 

951-0007 

951-0007 

951-0012 

951-0012 

951-0007 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


952-0029 

952-0029 

952-0004 

952-0004 

952-0029 

952-0034 

952-0034 

952-0003 

952-0003 


952-0003 

952-0003 

952-0012 

952-0012 

952-0041 

952-0041 

952-0003 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
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ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

PLYMOUTH [continued] 

VOYAGER [continued] 

V6-3.3 

1993-1991 

(Eng. VIN R) AWD w/ 3 Pin Electrical Connector 

953-6006 

950-3027 




V6-3.3 

1993-1991 

(Eng. VIN R) AWD w/ 5 Pin Electrical Connector 

953-6003 

950-3027 




V6-3.3 

1993-1991 

(Eng. VIN R) FWD 

953-3007 





V6-3.8 

1999 

(Eng. VIN L) 

953-3003 






PONTIAC 


L4-2.5 

1991-1985 

(Eng. VIN R) 

L4-2.5 

1984-1982 

(Eng. VIN R) w/FI 

V6-2.8 

1989-1988 

(Eng. VIN W) Exc. Wagon 

V6-2.8 

1989-1987 

(Eng. VIN W) Wagon 

V6-2.8 

1987 

(Eng. VIN W) Exc. Wagon 

V6-2.8 

1986-1985 

(Eng. VIN W) w/FI 

V6-3.1 

1991-1990 

(Eng. VINT) Wagon 

V6-3.1 

1991 

(Eng. VINT) Sedan 

V6-3.1 

1990 

(Eng. VINT) Sedan w/AWD 

V6-3.1 

1990 

(Eng. VINT) Sedan w/FWD 

V6-3.1 

1989-1988 

(Eng. VINT) Sedan w/FWD 

V6-3.1 

1989 

(Eng. VINT) Sedan w/AWD 



AZTEK 

V6-3.4 

2004 

(Eng. VIN E) 1st Design, To VIN 3G5DA03E14S558921 

V6-3.4 

2003-2001 

(Eng. VINE) 

BONNEVILLE 

V6-3.8 

2005-2004 

(Eng. VINK) 

V6-3.8 

2003-2000 

(Eng. VIN 1) Supercharged 

V6-3.8 

2003-2000 

(Eng. VIN K) Non-Supercharged 

V6-3.8 

2003-2000 

(Eng. VIN K) Non-Supercharged - Sell out reorder 953-0032 

V6-3.8 

1999-1996 

(Eng. VIN 1) Supercharged 

V6-3.8 

1999-1995 

(Eng. VIN K) Non-Supercharged 

V6-3.8 

1995-1992 

(Eng. VIN 1) Supercharged, w/ 37mm Dia. Pump 

V6-3.8 

1995-1992 

(Eng. VIN 1) Supercharged, w/ 50mm Dia. Pump 

V6-3.8 

1994 

(Eng. VIN L) Non-Supercharged, w/ Sender Stamped CRC 

V6-3.8 

1992 

(Eng. VIN L) Non-Supercharged 

V6-3.8 

1991-1990 

(Eng. VINC) 

V6-3.8 

1989 

(Eng. VINC) 

V6-3.8 

1988 

(Eng. VIN 3, C) Exc. Harness Stamped CPB or CPC 

V6-3.8 

1988 

(Eng. VIN 3, C) w/ Harness Stamped CPB or CPC 

V6-3.8 

1987 

(Eng. VIN 3) 

V6-4.3 

1986 

(Eng. VIN Z) 

V8-4.6 

2005-2004 

(Eng. VIN Y) 


953-5118 

953-5110 

953-5128 

953-5084 

953-0032 

953-5085 


950-0168 


951-5017 

951-5017 

951-5003 

951-0013 

951-5006 

951-5006 

951-0013 

951-5003 

951-5003 

951-5003 

951-5003 

951-5014 


952-0056 

952-0055 

952-0056 

952-0042 

952-0056 

952-0056 

952-0042 

952-0056 

952-0077 

952-0056 

952-0077 

952-0077 



951-5013 

952-0056 


951-5019 

952-0023 


951-5012 

952-0074 

950-0168 

951-0013 

952-0042 


951-5019 

952-0023 

950-0168 

951-0013 

952-0042 

950-0168 

951-0013 

952-0042 


951-5003 

952-0056 


951-5006 

952-0056 

950-0168 

951-0013 

952-0042 


951-5006 

952-0056 


951-5017 

952-0058 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
126 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 







DCNSO 



Qrsjjjmem APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

PONTIAC 

[continued] 




FIERO 

L4-2.5 

1988-1984 

(Eng. VIN R) 



951-5017 

952-0055 


V6-2.8 

1988 

(Eng. VIN9) 



951-5003 

952-0055 


V6-2.8 

1987-1985 

(Eng. VIN 9) 



951-5006 

952-0055 




FIREBIRD 




L4-2.5 

1986-1982 

(Eng. VIN 2) w/FI 



951-5017 

952-0058 


V6-2.8 

1989-1985 

(Eng. VIN S) 



951-5006 

952-0058 


V6-3.1 

1992-1990 

(Eng. VINT) 



951-5006 

952-0072 


V6-3.8 

2002-1999 

(Eng. VINK) 

953-5058 





V6-3.8 

1989 

(Eng. VIN 7) 



951-5014 

952-0072 


V8-5.0 

1992-1990 

(Eng. VINE) Check Eng. VIN 



951-5017 

952-0072 


V8-5.0 

1992-1988 

(Eng. VIN F) Check Eng. VIN 



951-5014 

952-0072 


V8-5.0 

1989-1988 

(Eng. VINE) Check Eng. VIN 



951-5017 

952-0058 


V8-5.0 

1987-1985 

(Eng. VIN F) w/FI 



951-5014 

952-0058 


V8-5.0 

1983 

(Eng. VINS) w/FI 



951-5017 

952-0058 


V8-5.0 

1982 

(Eng. VIN 7) w/FI 



951-5017 

952-0058 


V8-5.7 

2002-1999 

(Eng. VIN G) 

953-5082 





V8-5.7 

1992-1988 

(Eng. VIN 8) 



951-5014 

952-0072 


V8-5.7 

1987 

(Eng. VIN 8) 



951-5014 

952-0058 




GRAND AM 




L4-2.0 

1989-1988 

(Eng. VIN M) 



951-5003 

952-0094 


L4-2.0 

1989-1987 

(Eng. VIN M) Sell out reorder 952-0094 




952-0059 


L4-2.0 

1987 

(Eng. VIN M) 



951-5006 

952-0094 


L4-2.2 

2005-2002 

(Eng. VIN F) 

953-0023 





L4-2.2 

2005-2002 

(Eng. VIN F) Sell out reorder 953-0023 

953-5122 





L4-2.3 

1995 

(Eng. VIN D) 

953-5002 

950-5000 




L4-2.3 

1994-1992 

(Eng. VIN 3, A, D) 

953-5002 

950-5000 




L4-2.3 

1991-1989 

(Eng. VIN A, D) 



951-5003 

952-0094 


L4-2.3 

1991-1989 

(Eng. VIN A, D) Sell out reorder 952-0094 




952-0059 


L4-2.3 

1988 

(Eng. VIN D) 



951-5003 

952-0094 


L4-2.3 

1988 

(Eng. VIN D) Sell out reorder 952-0094 




952-0059 


L4-2.4 

2001-2000 

(Eng. VINT) 

953-0023 





L4-2.4 

2001-2000 

(Eng. VINT) Sell out reorder 953-0023 

953-5122 





L4-2.4 

1999 

(Eng. VINT) 

953-0015 





L4-2.4 

1999 

(Eng. VIN T) Sell out reorder 953-0015 

953-5064 





L4-2.4 

1998-1996 

(Eng. VINT) 

953-0008 





L4-2.4 

1998-1996 

(Eng. VIN T) Sell out reorder 953-0008 

953-5004 





L4-2.5 

1991-1985 

(Eng. VIN U) 



951-5017 

952-0094 


L4-2.5 

1991-1985 

(Eng. VIN U) Sell out reorder 952-0094 




952-0059 


V6-3.0 

1987-1985 

(Eng. VIN L) 



951-5006 

952-0094 


V6-3.0 

1987-1985 

(Eng. VIN L) Sell out reorder 952-0094 




952-0059 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 127 

sin previo aviso. _ 

www.DensoAftermarket.com 





DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


PONTIAC [continued] 


GRAND AM [continued] 

1998-1996 (Eng. VIN M) 

1998- 1996 (Eng. VIN M) Sell out reorder 953-0008 

1995- 1994 (Eng. VIN M) 

1993-1992 (Eng. VIN N) 

2005-2000 (Eng. VINE) 

2005-2000 (Eng. VIN E) Sell out reorder 953-0023 

1999 (Eng. VINE) 

1999 (Eng. VIN E) Sell out reorder 953-0015 

GRAND PRIX 

1991- 1990 I (Eng. VIN D) 

1989 (Eng. VIN W) 

1988 (Eng. VIN W) w/ ECC Prom Stamped WEC07 

1988 (Eng. VIN W) w/ ECC Prom Stamped WEC22 

2003-2001 (Eng. VIN J) 

2003-2001 (Eng. VIN J) Sell out reorder 953-0034 

2000 (Eng. VIN J) 

2000 (Eng. VIN J) Sell out reorder 953-0033 

1999- 1998 (Eng. VIN M) 

1999- 1998 (Eng. VIN M) Sell out reorder 953-0033 

1997 (Eng. VIN M) 

1996- 1994 (Eng. VIN M) 

1993 (Eng. VINT) 

1992- 1991 (Eng. VINT) 

1990-1989 (Eng. VINT) w/o Turbo 
1990-1989 (Eng. VIN V) w/Turbo 

1996 (Eng. VIN X) 

1995-1993 (Eng. VIN X) 

1992-1991 (Eng. VIN X) 

2003-2001 (Eng. VIN 1) Supercharged 

2003-2001 (Eng. VIN K) Non-Supercharged 

2003-2001 (Eng. VIN K) Non-Supercharged - Sell out reorder 953-0034 

2000- 1998 (Eng. VIN 1) Supercharged 

2000-1998 (Eng. VIN K) Non-Supercharged 

2000-1998 (Eng. VIN K) Non-Supercharged - Sell out reorder 953-0033 

1997 (Eng. VIN 1) Supercharged 

1997 (Eng. VIN K) Non-Supercharged 


953-0008 

953-5004 

953-5002 

953-5002 

953-0023 

953-5122 

953-0015 

953-5064 


953-0034 

953-5001 

953-0033 

953-5003 

953-0033 

953-5003 

953-5037 


953-5097 

953-0034 

953-5001 

953-5080 

953-0033 

953-5003 

953-5038 

953-5037 


950-5000 

950-5000 


951-5003 

951-5003 

951-5006 

951-5003 


951-5003 

951-5003 

951-5003 

951-5003 

951-5014 

951-5014 

951-5003 

951-5003 


952-0061 

952-0061 

952-0061 

952-0061 


952-0069 

952-0069 

952-0061 

952-0061 

952-0061 

952-0069 

952-0069 

952-0061 


V6-4.3 

1987-1986 

(Eng. VIN Z) 



951-5017 

952-0058 


J2000 

L4-1.8 

1983 

(Eng. VINO) w/FI 



951-5017 

952-0094 


L4-1.8 

L4-1.8 

1983 

1982 

(Eng. VIN 0) w/ FI - Sell out reorder 952-0094 
(Eng. VINO) w/FI 



951-5017 

952-0059 

952-0057 



Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
128 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 





DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

PONTIAC 

[continued] 




J2000 SUNBIRD 

L4-1.8 

1985-1984 

(Eng. VINO) w/o Turbo 



951-5017 

952-0094 


L4-1.8 

1985-1984 

(Eng. VIN 0) w/o Turbo - Sell out reorder 952-0094 




952-0059 


L4-1.8 

1985 

(Eng. VIN J) w/ Turbo 



951-5006 

952-0094 


L4-1.8 

1985 

(Eng. VIN J) w/ Turbo - Sell out reorder 952-0094 




952-0059 


L4-1.8 

1984 

(Eng. VIN J) w/Turbo 



951-5006 

952-0057 


L4-2.0 

1985-1984 

(Eng. VIN P) 



951-5017 

952-0094 


L4-2.0 

1985-1984 

(Eng. VIN P) Sell out reorder 952-0094 




952-0059 




LEMANS 




L4-1.6 

1993-1988 

(Eng. VIN 6) 



951-5017 

952-0076 


L4-2.0 

1990-1989 

(Eng. VINK) 



951-5017 

952-0076 




MONTANA 




V6-3.4 

2005 

(Eng. VINE) 

953-5102 





V6-3.4 

2004-2002 

(Eng. VIN E) w/120.0" Wheelbase 

953-5102 





V6-3.4 

2004 

(Eng. VIN E) w/112.0" Wheelbase 

953-5127 





V6-3.4 

2003-2001 

(Eng. VIN E) w/112.0" Wheelbase 

953-5098 





V6-3.4 

2001 

(Eng. VIN E) w/120.0" Wheelbase 

953-0027 





V6-3.4 

2001 

(Eng. VIN E) w/120.0" Wheelbase - Sell out reorder 953-0027 

953-5088 





V6-3.4 

2000-1999 

(Eng. VINE) 

953-0027 





V6-3.4 

2000-1999 

(Eng. VIN E) Sell out reorder 953-0027 

953-5078 







PARISIENNE 




V6-4.3 

1986-1985 

(Eng. VIN Z) 



951-5017 

952-0060 




PHOENIX 




L4-2.5 

1984-1982 

(Eng. VIN R) w/FI 



951-5017 

952-0055 




SUNBIRD 




L4-1.8 

1986 

(Eng. VINO) w/o Turbo 



951-5017 

952-0094 


L4-1.8 

1986 

(Eng. VIN 0) w/o Turbo - Sell out reorder 952-0094 




952-0059 


L4-1.8 

1986 

(Eng. VIN J) w/Turbo 



951-5006 

952-0094 


L4-1.8 

1986 

(Eng. VIN J) w/Turbo - Sell out reorder 952-0094 




952-0059 


L4-2.0 

1994-1992 

(Eng. VIN H) 

953-5002 

950-5000 




L4-2.0 

1991 

(Eng. VINK) 



951-5017 

952-0094 


L4-2.0 

1991 

(Eng. VIN K) Sell out reorder 952-0094 




952-0059 


L4-2.0 

1990-1988 

(Eng. VIN M) w/Turbo 



951-5003 

952-0094 


L4-2.0 

1990-1987 

(Eng. VINK) w/o Turbo 



951-5017 

952-0094 


L4-2.0 

1990-1987 

(Eng. VIN K) w/o Turbo - Sell out reorder 952-0094 




952-0059 


L4-2.0 

1990-1987 

(Eng. VIN M) w/Turbo - Sell out reorder 952-0094 




952-0059 


L4-2.0 

1987 

(Eng. VIN M) w/Turbo 



951-5006 

952-0094 


L4-2.0 

1986 

(Eng. VIN P) 



951-5017 

952-0094 


L4-2.0 

1986 

(Eng. VIN P) Sell out reorder 952-0094 




952-0059 


V6-3.1 

1994-1992 

(Eng. VINT) 

953-5002 

950-5000 




V6-3.1 

1991 

(Eng. VINT) 



951-5003 

952-0094 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 129 

sin previo aviso. _ 

www.DensoAftermarket.com 





PENSO 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 


PONTIAC [continued] 


SUN BIRD [continued] 

11991 | (Eng. VIN T) Sell out reorder 952-0094 

_ SUNFIRE _ 

2005-2003 I (Eng. VIN F) 

2005- 2003 (Eng. VIN F) Sell out reorder 953-0023 

2002 (Eng. VIN 4, F) 

2002 (Eng. VIN 4, F) Sell out reorder 953-0023 
2001 (Eng. VIN 4) 

2001 (Eng. VIN 4) Sell out reorder 953-0023 

2000 (Eng. VIN 4) w/Plastic Fuel Tank 

2000 (Eng. VIN 4) w/ Plastic Fuel Tank - Sell out reorder 953-0023 

2000 (Eng. VIN 4) w/Steel Fuel Tank 

2000 (Eng. VIN 4) w/ Steel Fuel Tank - Sell out reorder 953-0015 

1999 (Eng. VIN 4) 

1999 (Eng. VIN 4) Sell out reorder 953-0015 

1998-1996 (Eng. VIN 4) 

1998-1996 (Eng. VIN 4) Sell out reorder 953-0008 

1995 (Eng. VIN 4) 

1995 (Eng. VIN 4) Sell out reorder 953-0007 

1995 (Eng. VIN D) 

1995 (Eng. VIN D) Sell out reorder 953-0007 

2002-2001 (Eng. VINT) 

2002-2001 (Eng. VIN T) Sell out reorder 953-0023 

2000 (Eng. VINT) w/Plastic Fuel Tank 

2000 (Eng. VIN T) w/ Plastic Fuel Tank - Sell out reorder 953-0023 

2000 (Eng. VINT) w/Steel Fuel Tank 

2000 (Eng. VIN T) w/ Steel Fuel Tank - Sell out reorder 953-0015 

1999 (Eng. VINT) 

1999 (Eng. VIN T) Sell out reorder 953-0015 

1998-1996 (Eng. VINT) 

1998-1996 (Eng. VIN T) Sell out reorder 953-0008 

TRANS SPORT 

1995-1990 I (Eng. VIN D) 

1998 (Eng. VINE) 

1998 (Eng. VIN E) Sell out reorder 953-0027 

1997 (Eng. VINE) 

1997 (Eng. VIN E) Sell out reorder 953-0026 

1996 (Eng. VINE) 

1995-1992 (Eng. VIN L) 

VIBE 

2008-2007 I (Eng. VIN 8) ~~ 

2006- 2005 (Eng. VIN 8) AWD 


952-0059 


953-0023 

953-5122 

953-0023 

953-5122 

953-0023 

953-5122 

953-0023 

953-5122 

953-0015 

953-5064 

953-0015 

953-5064 

953-0008 

953-5004 

953-0007 

953-5031 

953-0007 

953-5031 

953-0023 

953-5122 

953-0023 

953-5122 

953-0015 

953-5064 

953-0015 

953-5064 

953-0008 

953-5004 


953-0027 

953-5078 

953-0026 

953-5077 


951-5017 952-0061 


951-5003 

951-5003 


952-0069 

952-0069 


950-0202 

950-0104 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
130 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 

www.DensoAftermarket.com 







APPLICATIONS / APLICACIONES 


SAAB 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION D'APPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

PONTIAC 

[continued] 






VIBE [continued] 

L4-1.8 

2006-2005 

(Eng. VIN 8) FWD 


950-0202 




L4-1.8 

2006-2005 

(Eng. VIN L) FWD 


950-0202 




L4-1.8 

2004-2003 

(Eng. VIN 8, L) 


950-0104 

951-0001 

952-0018 



9-7X 

L6-4.2 2009-2008 

(Eng. VIN S) 

953-3079 




L6-4.2 2007-2005 

(Eng. VIN S) 

953-3052 




V8-5.3 2009-2008 

(Eng. VIN M) 

953-3079 




V8-5.3 2007-2005 

(Eng. VIN M) 

953-3052 




V8-6.0 2009-2008 

(Eng. VIN H) 

953-3079 




SCION 

TC 

L4-2.4 2010-2005 

(2AZFE Eng.) 

950-0175 

951-0001 

952-0007 

954-0015 


XA 





L4-1.5 2006 

(INZFEEng.) From 07/05 

950-0105 

951-0001 

952-0021 

954-0016 

L4-1.5 2006 

(1NZFE Eng.) To 07/05 

950-0105 

951-0001 

952-0021 

954-0015 

L4-1.5 2005-2004 

(INZFEEng.) 

950-0105 

951-0001 

952-0021 

954-0015 

XB 

L4-1.5 2006 

(INZFEEng.) From 07/05 

950-0105 

951-0001 

952-0021 

954-0016 

L4-1.5 2006 

(INZFEEng.) To 07/05 

950-0105 

951-0001 

952-0021 

954-0015 

L4-1.5 2005-2004 

(1NZFE Eng.) 

950-0105 

951-0001 

952-0021 

954-0015 

L4-2.4 2012-2008 

(2AZFE Eng.) 

950-0229 





STERLING 


825 

V6-2.5 11988-1987 |(Eng.VINA,B,C,D) 


950-0149 951-0012 952-0029 


V6-2.7 1991-1990 (Eng. VIN G, H, K) 

V6-2.7 1989 (Eng. VIN G, H,J, K) 


SUBARU 


950-0149 951-0012 952-0029 

950-0149 951-0012 952-0029 


FORESTER 

H4-2.5 

2002-2000 

(EJ251 Eng.) 


950-0194 

951-0007 

952-0051 


H4-2.5 

1999 

(EJ253 Eng.) 


950-0194 

951-0007 

952-0051 


H4-2.5 

1998 

(EJ25D Eng.) 


950-0194 

951-0007 

952-0051 




IMPREZA 




H4-2.0 

2004-2002 

(EJ205 Eng.) 


950-0194 

951-0007 

952-0051 


H4-2.2 

2001-2000 

(EJ222 Eng.) 


950-0194 

951-0007 

952-0051 


H4-2.2 

1999 

(EJ222, EJ223 Eng.) 


950-0194 

951-0007 

952-0051 



Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 131 

sin previo aviso. _ 
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DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION D'APPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

SUBARU 

[continued] 






IMPREZA [continued] 

H4-2.2 

1998 

(EJ22EZ Eng.) 


950-0194 

951-0007 

952-0051 


H4-2.2 

1997-1996 

(Eng. VIN 4) 


950-0194 

951-0007 

952-0051 


H4-2.2 

1995 

(Eng. VIN 6) 


950-0194 

951-0007 

952-0051 


H4-2.5 

2004 

(EJ251 Eng.) w/o Turbo 


950-0194 

951-0007 

952-0051 


H4-2.5 

2003-2000 

(EJ251 Eng.) 


950-0194 

951-0007 

952-0051 


H4-2.5 

1999 

(EJ253 Eng.) 


950-0194 

951-0007 

952-0051 


H4-2.5 

1998 

(EJ25D Eng.) 


950-0194 

951-0007 

952-0051 


JUSTY 


11994-1990 | (Eng. VIN 7,8) w/FI 

LEGACY 

1999 I (Eng. VIN 4) 

1998 (Eng. VIN 4) L Model, From 06/98 w/38mm Dia. Pump 
1996 (Eng. VIN 3,4) L Model w/ FWD 

1995 (Eng. VIN 6) Base & L Models w/ FWD 
1994-1991 (Eng. VIN 6) w/o Turbo 

1990 (Eng. VIN 6) 

2003-2001 (EJ253 Eng.) 

2000 (EJ251, EJ252 Eng.) 


950-0194 

950-0194 

950-0194 

950-0194 

950-0194 

950-0194 


951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 

951-0007 


952-0051 

952-0051 

952-0051 

952-0051 

952-0051 

952-0051 


H4-2.5 

1999 

(EJ25D Eng.) 


950-0194 

951-0007 

952-0051 


OUTBACK 

H4-2.5 

H4-2.5 

2003-2001 

2000 

(EJ253 Eng.) 

(EJ251, EJ252 Eng.) 



951-0007 

951-0007 




SUZUKI 



Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
132 Colador de la bomba debe reemplazarse con un concesionario OE - 0 coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASS0IRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

SUZUKI [continued] 

SIDEKICK 

L4-1.6 

1998-1997 

(Eng. VINO) 


950-0128 

951-0007 

952-0018 


L4-1.6 

1996 

(Eng. VINO) 


950-0125 

951-0007 

952-0012 


L4-1.6 

1995 

(Eng. VINO) Convertible 


950-0137 

951-0007 

952-0025 


L4-1.6 

1995 

(Eng. VIN 0) Hardtop, Canada Built 


950-0125 

951-0007 

952-0012 


L4-1.6 

1995 

(Eng. VIN 0) Hardtop, Japan Built 


950-0137 

951-0007 

952-0025 


L4-1.6 

1994-1989 

(Eng. VINO) 


950-0137 

951-0007 

952-0025 


L4-1.8 

1998-1996 

(Eng. VIN 2) 


950-0125 

951-0007 

952-0012 




SWIFT 






L4-1.3 

2001-1995 

(Eng. VIN 2) 


950-0125 

951-0007 

952-0012 


L4-1.3 

1994-1989 

(Eng. VIN 3) DOHC Engine 



951-0012 





VITARA 






L4-1.6 

2001-1999 



950-0128 

951-0007 

952-0018 


L4-2.0 

2003-1999 



950-0128 

951-0007 

952-0018 


V6-2.5 

2004 



950-0128 

951-0007 

952-0018 


X-90 

L4-1.6 

1998-1996 

(Eng. VIN 1) 


950-0127 

951-0007 

952-0016 




XL-7 






V6-2.7 

2003-2002 



950-0141 

951-0007 

952-0031 


TOYOTA 


L4-2.4 

1995-1992 

(22RE Eng.) 


950-0100 

951-0001 

952-0006 

954-0005 

L4-2.4 

1991-1990 

(22RE Eng.) 


950-0150 

951-0012 

952-0034 

954-0005 

L4-2.4 

1989 

(22REC Eng.) 


950-0150 

951-0012 

952-0034 

954-0005 

L4-2.4 

1988-1985 

(22REC, 22RTEC Eng.) 


950-0150 

951-0012 

952-0034 

954-0005 

L4-2.7 

2000-1996 

(3RZFE Eng.) 


950-0100 

951-0001 

952-0006 

954-0019 

V6-3.0 

1995-1992 

(3VZE Eng.) 


950-0100 

951-0001 

952-0006 

954-0005 

V6-3.0 

1991-1988 

(3VZE Eng.) 


950-0150 

951-0012 

952-0034 

954-0005 

V6-3.4 

2002-1996 

(5VZFE Eng.) 


950-0100 

951-0001 

952-0006 

954-0019 

V6-4.0 

2009-2003 

(1GRFE Eng.) 


950-0226 

951-0024 

952-0086 


V8-4.7 

2009-2006 

(2UZFE Eng.) 


950-0206 




V8-4.7 

2005 

(2UZFE Eng.) From 11/04 


950-0206 




V8-4.7 

2005 

(2UZFE Eng.) To 11/04 


950-0226 

951-0024 

952-0086 


V8-4.7 

2004-2003 

(2UZFE Eng.) 


950-0226 

951-0024 

952-0086 




AVALON 





V6-3.0 

2004-2002 

(1MZFE Eng.) 


950-0188 

951-0002 

952-0017 

954-0015 

V6-3.0 

2001-2000 

(1MZFE Eng.) 


950-0132 

951-0002 

952-0018 

954-0014 

V6-3.0 

1999-1998 

(1MZFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0014 

V6-3.0 

1997-1995 

(1MZFE Eng.) 


950-0102 

951-0001 

952-0015 

954-0019 

V6-3.5 

2012-2005 

(2GRFE Eng.) 


950-0188 

951-0002 

952-0017 

954-0015 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 133 

sin previo aviso. _ 
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PENSO 


APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

TOYOTA 

[continued] 





CAMRY 

L4-2.0 

1991-1987 

(3SFE Eng.) 


950-0147 

951-0012 

952-0036 

954-0005 

L4-2.0 

1986-1983 

(2SELC Eng.) 


950-0149 

951-0012 

952-0029 

954-0013 

L4-2.2 

2001 

(5SFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0014 

L4-2.2 

2000-1997 

(5SFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0019 

L4-2.2 

1996-1992 

(5SFE Eng.) 


950-0102 

951-0001 

952-0015 

954-0019 

L4-2.4 

2009-2008 

(2AZFE Eng.) Exc. Japan Built, Exc. Calif., Exc. HYBRID 


950-0205 



954-0015 

L4-2.4 

2009-2008 

(2AZFE Eng.) Japan Built, Exc. HYBRID 


950-0205 



954-0015 

L4-2.4 

2007 

(2AZFE Eng.) Exc. HYBRID 


950-0205 



954-0015 

L4-2.4 

2006-2004 

(2AZFE Eng.) Calif. 


950-0103 

951-0001 

952-0017 

954-0016 

L4-2.4 

2006-2004 

(2AZFE Eng.) Exc. Calif. 


950-0103 

951-0001 

952-0017 

954-0015 

L4-2.4 

2003-2002 

(2AZFE Eng.) 


950-0103 

951-0001 

952-0017 

954-0015 

L4-2.5 

2011-2010 

(2ARFE Eng.) Japan Built 


950-0205 



954-0015 

L4-2.5 

2011 

(2ARFE Eng.) Exc. Japan Built, Exc. Calif. 


950-0205 



954-0016 

L4-2.5 

2010 

(2ARFE Eng.) Exc. Japan Built, Exc. Calif. 


950-0205 



954-0015 

V6-2.5 

1991-1988 

(2VZFE Eng.) 


950-0150 

951-0012 

952-0034 

954-0005 

V6-3.0 

2006-2005 

(1MZFE Eng.) 


950-0188 

951-0002 

952-0017 

954-0015 

V6-3.0 

2004-2003 

(1MZFE Eng.) w/4-Speed Trans 


950-0103 

951-0001 

952-0017 

954-0015 

V6-3.0 

2004-2003 

(1MZFE Eng.) w/ 5-Speed Trans 


950-0188 

951-0002 

952-0017 

954-0015 

V6-3.0 

2002 

(1MZFE Eng.) 


950-0103 

951-0001 

952-0017 

954-0015 

V6-3.0 

2001 

(1MZFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0014 

V6-3.0 

2000-1997 

(1MZFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0019 

V6-3.0 

1996-1994 

(1MZFE Eng.) 


950-0102 

951-0001 

952-0015 

954-0019 

V6-3.0 

1993-1992 

(3VZFE Eng.) 


950-0102 

951-0001 

952-0015 

954-0019 

V6-3.3 

2006-2004 

(3MZFE Eng.) 


950-0188 

951-0002 

952-0017 

954-0015 

V6-3.5 

2011-2007 

(2GRFE Eng.) 


950-0188 

951-0002 

952-0017 

954-0015 


CELICA 

1993-1990 (4AFE Eng.) 

2005-2000 (1ZZFE, 2ZZGE Eng.) 

1997-1994 (7AFE Eng.) 

1993-1990 (3SGTE Eng.) 

1989-1988 (3SGTE Eng.) w/Turbo 

1989 (3SFE, 3SGELC Eng.) w/o Turbo 

1988 (3SFE Eng.) w/o Turbo, Check Eng. Designation 

1988 (3SGELC Eng.) w/o Turbo, Check Eng. Designation 

1987 (3SFE, 3SGELC Eng.) 

1986 (2SELC, 3SGELC Eng.) 

1999-1994 (5SFE Eng.) 

1993-1990 (5SFE Eng.) 

1985-1984 (22REC Eng.) 

1983 (22REC Eng.) w/ FI, External Electric Pump, w/ Automatic 
Trans 


950-0149 

951-0012 

952-0029 

954-0011 

950-0105 

951-0001 

952-0021 

954-0015 

950-0101 

951-0001 

952-0011 

954-0011 

950-0152 

951-0013 

952-0036 

954-0005 

950-0152 

951-0013 

952-0036 

954-0005 

950-0150 

951-0012 

952-0034 

954-0021 

950-0150 

951-0012 

952-0034 

954-0021 

950-0150 

951-0012 

952-0034 

954-0005 

950-0150 

951-0012 

952-0034 

954-0010 

950-0150 

951-0012 

952-0034 

954-0010 

950-0101 

951-0001 

952-0011 

954-0011 

950-0149 

951-0012 

952-0029 

954-0011 

950-0150 

951-0012 

952-0034 

954-0005 


951-3003 




Pump strainer must be replaced with a OE- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
134 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

TOYOTA 

[continued] 





CELICA [continued] 

L6-2.8 

1985-1984 

(5MGE Eng.) Supra Model 


950-0147 

951-0012 

952-0036 

954-0005 



COROLLA 





L4-1.6 

1997-1994 

(4AFE Eng.) 


950-0101 

951-0001 

952-0011 

954-0004 

L4-1.6 

1993 

(4AFE Eng.) Sedan 


950-0101 

951-0001 

952-0011 

954-0004 

L4-1.6 

1993 

(4AFE Eng.) Wagon, From 09/92 


950-0101 

951-0001 

952-0011 

954-0003 

L4-1.6 

1992 

(4AFE Eng.) 


950-0150 

951-0012 

952-0034 

954-0003 

L4-1.6 

1991-1990 

(4AFE Eng.) Exc. GTS Model 


950-0150 

951-0012 

952-0034 

954-0003 

L4-1.6 

1991-1988 

(4AGE Eng.) GTS Model 


950-0149 

951-0012 

952-0029 

954-0007 

L4-1.6 

1989-1988 

(4AFE Eng.) DLX All Trac Model 


950-0150 

951-0012 

952-0034 

954-0003 

L4-1.6 

1989-1988 

(4AFE Eng.) SR5 All Trac Model 


950-0150 

951-0012 

952-0034 

954-0003 

L4-1.6 

1988 

(4AGELC Eng.) FX16 GTS Model, Tank Seal w/ 2 Locator Nubs 


950-0149 

951-0012 

952-0029 

954-0007 

L4-1.6 

1988 

(4AGELC Eng.) FX16 GTS Model, Tank Seal w/ 3 Locator Nubs 


950-0149 

951-0012 

952-0029 

954-0020 

L4-1.6 

1988 

(4AGELC Eng.) FX16 Model, Tank Seal w/ 2 Locator Nubs 


950-0149 

951-0012 

952-0029 

954-0007 

L4-1.6 

1988 

(4AGELC Eng.) FX16 Model, Tank Seal w/ 3 Locator Nubs 


950-0149 

951-0012 

952-0029 

954-0020 

L4-1.6 

1987 

(4AGEC Eng.) Sport GTS Model 


950-0150 

951-0012 

952-0034 

954-0020 

L4-1.6 

1987 

(4AGELC Eng.) FX16 GTS Model 


950-0149 

951-0012 

952-0029 

954-0020 

L4-1.6 

1987 

(4AGELC Eng.) FX16 Model 


950-0149 

951-0012 

952-0029 

954-0020 

L4-1.6 

1986-1985 

(4AGEC Eng.) w/FI 


950-0150 

951-0012 

952-0034 

954-0020 

L4-1.8 

2012-2009 

(2ZRFE Eng.) 


950-0230 



954-0001 

L4-1.8 

2008-2007 

(IZZFEEng.) 


950-0202 



954-0001 

L4-1.8 

2006 

(1ZZFE, 2ZZGE Eng.) North America Built 


950-0202 



954-0001 

L4-1.8 

2005 

(1ZZFE, 2ZZGE Eng.) North America Built, From 05/04 


950-0202 



954-0001 

L4-1.8 

2004 

(IZZFEEng.) To 05/04 


950-0104 

951-0001 

952-0018 

954-0015 

L4-1.8 

2003-1998 

(IZZFEEng.) 


950-0104 

951-0001 

952-0018 

954-0015 

L4-1.8 

1997-1993 

(7AFE Eng.) 


950-0101 

951-0001 

952-0011 

954-0004 

L4-2.4 

2010-2009 

(2AZFE Eng.) 


950-0230 



954-0001 



CRESSIDA 





L6-2.8 

1988-1985 

(5MGE Eng.) 


950-0147 

951-0012 

952-0036 

954-0005 

L6-3.0 

1992-1989 

(7MGE Eng.) 


950-0152 

951-0013 

952-0036 

954-0005 



ECHO 





L4-1.5 

2005-2000 

(INZFEEng.) 


950-0105 

951-0001 

952-0021 

954-0015 



FJ CRUISER 





V6-4.0 

2009-2007 

(1GRFE Eng.) 


950-0206 






HIGHLANDER 





L4-2.4 

2007-2004 

(2AZFE Eng.) 


950-0219 

951-0021 

952-0086 


L4-2.4 

2003-2001 

(2AZFE Eng.) 


950-0175 

951-0001 

952-0007 

954-0015 

V6-3.0 

2003-2001 

(1MZFE Eng.) 


950-0106 

951-0002 

952-0007 

954-0015 

V6-3.3 

2010-2006 

(3MZFE Eng.) HYBRID 


950-0106 

951-0002 

952-0007 

954-0016 

V6-3.3 

2007-2006 

(3MZFE Eng.) Exc. HYBRID 


950-0223 

951-0023 

952-0086 


V6-3.3 

2005-2004 

(3MZFE Eng.) 


950-0223 

951-0023 

952-0086 


V6-3.5 

2010-2008 

(2GRFE Eng.) 


950-0207 





Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 135 

sin previo aviso. _ 
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DEWSQ 


APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

TOYOTA 

[continued] 





LAND CRUISER 

L6-4.0 

1992-1991 

(3FE Eng.) 


950-0147 

951-0012 

952-0036 

954-0019 

L6-4.0 

1990 

(3FE Eng.) From 01/90 


950-0147 

951-0012 

952-0036 

954-0019 

L6-4.0 

1990 

(3FE Eng.) To 01/90 


950-0147 

951-0012 

952-0036 

954-0005 

L6-4.0 

1989-1988 

(3FE Eng.) 


950-0147 

951-0012 

952-0036 

954-0005 

L6-4.5 

1997-1993 

(1FZFE Eng.) 


950-0133 

951-0003 

952-0030 

954-0019 

V8-4.7 

2007-1998 

(2UZFE Eng.) 


950-0110 

951-0003 

952-0011 

954-0015 

MATRIX 

L4-1.8 

2012-2009 

(2ZRFE Eng.) 


950-0230 



954-0001 

L4-1.8 

2008-2007 

(IZZFEEng.) 


950-0202 



954-0001 

L4-1.8 

2006-2004 

(1ZZFE Eng.) AWD 


950-0104 

951-0001 

952-0018 

954-0015 

L4-1.8 

2006 

(1ZZFE, 2ZZGE Eng.) FWD 


950-0202 



954-0001 

L4-1.8 

2005 

(1ZZFE, 2ZZGE Eng.) FWD, North America Built, From 05/04 


950-0202 



954-0001 

L4-1.8 

2004 

(1ZZFE, 2ZZGE Eng.) FWD, To 05/04 


950-0104 

951-0001 

952-0018 

954-0015 

L4-1.8 

2003 

(1ZZFE, 2ZZGE Eng.) 


950-0104 

951-0001 

952-0018 

954-0015 

L4-2.4 

2012-2009 

(2AZFE Eng.) FWD 


950-0230 



954-0001 



MR2 





L4-1.6 

1989-1988 

(4AGELC Eng.) Non-Supercharged 


950-0147 

951-0012 

952-0036 

954-0009 

L4-1.6 

1989-1988 

(4AGZE Eng.) Supercharged 


950-0154 

951-0013 

952-0034 

954-0009 

L4-1.6 

1987-1985 

(4AGELC Eng.) 


950-0147 

951-0012 

952-0036 

954-0009 

L4-2.0 

1995-1991 

(3SGTE Eng.) 


950-0152 

951-0013 

952-0036 

954-0009 

L4-2.2 

1995-1991 

(5SFE Eng.) 


950-0147 

951-0012 

952-0036 

954-0009 


_ MR2 SPYDER _ 

12005-2000 | (1ZZFE Eng.) 

PASEO 

1998 (5EFE Eng.) 

1997 (5EFE Eng.) From 08/96 
1997 (5EFE Eng.) To 08/96 
1996-1992 (5EFE Eng.) 

PICKUP 

1995-1992 (22RE Eng.) 

1991-1989 (22RE Eng.) w/FI 

1988-1986 (22REC, 22RTEC Eng.) w/ FI 

1985 (22REC, 22RTEC Eng.) w/ FI, Exc. Diesel Engine 

1984 (22REC Eng.) w/ FI, Exc. Diesel Engine 

1995-1992 (3VZE Eng.) 

1991-1988 (3VZE Eng.) 

PREVIA 


950-0100 

950-0100 

950-0100 

950-0100 

950-0100 

950-0150 

950-0150 

950-0150 

950-0150 

950-0100 

950-0150 


951-0001 

951-0001 

951-0001 

951-0001 

951-0001 

951-0012 

951-0012 

951-0012 

951-0012 

951-0001 

951-0012 


952-0006 

952-0006 

952-0006 

952-0006 

952-0006 

952-0034 

952-0034 

952-0034 

952-0034 

952-0006 

952-0034 


1997-1996 

(2TZFZE Eng.) 


950-0108 

951-0003 

952-0007 

1995-1994 

(2TZFZE Eng.) Supercharged 


950-0108 

951-0003 

952-0007 

1995 

(2TZFE Eng.) Non-Supercharged 


950-0100 

951-0001 

952-0006 


954-0012 

954-0012 

954-0008 

954-0008 

954-0005 

954-0005 

954-0005 

954-0005 

954-0005 

954-0005 

954-0005 

954-0011 

954-0011 

954-0011 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
136 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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DCNSO 


ftSSLtiTws fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASSOIRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

TOYOTA 

[continued] 





PREVIA [continued] 

L4-2.4 

1994 

(2TZFE Eng.) Non-Supercharged, From 01/94 


950-0100 

951-0001 

952-0006 

954-0011 

L4-2.4 

1994 

(2TZFE Eng.) Non-Supercharged, To 01/94 


950-0149 

951-0012 

952-0029 

954-0011 

L4-2.4 

1993-1991 

(2TZFE Eng.) 


950-0149 

951-0012 

952-0029 

954-0011 



RAV4 





L4-2.0 

2003-2001 

(lAZFEEng.) 


950-0101 

951-0001 

952-0011 

954-0015 

L4-2.0 

2000-1996 

(3SFE Eng.) 


950-0101 

951-0001 

952-0011 

954-0019 

L4-2.4 

2005-2004 

(2AZFE Eng.) 


950-0101 

951-0001 

952-0011 

954-0015 



SEQUOIA 





V8-4.7 

2009-2008 

(2UZFE Eng.) 


950-0218 

951-0020 

952-0093 


V8-4.7 

2007-2005 

(2UZFE Eng.) 


950-0210 




V8-4.7 

2004 

(2UZFE Eng.) 


950-0214 

951-0017 

952-0092 

954-0002 

V8-4.7 

2003 

(2UZFE Eng.) Exc. Japan Built, From 08/02 


950-0214 

951-0017 

952-0092 

954-0002 

V8-4.7 

2003 

(2UZFE Eng.) Japan Built, To 04/03 


950-0107 

951-0003 

952-0006 

954-0002 

V8-4.7 

2002-2001 

(2UZFE Eng.) 


950-0107 

951-0003 

952-0006 

954-0002 



SIENNA 





V6-3.0 

2003-2001 

(1MZFE Eng.) 


950-0132 

951-0002 

952-0018 

954-0015 

V6-3.0 

2000-1998 

(1MZFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0014 

V6-3.3 

2006-2004 

(3MZFE Eng.) 


950-0224 

951-0023 

952-0090 


V6-3.5 

2010-2007 

(2GRFE Eng.) 


950-0231 






SOLARA 





L4-2.2 

2001-2000 

(5SFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0014 

L4-2.2 

1999 

(5SFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0019 

L4-2.4 

2008-2007 

(2AZFE Eng.) 


950-0205 



954-0015 

L4-2.4 

2006-2004 

(2AZFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0015 

L4-2.4 

2003-2002 

(2AZFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0014 

V6-3.0 

2003-2000 

(1MZFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0014 

V6-3.0 

1999 

(1MZFE Eng.) 


950-0104 

951-0001 

952-0018 

954-0019 

V6-3.3 

2008-2004 

(3MZFE Eng.) 


950-0188 

951-0002 

952-0017 

954-0015 



SUPRA 





L6-3.0 

1998-1993 

(2JZGE Eng.) w/o Turbo 


950-0107 

951-0003 

952-0006 

954-0006 

L6-3.0 

1998-1993 

(2JZGTE Eng.) w/Turbo 


950-0155 

951-0014 

952-0029 

954-0006 

L6-3.0 

1992-1987 

(7MGE Eng.) w/o Turbo 


950-0152 

951-0013 

952-0036 

954-0005 

L6-3.0 

1992-1987 

(7MGTE Eng.) w/Turbo 


950-0154 

951-0013 

952-0034 

954-0005 

L6-3.0 

1986 

(7MGE Eng.) 


950-0152 

951-0013 

952-0036 

954-0005 



TIOO 





L4-2.7 

1998-1994 

(3RZFE Eng.) 


950-0100 

951-0001 

952-0006 

954-0005 

V6-3.0 

1994-1993 

(3VZE Eng.) 


950-0100 

951-0001 

952-0006 

954-0005 

V6-3.4 

1998-1995 

(5VZFE Eng.) 


950-0100 

951-0001 

952-0006 

954-0005 



TACOMA 





L4-2.4 

2004-1995 

(2RZFE Eng.) 


950-0103 

951-0001 

952-0017 

954-0002 

L4-2.7 

2012-2006 

(2TRFE Eng.) 


950-0203 



954-0001 


Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 137 

sin previo aviso. _ 
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denso 


tUsL&ns. tit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DEAPLICACION 

MODULE 

MODULE 

MODULO 

PUMP & STRAINER 
POMPE &PASS0IRE 
BOMBA & COLADOR 

PUMP 

POMPE 

BOMBA 

STRAINER 

PASSOIRE 

COLADOR 

TANK SEAL 
JOINT RESV 
SELLOTNK 

TOYOTA 

[continued] 






TACOMA [continued] 

L4-2.7 

2005 

(2TRFE Eng.) From 09/04 


950-0203 



954-0001 

L4-2.7 

2004-1995 

(3RZFE Eng.) 


950-0103 

951-0001 

952-0017 

954-0002 

V6-3.4 

2004-1995 

(5VZFE Eng.) 


950-0103 

951-0001 

952-0017 

954-0002 

V6-4.0 

2012-2006 

(IGRFEEng.) 


950-0210 



954-0001 

V6-4.0 

2005 

(IGRFEEng.) From 09/04 


950-0210 



954-0001 

TERCEL 

L4-1.5 

1998-1995 

(5EFE Eng.) 


950-0100 

951-0001 

952-0006 

954-0008 

L4-1.5 

1994-1990 

(3EE Eng.) w/FI 


950-0100 

951-0001 

952-0006 

954-0008 

TUNDRA 

V6-3.4 

2004-2000 

(5VZFE Eng.) 


950-0132 

951-0002 

952-0018 

954-0002 

V6-4.0 

2011-2007 

(IGRFEEng.) 


950-0218 

951-0020 

952-0093 


V6-4.0 

2006-2005 

(IGRFEEng.) 


950-0210 




V8-4.7 

2009-2007 

(2UZFE Eng.) 


950-0218 

951-0020 

952-0093 


V8-4.7 

2006-2005 

(2UZFE Eng.) 


950-0210 




V8-4.7 

2004-2003 

(2UZFE Eng.) 


950-0214 

951-0017 

952-0092 

954-0002 

V8-4.7 

2002-2000 

(2UZFE Eng.) 


950-0107 

951-0003 

952-0006 

954-0002 

VAN 

L4-2.0 

1985-1984 

(3YEC Eng.) 


950-0150 

951-0012 

952-0034 

954-0005 

L4-2.2 

1989-1986 

(4YEC Eng.) 


950-0149 

951-0012 

952-0029 

954-0005 

VOLKSWAGEN 

BEETLE 

L4-1.8 

2005 

(BKF Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





L4-1.8 

2004 

(AWP, AWV Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





L4-1.8 

2003-2002 

(AWP, AWV Eng.) 

953-3064 





L4-1.8 

2001 

(APH,AWV Eng.) 

953-3064 





L4-1.8 

2000-1999 

(APH Eng.) 

953-3064 





L4-2.0 

2005-2004 

(BEV, BGD Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





L4-2.0 

2003 

(AVH, AZG, BDCEng.) 

953-3064 





L4-2.0 

2002 

(AVH, AZG Eng.) 

953-3064 





L4-2.0 

2001 

(AEG, AVH, AZG Eng.) 

953-3064 





L4-2.0 

2000-1998 

(AEG Eng.) 

953-3064 





L5-2.5 

2010-2006 

(BPR, BPS Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





GOLF 

L4-1.8 

2005-2003 

(AWP Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





L4-1.8 

2002 

(AWP Eng.) 

953-3064 





L4-1.8 

2001 

(AWD, AWW Eng.) 

953-3064 





L4-1.8 

2000 

(AWD Eng.) 

953-3064 





L4-2.0 

2006-2004 

(BEV Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





L4-2.0 

2003 

(AVH Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





L4-2.0 

2002 

(AVH, AZG Eng.) 

953-3064 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 
138 Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantia de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 
_ sin previo aviso. 
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f fime f it 


APPLICATIONS / APLICACIONES 


ENGINE 

YEAR 

APPLICATION INFORMATION 

MODULE 

PUMP & STRAINER 

PUMP 

STRAINER 

TANK SEAL 

MOTEUR 

ANNEE 

INFORMATION DUPLICATION 

MODULE 

POMPE &PASSOIRE 

POMPE 

PASSOIRE 

JOINT RESV 

MOTOR 

ANO 

INFORMACION DEAPLICACION 

MODULO 

BOMBA & COLADOR 

BOMBA 

COLADOR 

SELLOTNK 

VOLKSWAGEN [,continued1 

GOLF [continued] 

L4-2.0 

2001 

(AEG, AVH, AZG Eng.) 

953-3064 





L4-2.0 

2000 

(AEG Eng.) 

953-3064 





L4-2.0 

1999 

(AEG Eng.) Check Engine Designation 

953-3064 





V6-2.8 

2005-2003 

(BDF Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





V6-2.8 

2002 

(AFP, BDF Eng.) 

953-3064 





V6-2.8 

2001-2000 

(AFP Eng.) 

953-3064 





V6-2.8 

1999 

(AFP Eng.) Check Engine Designation 

953-3064 





JETTA 

L4-1.8 

2005-2004 

(AWP Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





L4-1.8 

2003-2002 

(AWPEng.) 

953-3064 





L4-1.8 

2001 

(AWD, AWW Eng.) 

953-3064 





L4-1.8 

2000 

(AWD Eng.) 

953-3064 





L4-2.0 

2005 

(BBW, BEV Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





L4-2.0 

2004 

(AVH, AZG, BBW, BEV Eng.) Plastic Fuel Tank w/o Protective 
Coating 

953-3064 





L4-2.0 

2003-2002 

(AVH, AZG Eng.) 

953-3064 





L4-2.0 

2001 

(AEG, AVH, AZG Eng.) 

953-3064 





L4-2.0 

2000 

(AEG Eng.) 

953-3064 





L4-2.0 

1999 

(ABA, AEG Eng.) w/ New Body Style 

953-3064 





V6-2.8 

2004 

(BDF Eng.) Plastic Fuel Tank w/o Protective Coating 

953-3064 





V6-2.8 

2003 

(BDF Eng.) 

953-3064 





V6-2.8 

2002 

(AFP, BDF Eng.) 

953-3064 





V6-2.8 

2001-2000 

(AFP Eng.) 

953-3064 





V6-2.8 

1999 

(AFP Eng.) Check Engine Designation 

953-3064 






Pump strainer must be replaced with a 0E- or car dealership equivalent to validate fuel pump warranty. All specifications are subject to change without notice. 

Crepine de la pompe doit etre remplace par un concessionnaire OE pour valider la garantie de pompe a carburant. Toutes les specifications sont sujets a changement sans preavis. 

Colador de la bomba debe reemplazarse con un concesionario OE - o coche equivalente para validar la garantfa de la bomba de combustible. Todas las especificaciones estan sujetas a cambios 1 3 Q 

sin previo aviso. _ 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUMBE 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUMER 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUMER 


LEXUS 


ES300 

1MZFE 12003-2002 

ES330 

3MZFE 12006-2004 

ES350 

2GRFE 12012-2007 


LS430 

2006-2001 Left Side Sending Unit 


RX330 

3MZFE 12006-2004 

RX350 

2GRFE 12009-2007 


SCION 


TC 

2AZFE 12010-2005 

XA 

1NZFE 12006-2004 

XB 

1NZFE 12006-2004 


TOYOTA 


955-0105 


955-0116 


955-0103 


AVALON 

V6-3.0 

1MZFE 

2004-2002 


955-0105 

V6-3.5 

2GRFE 

2012-2005 


955-0114 

V6-3.5 

2GRFE 

2012-2005 

Sellout reorder 955-0114 

955-0112 

CAMRY 

L4-2.4 

2AZFXE 

2011-2010 


955-0100 

L4-2.4 

2AZFE 

2009-2007 

Exc. HYBRID 

955-0115 

L4-2.4 

2AZFXE 

2009-2007 

HYBRID 

955-0100 

L4-2.4 

2AZFE 

2006-2002 


955-0105 

L4-2.5 

2ARFE 

2011-2010 


955-0115 

V6-3.0 

1MZFE 

2006-2002 


955-0105 

V6-3.3 

3MZFE 

2006-2004 


955-0105 

V6-3.5 

2GRFE 

2011-2007 

Exc. Japan Built 

955-0114 

V6-3.5 

2GRFE 

2011-2007 

Exc. Japan Built - Sell out reorder 955-0114 

955-0112 

V6-3.5 

2GRFE 

2011-2007 

Japan Built 

955-0114 

COROLLA 

L4-1.8 

2ZRFE 

2012-2009 


955-0109 

L4-1.8 

1ZZFE 

2008-2005 


955-0109 

L4-1.8 

2ZZGE 

2006-2005 


955-0109 

L4-1.8 

1ZZFE 

2004-2003 


955-0108 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUMB 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUME 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUME 


TOYOTA [continued] 


COROLLA [continued] 

2002-2000 

2010-2009 

ECHO 

12005-2000 I 


955-0102 

955-0109 



HIGHLANDER 

L4-2.4 

2AZFE 

2007-2004 

955-0116 

L4-2.7 

1ARFE 

2012-2009 

955-0116 

V6-3.3 

3MZFE 

2007-2004 Exc. HYBRID 

955-0116 

V6-3.5 

2GRFE 

2011 Exc. HYBRID 

955-0116 

V6-3.5 

2GRFE 

2010-2008 

955-0116 


MATRIX 

L4-1.8 

2ZRFE 

2012-2009 

955-0109 

L4-1.8 

1ZZFE 

2008-2007 

955-0109 

L4-1.8 

1ZZFE 

2006-2005 w/AWD 

955-0110 

L4-1.8 

1ZZFE 

2006-2005 w/FWD 

955-0109 

L4-1.8 

2ZZGE 

2006-2005 w/FWD 

955-0109 

L4-1.8 

1ZZFE 

2004-2003 w/AWD 

955-0107 

L4-1.8 

1ZZFE 

2004-2003 w/FWD 

955-0108 

L4-1.8 

2ZZGE 

2004-2003 w/FWD 

955-0108 

L4-2.4 

2AZFE 

2012-2011 w/FWD 

955-0109 

L4-2.4 

2AZFE 

2009 w/FWD 

955-0109 


2003-2001 Left Side Sending Unit 

2005- 2004 Left Side Sending Unit 

SIENNA 

2012-2011 

2006- 2004 
2012-2007 
SOLARA 
2008-2007 
2006-2004 
2008-2007 

2008-2007 Sell out reorder 955-0114 
2006-2004 


955-0106 

955-0106 

955-0101 

955-0113 

955-0101 

955-0115 

955-0105 

955-0114 

955-0112 

955-0105 


All specifications subject to change without prior notice./Tous les specifications sont sujettes a changement sans preavis./Todos las especificaciones estan sujetas a cambios sin previo aviso. 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUMBE 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUMER 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUMER 


ACURA 


MDX 

12007 

RL 

|2007-2005 

TL 

12007 


Type-S Model 


FORD 


AEROSTAR 

11997 [~~ 

CONTOUR 


E-150 VAN _ 

12003 | From 12/09/02 

E-350 VAN _ 

2003-2000 

1999-1997 

E-450 ECONOLINE SUPER DUTY _ 

| 2002-2000 | 

E-450 ECONOLINE SUPER DUTY STRIPPED 

| 2002-2000 | 

E-450 SUPER DUTY 

|2003 ( 

E-450 SUPER DUTY STRIPPED CHASSIS 

|2003 ( 

E-550 SUPER DUTY 

|2003 | 

ECONOLINE SUPER DUTY 

11999-1997 | 

EDGE 

|2010-2007 | 

ESCAPE 


297-0007 


L4-2.0 

Z 

2000 

w/ Bi-Fuel Engine 

297-2017 

L4-2.0 

3 

1999 

w/ Gasoline Engine, From 05/03/99 

297-2017 

CROWN VICTORIA 

V8-4.6 

W 

2004-2003 

w/Gasoline Engine 

297-2016 

V8-4.6 

W 

2002-2001 

w/Gasoline Engine 

297-2002 

V8-4.6 

W 

2000-1999 

w/ Gasoline Engine 

297-2018 

V8-4.6 

W 

1998 

w/Gasoline Engine 

297-2012 

V8-4.6 

W 

1997 

w/Gasoline Engine, Exc. Calif. 

297-2011 


297-2016 

297-2012 


297-2016 


B 

2004-2001 


H 

2008 

w/Hybrid Engine 

Z 

2008 

w/Gasoline Engine 


297-2010 

297-2017 

297-2009 

297-2009 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUME 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUME 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUME 


FORD [continued] 


ESCAPE [continued] 


H 

2007 

w/ Hybrid Engine, From 01/08/07 

H 

2007 

w/ Hybrid Engine, To 01/08/07 

Z 

2007 

w/ Gasoline Engine, From 01/08/07 

Z 

2007 

w/ Gasoline Engine, To 01/08/07 

Z 

2006-2005 

w/ Gasoline Engine 

H 

2006 

w/Hybrid Engine 


2005 

w/Hybrid Engine 

1 

2003-2001 



ESCORT 


EXPLORER 

2010-2006 

2005 w/Gasoline Engine 

2005 w/Flex Fuel Engine 

2004 w/ Gasoline Engine, From 03/03/04 

2004 w/ Flex Fuel Engine, From 03/03/04 

2001 SPORT Model w/ Gasoline Engine, To 07/24/00 
2000-1997 Confirm Engine VIN 

1999-1997 Confirm Engine VIN 

1998-1996 

EXPLORER SPORT TRAC 

2010-2009 

2010 

2008-2007 

2005 w/Gasoline Engine 


2005 

2004 

2004 

2001 

F-150 

2004 

2003 


w/Gasoline Engine 
w/Flex Fuel Engine 
w/Gasoline Engine, From 12/03/03 
w/ Flex Fuel Engine, From 12/04/03 
To 07/24/00 


Confirm Engine VIN 


F-150 HERITAGE 

|2004 [ 

F-250 SUPER DUTY 

2004-2000 

1999 Exc. Calif. 


297-2009 

297-2005 

297-2009 

297-2005 

297-2005 

297-2005 

297-2005 

297-2019 


L4-2.0 

3 

2003-2001 

ZX2 Model 

297-2017 

L4-2.0 

3 

2000-1998 

ZX2 Model Series 

297-2017 



EXCURSION 


VI 0-6.8 

S 

2005-2000 


297-2016 


297-2007 

297-2008 

297-2008 

297-2006 

297-2006 

297-2015 

297-2013 

297-2014 

297-2012 

297-2007 

297-2007 

297-2007 

297-2008 

297-2008 

297-2006 

297-2006 

297-2015 

297-2004 

297-2004 


297-2016 

297-2012 


All specifications subject to change without prior notice./Tous les specifications sont sujettes a changement sans preavis./Todos las especificaciones estan sujetas a cambios sin previo aviso. 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUMBE 

M0TEUR 


ANNEE 

INFORMATION DUPLICATION 

NUMER 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUMER 


FORD [continued] 


F-350 SUPER DUTY 

2004-2000 

1999 Exc. Calif. 

F-450 SUPER DUTY 


TAURUS X 

|2009-2008 | 

THUNDERBIRD 

11997-1995 I 


297-2016 

297-2012 


VI 0-6.8 

S 

2004-2000 

297-2016 

VI 0-6.8 

S 

1999 Exc. Calif. 

297-2012 


F-550 SUPER DUTY 

VI 0-6.8 

S 

2004-2000 

297-2016 

VI 0-6.8 

S 

1999 Exc. Calif. 

297-2012 


FLEX 

V6-3.5 

C 

2012-2010 w/o Turbo 

297-2010 

V6-3.5 

C 

2009 

297-2010 



FOCUS 


L4-2.0 

N 

2007 Exc. Calif. 

297-2009 

L4-2.0 

N 

2006-2005 Exc. Calif. 

297-2005 

L4-2.0 

P 

2004-2001 Confirm Engine VIN 

297-2001 

L4-2.0 

3 

2004-2000 Confirm Engine VIN 

297-2017 

L4-2.3 

Z 

2007-2004 Exc. Calif. 

297-2005 



FUSION 

L4-2.3 

Z 

2009-2006 


297-2009 

V6-3.5 

C 

2012-2010 


297-2010 



MUSTANG 


V6-4.0 

N 

2010-2006 


297-2007 

V6-4.0 


2005 


297-2007 


RANGER 

L4-2.3 

D 

2011-2006 

From 05/01/06 

297-2009 

V6-4.0 

E 

2011-2005 


297-2007 

V6-4.0 

X 

1999-1997 


297-2013 



TAURUS 



V6-3.0 

S 

2003-2002 

Confirm Engine VIN 

297-2003 

V6-3.0 

S 

2001 

Confirm Engine VIN 

297-2019 

V6-3.0 

S 

1998 

LX & SE Comform Model - Confirm Engine VIN 

297-2011 

V6-3.0 

S 

1997-1996 

LX Model 

297-2011 

V6-3.5 

w 

2012-2010 

w/o Turbo 

297-2010 

V6-3.5 

w 

2009-2008 


297-2010 


297-2012 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUME 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUME 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUME 


HONDA 


ACCORD 

JNA1 2005 Hybrid Model 


HYUNDAI 


ELANTRA 

2006-2003 w/ Automatic Trans, w/ Super Ultra Low Emission Vehicle Spec. 


INFINITI 


QX4 

V6-3.3 I VG33E 12000-1997 


JEEP 


KIA 


LIBERTY 

|2003-2002 | 

WRANGLER 

12004-2003 I 


SPECTRA 

12006-2004 | Calif. 

SPECTRA5 

12006-2005 I Calif. 


LEXUS 


ES300 

1MZFE 12003-2002 

1MZFE 2001-1999 

1MZFE 1998-1997 Calif. 

ES330 

3MZFE [2006-2004 | 

ES350 

2GRFE [2012-2007 | 

GS300 

2JZGE [2005-1998 | 

GS400 

1UZFE [2000-1998 | 

GS430 

3UZFE [2007-2001 | 

GS460 

1URFSE 2009-2008 Secondary Injector 


297-0014 


297-1004 


297-0034 


297-0036 


297-0002 

297-0026 

297-0026 


297-0027 
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APPLICATIONS / APLICACIONES 


LEXUS [continued] 


GX470 


HS250H 

|2012-2010 | 

IS300 

|2005-2001 | 

LS400 

|2000-1997 | 

LS430 

|2006-2001 | 

LS460 

12009-2007 | Secondary Injector 

LS600H 

12009-2008 | Secondary Injector 

LX470 

2007-2006 

2005-1998 

RX300 

|2003-1999 | 

RX330 

|2006-2004 | 

RX350 

|2010-2007 | 

RX4QOH _ 

|2008-2006 | 

SC300 

|2000-1998 | 

SC400 

|2000-1998 | 

SC430 

12010-2002 I 


LINCOLN 


MKS 

12012-2009 

MKT 

| 2012-2010 

MKX 

12010-2007 



ENGINE 


YEAR 

APPLICATION INFORMATION 

NUMBE 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUMER 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUMER 


2UZFE 

2009-2005 

From 11/04 

2UZFE 

2005-2003 

To 11/04 


297-0020 

297-0031 


297-0029 


297-0020 

297-0031 


297-0002 


297-0027 


297-2010 
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ftrti ffmg fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

TYPE 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DE APLICACION 

NUMBER 

NUMERO 

NUMERO 

LINCOLN 

[continued] 


MKZ 

V6-3.5 

C 

2012-2010 


297-2010 

V6-3.5 

T 

2009-2007 


297-2010 


TOWN CAR 


V8-4.6 

W 

2004-2003 


297-2016 

V8-4.6 

w 

2002 


297-2002 

V8-4.6 

w 

2001 

w/Grey/Blue Injector 

297-2002 

V8-4.6 

w 

2001 

w/Yellow Injector 

297-2018 

V8-4.6 

w 

2000-1999 


297-2018 

V8-4.6 

w 

1998-1995 


297-2012 

MAZDA 

MIATA 

L4-1.8 


2005-2001 


297-0039 


PROTEGE 


L4-1.5 


1998-1997 


297-0024 

L4-1.6 


2001-1999 


297-0024 


RX-8 



R2-1.3 


2008-2007 

Secondary Injector 

297-0041 

R2-1.3 


2008-2004 

Primary Injector 

297-0040 

R2-1.3 


2006-2004 

Secondary Injector, w/ Automatic Trans 

297-0042 

R2-1.3 


2006-2004 

Secondary Injector, w/ Manual Trans 

297-0041 

MERCURY 

COUGAR 

L4-2.0 

3 

2002-1999 


297-2017 

V8-4.6 

W 

1997-1995 


297-2012 


GRAND MARQUIS 


V8-4.6 

W 

2004-2003 


297-2016 

V8-4.6 

W 

2002-2001 


297-2002 

V8-4.6 

w 

2000-1999 


297-2018 

V8-4.6 

w 

1998 


297-2012 

V8-4.6 

w 

1997 

Exc. Calif. 

297-2011 


MARINER 


L4-2.3 

H 

2008 

Hybrid 

297-2009 

L4-2.3 

Z 

2008 

Non-Hybrid 

297-2009 

L4-2.3 

H 

2007 

Hybrid, From 01/08/07 

297-2009 

L4-2.3 

H 

2007 

Hybrid, To 01/08/07 

297-2005 

L4-2.3 

Z 

2007 

Non-Hybrid, From 01/08/07 

297-2009 

L4-2.3 

Z 

2007 

Non-Hybrid, To 01/08/07 

297-2005 

L4-2.3 

H 

2006 

Hybrid 

297-2005 

L4-2.3 

Z 

2006 

Non-Hybrid 

297-2005 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUMBE 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUMER 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUMER 


A/I E RC U RV [continued] 


MARINER [continued] 

|2005 j 

MILAN _ 

|2009-2006 | 

MOUNTAINEER 

2010-2006 

2005 Gasoline Engine 

2005 Flex Fuel Engine 

2004 Gasoline Engine 

2004 Flex Fuel Engine 

1999-1998 
1998-1997 
MYSTIQUE 


NISSAN 


297-2005 


297-2007 

297-2008 

297-2008 

297-2006 

297-2006 

297-2014 

297-2012 


L4-2.0 

3 

1999 

From 05/03/99 

297-2017 



SABLE 



V6-3.0 

S 

2003-2002 

Confirm Engine VIN 

297-2003 

V6-3.0 

S 

2001 

Confirm Engine VIN 

297-2019 

V6-3.0 

S 

1998-1996 

Confirm Engine VIN 

297-2011 

V6-3.5 

W 

2009-2008 


297-2010 

MITSUBISHI 

ECLIPSE 

L4-2.4 

4G69 

2012-2006 


297-0005 



GALANT 



L4-2.4 

4G69 

2012-2005 

From 01/04 

297-0005 

L4-2.4 


2004 

From 01/04 

297-0005 


MONTERO 

V6-3.5 

6G74 

2002-2001 


297-0011 

V6-3.5 

6G74 

2000-1998 


297-0009 

V6-3.8 

6G75 

2006 


297-0015 

V6-3.8 


2005-2003 


297-0015 



MONTERO SPORT 


V6-3.0 

6G72 

2003-1997 


297-0008 

V6-3.5 

6G74 

2004-1999 


297-0009 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUMB 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUME 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUME 


NISSAN [continued] 


CUBE 

|2012-2009 | 

D21 _ 

1994-1993 Exc. Calif., 0-Rings Not Included 
1992-1990 0-Rings Not Included 
1994-1990 w/ Black Dot Injector 
1994-1990 w/ Blue Dot Injector 

FRONTIER 


SCION 


QUEST 

1998-1996 

1995-1993 w/ Black Dot Injector 
1995-1993 w/ Blue Dot Injector 
2002-1999 

ROGUE 

12011-2008 | Calif. 

SENTRA _ 

2012-2009 I Exc. Calif. 

2008-2007 
2006-2002 
VERSA 
|2012-2007 | 

XTERRA 

2004-2000 

2004-2002 w/o Supercharger 
2001-2000 


TC 

12010-2005 


297-1006 

297-1003 

297-1003 

297-1001 

297-1002 


L4-2.4 

V6-3.3 

V6-3.3 

KA24DE 

VG33E 

VG33E 

2004-1998 

2004-2001 w/o Supercharger 

2000-1999 

PATHFINDER 

297-1005 

297-1004 

297-1004 

V6-3.0 

VG30E 

1995-1990 

w/Black Dot Injector 

297-1001 

V6-3.0 

VG30E 

1995-1990 

w/Blue Dot Injector 

297-1002 

V6-3.3 

VG33E 

2000-1996 


297-1004 


PICKUP 

L4-2.4 

KA24E 

1997-1996 

From 01/96 

297-1005 

V6-3.0 

VG30E 

1995 

w/Black Dot Injector 

297-1001 

V6-3.0 

VG30E 

1995 

w/Blue Dot Injector 

297-1002 


297-1004 

297-1001 

297-1002 

297-1004 


297-1006 

297-1006 

297-0035 


297-1005 

297-1004 

297-1004 


297-0001 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUMBE 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUMER 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUMER 


SCION [continued] 


SUBARU 


XB 

12012-2008 


B9TRIBECA 

|2007-2006 | 

FORESTER 

12012-2006 I w/Turbo 


LEGACY 

2012 w/Turbo 
2007-2005 w/o Turbo 


2004 C 
2009-2008 

OUTBACK 


Confirm Engine Designation 


SUZUKI 


ESTEEM 

12000 


G16S 1999 


11998 

SWIFT 

12001-1998 


TOYOTA 


297-0001 


297-0013 


H4-2.5 

EJ253 

2010-2007 

w/o Turbo, Exc. Calif. 

297-0006 

H4-2.5 

EJ253 

2006-2005 

w/o Turbo 

297-0006 


MPREZA 

H4-2.0 

EJ205 

2005-2002 


297-0033 

H4-2.2 

EJ222 

2001-2000 


297-0030 

H4-2.2 

EJ222 

1999 

Calif. 

297-0030 

H4-2.5 

EJ255 

2012-2007 

w/Turbo 

297-0013 

H4-2.5 

EJ257 

2012-2007 

w/Turbo 

297-0013 

H4-2.5 

EJ253 

2011-2005 

w/o Turbo 

297-0006 

H4-2.5 

EJ255 

2006 

Confirm Engine Designation, w/Turbo 

297-0013 


297-0013 

297-0006 

297-0006 

297-0010 


H4-2.5 

EJ253 

2007-2005 

w/o Turbo 

297-0006 

H4-2.5 

EJ259 

2004 

Confirm Engine Designation 

297-0006 

H6-3.0 

EZ30D 

2009-2005 


297-0010 

H6-3.0 

EZ30D 

2004-2001 


297-0030 


297-0028 

297-0028 

297-0028 
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tim& fit APPLICATIONS / APLICACIONES 


ENGINE 

MOTEUR 

MOTOR 

TYPE 

YEAR 

ANNEE 

ANO 

APPLICATION INFORMATION 

INFORMATION DUPLICATION 

INFORMACION DE APLICACION 

NUMBER 

NUMERO 

NUMERO 

TOYOTA [ 

continued] 


AVALON 

V6-3.0 

1MZFE 

2004-2000 


297-0026 

V6-3.0 

1MZFE 

1999-1998 

Calif. 

297-0026 

V6-3.5 

2GRFE 

2012-2005 


297-0019 


CAMRY 



L4-2.2 

5SFE 

2001 

w/Gasoline Engine 

297-0038 

L4-2.2 

5SFE 

2000 

Calif., w/Gasoline Engine 

297-0038 

L4-2.4 

2AZFXE 

2011-2007 

Hybrid 

297-0018 

L4-2.4 

2AZFE 

2009-2007 

Calif., Exc. Hybrid 

297-0018 

L4-2.4 

2AZFE 

2009-2007 

Exc. Calif., Exc. Hybrid 

297-0001 

L4-2.4 

2AZFE 

2006-2004 

Calif. 

297-0018 

L4-2.4 

2AZFE 

2006-2004 

Exc. Calif., From 09/03 

297-0001 

L4-2.4 

2AZFE 

2003 


297-0018 

V6-3.0 

1MZFE 

2006-2002 


297-0002 

V6-3.0 

1MZFE 

2001 

w/Automatic Trans 

297-0026 

V6-3.0 

1MZFE 

2000-1998 

Calif. 

297-0026 

V6-3.3 

3MZFE 

2006-2004 


297-0002 

V6-3.5 

2GRFE 

2011-2007 


297-0019 


CELICA 



L4-1.8 

1ZZFE 

2005-2000 

Confirm Engine Designation 

297-0003 


COROLLA 


L4-1.8 

1ZZFE 

2008-2007 


297-0017 

L4-1.8 

1ZZFE 

2006-2005 

Check Eng. Designation 

297-0017 

L4-1.8 

1ZZFE 

2004 


297-0017 

L4-1.8 

1ZZFE 

2003-2000 


297-0003 

L4-1.8 

1ZZFE 

1999-1998 


297-0025 

L4-2.4 

2AZFE 

2010-2009 


297-0001 


HIGHLANDER 


L4-2.4 

2AZFE 

2007-2004 

From 08/03 

297-0001 

V6-3.0 

1MZFE 

2003-2001 


297-0026 

V6-3.3 

3MZFE 

2007-2004 


297-0002 

V6-3.5 

2GRFE 

2012 

Japan Built, Exc. Hybrid 

297-0019 

V6-3.5 

2GRFE 

2010-2008 


297-0019 


LAND CRUISER 


V8-4.7 

2UZFE 

2007-2005 

From 05/05 

297-0020 

V8-4.7 

2UZFE 

2005-1999 

To 05/05 

297-0031 


MATRIX 



L4-1.8 

1ZZFE 

2008-2007 


297-0017 

L4-1.8 

1ZZFE 

2006-2004 

Confirm Engine Designation, w/AWD 

297-0003 

L4-1.8 

1ZZFE 

2006-2004 

Confirm Engine Designation, w/ FWD, From 05/04 

297-0017 

L4-1.8 

1ZZFE 

2004 

Confirm Engine Designation, w/ FWD, To 05/04 

297-0003 

L4-1.8 

1ZZFE 

2003 

Confirm Engine Designation 

297-0003 
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APPLICATIONS / APLICACIONES 


ENGINE 


YEAR 

APPLICATION INFORMATION 

NUMBE 

MOTEUR 


ANNEE 

INFORMATION DUPLICATION 

NUMER 

MOTOR 

TYPE 

AN0 

INFORMACION DE APLICACION 

NUMER 


TOYOTA [continued] 


MATRIX [continued] 

|2012-2009 | 

MR2 _ 

|1995 | 

MR2 SPYDER 

|2005-2000 | 

RAV4 

2003-2001 

2008-2004 

2012-2006 

SEQUOIA 


SOLARA _ 

2001 

2000 Calif. 

2008-2004 

2003 

2002-2001 w/Automatic Trans 
2000-1999 Calif. 

2008- 2004 

SUPRA _ 

11998 | w/o Turbo 

TUNDRA 

2009- 2005 
2004-2000 

VENZA _ 

12012-2009 I 


297-0001 


297-0004 

297-0001 

297-0019 


V8-4.7 

V8-4.7 

2UZFE 

2UZFE 

2009-2005 

2004-2001 

SIENNA 


297-0020 

297-0031 

V6-3.0 

1MZFE 

2003-2001 


297-0026 

V6-3.0 

1MZFE 

2000-1998 

Calif. 

297-0026 

V6-3.3 

3MZFE 

2006-2004 


297-0002 

V6-3.5 

2GRFE 

2010-2007 


297-0019 


297-0038 

297-0038 

297-0001 

297-0026 

297-0026 

297-0026 

297-0002 


297-0020 

297-0031 
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PRODUCT INFORMATION 
RENSEIGNEMENTS SUR LE PRODUIT 
INFORMACION DEL PRODUCTO 


first time fit 


FUEL PUMP & FUEL INJECTOR 
POMPE A CARBURANT ETINJECTEUR DE CARBURANT 
BOMBA DE COMBUSTIBLE EINYECTOR DE COMBUSTIBLE 





□ 

[ 

C? 




950-0100 


PHOTOS / FOTOS 


950-0103 



I 

'Ao i^9 


950-0101 


I 


950-0104 


14^9 

i3p ooo# 


950-0102 


£i9«eol 


I 

^/3«Oot 


950-0105 



I 

^tOol 
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[ PENS* 

a 

first I /me 



950-0106 


PHOTOS / FOTOS 


950-0109 



^«Ool 


950-0107 


I Jfjfc. ..Tfj 

■ QJjp 


950-0108 





i 

^«eol 


950-0110 



I 

^Wol 


950-0111 




|K 2 fi£ 

££ VOot 
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950-0113 



JM 

^jatooi 


950-0114 


ros / FOTOS * 


950-0115 



,££9Qot ° 


950-0116 



I * 

^«©ol 


l'J 


950-0117 


I 
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PHOTOS / FOTOS 


950-0121 




950-0122 




950-0123 
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□ 

p 

PEWSi 

l 

Q 


Jit 


950-0124 


PHOTOS / FOTOS 


950-0127 



950-0125 


950-0128 



950-0126 


950-0129 
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[ DENS\ 


1 

first I inie 

fit 

PHOTOS/FOTOS 
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PHOTOS / FOTOS 


950-0160 


950-0155 


■ 

1 *C 

■ 

1 

) U 


I*- 

^««ol 


950-0157 


950-0161 




950-0159 


I * 


950-0162 
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PHOTOS / FOTOS 


950-0201 
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950-0210 
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950-0216 
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{ Of/V5i 

a 

firs/ i inie 




PHOTOS / FOTOS 


950-0229 
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950-0230 
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950-0231 
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[ 
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PHOTOS / FOTOS 


950-5000 



950-5001 



950-7001 
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951-0009 


PHOTOS / FOTOS 


951-0012 



951-0010 


951-0013 
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951-0011 


951-0014 
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J 

p 

PEWSi 

l 

Q 


fit 


951-0016 


PHOTOS / FOTOS 


951-0019 


E|* Q • 


951-0017 


951-0018 



951-0020 



951-0021 
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[ PENS' 

Q 

I /me 

fit 


951-0022 


PHOTOS / FOTOS 


951-0025 



951-0023 


ill 


951-0024 


951-3000 




d 0 OOff 


951-3001 



www.DensoAftermarket.com 


183 










denso 


PHOTOS / FOTOS 





fit 


951 


-3002 


951-5003 


O* d| I 


951-3003 


951-5004 


ffgg 


it" 


951-5002 


951-5006 
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DCNSO 


PHOTOS / FOTOS 




951-5012 


951-5013 


951-5014 


951-5015 


951-5016 


951-5017 
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□ 

p 

l 

Q 


fit 


951-5018 


PHOTOS / FOTOS 


952-0001 



02 


951-5019 


952-0002 




951-5020 


952-0003 


o 
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952-0024 952-0027 
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PHOTOS / FOTOS 
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1 

r 

L 

Q 


fit 


952-0048 


952-0049 


952-0050 


PHOTOS / FOTOS 


952-0051 



952-0052 





■* 

MM 




952-0053 



194 


www.DensoAftermarket.com 









PHOTOS / FOTOS 


952-0057 



952-0058 



952-0059 
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I DENSO 


PHOTOS / FOTOS 


f rj-sf i im& fit 


952-0066 



952-0069 



952-0070 



952-0071 
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denso 


PHOTOS / FOTOS 


952-0085 952-0088 



952-0087 952-0090 


o 
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PHOTOS / FOTOS 


953-0014 


953-0017 



Q 

first t /me 

fit 
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PHOTOS / FOTOS 


953-0024 


953-0025 


953-0026 


953-0027 


953-0028 


953-0029 


[ PENS' 

Q 

first Ji'me 

fit 
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953-0030 


PHOTOS / FOTOS 


953-0033 



953-0031 


953-0034 


IMAGE NOT AVAILABLE AT PRESS TIME 
IMAGE NON DISPONIBLE A CE MOMENT 
IMAGEN NO DISPONIBLE EN EL MOMENTO 



953-0032 


953-0035 



IMAGE NOT AVAILABLE AT PRESS TIME 
IMAGE NON DISPONIBLE A CE MOMENT 
IMAGEN NO DISPONIBLE EN EL MOMENTO 
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953-0036 


953-0037 


953-3000 


PHOTOS / FOTOS 


953-3001 


953-3002 


953-3003 



Q 

first t /me 

fit 
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□ 

p 

PEWSi 

l 

Q 


fit 


PHOTOS / FOTOS 


953 


-3004 


953-3005 


953-3006 


953-3007 


953-3008 


953-3009 
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PHOTOS / FOTOS 


953-3013 


953-3014 


953-3015 




953-3011 


953-3012 


DENSO 
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□ 

p 

PEWSi 

l 

0 


fit 


PHOTOS / FOTOS 


953-3019 


953-3020 


953 


-3016 


953-3017 


953-3018 


953-3021 
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PHOTOS / FOTOS 


953-3025 


953-3026 


953-3027 


953-3023 


953-3024 


[ PENS' 

Q 

first Ji'me 

fit 
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PHOTOS / FOTOS 


953-3031 


953-3032 


953-3033 


953 


-3028 


953-3029 


953-3030 


□ 

p 

PEWSi 

l 

Q 


fit 
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953-3034 


953-3035 


953-3036 


O 


PHOTOS / FOTOS 


953-3037 


953-3038 


953-3039 


I DENSO 
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PHOTOS / FOTOS 


953-3043 


953-3044 


953-3045 


953-3040 


953-3041 


953-3042 


□ 

p 

PEWSi 

l 

Q 


fit 
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PHOTOS / FOTOS 


953-3046 


953-3047 


953-3048 


953-3049 


953-3050 


953-3051 



Q 

first t /me 

fit 
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PHOTOS / FOTOS 


953-3055 


l ^ ^ 


953-3056 



953-3057 
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PHOTOS / FOTOS 


953-3061 



953-3062 


953-3063 
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PHOTOS / FOTOS 


953-3067 


953-3068 


953-3069 


953-3064 


953-3065 


953-3066 


□ 

p 

PEWSi 

l 

Q 


fit 
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DFNSO 


PHOTOS / FOTOS 


953-3070 


953-3073 


953-3071 


953-3074 


953-3072 


953-3075 
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219 











□ 

p 

PEWSi 

l 

Q 


fit 


PHOTOS / FOTOS 


953-3076 


953-3077 


953-3078 


953-3079 


953-3080 


953-3081 
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DFNSQ 


PHOTOS / FOTOS 


fn 


953-5013 


953-5014 


953 


-5007 


953-5008 


953-5012 


953-5015 


222 
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953-5017 


953-5018 


PHOTOS / FOTOS 


953-5022 


953-5024 


953-5025 



Q 

first I /me 

fit 


www.DensoAftermarket.com 


223 












□ 

p 

PEWSi 

l 

Q 


fit 


PHOTOS / FOTOS 


953 


-5026 


953-5028 


953-5029 


953-5030 


953-5031 


953-5032 


224 
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PHOTOS / FOTOS 


953-5033 


953-5034 


953-5035 


953-5037 


953-5038 


953-5039 


J 

T D£7VSi 
L_ 

Q 

tin 

=:! Ji'me 

Jit 
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J 

r 0£lVSi 
L 

Q 


fit 


953-5040 


PHOTOS / FOTOS 


953-5043 


953-5041 


953-5045 


953-5042 


953-5046 
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[ DENS\ 


% 

first I inie 

fit 

PHOTOS / FOTOS 


953-5048 953-5051 
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J 

p 

PEWSi 

l 

Q 


Jit 


953-5055 


PHOTOS / FOTOS 


953-5058 


953-5056 


953-5059 


953-5057 


953-5060 


228 
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PHOTOS / FOTOS 


953-5062 


953-5066 


953-5064 


953-5067 



Q 

first Ji'me 

fit 
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DFNSQ 


PHOTOS / FOTOS 


fn 


953 


-5069 


953-5070 


953-5071 


953-5072 


953-5073 


953-5074 


230 
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m PHOTOS / FOTOS 


953-5075 


953-5077 


953-5078 


953-5079 


953-5080 


953-5082 


I DENSO 
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953-5083 


PHOTOS / FOTOS 


953-5087 




953-5084 


953-5088 




953-5085 


953-5094 
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953-5103 


953-5104 


953-5097 


953-5098 


953-5102 


PHOTOS / FOTOS 


953-5105 


[ PENS' 

Q 

first t /me 

fit 


www.DensoAftermarket.com 
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DFNSQ 


PHOTOS / FOTOS 


fn 


953 


-5106 


953-5107 


953-5108 


953-5109 


953-5110 


953-5111 
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PHOTOS / FOTOS 


953-5112 


953-5113 


953-5114 


953-5115 


953-5116 


953-5117 


[ PENS' 

Q 

first t /me 

fit 


www.DensoAftermarket.com 


235 









PEWSQ 


PHOTOS / FOTOS 


953 


-5118 


953-5121 


953-5119 


953-5122 


953-5120 


953-5123 
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[ PENS' 

Q 

I /me 

fit 


953-5124 


PHOTOS / FOTOS 


953-5127 



953-5125 


953-5128 



953-5126 


953-5129 
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□ 

p 

PEWSi 

l 
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fit 


PHOTOS / FOTOS 


953 


-5130 


953-5131 


953-5132 


953-5133 


953-5134 


953-5135 
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□ 

[ PEWS* 

Q 


fit 


953-6006 


PHOTOS / FOTOS 


954-0002 


953-6007 


954-0001 


954-0003 


954-0004 
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DCNSO 


954-0005 


PHOTOS / FOTOS 


954-0008 


954-0006 


954-0009 


954-0007 


954-0010 
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DFNSQ 


954 


-0011 


954-0012 


954-0013 


PHOTOS / FOTOS 


954-0014 


954-0015 


954-0016 
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DCNSO 


954-0018 


PHOTOS / FOTOS 


954-0021 



954-0019 


954-2001 



954-0020 


954-2002 
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PHOTOS / FOTOS 


954-2006 


954-2007 


954-2008 


954-2003 


954-2004 


954-2005 


□ 

p 

PEWSi 

l 

Q 


fit 
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954-2010 


954-2011 


PHOTOS / FOTOS 


954-2012 



9 

first I /me 

fit 
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Jit 

PHOTOS / FOTOS 
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PHOTOS / FOTOS 


955-0106 


955-0107 


955-0108 


955-0109 


955-0110 


955-0111 


DFNSO 
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297-0008 


297-0011 


" P- 
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297-0009 
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PHOTOS / FOTOS 


297-0013 


297-0016 


it 



297-0014 


297-0017 


1 



297-0015 


297-0018 
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p 

PEWSi 

l 

Q 


fit 


297-0019 


297-0020 


297-0022 


PHOTOS / FOTOS 


297-0023 


297-0024 


297-0025 
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297-0026 


PHOTOS / FOTOS 


297-0029 




297-0027 


297-0028 


297-0030 



297-0031 



www.DensoAftermarket.com 


253 










254 


www.DensoAftermarket.com 












297-0040 


PHOTOS / FOTOS 


297-1001 




297-0041 


297-0042 


297-1002 



297-1003 
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PHOTOS / FOTOS 


297-2001 


1 * 


297-2002 




297-2003 


II 
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PHOTOS / FOTOS 


297-2004 


297-2005 


297-2007 


297-2008 


297-2009 



Q 
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fit 
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PENSO 


NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 



950-0100 


1990-2002 


950-0101 


1993-2005 


950-0102 


1992-1996 


1992-1997 


950-0103 


1995-2006 


950-0104 


1998-2002 


1997-1998 


2003-2006 


1997-2006 


950-0105 


2004-2006 


2000-2005 


950-0106 


2006-2008 


1999-2003 


2006-2010 


2001-2003 


950-0107 


1998-2010 


2000-2003 


1993-1998 


950-0108 


1994-1997 


950-0109 


1993-2000 


950-0110 


1998-2005 


1992 


1998-2007 


950-0111 


1994-2001 


1992-2000 


1996-1997 


950-0112 


1995-1999 


1994-1997 


950-0113 


1998-2002 


1998-2007 


950-0114 


2001-2005 


950-0115 


1996-1997 


950-0116 


2001-2002 


1999-2006 


950-0117 


1994-1995 



CHEVROLET 


LEXUS 


PONTIAC 


TOYOTA 


950-0118 

950-0130 

950-0146 

1999-2005 

MAZDA 

1998-1999 

ACURA 

1989-1993 

MAZDA 

1990-1997 

MAZDA 

1998-2002 

ISUZU 

950-0147 

950-0119 

950-0131 

1990-1991 

LEXUS 

1992-1995 

MAZDA 

2001-2005 

CHRYSLER 

1984-1995 

TOYOTA 

950-0120 

2001-2005 

DODGE 

950-0148 

1996-1997 

ACURA 

1999-2005 

MITSUBISHI 

1986-1995 

MAZDA 

1991-1996 

DODGE 

950-0132 

950-0149 ! 

1991-1996 

EAGLE 

1999-2012 

LEXUS 

1985-1990 

DODGE 

1990-1993 

GEO 

2000-2004 

TOYOTA 

1989-1990 

EAGLE 

1994-1997 

HONDA 

950-0133 

1989-1993 

FORD 

1989-1991 

HYUNDAI 

1996-1997 

LEXUS 

1989-1994 

MAZDA 

1990-1997 

ISUZU 

1993-1997 

TOYOTA 

1991-1994 

MERCURY 

1990-2001 

MITSUBISHI 

950-0134 

nnH 

MERCURY 

1992-1994 

PLYMOUTH 

1994-1997 

KIA 

1985-1989 

MITSUBISHI 

1990-1999 

SUZUKI 

1990-1994 

SUBARU 

1985-1990 

PLYMOUTH 

950-0121 I 

1 950-0135 I 

1987-1991 

STERLING 

1991-1994 

DODGE 

1995 

KIA 

1983-1994 

TOYOTA 

1993-1996 

EAGLE 

950-0136 

950-0150 

1993-1998 

MITSUBISHI 

1997-1998 

FORD 

1987-1988 

CHEVROLET 

1991-1994 

PLYMOUTH 

1993-1994 

FORD 

1988-1991 

DODGE 

950-0122 

1993-1994 

LINCOLN 

1989 

GEO 

1995-2002 

MAZDA 

1998-2002 

MERCURY 

1988-1991 

MAZDA 

950-0123 I 

1993-1994 

MERCURY 

1989-1991 

MITSUBISHI 

1996-1998 

HYUNDAI 

1999-2002 


1988-1991 

PLYMOUTH 

1994-2007 

MITSUBISHI 

950-0137 

1984-1992 

TOYOTA 

950-0124 

1995-2000 

FORD 

950-0151 

1999-2003 

MAZDA 

1995-1996 

LINCOLN 

1986-1990 

ACURA 

950-0125 

1995-1996 

MERCURY 

1988-1991 

HONDA 

1995-2000 

CHRYSLER 

1989-1995 

SUZUKI 

950-0152 

1995-2000 

DODGE 

950-0138 

1990-2000 

LEXUS 

1996-1998 

EAGLE 

1991-1997 

FORD 

1986-1995 

TOYOTA 

1992-1994 

EAGLE 

1993-2002 

MAZDA 

950-0153 

1989-1997 

GEO 

1991-1997 

MERCURY 

1995-2002 

MAZDA 

1992-1995 

HYUNDAI 

950-0139 

950-0154 

1992-1999 

MITSUBISHI 

1988-1994 

FORD 

1991-1996 

DODGE 

1993 

PLYMOUTH 

1988-1994 

MERCURY 

1991-1999 

MITSUBISHI 

1990-1991 

PLYMOUTH 

950-0140 

1987-1992 

TOYOTA 

1995-2001 

SUZUKI 

1995-1999 

FORD 

950-0155 

950-0126 

1995-1999 

MERCURY 

1993-1998 

TOYOTA 

1991-1998 

MAZDA 

950-0141 

950-0157 I 

950-0127 

1995-1997 

GEO 

1986-1991 

MAZDA 

1998 

CHEVROLET 

2004-2005 

MITSUBISHI 

950-0159 

1990-1995 

HYUNDAI 

2001-2003 

SUZUKI 

1993-1995 

MAZDA 

1993 

MITSUBISHI 

950-0143 

950-0160 

1996-1998 

SUZUKI 

1997-2002 

FORD 

1997-2001 

HONDA 

950-0128 

1998-2002 

LINCOLN 

950-0161 

1998-2004 

CHEVROLET 

950-0144 

2001-2003 

ACURA 

1997-2005 

SUZUKI 

1993-1996 

LINCOLN 

2000-2005 

HONDA 

950-0129 

950-0145 

950-0162 

2001-2005 

CHRYSLER 

1989-1990 

DODGE 

1990-1992 

FORD 

2001-2005 

DODGE 

1990-1994 

EAGLE 

1998-1999 

ISUZU 

1998-2005 

MITSUBISHI 

1985-1994 

MITSUBISHI 

950-0163 

2000-2006 

NISSAN 

1990-1994 

PLYMOUTH 

1989-1998 

FORD 
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950-0163 (CONT.) I 

1991-1997 

MAZDA 

1998 

MERCURY 

950-0165 

1998 

FORD 

1998-2000 

MAZDA 

950-0166 

2000-2006 

MAZDA 

950-0167 

1991-1996 

JEEP 

2003-2006 

MITSUBISHI 

950-0168 

1987-1995 

BUICK 

1990-1993 

CADILLAC 

1987-1990 

CHEVROLET 

1987-1995 

OLDSMOBILE 

1987-1995 

PONTIAC 

950-0169 

1997-2003 

FORD 

2002-2004 

INFINITI 

2000-2001 

NISSAN 

950-0170 

1997-2000 

FORD 

1997-2000 

LINCOLN 

1997-2000 

MERCURY 

950-0171 

1997-2003 

FORD 

1997-2001 

MERCURY 

950-0172 

1997-2004 

FORD 

1995-2000 

JAGUAR 

2001-2002 

LINCOLN 

2001-2002 

MERCURY 

950-0173 

1999-2001 

FORD 

2001 

MAZDA 

1998-1999 

MAZDA 

950-0175 

2005-2010 

SCION 

2001-2003 

TOYOTA 

950-0176 

2002-2006 

ACURA 

950-0177 

1991-2004 

ACURA 

950-0178 

1995-1998 

EAGLE 

1995-1999 

MITSUBISHI 

950-0179 

1994-1997 

FORD 

950-0180 

2001-2002 

MITSUBISHI 

950-0181 

1992-2003 

FORD 

1996-2002 

MERCURY 


NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 


950-0184 


1996-1997 


1995-1997 


1996 


950-0185 


1990-1993 


1988-1993 


950-0186 


1992-1993 


950-0188 


2002-2012 


950-0189 


1993-1997 


950-0190 


1999-2005 


950-0191 


1990-1992 


950-0192 


1989-1997 


950-0193 


1995-2003 


950-0194 


1990-2004 


950-0195 


1996-1997 


950-0196 


1991-2005 


950-0197 


1986-1995 


1988-1994 


1986-1995 


950-0198 


1997-2001 


950-0199 


1997-2004 


950-0200 


1988-1992 


950-0201 


2004-2006 


950-0202 


2005-2008 


2005-2008 


950-0203 


2005-2012 


950-0205 


2007-2011 


950-0206 


2005-2009 


2005-2009 


950-0207 


2007-2009 


2008-2010 


950-0210 


2005-2012 


FORD 


LINCOLN 


MERCURY 



MITSUBISHI 



FORD 


LINCOLN 


MERCURY 



DAIHATSU 


MITSUBISHI 


PONTIAC 


TOYOTA 



950-0211 


2000-2003 


950-0212 


2003-2005 


950-0213 


2007-2008 


950-0214 


2003-2004 


950-0215 


2006-2009 


950-0216 


2005-2010 


950-0217 


2005-2008 


950-0218 


2007-2011 


950-0219 


2004-2007 


950-0220 


2006-2011 


950-0221 


2003-2011 


950-0222 


2006-2007 


950-0223 


2004-2006 


2004-2007 


950-0224 


2004-2006 


2004-2006 


950-0225 


2004-2008 


2003-2007 


950-0226 


2003-2005 


2003-2009 


950-0227 


2007-2011 


950-0229 


2008-2012 


950-0230 


2009-2012 


950-0231 


2007-2010 


950-0233 


2003-2008 


2005-2012 


950-3000 


1986-1990 


1984-1990 


1986-1990 


950-3001 


1988-1990 


CHRYSLER 


DODGE 


PLYMOUTH 


950-3002 


1984-1991 


1984-1990 


1985-1990 


950-3003 


1989-1995 


950-3004 


1986-1990 


950-3005 


1985-1988 


1985-1992 


1985-1988 


950-3006 


1990-1992 


1990-1992 


1990-1992 


950-3007 


1986-1995 


1986-1995 


950-3008 


1985-1997 


950-3009 


1985-1997 


1985-1986 


950-3010 


1988-1989 


1988-1989 


950-3013 


1993-1998 


1993-1998 


950-3014 


1989-1997 


1989-1997 


950-3015 


1991-1994 


950-3016 


1995-1997 


950-3020 


1986-1989 


950-3021 


1989-1991 


950-3022 


1986 


1984 


1987-1988 


950-3023 


1990-1993 


1990-1994 


950-3024 


1987-1993 


950-3025 


1992-1996 


950-3026 


1991-1993 


CHRYSLER 


DODGE 


PLYMOUTH 



FORD 


LINCOLN 


MERCURY 


FORD 


LINCOLN 


MERCURY 


FORD 


MERCURY 


FORD 


MERCURY 


FORD 


MERCURY 


MERCURY 


NISSAN 


FORD 


MERCURY 



CHRYSLER 


CHRYSLER 


DODGE 


HYUNDAI 


MITSUBISHI 
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NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 


950-3027 

1992-1995 

CHRYSLER 

1990-1995 

DODGE 

1988-1992 

EAGLE 

1991-1995 

PLYMOUTH 

950-3028 

2004-2010 

CHRYSLER 

2005-2007 

JEEP 

950-3029 

2005-2009 

DODGE 

2005-2008 

JEEP 

2006-2009 

MITSUBISHI 

950-3030 

2005-2007 

CHRYSLER 

2005-2007 

DODGE 

950-5000 

1992-1995 

BUICK 

1992-1996 

CHEVROLET 

1992-1995 

0LDSM0BILE 

1992-1995 

PONTIAC 

950-5001 

1992 

BUICK 

1992 

0LDSM0BILE 

950-7001 

1999-2003 

INFINITI 

1999-2004 

NISSAN 

950-7002 

1998 

INFINITI 

1998-1999 

NISSAN 

950-7003 

2000-2001 

INFINITI 

2000-2002 

NISSAN 

950-7004 

1996-1999 

INFINITI 

1995-1999 

NISSAN 

950-7005 

1999-2001 

INFINITI 

1997 

INFINITI 

1996-1997 

NISSAN 

951-0001 

1998-2002 

CHEVROLET 

1992-1998 

LEXUS 

2003-2006 

PONTIAC 

2004-2010 

SCION 

1990-2006 

TOYOTA 

951-0002 

1999-2012 

LEXUS 

2000-2012 

TOYOTA 

951-0003 

1992-2010 

LEXUS 

1993-2007 

TOYOTA 

951-0004 

1994-2002 

ACURA 

1992-2008 

HONDA 


951-0004 (CONT.) 

1996-1997 

ISUZU 

951-0005 

2001-2006 

ACURA 

1996-1997 

ACURA 

1997-2006 

HONDA 

951-0006 

1991-2004 

ACURA 

951-0007 

1996-1997 

ACURA 

1998-2004 

CHEVROLET 

1995-2005 

CHRYSLER 

1991-2005 

DODGE 

1991-1998 

EAGLE 

1989-1997 

GEO 

1994-1997 

HONDA 

1989-2012 

HYUNDAI 

1994-1996 

INFINITI 

1990-1999 

ISUZU 

2001-2010 

KIA 

1994-1997 

KIA 

1990-2005 

MAZDA 

1990-2012 

MITSUBISHI 

1994-2006 

NISSAN 

1990-1994 

PLYMOUTH 

1990-2004 

SUBARU 

1989-2005 

SUZUKI 

951-0008 

1998-1999 

ACURA 

2001-2005 

CHRYSLER 

2001-2005 

DODGE 

1992-2004 

FORD 

2001-2006 

HYUNDAI 

2002-2004 

INFINITI 

1998-2002 

ISUZU 

1995-2000 

JAGUAR 

1991-1996 

JEEP 

1997-2002 

LINCOLN 

1998-2006 

MAZDA 

1996-2002 

MERCURY 

1999-2012 

MITSUBISHI 

2000-2003 

NISSAN 

951-0009 

1996-2002 

BMW 

1995-1998 

EAGLE 

1996-1997 

FORD 

1993-1997 

LINCOLN 

1996 

MERCURY 

1995-1999 

MITSUBISHI 

951-0010 

1986-1995 

ACURA 

1986-1996 

HONDA 

951-0011 

1991-2005 

ACURA 


951-0011 (CONT.) 

1986-1991 

MAZDA 

951-0012 

1987-1988 

CHEVROLET 

1988-1992 

DAIHATSU 

1985-1991 

DODGE 

1989-1994 

EAGLE 

1989-1993 

FORD 

1989 

GEO 

1990-1991 

LEXUS 

1986-1995 

MAZDA 

1991-1994 

MERCURY 

1988-1989 

MERCURY 

1985-1994 

MITSUBISHI 

1985-1994 

PLYMOUTH 

1987-1991 

STERLING 

1989-1994 

SUZUKI 

1983-1995 

TOYOTA 

951-0013 

1987-1995 

BUICK 

1990-1993 

CADILLAC 

1987-1990 

CHEVROLET 

1991-1996 

DODGE 

1990-2000 

LEXUS 

1995-2002 

MAZDA 

1991-1999 

MITSUBISHI 

1987-1995 

OLDSMOBILE 

1987-1995 

PONTIAC 

1986-1995 

TOYOTA 

951-0014 

1993-1995 

MAZDA 

1993-1998 

TOYOTA 

951-0016 

1986-2000 

FORD 

1988-1996 

LINCOLN 

1991-2002 

MAZDA 

1986-2002 

MERCURY 

951-0017 

2003-2004 

TOYOTA 

951-0018 

2005-2010 

HONDA 

951-0019 

2005-2008 

ACURA 

951-0020 

2007-2011 

TOYOTA 

951-0021 

2004-2007 

TOYOTA 

951-0022 

2003-2011 

HONDA 

951-0023 

2004-2008 

ACURA 

2003-2007 

HONDA 

2004-2006 

LEXUS 

2004-2007 

TOYOTA 



951-0024 

2007-2011 

ACURA 

2003-2005 

LEXUS 

2003-2009 

TOYOTA 

951-0025 

2003-2008 

ACURA 

2005-2012 

HONDA 

951-3000 

1983-1991 

FORD 

1983-1984 

LINCOLN 

1981 

LINCOLN 

1983-1986 

MERCURY 

1985-1989 

MERKUR 

951-3001 

1988-1989 

EAGLE 

1980-1992 

JAGUAR 

951-3002 

1988-1993 

JAGUAR 

951-3003 

1986-1989 

ACURA 

1987-1989 

CHRYSLER 

1984-1986 

DODGE 

1985-1987 

HONDA 

1984-1985 

MAZDA 

1983-1989 

MITSUBISHI 

1984-1986 

PLYMOUTH 

1983 

TOYOTA 

951-5002 

1994-1996 

BUICK 

1994-1996 

CADILLAC 

1992-1996 

CHEVROLET 

951-5003 ! 

1988-1996 

BUICK 

1990-1993 

CADILLAC 

1988 

CADILLAC 

1988-1996 

CHEVROLET 

1994-1995 

GMC 

1987-1997 

OLDSMOBILE 

1988-1996 

PONTIAC 

951-5004 ! 

1991-1993 

BUICK 

1993 

CADILLAC 

1991-1993 

CHEVROLET 

1991-1992 

OLDSMOBILE 

951-5006 

1984-1988 

BUICK 

1985-1987 

CADILLAC 

1985-1992 

CHEVROLET 

1984-1988 

OLDSMOBILE 

1984-1992 

PONTIAC 

951-5012 

1992-1995 

OLDSMOBILE 

1992-1995 

PONTIAC 
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951-5013 1 

1996 

BUICK 

1996-1999 

OLDSMOBILE 

1996-1999 

PONTIAC 

951-5014 

1996 

BUICK 

1989-1992 

CADILLAC 

1994-1996 

CHEVROLET 

1985-1992 

CHEVROLET 

1996 

OLDSMOBILE 

1996 

PONTIAC 

1985-1992 

PONTIAC 

951-5015 

1994-1997 

CHEVROLET 

1990-1992 

CHEVROLET 

1994-1997 

GMC 

951-5016 

1992-1997 

CHEVROLET 

1991-1997 

GMC 

1992-1994 

OLDSMOBILE 

951-5017 

1982-1992 

BUICK 

1980-1992 

CADILLAC 

1982-1996 

CHEVROLET 

1985-1996 

GMC 

1982-1994 

OLDSMOBILE 

1982-1995 

PONTIAC 

951-5018 

1993-1996 

BUICK 

1993-1996 

OLDSMOBILE 

951-5019 

1994-1999 

BUICK 

1994-1999 

OLDSMOBILE 

1994-1999 

PONTIAC 

951-5020 

1993-1994 

CADILLAC 

952-0001 

1991-2004 

ACURA 

1997-2001 

HONDA 

1999-2005 

MAZDA 

1990-1997 

MAZDA 

952-0002 

1992-1995 

MAZDA 

952-0003 

1996-1999 

ACURA 

1991-1996 

DODGE 

1991-1998 

EAGLE 

1990-1993 

GEO 

1994-1997 

HONDA 

1989-1991 

HYUNDAI 

1990-2002 

ISUZU 

1990-2001 

MITSUBISHI 

1992-1994 

PLYMOUTH 

1990-1999 

SUZUKI 


NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 


952-0004 


1991-1994 


1993-1996 


1993-1998 


1991-1994 


952-0005 


1995-2002 


952-0006 


1998-2010 


2001-2002 


1999-2005 


1990-2003 


952-0007 


2006-2008 


1999-2003 


2005-2010 


2006-2010 


2001-2003 


1994-1997 


952-0008 


1996-1998 


1993-2000 


1994-2007 


952-0009 


1994-2001 


1990-1992 


1992-2000 


1996-1999 


952-0010 


1999-2006 


952-0011 


1991-1996 


1998-2005 


1992 


2003-2006 


1990-1992 


1993-2007 


952-0012 


1995-2000 


1995-2000 


1996-1998 


1992-1994 


1989-1997 


1992-1995 


1992-1999 


1993 


1990-1991 


1995-2001 


952-0013 


1991-1998 


952-0014 


1995-1999 


1994-1997 


DODGE 


EAGLE 


MITSUBISHI 


PLYMOUTH 


LEXUS 


MITSUBISHI 


SUZUKI 


TOYOTA 



HYUNDAI 


LEXUS 


MITSUBISHI 



JEEP 


LEXUS 


LEXUS 


MITSUBISHI 


MITSUBISHI 


TOYOTA 


CHRYSLER 


DODGE 


EAGLE 


EAGLE 


GEO 


HYUNDAI 


MITSUBISHI 


PLYMOUTH 


PLYMOUTH 


SUZUKI 



952-0015 


1992-1996 LEXUS 


1992-1997 TOYOTA 


952-0016 


1998 


CHEVROLET 


1990-1995 HYUNDAI 


1993 MITSUBISHI 


1996-1998 SUZUKI 


952-0017 


1995-2012 TOYOTA 


952-0018 


1998-2004 CHEVROLET 


1997-2012 LEXUS 


2003-2006 PONTIAC 


1997-2005 SUZUKI 


1997-2006 TOYOTA 


952-0019 


1998-2003 ACURA 


1998-2007 HONDA 


952-0020 


2002-2006 ACURA 


2001-2005 HONDA 


952-0021 


2004-2006 SCION 


2000-2005 TOYOTA 


952-0022 


1991-2005 ACURA 


2001-2005 CHRYSLER 


2001-2005 DODGE 


1999-2006 HONDA 


1998-2005 MITSUBISHI 


2000-2006 NISSAN 


952-0023 


1993-1999 BUICK 


1993-1999 OLDSMOBILE 


1994-1999 PONTIAC 


952-0024 


1997-2003 FORD 


1993-1994 FORD 


1993-1997 HONDA 


2002-2004 


1993-1994 LINCOLN 


1998-2002 MERCURY 


1993-1994 MERCURY 


1999-2002 NISSAN 


952-0025 


1995-2000 FORD 


1993-2000 LINCOLN 


1995-2000 MERCURY 


1989-1995 SUZUKI 


952-0026 


1991-1997 FORD 


1993-2002 MAZDA 


1991-1997 MERCURY 


952-0027 


1988-1994 


1988-1994 


952-0028 


1995-1999 


1995-1999 


952-0029 


1986-1990 


1985-1990 


1989-1990 


1989-1997 


1988-1991 


1989-1994 


1991-1994 


1988-1989 


1985-1989 


1985-1990 


1987-1991 


1983-1998 


952-0030 


1989-1997 


1996-1997 


1993-1997 


952-0031 


1995-1997 


2004-2006 


2001-2003 


952-0032 


1997-2002 


1998-2002 


952-0033 


1997-2003 


1997-2001 


952-0034 


1987-1988 


1988-1996 


1989 


1988-1991 


1989-1999 


1988-1991 


1984-1992 


952-0035 


1989-1993 


952-0036 


1990-2000 


1984-1995 


952-0037 


1994-1997 


1990-1994 


952-0038 


1986-1995 


952-0039 


1995 


FORD 


MERCURY 


FORD 


MERCURY 


ACURA 


DODGE 


EAGLE 


FORD 


HONDA 


MAZDA 


MERCURY 


MERCURY 


MITSUBISHI 


PLYMOUTH 


STERLING 


TOYOTA 



GEO 


MITSUBISHI 


SUZUKI 


FORD 


MERCURY 


CHEVROLET 


DODGE 


GEO 


MAZDA 


MITSUBISHI 


PLYMOUTH 


TOYOTA 
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NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 


952-0040 

1995-2002 

MAZDA 

952-0041 

1989-1990 

DODGE 

1990-1994 

EAGLE 

1985-1994 

MITSUBISHI 

1990-1994 

PLYMOUTH 

952-0042 

1987-1995 

BUICK 

1990-1993 

CADILLAC 

1987-1990 

CHEVROLET 

1987-1995 

0LDSM0BILE 

1987-1995 

PONTIAC 

952-0043 

1986-1991 

MAZDA 

952-0044 

1989-2004 

FORD 

1995-2000 

JAGUAR 

2001-2002 

LINCOLN 

1991-1997 

MAZDA 

2001-2002 

MERCURY 

1998 

MERCURY 

952-0047 

1998-2001 

FORD 

1998-2001 

MAZDA 

952-0048 

1990-1993 

ACURA 

1988-1993 

HONDA 

952-0049 

1992-2003 

FORD 

1995-1997 

LINCOLN 

1996-2002 

MERCURY 

952-0050 

1995-2003 

HYUNDAI 

952-0051 

1990-2004 

SUBARU 

952-0052 

1996-1997 

FORD 

952-0053 

1986-1995 

FORD 

1988-1994 

LINCOLN 

1986-1995 

MERCURY 

952-0054 

1997-2001 

HONDA 

952-0055 

1982-1985 

BUICK 

1982-1997 

CHEVROLET 

1987-1997 

GMC 

1985 

GMC 

1982-1985 

0LDSM0BILE 

1982-1988 

PONTIAC 

952-0056 

1996 

BUICK 

1984-1992 

BUICK 


952-0056 (CONT.) 

1985-1989 

CADILLAC 

1985-1990 

CHEVROLET 

1996-1999 

OLDSMOBILE 

1984-1992 

OLDSMOBILE 

1996-1999 

PONTIAC 

1985-1991 

PONTIAC 

952-0057 

1986 

BUICK 

1984 

BUICK 

1982 

BUICK 

1986-1988 

CADILLAC 

1992-1997 

CHEVROLET 

1985-1986 

CHEVROLET 

1992-1997 

GMC 

1985-1986 

GMC 

1986 

OLDSMOBILE 

1982-1983 

OLDSMOBILE 

1984 

PONTIAC 

1982 

PONTIAC 

952-0058 

1983 

BUICK 

1982-1989 

CHEVROLET 

1989 

GMC 

1986-1987 

GMC 

1982-1989 

PONTIAC 

952-0059 

1983-1991 

BUICK 

1983-1988 

CADILLAC 

1983-1995 

CHEVROLET 

1987-1995 

GMC 

1983-1991 

OLDSMOBILE 

1983-1991 

PONTIAC 

952-0060 

1980-1985 

CADILLAC 

1985-1997 

CHEVROLET 

1985-1997 

GMC 

1991-1994 

OLDSMOBILE 

1985-1986 

PONTIAC 

952-0061 

1988-1992 

BUICK 

1990-1995 

CHEVROLET 

1988-1994 

OLDSMOBILE 

1988-1995 

PONTIAC 

952-0062 

1987-1993 

BUICK 

1986-1992 

CADILLAC 

1987-1992 

OLDSMOBILE 

952-0063 

1989-1990 

BUICK 

1989-1991 

OLDSMOBILE 

952-0064 

1993 

BUICK 

1993 

CADILLAC 


952-0064 (CONT.) 

1992-1993 

CHEVROLET 

952-0065 

1990-1991 

CHEVROLET 

952-0066 

1991 

BUICK 

1991 

OLDSMOBILE 

952-0067 

1991-1992 

CHEVROLET 

1991 

OLDSMOBILE 

952-0068 

1992 

BUICK 

1989-1992 

CADILLAC 

1992 

CHEVROLET 

1988-1989 

CHEVROLET 

1992 

OLDSMOBILE 

952-0069 

1993-1996 

BUICK 

1991 

BUICK 

1990-1993 

CADILLAC 

1992-1996 

CHEVROLET 

1992-1997 

OLDSMOBILE 

1988 

OLDSMOBILE 

1992-1996 

PONTIAC 

952-0070 

1992 

CHEVROLET 

952-0071 

1994-1996 

BUICK 

1994-1996 

CADILLAC 

1994-1996 

CHEVROLET 

952-0072 

1988-1992 

CHEVROLET 

1988-1992 

PONTIAC 

952-0073 

1992 

BUICK 

952-0074 

1992-1995 

OLDSMOBILE 

1988 

OLDSMOBILE 

1992-1995 

PONTIAC 

952-0075 

1995 

CHEVROLET 

1995 

GMC 

952-0076 

1988-1993 

PONTIAC 

952-0077 

1988-1990 

PONTIAC 

952-0079 

1990-1992 

CADILLAC 

1990 

CHEVROLET 

952-0080 

1993-1994 

CADILLAC 

952-0081 

1988-1992 

DAIHATSU 





952-0082 

2000-2003 

HONDA 

952-0083 

2006-2009 

HONDA 

952-0084 

2003-2005 

HONDA 

952-0085 

2007-2008 

HONDA 

952-0086 

2003-2006 

LEXUS 

2003-2009 

TOYOTA 

952-0087 

2006-2011 

HONDA 

952-0088 

2005-2008 

ACURA 

952-0089 

2005-2010 

HONDA 

952-0090 

2004-2006 

LEXUS 

2004-2006 

TOYOTA 

952-0091 

2003-2011 

ACURA 

2003-2012 

HONDA 

952-0092 

2003-2004 

TOYOTA 

952-0093 

2007-2011 

TOYOTA 

952-0094 

1983-1991 

BUICK 

1983-1988 

CADILLAC 

1983-1995 

CHEVROLET 

1987-1995 

GMC 

1983-1991 

OLDSMOBILE 

1983-1991 

PONTIAC 

953-0004 

1993-1996 

CADILLAC 

953-0005 

1995-1996 

BUICK 

1995-1996 

OLDSMOBILE 

953-0006 ! 

1996 

CHEVROLET 

1996 

GMC 

1996 

OLDSMOBILE 

953-0007 

1995 

CHEVROLET 

1995 

PONTIAC 

953-0008 

1996-1998 

BUICK 

1996-1998 

CHEVROLET 

1996-1998 

OLDSMOBILE 

1996-1998 

PONTIAC 

953-0009 

1997-2000 

CHEVROLET 

1997-2000 

GMC 
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PENSO 


NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 



953-3044 

953-3065 

953-5002 (CONT.) 

953-5030 (CONT.) 

2003 

DODGE 

1994 

DODGE 

1992-1995 

PONTIAC 

1997 

OLDSMOBILE 

953-3045 

953-3066 

953-5003 

953-5031 

2004 

DODGE 

1994-1995 

DODGE 

1998-1999 

BUICK 

1995 

CHEVROLET 

953-3046 

953-3067 

1998-2000 

OLDSMOBILE 

1995 

PONTIAC 

2003-2004 

CHRYSLER 

1991-1993 

DODGE 

1998-2000 

PONTIAC 

953-5032 

953-3047 

953-3068 

953-5004 

1998-2003 

CHEVROLET 

2001-2003 

CHRYSLER 

1991-1993 

DODGE 

1996-1998 

BUICK 

1998-2001 

GMC 

2001-2003 

DODGE 

953-3069 

1996-1998 

CHEVROLET 

1998-2001 

OLDSMOBILE 

953-3048 

1991-1995 

DODGE 

1996-1998 

OLDSMOBILE 

953-5033 

1996 

JEEP 

953-3070 

1996-1998 

PONTIAC 

1997-1999 

CHEVROLET 

953-3049 

2004-2009 

DODGE 

953-5007 

1997-1999 

GMC 

2003-2006 

CHRYSLER 

953-3071 

1995-1996 

BUICK 

953-5034 

2003-2006 

DODGE 

2004-2007 

DODGE 

1995-1996 

OLDSMOBILE 

1997-2000 

CHEVROLET 

953-3050 

953-3072 

953-5008 

1997-2000 

GMC 

1998-2000 

CHRYSLER 

2006-2007 

DODGE 

1993-1996 

CADILLAC 

953-5035 

1998-2000 

DODGE 

953-3073 

953-5012 

1997-1998 

CHEVROLET 

1998-2000 

PLYMOUTH 

2004 

DODGE 

1997 

CHEVROLET 

1997-1998 

GMC 

953-3051 

953-3074 

953-5013 

1997-1998 

OLDSMOBILE 

2005-2007 

DODGE 

2005-2012 

NISSAN 

1996 

CHEVROLET 

953-5037 

953-3052 

2009-2012 

SUZUKI 

1996 

GMC 

1997 

PONTIAC 

2005-2007 

BUICK 

953-3075 

953-5014 

953-5038 

2005-2007 

CHEVROLET 

2008-2012 

NISSAN 

1996 

CHEVROLET 

1997 

PONTIAC 

2005-2007 

GMC 

953-3076 

1996 

GMC 

953-5039 

2005-2007 

ISUZU 

1998-2000 

HONDA 

953-5015 

1998-1999 

CHEVROLET 

2005-2007 

SAAB 

1997-2003 

ISUZU 

1996 

CHEVROLET 

1998-1999 

GMC 

953-3053 

953-3077 

1996 

GMC 

953-5040 

2005-2006 

CHEVROLET 

2001-2002 

HONDA 

953-5016 

1997 

BUICK 

2005-2006 

GMC 

2001-2004 

ISUZU 

1996 

CHEVROLET 

953-5041 

2005-2006 

ISUZU 

953-3078 

1996 

GMC 

1996-1997 

CHEVROLET 

953-3054 

2002-2003 

ISUZU 

953-5017 

1996-1997 

GMC 

2004-2006 

CHEVROLET 

953-3079 

1996 

CHEVROLET 

953-5042 ! 

953-3055 

2008-2009 

CHEVROLET 

1996 

GMC 

1998-2000 

CHEVROLET 

1992-1996 

DODGE 

2008-2009 

GMC 

953-5018 

1998-2000 

GMC 

953-3056 

2008-2009 

SAAB 

1996 

CHEVROLET 

953-5043 

2005-2007 

CHRYSLER 

953-3080 

1996 

GMC 

1997-2000 

CHEVROLET 

2005-2007 

DODGE 

2007-2008 

CHEVROLET 

1996 

OLDSMOBILE 

1997-2000 

GMC 

953-3057 

953-3081 

953-5022 

953-5045 

2004-2009 

CHRYSLER 

2004-2006 

CADILLAC 

1995 

CHEVROLET 

1998-1999 

CHEVROLET 

953-3058 

2003-2006 

CHEVROLET 

1995 

GMC 

953-5046 ! 

2005-2010 

CHRYSLER 

953-3082 

953-5024 

1999-2000 

CADILLAC 

953-3059 

2007-2011 

CHEVROLET 

1997 

BUICK 

1998-2000 

CHEVROLET 

2004 

DODGE 

953-5000 

1997 

OLDSMOBILE 

1998-2000 

GMC 

953-3060 

1997-2002 

CHEVROLET 

953-5025 

953-5048 

2005-2007 

JEEP 

1997-2001 

GMC 

1997 

BUICK 

1998-1999 

CHEVROLET 

953-3061 

953-5001 

953-5026 

1998-1999 

GMC 

2005-2008 

JEEP 

2000-2004 

BUICK 

1997 

BUICK 

953-5049 

953-3062 

2000-2003 

CHEVROLET 

953-5028 

1998-1999 

CHEVROLET 

2005-2006 

JEEP 

2001-2002 

OLDSMOBILE 

1997 

BUICK 

1998-1999 

GMC 

953-3063 

2001-2003 

PONTIAC 

953-5029 

953-5050 

2005-2009 

DODGE 

953-5002 

1997 

CHEVROLET 

1998-2002 

CHEVROLET 

2006-2009 

MITSUBISHI 

1992-1995 

BUICK 

1997 

GMC 

1998-2002 

GMC 

953-3064 

1992-1996 

CHEVROLET 

953-5030 

953-5051 

1998-2010 

VOLKSWAGEN 

1992-1995 

OLDSMOBILE 

1997 

CHEVROLET 

1998-2002 

CHEVROLET 


266 


www.DensoAftermarket.com 








































































































































































































































































































































































f'rrgf fime f it 


953-5051 (CONT.) 

1998-2002 

GMC 

953-5053 

1997 

CADILLAC 

953-5054 

1997-2002 

CHEVROLET 

1997-2002 

GMC 

953-5055 

1998-2002 

CHEVROLET 

1998-2002 

GMC 

953-5056 

1997-2002 

CHEVROLET 

1997-2002 

GMC 

953-5057 

1998-2002 

CHEVROLET 

1998-2002 

GMC 

953-5058 

1999-2002 

CHEVROLET 

1999-2002 

PONTIAC 

953-5059 

2000-2001 

CHEVROLET 

2001 

GMC 

953-5060 

2000-2001 

CHEVROLET 

2000-2001 

GMC 

953-5061 

1998-2000 

CHEVROLET 

1998-2000 

GMC 

953-5062 

1998-2000 

CHEVROLET 

1998-2000 

GMC 

953-5064 

1998-2000 

CHEVROLET 

1998-1999 

0LDSM0BILE 

1999-2000 

PONTIAC 

953-5065 

2000-2001 

CHEVROLET 

2000-2001 

GMC 

953-5066 

1999-2002 

CADILLAC 

953-5067 

2000-2001 

CHEVROLET 

2000-2001 

GMC 

953-5069 

2001-2003 

CHEVROLET 

2001-2003 

GMC 

953-5070 

2001-2003 

CHEVROLET 

2001-2003 

GMC 

953-5071 

2002-2003 

CHEVROLET 

2002-2003 

GMC 

953-5072 

2000-2005 

CHEVROLET 


NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 


953-5072 (CONT.) 

2000-2005 | 

| GMC | 

953-5073 

1999 

CHEVROLET 

953-5074 

1998-1999 

CADILLAC 

953-5075 

2000-2001 

CHEVROLET 

953-5077 

1997 

CHEVROLET 

1997 

0LDSM0BILE 

1997 

PONTIAC 

953-5078 

1998-2000 

CHEVROLET 

1998-2000 

0LDSM0BILE | 

1998-2000 

PONTIAC 

953-5079 

1997-1999 

CHEVROLET 

953-5080 

1998-1999 

BUICK 

1998-2000 

PONTIAC 

953-5082 

1999-2002 

CHEVROLET 

1999-2002 

PONTIAC 

953-5083 

2001-2002 

CHEVROLET 

2001-2002 

GMC 

953-5084 

1998-2003 

BUICK 

2000-2003 

PONTIAC 

953-5085 

1998-2003 

BUICK 

1998-2004 

CADILLAC 

2001-2003 

0LDSM0BILE 

1998-1999 

OLDSMOBILE 

2000-2003 

PONTIAC 

953-5088 

2001 

CHEVROLET 

2001 

OLDSMOBILE 

2001 

PONTIAC 

953-5094 

1997-2002 

CHEVROLET 

1997-2002 

GMC 

953-5097 

2000-2004 

BUICK 

2004-2005 

CHEVROLET 

2001-2003 

PONTIAC 

953-5098 

2001-2003 

CHEVROLET 

2001-2003 

PONTIAC 

953-5102 

2002-2005 

CHEVROLET 

2002-2004 

OLDSMOBILE 

2002-2005 

PONTIAC 


953-5103 

1999-2003 

CHEVROLET 

1999-2003 

GMC 

953-5104 

1999-2003 

CHEVROLET 

1999-2003 

GMC 

953-5105 

2002-2003 

CADILLAC 

2002-2003 

CHEVROLET 

2002-2003 

GMC 

953-5106 

2002-2003 

CHEVROLET 

2002-2003 

GMC 

953-5107 

2003 

CHEVROLET 

2003 

GMC 

953-5108 

2003-2004 

CHEVROLET 

953-5109 

2002-2004 

ISUZU 

953-5110 

2002-2003 

BUICK 

2001-2003 

PONTIAC 

953-5111 

2002-2003 

CADILLAC 

2000-2003 

CHEVROLET 

2000-2003 

GMC 

953-5112 

2003 

CHEVROLET 

2003 

GMC 

953-5113 

2003 

CHEVROLET 

2003 

GMC 

953-5114 

2003 

CHEVROLET 

2003 

GMC 

953-5115 

2003 

CHEVROLET 

2003 

GMC 

953-5116 

2003 

CHEVROLET 

2003 

GMC 

953-5117 

2003 


953-5118 

2004 

BUICK 

2004 

PONTIAC 

953-5119 

2002-2003 

CHEVROLET 

2002-2003 

GMC 

953-5120 

2002-2003 

CHEVROLET 

2002-2003 

GMC 





r 


I 953-5121 

2004-2005 

CHEVROLET 

2004-2005 

GMC 

953-5122 

2000-2005 

CHEVROLET 

2000-2004 

OLDSMOBILE 

2000-2005 

PONTIAC 

953-5123 

2004 

CHEVROLET 

2004 

GMC 

953-5124 

2004 

CHEVROLET 

2004 

GMC 

953-5125 

2004-2005 

CHEVROLET 

953-5126 

2004-2007 

CHEVROLET 

2004-2007 

GMC 

953-5127 

2004 

CHEVROLET 

2004 

PONTIAC 

953-5128 

2004-2005 

BUICK 

2004-2005 

CADILLAC 

2004-2005 

PONTIAC 

953-5129 

2004-2005 

BUICK 

953-5130 

2004-2007 

CHEVROLET 

2004-2007 

GMC 

953-5131 

2004-2007 

CHEVROLET 

2004-2007 

GMC 

953-5132 

2004 

BUICK 

2002-2004 

CHEVROLET 

2002-2004 

GMC 

2002-2004 

OLDSMOBILE 

953-5133 

2004-2007 

CHEVROLET 

2004-2007 

GMC 

953-5134 

2002-2004 

CHEVROLET 

2002-2004 

GMC 

953-5135 

2004 

CHEVROLET 

2004 

GMC 

953-6000 

1991-1995 

DODGE 

953-6001 

1991-1992 

DODGE 

1991-1992 

EAGLE 

953-6002 

1 1991-1993 

DODGE 


www.DensoAftermarket.com 


267 














































































































































































































































































































































































NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 



954-0018 

1990-2000 

LEXUS 

954-0019 

1992-1997 

LEXUS 

1990-2002 

TOYOTA 

954-0020 

1985-1988 

TOYOTA 

954-0021 

1988-1989 

TOYOTA 

954-2001 

2005-2006 

ACURA 

954-2002 

2005-2006 

HONDA 

954-2003 

1999-2004 

HONDA 

954-2004 

2002-2004 

ACURA 

2000-2005 

HONDA 

954-2005 

1999-2003 

ACURA 

1998-2005 

HONDA 

954-2006 

2005-2006 

ACURA 

2007 

HONDA 

2003-2004 

HONDA 

954-2007 1 

2008 

ACURA 

2003-2009 

HONDA 

954-2008 

1986-1997 

ACURA 

1986-1997 

HONDA 

954-2009 

1997-2001 

HONDA 

954-2010 

1996-2005 

ACURA 

1997-2001 

HONDA 

954-2011 

1988-1991 

HONDA 

954-2012 

1996-1999 

ACURA 

1994-1997 

HONDA 




























953-6003 

1992-1993 

CHRYSLER 

1991-1993 

DODGE 

1991-1993 

PLYMOUTH 

953-6004 

1991-1993 

DODGE 

953-6005 

1994 

DODGE 

953-6006 

1992-1995 

CHRYSLER 

1991-1995 

DODGE 

1991-1995 

PLYMOUTH 

953-6007 

1994-1995 

DODGE 

954-0001 

2005-2012 

TOYOTA 

954-0002 

1995-2004 

TOYOTA 

954-0003 

1988-1993 

TOYOTA 

954-0004 

1993-1997 

TOYOTA 

954-0005 

1990-1991 

LEXUS 

1984-1998 

TOYOTA 

954-0006 

1993-1998 

TOYOTA 

954-0007 

1988-1991 

TOYOTA 

954-0008 

1990-1998 

TOYOTA 

954-0009 

1991-1995 

TOYOTA 

1985-1989 

TOYOTA 

954-0010 

1986-1987 

TOYOTA 

954-0011 

1990-1999 

TOYOTA 

954-0012 

1997-1998 

TOYOTA 

954-0013 

1983-1986 

TOYOTA 

954-0014 

1997-2001 

LEXUS 

1998-2003 

TOYOTA 

954-0015 

1998-2012 

LEXUS 

2004-2010 

SCION 

1998-2012 

TOYOTA 

954-0016 

2006-2010 

LEXUS 

2006 

SCION 

2004-2011 

TOYOTA 
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DENSO 

i _ 

first Jime fit' 


955-0100 

2007-2011 

TOYOTA 

955-0101 

2007-2012 

TOYOTA 

955-0102 

2000-2002 

TOYOTA 

955-0103 

2004-2006 

SCION 

2000-2005 

TOYOTA 

955-0104 

2001-2006 

LEXUS 

955-0105 

2002-2006 

LEXUS 

2002-2006 

TOYOTA 

955-0106 

2001-2005 

TOYOTA 

955-0107 

2003-2004 

TOYOTA 

955-0108 

2003-2004 

TOYOTA 

1 955-0109 

2005-2012 

TOYOTA 

955-0110 

2005-2006 

TOYOTA 

955-0111 

2005-2010 

SCION 

955-0112 

2005-2012 

TOYOTA 

955-0113 

2004-2006 

TOYOTA 

955-0114 

2007-2012 

LEXUS 

2005-2012 

TOYOTA 

955-0115 

2007-2011 

TOYOTA 

955-0116 

2004-2009 

LEXUS 

2004-2012 

TOYOTA 


































NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 



www.DensoAftermarket.com 


269 


297-0001 


2005-2012 


2004-2012 


297-0002 


2002-2008 


2002-2008 


297-0003 


2000-2006 


297-0004 


2001-2003 


297-0005 


2004-2012 


297-0006 


2004-2011 


297-0007 


2005-2007 


297-0008 


1997-2003 


297-0009 


1998-2004 


297-0010 


2005-2009 


297-0011 


2001-2002 


297-0012 


2007-2009 


297-0013 


2006-2012 


297-0014 


297-0015 


2003-2006 


297-0016 


1998-2001 


297-0017 


2004-2008 


297-0018 


2010-2012 


2003-2011 


297-0019 


2007-2012 


2005-2012 


297-0020 


2005-2009 


2005-2009 


297-0022 


2007-2012 


297-0024 


1997-2001 


297-0025 


1998-1999 


297-0026 


1997-2003 


MITSUBISHI 


MITSUBISHI 


MITSUBISHI 


MITSUBISHI 


MITSUBISHI 


NUMERICAL LISTING 
LISTE NUMERIQUE 
LISTA NUMERICA 


297-0026 (CONT.) 


297-2003 (CONT.) 

1998-2004 

TOYOTA 


2002-2003 

MERCURY 

297-0027 


297-2004 

1997-2010 

LEXUS 


2003-2004 

FORD 

297-0028 


297-2005 

1998-2000 

SUZUKI 


2004-2007 

FORD 

297-0029 


2005-2007 

MERCURY 

1998-2005 

LEXUS 


297-2006 

1998 

TOYOTA 


2004 

FORD 

297-0030 


2004 

MERCURY 

1999-2004 

SUBARU 


297-2007 

297-0031 


2005-2011 

FORD 

1998-2005 

LEXUS 


2006-2010 

MERCURY 

1999-2005 

TOYOTA 


297-2008 

297-0033 


2005 

FORD 

2002-2005 

SUBARU 


2005 

MERCURY 

297-0034 


297-2009 

2002-2004 

JEEP 


2006-2011 

FORD 

297-0035 


2006-2009 

MERCURY 

2002-2006 

NISSAN 


297-2010 

297-0036 


2007-2012 

FORD 

2003-2006 

HYUNDAI 


2007-2012 

LINCOLN 

2004-2006 

KIA 


2008-2009 

MERCURY 

297-0038 


297-2011 

2000-2001 

TOYOTA 


1996-1998 

FORD 

297-0039 


1996-1998 

MERCURY 

2001-2005 

MAZDA 


297-2012 

297-0040 


1995-1999 

FORD 

2004-2008 

MAZDA 


1995-1998 

LINCOLN 

297-0041 


1995-1998 

MERCURY 

2004-2008 

MAZDA 


297-2013 

297-0042 


1997-2000 

FORD 

2004-2006 

MAZDA 


297-2014 

297-1001 


1997-1999 

FORD 

1990-1995 

NISSAN 


1998-1999 

MERCURY 

297-1002 


297-2015 

1990-1995 

NISSAN 


2001 

FORD 

297-1003 


297-2016 

1990-1994 

NISSAN 


2000-2005 

FORD 

297-1004 


2003-2004 

LINCOLN 

1997-2000 

INFINITI 


2003-2004 

MERCURY 

1996-2004 

NISSAN 


297-2017 

297-1005 


1998-2004 

FORD 

1996-2004 

NISSAN 


1999-2002 

MERCURY 

297-1006 


297-2018 

2007-2012 

NISSAN 


1999-2000 

FORD 

297-2001 


1999-2001 

LINCOLN 

2001-2004 

FORD 


1999-2000 

MERCURY 

297-2002 


297-2019 

2001-2002 

FORD 


2001-2003 

FORD 

2001-2002 

LINCOLN 


2001 

MERCURY 

2001-2002 

MERCURY 




297-2003 




2002-2003 

FORD 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



ACDELCO 

DENSO 

MU1790 

953-5066 

MU1791 

953-0032 

MU1793 

953-5128 

MU1794 

953-0027 

MU1797 

953-5098 

MU1798 

953-5127 

MU1799 

953-5102 

MU1800 

953-5102 

MU1802 

953-5065 

MU1803 

953-5067 

MU1804 

953-5119 

MU1805 

953-5120 

MU1806 

953-0027 

MU1807 

953-0026 

MU1808 

953-0026 

MU1815 

953-5118 

MU1816 

953-5056 

MU1817 

953-5057 

MU1818 

953-0022 

MU1819 

953-5025 

MU1820 

953-5110 

MU1821 

953-5013 

MU1823 

953-5014 

MU1824 

953-5029 

MU1835 

953-5134 

MU1837 

953-5132 

MU2038 

953-3002 

MU2043 

953-3014 

MU2044 

953-3015 

MU2046 

953-3023 

MU2046 

953-3027 

MU2047 

953-3022 

MU2048 

953-3019 

MU2049 

953-3021 

MU2050 

953-3020 

MU2051 

953-3025 

MU2052 

953-3026 

MU2053 

953-3028 

MU2054 

953-3024 

MU2055 

953-3018 

MU2056 

953-3031 

PMU161 

953-3065 

PMU163 

953-3066 

AIRTEX 

DENSO 

E2000 

951-3000 

E2001 

951-0016 

E2001 &FS111 

950-3006 

E2001 & FS141 

950-3003 

E2002 

951-0016 

E2002&FS111 

950-3020 

E2024& FS141 

950-3005 


ACDELCO 

DENSO 

MU1728 

953-5040 

MU1729 

953-5037 

MU1730 

953-5082 

MU1731 

953-5058 

MU1732 

953-5016 

MU1733 

953-0021 

MU1735 

953-0006 

MU1736 

953-5017 

MU1737 

953-5117 

MU1738 

953-0035 

MU1739 

953-5106 

MU1741 

953-5097 

MU1742 

953-5026 

MU1743 

953-0034 

MU1744 

953-5061 

MU1745 

953-0009 

MU1746 

953-5045 

MU1747 

953-5051 

MU1748 

953-0020 

MU1749 

953-0018 

MU1750 

953-5062 

MU1751 

953-0016 

MU1752 

953-0025 

MU1753 

953-0037 

MU1755 

953-0024 

MU1756 

953-0010 

MU1757 

953-5124 

MU1759 

953-5107 

MU1760 

953-5108 

MU1763 

953-5125 

MU1766 

953-5083 

MU1767 

953-5135 

MU1769 

953-5075 

MU1770 

953-0007 

MU1772 

953-0017 

MU1773 

953-0036 

MU1774 

953-0029 

MU1775 

953-0029 

MU1776 

953-5069 

MU1777 

953-0019 

MU1778 

953-5030 

MU1779 

953-0008 

MU1780 

953-0015 

MU1781 

953-5015 

MU1782 

953-0013 

MU1783 

953-5038 

MU1784 

953-5028 

MU1785 

953-5080 

MU1786 

953-0004 

MU1787 

953-5012 

MU1788 

953-0014 

MU1789 

953-5074 


ACDELCO 

DENSO 

43-100 

953-3000 

43-100 

953-3007 

43-101 

953-3001 

43-103 

953-3004 

43-104 

953-3005 

88965411 

953-5123 

EP456 

953-3004 

MU3 

953-3008 

MU42 

953-3009 

MU43 

953-3010 

MU73 

953-3067 

MU74 

953-3069 

MU76 

953-3068 

MU139 

953-3017 

MU140 

953-3011 

MU143 

953-3003 

MU155 

953-5051 

MU192 

953-3016 

MU198 

953-3048 

MU215 

953-5073 

MU1229 

953-5112 

MU1230 

953-5115 

MU1231 

953-5116 

MU1232 

953-5113 

MU1233 

953-5114 

MU1292 

953-5129 

MU1300 

953-3054 

MU1374 

953-0023 

MU1385 

953-5121 

MU1415 

953-5126 

MU1417 

953-5130 

MU1418 

953-5131 

MU1485 

953-5133 

MU1528 

953-5037 

MU1605 

953-5022 

MU1609 

953-0012 

MU1610 

953-5002 

MU1613 

953-0011 

MU1614 

953-0028 

MU1615 

953-0030 

MU1618 

953-0031 

MU1620 

953-5060 

MU1621 

953-5070 

MU1622 

953-5070 

MU1623 

953-5024 

MU1624 

953-5053 

MU1625 

953-0005 

MU1655 

953-3052 

MU1701 

953-3053 

MU1725 

953-5048 

MU1726 

953-5084 

MU1727 

953-0033 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la section de information de aplicacion para obtener detalles sobre 271 

aplicaciones especificas. Use esta tabla solo como referenda. _ 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



AIRTEX 

DENSO 

E2042 

951-0016 

E2042&FS141 

950-3007 

E2044&FS111 

950-3006 

E2044& FS141 

950-3005 

E2044& FS141 

950-3014 

E2044& FS141 

950-3016 

E2051 

951-0016 

E2059MN 

953-3004 

E2059MN 

953-3006 

E2061 & FS111 

950-3008 

E2061 & FS111 

950-3009 

E2064MN 

953-3005 

E2065 

951-0016 

E2067 & FS111 

950-3013 

E2111 

951-0007 

E2254 

951-0008 

E2303 

951-0008 

E2333 

951-0008 

E2369 

950-0184 

E2390 

950-0181 

E2446 

951-0008 

E2471 

951-0008 

E2471 

951-0016 

E2490 

951-0008 

E2521 

951-0008 

E3210 

951-5014 

E3212 

951-5015 

E3212 

951-5017 

E3222 

951-0012 

E3222 

951-0013 

E3240 

951-5006 

E3265 

951-5003 

E3268 

951-5004 

E3268 

951-5017 

E3270 

951-5002 

E3270 

951-5016 

E3290 

951-5018 

E3290 

951-5019 

E3307 

951-5020 

E3313 & FS29& FS30 

950-5000 

E3367 

951-5013 

E3368M 

953-5082 

E3369M 

953-5058 

E3372M 

953-0027 

E3500M 

953-0011 

E3501M 

953-0028 

E3506M 

953-0029 

E3507M 

953-0023 

E3508M 

953-0030 

E3509M 

953-0031 

E3510M 

953-5060 

E3511M 

953-5061 


AIRTEX 

DENSO 

E3512M 

953-5065 

E3513M 

953-5067 

E3518M 

953-0032 

E3518M 

953-5128 

E3519M 

953-5097 

E3521M 

953-5110 

E3521M 

953-5118 

E3522M 

953-5070 

E3529M 

953-5073 

E3529M 

953-5075 

E3530M 

953-5069 

E3534M 

953-0019 

E3536M 

953-5084 

E3536M 

953-5129 

E3537M 

953-0033 

E3539M 

953-5098 

E3539M 

953-5127 

E3542M 

953-0034 

E3543M 

953-5028 

E3549M 

953-5132 

E3549M 

953-5134 

E3551M 

953-5083 

E3552M 

953-5102 

E3553M 

953-5120 

E3554M 

953-5106 

E3555M 

953-5119 

E3556M 

953-0035 

E3558M 

953-5117 

E3563M 

953-0036 

E3566M 

953-5107 

E3569M 

953-5108 

E3574M 

953-5113 

E3575M 

953-5114 

E3579M 

953-3081 

E3579M 

953-3082 

E3584M 

953-5112 

E3587M 

953-5133 

E3588M 

953-5123 

E3592M 

953-3054 

E3599M 

953-5070 

E3601M 

953-5097 

E3602M 

953-5116 

E3604M 

953-5131 

E3609M 

953-5126 

E3614M 

953-5121 

E3674M 

953-5115 

E3707M 

953-3052 

E3746M 

953-3053 

E3755M 

953-3080 

E3759M 

953-5057 

E3760M 

953-5056 

E3769M 

953-3079 


AIRTEX 

DENSO 

E3831M 

953-5130 

E3901 

951-5017 

E3902 

951-5017 

E3912M 

953-0005 

E3913M 

953-0004 

E3914M 

953-0007 

E3917M 

953-5002 

E3918M 

953-5002 

E3919M 

953-0008 

E3920M 

953-5016 

E3921M 

953-5002 

E3923M 

953-5015 

E3925M 

953-0006 

E3927M 

953-5013 

E3928M 

953-5014 

E3929M 

953-5017 

E3930M 

953-5022 

E3932M 

953-0012 

E3935M 

953-5053 

E3936M 

953-5024 

E3937M 

953-5025 

E3938M 

953-5026 

E3939M 

953-5038 

E3940M 

953-0013 

E3941M 

953-0014 

E3942M 

953-5012 

E3943M 

953-0010 

E3945M 

953-5030 

E3947M 

953-0009 

E3950M 

953-0015 

E3952M 

953-0016 

E3953M 

953-0017 

E3954M 

953-0024 

E3956M 

953-0037 

E3957M 

953-5051 

E3962M 

953-0025 

E3963M 

953-5045 

E3966M 

953-0018 

E3967M 

953-0020 

E3971M 

953-0022 

E3972M 

953-0019 

E3973M 

953-5080 

E3974M 

953-5066 

E3974M 

953-5074 

E3976M 

953-0026 

E3978M 

953-5037 

E3980M 

953-5040 

E3992M 

953-0021 

E3992M 

953-5125 

E3994M 

953-5048 

E3995M 

953-5029 

E3996M 

953-5062 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

272 Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

_ aplicaciones especfficas. Use esta tabla solo como referenda. 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



AIRTEX 

DENSO 

E3997M 

953-5039 

E7000&FS115 

950-3000 

E7001 &FS104 

950-3004 

E7006& FS104 

950-3024 

E7012&FS115 

950-3002 

E7012&FS115 

950-3022 

E7018& FS148 

950-3001 

E7020&FS104 

950-3027 

E7029M 

953-6003 

E7030M 

953-3007 

E7039M 

953-6001 

E7040M 

953-3001 

E7047M 

953-3068 

E7049M 

953-3067 

E7050M 

953-3069 

E7054M 

953-3008 

E7055M 

953-3016 

E7057M 

953-6006 

E7062M 

953-3066 

E7063M 

953-3055 

E7065M 

953-3065 

E7075M 

953-3002 

E7077M 

953-3000 

E7086M 

953-3009 

E7087M 

953-3017 

E7089M 

953-3010 

E7093M 

953-3011 

E7094M 

953-3003 

E7095M 

953-3013 

E7096M 

953-3012 

E7097M 

953-3015 

E7099M 

953-3048 

E7101M 

953-3014 

E7104M 

953-3019 

E7111M 

953-3022 

E7113M 

953-3028 

E7114M 

953-3020 

E7116M 

953-3021 

E7117M 

953-3024 

E7123M 

953-3026 

E7124M 

953-3025 

E7124M 

953-3033 

E7129M 

953-3050 

E7130M 

953-3031 

E7137M 

953-3018 

E7138M 

953-3023 

E7138M 

953-3027 

E7141M 

953-3030 

E7142M 

953-3038 

E7142M 

953-3040 

E7143M 

953-3032 

E7144M 

953-3037 


AIRTEX 

DENSO 

E7146M 

953-3047 

E7152M 

953-3029 

E7154& FS220& FS221 

950-0199 

E7158M 

953-3043 

E7159M 

953-3044 

E7160M 

953-3036 

E7161M 

953-3035 

E7167M 

953-3039 

E7168M 

953-3034 

E7169M 

953-3049 

E7170M 

953-3073 

E7171M 

953-3045 

E7172M 

953-3041 

E7173M 

953-3059 

E7180M 

953-3071 

E7182M 

953-3070 

E7189M 

953-3058 

E7190M 

953-3057 

E7191M 

953-3046 

E7195M 

953-3072 

E7196M 

953-3056 

E7197M 

953-3061 

E7198M 

953-3063 

E7199M 

953-3060 

E7200M 

953-3062 

E7206 

950-3029 

E7207 

950-3028 

E7221 

950-3030 

E7223M 

953-3051 

E7334 

951-3001 

E8000 

951-3003 

E8002 

951-3002 

E8023 

951-0010 

E8023 

951-0012 

E8119 

951-0011 

E8119 

951-0012 

E8119 

951-0013 

E8119 

951-0014 

E8198& FS150 

950-3021 

E8211 & FS151 

950-3023 

E8213 

951-0001 

E8213 

951-0002 

E8229 

951-0004 

E8229 

951-0007 

E8229 

951-0016 

E8229& FS194 

950-7002 

E8229& FS194 

950-7004 

E8229& FS194 

950-7005 

E8235 

951-0007 

E8240 

951-0003 

E8249 

950-3015 

E8254 

951-0003 


AIRTEX 

DENSO 

E8255 

951-0014 

E8271 

951-0006 

E8271 

951-0009 

E8285 

950-0172 

E8308 

951-3001 

E8335 

951-0004 

E8335 

951-0005 

E8335 

951-0007 

E8335 

951-0008 

E8335 & FS213 

950-7003 

E8397M 

953-3076 

E8404 

951-0001 

E8404 

951-0002 

E8407 

951-0004 

E8418 

951-0002 

E8419 

951-0001 

E8421 

951-0003 

E8424M 

953-3064 

E8430& FS194 

950-7001 

E8432&FS194 

950-7001 

E8450 

951-0007 

E8451 

951-0003 

E8454& FS194 

950-7005 

E8455 

951-0004 

E8455 

951-0007 

E8456 

951-0004 

E8456 

951-0005 

E8456 

951-0008 

E8458 

951-0007 

E8483M 

953-3077 

E8484M 

953-3078 

E8499 

951-0007 

E8500 

951-0008 

E8501 

951-0024 

E8505 

951-0017 

E8508 

950-0212 

E8513 

951-0022 

E8513 

951-0023 

E8513 

951-0025 

E8516 

951-0023 

E8532 

951-0007 

E8533 

951-0008 

E8548 

951-0007 

E8571 

951-0021 

E8743M 

953-3074 

E8804 

951-0007 

E8930M 

953-3075 

FS1 

952-0055 

FS1 

952-0069 

FS1 

952-0076 

FS1 

952-0077 

FS3 

952-0055 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la section de information de aplicacion para obtener detalles sobre 273 

aplicaciones especificas. Use esta tabla solo como referenda. _ 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



AIRTEX 

DENSO 

FS3 

952-0056 

FS3 

952-0057 

FS3 

952-0059 

FS3 

952-0061 

FS3 

952-0063 

FS3 

952-0066 

FS3 

952-0068 

FS3 

952-0073 

FS3 

952-0074 

FS9 

952-0061 

FS10 

952-0062 

FS20 

952-0065 

FS22 

952-0060 

FS22 

952-0064 

FS22 

952-0066 

FS22 

952-0067 

FS22 

952-0071 

FS22 

952-0072 

FS22 

952-0075 

FS22 

952-0079 

FS30 

952-0058 

FS30 

952-0070 

FS30 

952-0080 

FS38 

952-0023 

FS40 

952-0042 

FS103 

952-0029 

FS111 

952-0044 

FS121 

952-0048 

FS123 

952-0034 

FS123 

952-0043 

FS127 

952-0029 

FS129 

952-0048 

FS130 

952-0048 

FS131 

952-0034 

FS131 

952-0036 

FS131 

952-0041 

FS132 

952-0029 

FS132 

952-0034 

FS132 

952-0035 

FS132 

952-0036 

FS132 

952-0038 

FS132 

952-0040 

FS138 

952-0029 

FS139 

952-0006 

FS140 

952-0026 

FS145 

952-0081 

FS146 

952-0001 

FS150 

952-0009 

FS152 

952-0003 

FS152 

952-0004 

FS152 

952-0008 

FS152 

952-0012 


AIRTEX 

DENSO 

FS152 

952-0016 

FS152 

952-0022 

FS154 

952-0002 

FS154 

952-0013 

FS154 

952-0037 

FS158 

952-0009 

FS160 

952-0005 

FS160 

952-0007 

FS160 

952-0011 

FS160 

952-0018 

FS160 

952-0030 

FS160 

952-0039 

FS162 

952-0051 

FS164 

952-0025 

FS164 

952-0082 

FS168 

952-0051 

FS170 

952-0026 

FS170 

952-0027 

FS173 

952-0024 

FS174 

952-0024 

FS175 

952-0025 

FS175 

952-0044 

FS175 

952-0052 

FS180 

952-0015 

FS187 

952-0028 

FS190 

952-0053 

FS192 

952-0014 

FS192 

952-0019 

FS192 

952-0022 

FS192 

952-0054 

FS195 

952-0050 

FS197 

952-0024 

FS198 

952-0032 

FS199 

952-0033 

FS203 

952-0051 

FS205 

952-0047 

FS206 

952-0019 

FS206 

952-0083 

FS209 

952-0008 

FS209& FS215 

952-0049 

FS209& FS216 

952-0049 

FS210 

952-0006 

FS210 

952-0007 

FS210 

952-0010 

FS210 

952-0011 

FS210 

952-0015 

FS210 

952-0017 

FS210 

952-0018 

FS210 

952-0021 

FS210 

952-0030 

FS210 

952-0086 

FS210 

952-0092 


AIRTEX 

DENSO 

FS213 

952-0087 

FS217 

952-0022 

FS217 

952-0082 

FS217 

952-0091 

FS225 

952-0008 

FS226 

952-0020 

FS227 

952-0022 

FS230 

952-0001 

FS231 

952-0010 

FS233 

952-0050 

FS237 

952-0016 

FS240 

952-0050 

FS243 

952-0086 

FS243 

952-0090 

BECKARNLEY 

DENSO 

152-0568 

951-3003 

152-0576 

951-3003 

152-0745 

951-3001 

152-0802 

951-3002 

152-0810 

951-0012 

152-0822 

951-0010 

152-0830 

951-0007 

152-0845 

951-0007 

152-0846 

951-0013 

152-0862 

951-0010 

152-0875 

950-0192 

152-0882 

950-0120 

152-0883 

950-0113 

152-0884 

950-0112 

152-0885 

950-0177 

152-0886 

950-0111 

152-0887 

950-0115 

152-0889 

950-0130 

152-0890 

950-0116 

152-0891 

950-0114 

152-0892 

950-0107 

152-0893 

950-0110 

152-0894 

950-0104 

152-0895 

950-0102 

152-0896 

950-0106 

152-0897 

950-0109 

152-0898 

950-0119 

152-0899 

950-0118 

152-0900 

950-0122 

152-0901 

950-0124 

152-0902 

950-0126 

152-0903 

950-0125 

152-0904 

950-0121 

152-0905 

950-0123 

152-0906 

950-0129 

152-0907 

950-0131 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

274 Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 
_ aplicaciones especfficas. Use esta tabla solo como referenda. 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



BECKARNLEY 

DENSO 

152-0908 

950-0128 

152-0909 

950-0127 

152-0910 

950-0100 

152-0911 

950-0101 

152-0912 

950-0105 

152-0913 

950-0108 

152-0914 

950-0103 

152-0915 

950-0145 

152-0916 

950-0146 

152-0917 

950-0147 

152-0918 

950-0148 

152-0919 

950-0150 

152-0920 

950-0151 

152-0921 

950-0152 

152-0922 

950-0153 

152-0925 

950-0160 

152-0926 

950-0161 

152-0927 

950-0134 

152-0928 

950-0135 

152-0929 

950-0132 

152-0930 

950-0133 

152-0931 

950-0138 

152-0932 

950-0165 

152-0933 

950-0166 

152-0934 

950-7004 

152-0940 

950-0163 

152-0942 

951-0008 

152-0943 

950-0177 

152-0946 

950-0178 

152-0947 

950-0157 

152-0948 

950-0180 

152-0950 

950-0159 

152-0951 

950-0154 

152-0952 

950-0155 

152-0955 

950-0148 

152-0956 

950-0193 

152-0957 

950-0149 

152-0959 

950-0193 

152-0960 

950-0194 

152-0961 

950-0198 

152-0962 

950-0189 

152-0963 

950-0190 

152-0973 

950-7005 

152-0975 

950-0194 

152-0976 

950-0136 

152-0979 

950-7002 

152-0988 

950-0230 

152-0989 

950-0202 

BMW 

DENSO 

16146 756323 

951-0009 


BOSCH 

DENSO 

67000 

953-3004 

67003 

953-3005 

67072 

953-0013 

67085 

953-3006 

67300 

953-5082 

67301 

953-5058 

67302 

953-0022 

67303 

953-0027 

67303 

953-5098 

67305 

953-0011 

67307 

953-0030 

67308 

953-0031 

67308 

953-5060 

67310 

953-5061 

67313 

953-0032 

67314 

953-0032 

67314 

953-5128 

67315 

953-0019 

67317 

953-0035 

67318 

953-5084 

67319 

953-0033 

67322 

953-0005 

67323 

953-0004 

67324 

953-0007 

67325 

951-5020 

67327 

953-5002 

67328 

953-0008 

67329 

953-5016 

67332 

953-5015 

67334 

953-0006 

67336 

953-5013 

67337 

953-5014 

67338 

953-5017 

67339 

953-5022 

67340 

953-0012 

67341 

953-5029 

67342 

953-5053 

67343 

953-5024 

67344 

953-5026 

67345 

953-5028 

67347 

953-0014 

67348 

953-5012 

67349 

953-0010 

67351 

953-5030 

67353 

953-0014 

67358 

953-0017 

67363 

953-5045 

67364 

953-0018 

67367 

953-5057 

67368 

953-0019 

67369 

953-5080 

67370 

953-5066 


BOSCH 

DENSO 

67373 

953-5037 

67374 

953-5040 

67378 

953-0021 

67379 

953-5048 

67381 

953-0009 

67381 

953-0025 

67382 

953-0020 

67386 

953-5117 

67387 

953-0032 

67388 

953-5110 

67388 

953-5118 

67390 

953-0034 

67392 

953-5025 

67393 

953-5097 

67396 

953-0034 

67403 

953-5074 

67408 

953-0024 

67413 

953-0021 

67414 

953-5056 

67415 

953-5132 

67419 

953-5075 

67420 

953-0016 

67421 

953-0036 

67422 

953-5107 

67422 

953-5135 

67423 

953-5108 

67424 

953-5112 

67424 

953-5113 

67425 

953-5115 

67426 

953-5114 

67427 

953-5116 

67429 

953-0028 

67447 

953-5126 

67449 

953-5130 

67451 

953-5131 

67455 

953-5102 

67456 

953-5098 

67459 

953-5119 

67462 

953-5106 

67465 

953-0029 

67469 

953-5134 

67472 

953-0015 

67475 

953-0023 

67480 

953-5098 

67482 

953-0026 

67484 

951-0001 

67492 

953-5039 

67508 

953-3052 

67514 

953-3082 

67520 

953-3054 

67556 

953-5102 

67557 

953-5121 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

aplicaciones especfficas. Use esta tabla solo como referenda. 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



BOSCH 

DENSO 

67563 

953-5097 

67573 

953-5123 

67601 

953-6006 

67602 

953-3000 

67602 

953-3007 

67608 

953-3001 

67611 

953-3068 

67613 

953-3067 

67614 

953-3069 

67616 

953-3008 

67617 

953-3016 

67620 

953-3066 

67621 

953-3055 

67623 

953-3065 

67631 

953-3002 

67636 

953-3009 

67637 

953-3017 

67639 

953-3010 

67641 

953-3011 

67642 

953-3003 

67643 

953-3013 

67644 

953-3012 

67645 

953-3015 

67646 

953-3048 

67648 

953-3014 

67650 

953-3019 

67652 

953-3027 

67653 

953-3028 

67654 

953-3020 

67656 

953-3021 

67657 

953-3024 

67660 

953-3026 

67661 

953-3025 

67663 

953-3018 

67664 

953-3030 

67667 

953-3029 

67673 

953-3032 

67676 

953-3039 

67679 

953-3047 

67681 

953-3041 

67682 

953-3037 

67684 

953-3036 

67692 

953-3022 

67693 

953-3035 

67694 

953-3038 

67700 

953-3031 

67706 

953-3042 

67706 

953-3070 

67706 

953-3073 

67709 

953-3044 

67714 

953-3050 

67715 

953-3043 


BOSCH 

DENSO 

67715 

953-3073 

67716 

953-3033 

67717 

953-3023 

67718 

953-3034 

67729 

953-3057 

67730 

953-3058 

67731 

953-3049 

67740 

953-3040 

67743 

953-3051 

67743 

953-3072 

67744 

953-3063 

67752 

953-3060 

67754 

953-3061 

67756 

953-3062 

67766 

950-0167 

67785 

953-3056 

67886 

950-0116 

67887 

950-0176 

67888 

950-0161 

67890 

950-0113 

67903 

950-0114 

67905 

950-0114 

67907 

950-0113 

67908 

950-0116 

67910 

950-0212 

67911 

950-0221 

67912 

950-0225 

67913 

950-0116 

67916 

950-0116 

67918 

951-0007 

67919 

951-0008 

67920 

951-0007 

67922 

950-0193 

67923 

951-0007 

67925 

950-0169 

67926 

953-3077 

67927 

953-3077 

67928 

953-3076 

68000 

952-0029 

68000 

952-0034 

68000 

952-0036 

68001 

952-0055 

68001 

952-0069 

68001 

952-0076 

68001 

952-0077 

68002 

952-0056 

68002 

952-0057 

68002 

952-0059 

68002 

952-0063 

68002 

952-0066 

68002 

952-0068 

68002 

952-0073 


BOSCH 

DENSO 

68002 

952-0074 

68002 

952-0077 

68003 

952-0061 

68004 

952-0057 

68004 

952-0062 

68005 

952-0065 

68006 

952-0060 

68006 

952-0064 

68006 

952-0067 

68006 

952-0071 

68006 

952-0072 

68006 

952-0075 

68006 

952-0079 

68008 

952-0058 

68008 

952-0070 

68009 

952-0023 

68010 

952-0042 

68012 

952-0044 

68013 

952-0011 

68013 

952-0015 

68014 

952-0026 

68014 

952-0027 

68014 

952-0053 

68015 

952-0019 

68015 

952-0024 

68015 

952-0025 

68015 

952-0044 

68015 

952-0083 

68015 

952-0091 

68017 

952-0028 

68018 

952-0012 

68018 

952-0025 

68018 

952-0033 

68018 

952-0047 

68020 

952-0003 

68020 

952-0008 

68020 

952-0012 

68020 

952-0031 

68020 

952-0050 

68020 & 68079 

952-0049 

68021 

952-0006 

68021 

952-0007 

68021 

952-0010 

68021 

952-0011 

68021 

952-0018 

68021 

952-0021 

68021 

952-0092 

68024 

952-0017 

68026 

952-0011 

68029 

952-0029 

68029 

952-0034 

68029 

952-0036 
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BOSCH 

DENSO 

68029 

952-0041 

68030 

952-0034 

68030 

952-0036 

68031 

952-0038 

68032 

952-0043 

68033 

952-0034 

68035 

952-0001 

68036 

952-0029 

68037 

952-0041 

68038 

952-0036 

68040 

952-0035 

68041 

952-0038 

68043 

952-0029 

68044 

952-0022 

68047 

952-0048 

68048 

952-0048 

68051 

952-0035 

68052 

952-0029 

68052 

952-0038 

68060 

952-0026 

68061 

952-0024 

68064 

952-0032 

68065 

952-0044 

68066 

952-0024 

68066 

952-0044 

68095 

952-0033 

68096 

952-0022 

68096 

952-0082 

68096 

952-0091 

68554 

951-0002 

69100 

951-3000 

69101 

951-0016 

69101 & 68012 

950-3006 

69101 & 68014 

950-3003 

69102 

951-0016 

69102 & 68012 

950-3020 

69110 & 68014 

950-3005 

69117 

951-0016 

69117 & 68014 

950-3007 

69118 & 68012 

950-3006 

69118 & 68014 

950-3005 

69118 & 68014 

950-3014 

69118 & 68014 

950-3016 

69124 & 68012 

950-3008 

69124 & 68012 

950-3009 

69125 

951-0016 

69125 & 68014 

950-3010 

69127 & 68012 

950-3013 

69128 

951-0008 

69128 

951-0016 

69130 

951-0007 

69130 

951-0016 


BOSCH 

DENSO 

69131 

951-0008 

69131 

951-0016 

69132 

951-0008 

69133 

951-3000 

69134 

951-0008 

69134 

951-0016 

69218 

951-5014 

69220 

951-5015 

69220 

951-5017 

69222 

951-5003 

69222 

951-5006 

69223 

951-5003 

69223 

951-5014 

69224 

951-5004 

69225 

951-5002 

69225 

951-5016 

69226 

951-5002 

69228 

951-5018 

69228 

951-5019 

69237 

951-5017 

69238 

951-5017 

69245 

951-5017 

69248 

951-0001 

69252 

950-5000 

69254 

951-5013 

69275 

953-3080 

69300 & 68028 

950-3000 

69301 & 68026 

950-3004 

69302 

951-0008 

69302 & 68026 

950-3024 

69305 & 68028 

950-3002 

69306 & 68027 

950-3001 

69307 & 68026 

950-3027 

69316 

950-0199 

69342 

953-3075 

69345 

953-3071 

69351 

953-3079 

69400 

951-3003 

69405 

951-3003 

69407 

951-0010 

69407 

951-0011 

69407 

951-0012 

69407 

951-0013 

69414 

951-3001 

69469 

951-3001 

69484 

951-0003 

69486 & 68012 

950-3023 

69487 

951-0001 

69487 

951-0002 

69487 

951-0006 

69487 

951-0007 

69496 

951-0004 


BOSCH 

DENSO 

69496 

951-0005 

69496 

951-0007 

69498 

951-0009 

69506 

950-3015 

69509 

951-0003 

69516 

951-0011 

69516 

951-0012 

69516 

951-0013 

69527 

951-0008 

69542 

951-0008 

69544 

951-0004 

69544 

951-0005 

69544 

951-0007 

69544 

951-0008 

69548 

951-0008 

69568 

951-3002 

69599 

950-0102 

69602 

951-0003 

69606 

951-0014 

69613 

951-0007 

69613 

951-0008 

69619 

950-0185 

69620 

950-0186 

69621 

950-0151 

69623 

950-0196 

69624 

950-0185 

69631 

950-0149 

69632 

950-0149 

69633 

950-0150 

69634 

950-0152 

69634 

950-0154 

69635 

950-0145 

69636 

950-0145 

69636 

950-0147 

69636 

950-0149 

69636 

950-0150 

69637 

950-0147 

69637 

950-0150 

69638 

950-0149 

69638 

950-0150 

69644 

950-7004 

69645 

950-7003 

69652 

950-7002 

69653 

950-7001 

69656 

950-0147 

69656 

950-0149 

69656 

950-0150 

69657 

950-0152 

69657 

950-0154 

69658 

950-0152 

69658 

950-0154 

69659 

950-0148 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

aplicaciones especfficas. Use esta tabla solo como referenda. 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



BOSCH 

DENSO 

69659 

950-0149 

69660 

950-0152 

69661 

950-0148 

69663 

950-0148 

69664 

950-0150 

69665 

950-0146 

69666 

950-0146 

69667 

950-0148 

69668 

950-0157 

69669 

950-0157 

69670 

950-0159 

69694 

951-0003 

69696 

951-0003 

69697 

951-0002 

69698 

951-0002 

69699 

951-0023 

69715 

950-0190 

69740 

953-3064 

69748 

951-0024 

69749 

951-0017 

69752 

951-0002 

69760 

951-0002 

69761 

951-0003 

69763 

951-0001 

69764 

950-0131 

69765 

950-0129 

69766 

950-0123 

69842 

950-0161 

69843 

950-0215 

69844 

950-0222 

69875 

953-3077 

69886 

951-0007 

69899 

951-0024 

69907 

953-3074 

69936 

951-0021 

CARTER 

DENSO 

P60504 

951-3003 

P60567 

951-5017 

P60852 

951-5017 

P70121 

951-3001 

P70199 

951-3003 

P72033 

951-3002 

P72089 

951-0012 

P72090 

951-0012 

P72099 

951-3001 

P72118 

950-3021 

P72165 

950-0126 

P72165 

950-0145 

P72165 

950-0147 

P72165 

950-0148 

P72165 

950-0149 


CARTER 

DENSO 

P72165 

950-0150 

P72165 

950-0151 

P72165 

950-0152 

P72165 

950-0153 

P72165 

950-0154 

P72165 

950-0157 

P72165 

950-0159 

P72165 

950-0186 

P72165 

950-0196 

P72187 

950-3023 

P72188 

950-0101 

P72189 

951-0001 

P72192 

951-0004 

P72192 

951-0007 

P72192 & STS136 

950-7002 

P72192 & STS136 

950-7004 

P72192 & STS136 

950-7005 

P72203 

951-0007 

P72205 

950-0179 

P72222 

950-3015 

P72227 

950-0145 

P72227 

950-0151 

P72227 

950-0185 

P72227 

950-0200 

P72232 

950-0118 

P72233 

950-0119 

P72233 

950-0126 

P72236 

950-0120 

P72236 

950-0121 

P72236 

950-0125 

P72236 

950-0126 

P72236 

950-0128 

P72236 

950-0145 

P72237 

950-0120 

P72237 

950-0127 

P72238 

950-0178 

P72239 

950-0122 

P72240 

950-0120 

P72240 

950-0130 

P72241 

950-0111 

P72241 

950-0115 

P72241 

950-0117 

P72242 

950-0120 

P72242 

950-0122 

P72242 

950-0123 

P72242 

950-0125 

P72242 

950-0128 

P72242 

950-0137 

P72242 

950-0193 

P72243 

950-0194 

P72244 

950-0100 

P72244 

950-0101 


CARTER 

DENSO 

P72244 

950-0102 

P72244 

950-0104 

P72244 

950-0192 

P72245 

950-0100 

P72245 

950-0101 

P72246 

950-0101 

P72247 

950-0107 

P72247 

950-0108 

P72247 

950-0109 

P72247 

950-0110 

P72247 

950-0133 

P72248 

950-0103 

P72251 

950-0120 

P72252 

950-0172 

P72255 

951-0014 

P72260 

951-0006 

P72261 

951-0005 

P72262 

950-0160 

P74000 

951-5017 

P74002 

951-5017 

P74006 

951-5006 

P74006 

951-5014 

P74009 

951-5017 

P74028 

951-3000 

P74032 

950-3004 

P74033 

950-3008 

P74036 

950-3000 

P74037 

951-5003 

P74037 

951-5014 

P74037 

951-5015 

P74045 

950-0168 

P74051 

951-5017 

P74057 

950-3024 

P74064 

950-0197 

P74070 

951-5004 

P74074 

951-5002 

P74074 

951-5016 

P74082 

950-3001 

P74083 

950-3002 

P74083 

950-3022 

P74092 

950-3010 

P74095 

950-3007 

P74103 

950-3005 

P74104 

950-0139 

P74107 

953-3004 

P74108 

953-3005 

P74111 

950-0138 

P74112 

950-3006 

P74113 

950-0162 

P74116 

950-3002 

P74117 

950-3003 

P74118 

950-3014 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

278 Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 
_ aplicaciones especfficas. Use esta tabla solo como referenda. 
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INTERCHANGE / ECHANGE 
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CARTER 

DENSO 

P74119 

950-3008 

P74122 

950-0139 

P74123 

950-0163 

P74123 

950-3020 

P74125 

950-3005 

P74126 

951-5015 

P74128 

951-5019 

P74129 

950-5000 

P74133 

951-5020 

P74139 

950-0137 

P74141 

951-5014 

P74144 

950-3013 

P74149 

950-3014 

P74150 

950-0144 

P74153 

950-0136 

P74155 

950-0167 

P74157 

950-0138 

P74158 

950-0167 

P74159 

953-3006 

P74160 

951-5013 

P74167 

951-5016 

P74169 

950-3016 

P74170 

950-0140 

P74171 

950-0195 

P74172 

950-0170 

P74173 

950-0136 

P74174 

950-0163 

P74175 

950-0169 

P74176 

950-0172 

P74177 

950-0143 

P74178 

950-0171 

P74183 

950-0172 

P74184 

950-0163 

P74186 

950-0199 

P74189 

951-0016 

P74192 

950-0184 

P74194 

950-0181 

P74195 

950-0181 

P74198 

950-0181 

P74199 

950-0181 

P74203 

950-0171 

P74204 

950-0172 

P74205 

950-0169 

P74206 

950-0172 

P74207 

950-0143 

P74208 

950-0143 

P74210 

950-0181 

P74211 

950-0165 

P74211 

950-0173 

P74212 

950-0136 

P74618M 

953-6001 

P74629H 

953-3001 


CARTER 

DENSO 

P74634M 

953-3000 

P74634M 

953-3007 

P74653M 

953-3067 

P74654M 

953-3069 

P74656M 

953-6003 

P74657M 

953-3068 

P74658M 

953-3055 

P74662M 

953-3008 

P74663M 

953-3016 

P74673M 

953-3065 

P74674M 

953-6006 

P74675M 

953-3066 

P74676M 

953-3002 

P74688M 

953-0007 

P74690M 

953-0005 

P74693M 

953-3010 

P74695M 

953-3009 

P74697M 

953-3017 

P74706M 

953-3003 

P74707M 

953-3014 

P74708M 

953-3048 

P74710M 

953-3011 

P74711M 

953-3013 

P74712S 

953-0008 

P74714S 

953-5016 

P74715S 

953-5017 

P74716S 

953-0006 

P74717S 

953-5015 

P74732M 

953-3015 

P74734M 

953-3022 

P74735M 

953-3023 

P74737M 

953-3019 

P74738M 

953-3021 

P74739M 

953-3020 

P74740M 

953-3025 

P74741M 

953-5013 

P74747M 

953-0004 

P74750M 

953-5025 

P74750M 

953-5026 

P74752M 

953-0013 

P74753M 

953-0014 

P74754M 

953-5012 

P74755M 

953-0010 

P74756M 

953-5030 

P74757M 

953-0009 

P74760M 

953-0016 

P74761M 

953-0024 

P74763M 

953-5037 

P74764M 

953-5038 

P74765M 

953-5039 

P74766M 

953-5040 

P74767M 

953-0014 


CARTER 

DENSO 

P74768M 

953-0025 

P74769M 

953-5045 

P74770M 

953-0019 

P74771M 

953-5048 

P74773M 

953-0020 

P74774M 

953-0037 

P74775M 

953-5051 

P74776M 

953-5051 

P74777M 

953-5053 

P74778M 

953-0018 

P74779M 

953-0022 

P74781M 

953-0015 

P74784M 

953-5024 

P74787M 

953-5029 

P74789M 

953-0017 

P74790M 

953-0026 

P74791M 

953-0026 

P74792M 

953-0033 

P74792M 

953-5080 

P74794M 

953-0027 

P74797M 

953-5074 

P74800M 

953-3026 

P74801M 

953-3027 

P74802M 

953-3028 

P74803M 

953-3024 

P74810M 

953-5014 

P74817M 

953-5022 

P74819M 

953-3018 

P74820M 

953-0012 

P74823M 

953-3029 

P74824M 

953-3031 

P74826M 

953-5002 

P74831M 

953-0023 

P74832M 

953-0030 

P74833M 

953-5060 

P74834M 

953-0021 

P74834M 

953-5125 

P74835M 

953-0011 

P74836M 

953-0031 

P74841M 

953-5108 

P74844M 

953-5066 

P74846M 

953-0029 

P74847M 

953-5037 

P74900M 

953-5098 

P74900M 

953-5127 

P74901M 

953-5106 

P74902M 

953-5135 

P74912M 

953-0019 

P74914M 

953-5061 

P74915M 

953-5056 

P74916M 

953-5057 

P74917M 

953-0032 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la section de information de aplicacion para obtener detalles sobre 279 

aplicaciones especificas. Use esta tabla solo como referenda. _ 
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CARTER 

DENSO 

P76004 

950-0104 

P76004 

950-0106 

P76004 

950-0132 

P76004 

950-0175 

P76004 

950-0188 

P76009 

950-0132 

P76014 

950-0113 

P76014 

950-0222 

P76014 

950-0225 

P76015 

950-0114 

P76015 

950-0176 

P76016 

950-0116 

P76017 

950-0111 

P76019 

950-0123 

P76020 

950-0129 

P76027 

950-0198 

P76028 

950-0116 

P76030M 

953-3064 

P76031M 

953-3043 

P76031M 

953-3044 

P76032M 

953-3047 

P76033M 

953-3050 

P76034 

950-0124 

P76035 

950-7003 

P76036 

950-7001 

P76040 

950-0167 

P76045 

950-0138 

P76047M 

953-3039 

P76049 

950-0131 

P76049 

950-0166 

P76061M 

953-3041 

P76062 

950-0116 

P76065M 

953-3056 

P76066 

950-0132 

P76067M 

953-3061 

P76068 

950-0106 

P76083M 

953-5133 

P76086M 

953-5123 

P76094M 

953-3032 

P76095M 

953-3058 

P76096M 

953-3046 

P76097M 

953-3057 

P76100M 

953-3060 

P76101 

950-0172 

P76137 

950-0193 

P76144 

951-0007 

P76165 

950-0123 

P76177M 

953-3076 

P76179M 

953-5118 

P76182 

950-0105 

P76183 

950-0161 

P76184M 

953-5121 


CARTER 

DENSO 

P76211 

950-3028 

P76212 

950-0131 

P76213 

950-0194 

P76215 

950-0114 

P76216 

950-0193 

P76217M 

953-3052 

P76218M 

953-3053 

P76219 

950-3028 

P76221M 

953-3054 

P76222M 

953-3051 

P76223M 

953-5124 

P76224 

950-0199 

P76225 

950-3029 

P76227M 

953-3040 

P76228 

950-3030 

P76241M 

953-5126 

P76241M 

953-5130 

P76242M 

953-5131 

P76259M 

953-3070 

P76260M 

953-3071 

P76271 

951-0003 

P76274M 

953-3081 

P76277M 

953-3070 

P76283M 

953-3082 

P76295 

950-0193 

P76321 

950-0212 

P76322 

950-0211 

P76329 

950-0214 

P76349M 

953-5115 

P76355M 

953-3073 

P76358M 

953-3074 

P76371 

951-0023 

P76395 

951-0003 

P76399 

950-0177 

P76403 

950-0141 

P76412 

950-0215 

P76429 

950-0169 

P76440M 

953-0036 

P76443M 

953-3078 

P76484M 

953-3063 

P76485M 

953-3079 

P76488M 

953-5117 

P76510 

951-0007 

P76513 

950-0180 

P76514 

951-0024 

P76515 

950-0194 

P76517 

951-0003 

P76521M 

953-3062 

P76539 

950-0171 

P76577M 

953-3072 

P88007 

951-0012 

STS1 

952-0055 


CARTER 

DENSO 

P74917M 

953-5084 

P74917M 

953-5128 

P74920M 

953-5058 

P74921M 

953-5082 

P74927M 

953-5062 

P74928M 

953-0034 

P74929M 

953-5065 

P74930M 

953-5067 

P74931M 

953-5069 

P74932M 

953-5070 

P74939M 

953-5028 

P74956M 

953-5120 

P74960M 

953-5073 

P74965M 

953-5084 

P74966M 

953-5075 

P74967M 

953-5110 

P74977M 

953-5066 

P74979M 

953-5083 

P74981M 

953-5084 

P74982M 

953-0032 

P74984M 

953-5097 

P74987M 

953-0027 

P74988M 

953-5098 

P74989M 

953-5102 

P74993M 

953-0032 

P74995M 

953-5084 

P75006M 

953-0016 

P75007M 

953-5069 

P75014M 

953-0028 

P75015M 

953-5114 

P75019M 

953-5112 

P75020M 

953-5119 

P75023M 

953-0035 

P75024M 

953-3032 

P75025M 

953-3030 

P75026M 

953-3037 

P75027M 

953-3038 

P75028M 

953-3035 

P75029M 

953-3036 

P75030M 

953-3033 

P75031M 

953-3034 

P75032M 

953-3039 

P75033M 

953-3049 

P75051M 

953-5110 

P75053M 

953-5132 

P75053M 

953-5134 

P75055M 

953-0009 

P76001 

950-0128 

P76002 

950-0113 

P76003 

950-0132 

P76004 

950-0101 

P76004 

950-0103 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

280 Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

_ aplicaciones especfficas. Use esta tabla solo como referenda. 

www.DensoAftermarket.com 







CARTER 

DENSO 

STS1 

952-0059 

STS1 

952-0060 

STS1 

952-0069 

STS1 

952-0076 

STS2 

952-0056 

STS2 

952-0057 

STS2 

952-0059 

STS2 

952-0060 

STS2 

952-0062 

STS2 

952-0063 

STS2 

952-0067 

STS2 

952-0068 

STS2 

952-0071 

STS2 

952-0073 

STS2 

952-0074 

STS4 

952-0058 

STS4 

952-0059 

STS4 

952-0070 

STS7 

952-0055 

STS7 

952-0059 

STS7 

952-0060 

STS7 

952-0064 

STS7 

952-0066 

STS7 

952-0071 

STS7 

952-0072 

STS7 

952-0075 

STS7 

952-0079 

STS8 

952-0061 

STS8 

952-0065 

STS9 

952-0062 

STS36 

952-0036 

STS36 

952-0041 

STS46 

952-0023 

STS48 

952-0080 

STS49 

952-0006 

STS53 

952-0013 

STS63 

952-0006 

STS63 

952-0018 

STS63 

952-0030 

STS68 

952-0001 

STS70 

952-0024 

STS73 

952-0015 

STS74 

952-0003 

STS74 

952-0004 

STS74 

952-0008 

STS74 

952-0012 

STS74 

952-0031 

STS76 

952-0014 

STS95 

952-0029 

STS107 

952-0081 

STS115 

952-0051 

STS117 

952-0025 


CARTER 

DENSO 

STS121 

952-0022 

STS131 

952-0014 

STS131 

952-0019 

STS134 

952-0014 

STS134 

952-0019 

STS140 

952-0047 

STS209 

952-0009 

STS229 

952-0018 

STS248 

952-0051 

STS255 

952-0006 

STS255 

952-0011 

STS255 

952-0018 

STS262 

952-0086 

STS262 

952-0090 

DELPHI 

DENSO 

FD0013 

951-3000 

FD0029 

951-3000 

FD0030 

951-3003 

FE0023 

951-3001 

FE0038 

951-0016 

FE0039 

951-5006 

FE0053 & FS0062 

950-3000 

FE0054 & FS0053 

950-3004 

FE0055 & FS0070 

950-3021 

FE0066 & FS0062 

950-3002 

FE0073 

951-5020 

FE0076 

951-5012 

FE0077 

950-5000 

FE0078 & FS0057 

950-3020 

FE0079 & FS0059 

950-3001 

FE0080 

950-0146 

FE0080 

950-0148 

FE0080 

950-0149 

FE0080 

950-5001 

FE0090 

951-0016 

FE0090 & FS0069 

950-3007 

FE0093 & FS0058 

950-3022 

FE0095 

951-0016 

FE0096 & FS0057 

950-3008 

FE0097 & FS0057 

950-3009 

FE0102 

951-5013 

FE0104& FS0052 

950-3006 

FE0104& FS0057 

950-3006 

FE0105 

951-0016 

FE0106& FS0070 

950-3013 

FE0107 

951-0016 

FE0109 

951-0016 

FE0110 

951-5014 

FE0111 

951-5002 

FE0112 

951-5015 

FE0113 

951-5003 



DELPHI 

DENSO 

FE0114 

951-5016 

FE0115 

951-5017 

FE0116 

951-5004 

FE0118 

951-0016 

FE0119 

951-0001 

FE0125 

951-0012 

FE0129 

951-0007 

FE0141 & FS0058 

950-3014 

FE0146 

951-0011 

FE0146 

951-0013 

FE0146 

951-0014 

FE0150 

951-0004 

FE0150 

951-0007 

FE0150 

951-0016 

FE0150& FS0169 

950-7004 

FE0150& FS0169 

950-7005 

FE0150& FS0187 

950-7004 

FE0153 & FS0051 

950-3005 

FE0154 

951-0016 

FE0154& FS0051 

950-3005 

FE0154& FS0060 

950-3005 

FE0155 & FS0054 

950-3003 

FE0157 

951-0012 

FE0157 

951-0013 

FE0160 

951-0016 

FE0169 

951-0004 

FE0170 

951-0007 

FE0172 

951-0016 

FE0173 

951-0012 

FE0174 

951-0003 

FE0174 

951-0017 

FE0175 

951-0009 

FE0176 

951-0007 

FE0177 

951-0012 

FE0177 

951-0013 

FE0178 

951-0013 

FE0179 

951-0013 

FE0180 

951-0007 

FE0180 

951-0012 

FE0181 

951-0001 

FE0182 

951-0001 

FE0183 

951-0007 

FE0184 

951-0007 

FE0185 

951-0007 

FE0186 

951-0001 

FE0186 

951-0007 

FE0186 

951-0012 

FE0187 

951-0008 

FE0188 

951-0009 

FE0189 

951-0016 

FE0191 

951-0016 

FE0196 

951-0007 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

aplicaciones especfficas. Use esta tabla solo como referenda. 

www.DensoAftermarket.com 
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p 

PEMSQ 

L 



INTERCHANGE / ECHANGE 
INTERCAMBIO 



DELPHI 

DENSO 

FE0197 

951-0007 

FE0198 

951-0007 

FE0199 

950-3015 

FE0200 

951-0008 

FE0204 

951-0007 

FE0208 

950-0184 

FE0210 

950-0181 

FE0211 

951-0014 

FE0216 

950-0181 

FE0218 

950-0181 

FE0222 & FS0054 

950-3007 

FE0237 & FS0071 

950-3016 

FE0239 

951-0008 

FE0240 

951-0016 

FE0241 

951-0008 

FE0242 

951-0008 

FE0243 

951-0004 

FE0244 

951-0016 

FE0245 

951-0008 

FE0248 

951-0007 

FE0250 

951-0007 

FE0254 

951-0005 

FE0254 

951-0006 

FE0256 

951-0010 

FE0256 

951-0012 

FE0259 

951-0001 

FE0273 

951-0007 

FE0276 

951-0007 

FE0283 

951-0007 

FE0284 

951-0007 

FE0285 

950-3027 

FE0291 

950-0181 

FE0294 

951-0016 

FE0295 

951-0008 

FE0296 

951-0008 

FE0297 

951-0008 

FE0298 

951-0008 

FE0299 

951-0008 

FE0300 

951-0008 

FE0301 

951-0008 

FE0302 

951-0008 

FE0304 

951-0016 

FE0305 

951-0012 

FE0306 

951-3000 

FE0310 

951-0016 

FE0317 

951-0007 

FE0319 

951-0016 

FE0320 

951-0007 

FE0321 

951-0008 

FE0325 

951-0013 

FE0326 

951-0010 

FE0326 

951-0012 


DELPHI 

DENSO 

FE0351 

951-0007 

FE0355 

950-7001 

FE0359 

951-0007 

FE0362 

951-0001 

FE0364 

951-0004 

FE0365 

951-0005 

FE0366 

951-0006 

FE0367 

951-0007 

FE0368 

951-0008 

FE0369 

951-0016 

FE0370 

950-0181 

FE0374 

951-0010 

FE0374 

951-0011 

FE0375 

951-0006 

FE0376 

951-0004 

FE0377 

951-0016 

FE0378 

951-5018 

FE0379 

951-5019 

FE0380 

951-0011 

FE0382 

951-0007 

FE0387 

951-0007 

FE0388 

950-7001 

FE0390 

950-0214 

FE0402 

950-0103 

FE0402 

950-0104 

FE0402 

950-0105 

FE0402 

951-0001 

FE0403 

951-0005 

FE0404 

950-0106 

FE0404 

950-0132 

FE0404 

950-0188 

FE0404 

951-0002 

FE0407 

950-0113 

FE0407 

951-0004 

FE0410 

950-0107 

FE0410 

950-0214 

FE0410 

951-0003 

FE0412 

950-0175 

FE0415 

951-0007 

FE0416 

950-3028 

FE0417 

950-3029 

FE0418 

950-3030 

FE0426 

950-3005 

FE0443 

950-0181 

FG0008 

953-0005 

FG0010 

953-0004 

FG0019 

953-5012 

FG0023 

953-5013 

FG0024 

953-5014 

FG0027 

953-5015 

FG0028 

953-5016 

FG0029 

953-5017 


DELPHI 

DENSO 

FG0030 

953-0006 

FG0038 

953-5022 

FG0040 

953-5024 

FG0041 

953-5025 

FG0042 

953-5026 

FG0045 

953-5028 

FG0046 

953-5029 

FG0048 

953-5030 

FG0049 

953-0007 

FG0052 

953-0021 

FG0053 

953-0011 

FG0068 

953-0013 

FG0069 

953-0010 

FG0070 

953-0016 

FG0071 

953-0017 

FG0072 

953-0024 

FG0074 

953-5037 

FG0075 

953-5038 

FG0076 

953-5039 

FG0078 

953-5040 

FG0084 

953-0012 

FG0085 

953-0025 

FG0086 

953-0009 

FG0088 

953-5045 

FG0089 

953-0019 

FG0091 

953-5048 

FG0092 

953-0020 

FG0093 

953-0037 

FG0094 

953-5051 

FG0096 

953-5053 

FG0098 

953-0018 

FG0099 

953-0022 

FG0100 

953-5056 

FG0101 

953-5057 

FG0102 

953-5058 

FG0105 

953-0031 

FG0106 

953-5060 

FG0108 

953-5061 

FG0109 

953-5062 

FG0111 

953-0034 

FG0115 

953-0015 

FG0116 

953-5065 

FG0118 

953-5066 

FG0119 

953-5067 

FG0121 

953-5069 

FG0122 

953-5070 

FG0123 

953-0036 

FG0127 

953-0029 

FG0138 

953-5002 

FG0139 

953-5073 

FG0140 

953-5074 

FG0144 

953-5075 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

282 Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

_ aplicaciones especfficas. Use esta tabla solo como referenda. 

www.DensoAftermarket.com 







DELPHI 

DENSO 

FG0146 

953-0026 

FG0148 

953-0027 

FG0150 

953-0014 

FG0151 

953-5080 

FG0154 

953-5082 

FG0156 

953-0033 

FG0159 

953-5083 

FG0161 

953-5084 

FG0162 

953-0032 

FG0170 

953-0008 

FG0195 

953-3000 

FG0195 

953-3007 

FG0196 

953-3001 

FG0198 

953-3004 

FG0199 

953-3005 

FG0200 

953-3008 

FG0201 

953-3002 

FG0202 

953-3065 

FG0203 

953-3010 

FG0204 

953-6001 

FG0206 

953-3069 

FG0209 

953-3055 

FG0212 

953-3011 

FG0213 

953-3012 

FG0214 

953-3013 

FG0215 

953-3003 

FG0219 

953-3009 

FG0221 

953-3067 

FG0222 

953-3016 

FG0224 

953-3066 

FG0225 

953-3048 

FG0227 

953-3027 

FG0228 

953-3028 

FG0229 

953-3006 

FG0230 

953-3014 

FG0231 

953-3015 

FG0232 

953-3018 

FG0233 

953-3019 

FG0234 

953-3020 

FG0235 

953-3021 

FG0236 

953-3022 

FG0237 

953-3023 

FG0238 

953-3024 

FG0239 

953-3025 

FG0243 

953-3006 

FG0260 

953-5097 

FG0261 

953-5098 

FG0268 

953-5110 

FG0269 

953-5102 

FG0271 

953-0028 

FG0273 

953-0035 

FG0275 

953-5106 


DELPHI 

DENSO 

FG0278 

953-3026 

FG0279 

953-3029 

FG0280 

953-3031 

FG0285 

953-5107 

FG0286 

953-5108 

FG0287 

953-5125 

FG0289 

953-3077 

FG0290 

953-3078 

FG0324 

953-0030 

FG0326 

953-5112 

FG0327 

953-5113 

FG0328 

953-5114 

FG0329 

953-5115 

FG0330 

953-5116 

FG0331 

953-5117 

FG0340 

953-5126 

FG0344 

953-5127 

FG0346 

953-5118 

FG0347 

953-5128 

FG0348 

953-5129 

FG0351 

953-5119 

FG0352 

953-5120 

FG0359 

953-5121 

FG0372 

953-3068 

FG0373 

953-3032 

FG0375 

953-0023 

FG0377 

953-3017 

FG0383 

953-5130 

FG0384 

953-5131 

FG0387 

953-5132 

FG0404 

953-5123 

FG0407 

953-5124 

FG0408 

953-5133 

FG0411 

953-5134 

FG0416 

953-3064 

FG0420 

953-3030 

FG0421 

953-3033 

FG0422 

953-3034 

FG0423 

953-3035 

FG0424 

953-3036 

FG0425 

953-3037 

FG0426 

953-3038 

FG0427 

953-3039 

FG0428 

953-3049 

FG0430 

953-3040 

FG0432 

953-5135 

FG0473 

953-3070 

FG0474 

953-3070 

FG0482 

953-3041 

FG0483 

953-3047 

FG0484 

953-3050 

FG0509 

953-3076 



DELPHI 

DENSO 

FG0510 

953-3051 

FG0510 

953-3072 

FG0515 

953-3052 

FG0516 

953-3053 

FG0517 

953-3054 

FG0813 

953-3043 

FG0814 

953-3073 

FG0817 

953-3070 

FG0819 

953-3042 

FG0820 

953-3044 

FG0833 

953-3079 

FG0843 

953-3061 

FG0886 

953-3074 

FG0924 

953-3062 

FG0925 

953-3063 

FG0927 

953-3057 

FG0928 

953-3058 

FG0929 

953-3060 

FG0940 

953-3056 

FG0955 

953-3080 

FS0001 

952-0055 

FS0002 

952-0056 

FS0003 

952-0057 

FS0004 

952-0058 

FS0005 

952-0057 

FS0006 

952-0059 

FS0007 

952-0060 

FS0008 

952-0076 

FS0009 

952-0061 

FS0010 

952-0062 

FS0011 

952-0063 

FS0012 

952-0077 

FS0013 

952-0055 

FS0014 

952-0064 

FS0015 

952-0065 

FS0017 

952-0079 

FS0018 

952-0066 

FS0019 

952-0067 

FS0020 

952-0059 

FS0021 

952-0068 

FS0022 

952-0069 

FS0023 

952-0080 

FS0024 

952-0070 

FS0025 

952-0069 

FS0027 

952-0071 

FS0029 

952-0072 

FS0031 

952-0055 

FS0034 

952-0075 

FS0049 

952-0073 

FS0052 

952-0027 

FS0054 

952-0027 

FS0057 

952-0024 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

aplicaciones especfficas. Use esta tabla solo como referenda. 
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p 

PEMSQ 

L 



INTERCHANGE / ECHANGE 
INTERCAMBIO 



DELPHI 

DENSO 

FS0057 

952-0044 

FS0061 

952-0027 

FS0063 

952-0029 

FS0063 

952-0034 

FS0063 

952-0036 

FS0066 

952-0034 

FS0066 

952-0036 

FS0067 

952-0026 

FS0071 

952-0027 

FS0072 

952-0029 

FS0075 

952-0034 

FS0079 

952-0043 

FS0080 

952-0035 

FS0082 

952-0029 

FS0083 

952-0048 

FS0085 

952-0003 

FS0085 

952-0034 

FS0085 

952-0036 

FS0088 

952-0003 

FS0088 

952-0012 

FS0088 

952-0016 

FS0091 

952-0026 

FS0092 

952-0025 

FS0092 

952-0044 

FS0093 

952-0002 

FS0093 

952-0005 

FS0093 

952-0006 

FS0093 

952-0007 

FS0093 

952-0011 

FS0093 

952-0013 

FS0093 

952-0015 

FS0093 

952-0017 

FS0093 

952-0018 

FS0093 

952-0021 

FS0093 

952-0030 

FS0093 

952-0038 

FS0093 

952-0039 

FS0093 

952-0040 

FS0093 

952-0092 

FS0095 

952-0051 

FS0096 

952-0028 

FS0097 

952-0003 

FS0097 

952-0004 

FS0097 

952-0008 

FS0097 

952-0012 

FS0097 

952-0031 

FS0099 

952-0014 

FS0099 

952-0054 

FS0101 

952-0001 

FS0103 

952-0009 

FS0107 

952-0019 

FS0108 

952-0024 


DELPHI 

DENSO 

FS0108 

952-0032 

FS0110 

952-0033 

FS0110 

952-0049 

FS0127 

952-0044 

FS0136 

952-0025 

FS0136 

952-0029 

FS0136 

952-0038 

FS0136 

952-0041 

FS0136 

952-0074 

FS0137 

952-0035 

FS0142 

952-0003 

FS0142 

952-0004 

FS0152 

952-0047 

FS0154 

952-0048 

FS0160 

952-0013 

FS0160 

952-0037 

FS0163 

952-0024 

FS0170 

952-0050 

FS0176 

952-0023 

FS0179 

952-0003 

FS0179 

952-0004 

FS0179 

952-0008 

FS0179 

952-0031 

FS0187 

952-0022 

FS0191 

952-0019 

FS0193 

952-0020 

FS0193 

952-0084 

FS0194 

952-0010 

FS0194 

952-0037 

FS0195 

952-0009 

FS0197 

952-0001 

SPECTRA PREMIUM 

DENSO 

SP113 

953-3001 

SP115 

953-3069 

SP117 

953-3000 

SP117 

953-3007 

SP140 

953-3016 

SP154 

953-3004 

SP154A 

953-3006 

SP155 

953-3005 

SP259M 

953-0007 

SP261M 

953-0008 

SP359M 

953-5015 

SP363M 

953-5016 

SP413M 

953-0013 

SP414M 

953-0024 

SP415M 

953-0012 

SP443M 

953-0010 

SP446M 

953-0016 

SP457M 

953-0018 

SP459M 

953-0017 


SPECTRA PREMIUM 

DENSO 

SP461M 

953-0009 

SP470M 

953-5013 

SP3368M 

953-5082 

SP3369M 

953-5058 

SP3371M 

953-0018 

SP3511M 

953-5061 

SP3512M 

953-5065 

SP3513M 

953-5067 

SP3518M 

953-0032 

SP3518M 

953-5128 

SP3521M 

953-5110 

SP3521M 

953-5118 

SP3529M 

953-5073 

SP3534M 

953-0019 

SP3535M 

953-5084 

SP3537M 

953-0033 

SP3549M 

953-5132 

SP3550M 

953-5134 

SP3555M 

953-5119 

SP3566M 

953-5107 

SP3574M 

953-5113 

SP3575M 

953-5114 

SP3584M 

953-5112 

SP3587M 

953-5133 

SP3602M 

953-5116 

SP3604M 

953-5131 

SP3609M 

953-5126 

SP3614M 

953-5121 

SP3935M 

953-5053 

SP3937M 

953-5025 

SP3938M 

953-5026 

SP3942M 

953-5012 

SP3945M 

953-5030 

SP3957M 

953-0009 

SP3974M 

953-5066 

SP3976M 

953-0026 

SP3978M 

953-5037 

SP3980M 

953-5040 

SP4001M 

953-3074 

SP4002M 

953-3075 

SP4003M 

953-3078 

SP6003M 

953-3008 

SP6004M 

953-5014 

SP6005M 

953-5097 

SP6006M 

953-3052 

SP6007M 

953-3053 

SP6008M 

953-3054 

SP6012M 

953-5017 

SP6013M 

953-0006 

SP6028M 

953-5022 

SP6038M 

953-5028 

SP6041M 

953-3002 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

284 Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 
_ aplicaciones especfficas. Use esta tabla solo como referenda. 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



SPECTRA PREMIUM 

DENSO 

SP7022M 

953-3073 

SP7023M 

953-3070 

SP7023M 

953-3073 

SP7025M 

953-3071 

SP7032M 

953-3046 

SP7049M 

953-3067 

SP7086M 

953-3009 

SP7096M 

953-3012 

SP7099M 

953-3048 

SP7101M 

953-3014 

SP7104M 

953-3019 

SP7111M 

953-3022 

SP7113M 

953-3028 

SP7114M 

953-3020 

SP7116M 

953-3021 

SP7117M 

953-3024 

SP7123M 

953-3026 

SP7124M 

953-3025 

SP7124M 

953-3033 

SP7129M 

953-3050 

SP7130M 

953-3031 

SP7137M 

953-3018 

SP7138M 

953-3023 

SP7138M 

953-3027 

SP7141M 

953-3030 

SP7142M 

953-3038 

SP7143M 

953-3032 

SP7144M 

953-3037 

SP7146M 

953-3047 

SP7152M 

953-3029 

SP7158M 

953-3042 

SP7159M 

953-3044 

SP7160M 

953-3036 

SP7161M 

953-3035 

SP7165M 

953-3070 

SP7165M 

953-3073 

SP7167M 

953-3039 

SP7171M 

953-3045 

SP7172M 

953-3041 

SP7173M 

953-3059 

SP7189M 

953-3058 

SP7190M 

953-3057 

SP8044M 

953-3015 

SP8397M 

953-3076 

SP8424M 

953-3064 

SP8721M 

953-3077 

SP49909M 

953-0005 

SP49911M 

953-0004 

SP61029M 

953-0036 

SP61065M 

953-0029 

SP61076M 

953-5098 

SP61084M 

953-5102 


SPECTRA PREMIUM 

DENSO 

SP6043M 

953-3010 

SP6045M 

953-5029 

SP6048M 

953-5115 

SP6076M 

953-3068 

SP6077M 

953-3079 

SP6081M 

953-3055 

SP6085M 

953-0021 

SP6086M 

953-0011 

SP6094M 

953-3081 

SP6094M 

953-3082 

SP6110M 

953-3080 

SP6122M 

953-5038 

SP6139M 

953-3017 

SP6140M 

953-3011 

SP6142M 

953-3013 

SP6143M 

953-3003 

SP6145M 

953-0025 

SP6148M 

953-5045 

SP6149M 

953-0019 

SP6151M 

953-5048 

SP6152M 

953-0020 

SP6153M 

953-0037 

SP6159M 

953-0022 

SP6161M 

953-3065 

SP6163M 

953-3066 

SP6170M 

953-0030 

SP6171M 

953-0031 

SP6172M 

953-5060 

SP6175M 

953-5062 

SP6177M 

953-0034 

SP6181M 

953-0015 

SP6214M 

953-5002 

SP6220M 

953-5075 

SP6226M 

953-0014 

SP6227M 

953-5080 

SP6229M 

953-0014 

SP6235M 

953-5083 

SP6263M 

953-0027 

SP6275M 

953-5084 

SP6275M 

953-5129 

SP6278M 

953-0032 

SP6617M 

953-5117 

SP7005M 

953-3034 

SP7007M 

953-3049 

SP7008M 

953-3056 

SP7009M 

953-3060 

SP7010M 

953-3061 

SP7011M 

953-3062 

SP7012M 

953-3063 

SP7013M 

953-3051 

SP7019M 

953-3072 

SP7022M 

953-3070 


SPECTRA PREMIUM 

DENSO 

SP61085M 

953-5106 

SP61087M 

953-5120 

SP61088M 

953-0035 

SP61090M 

953-0028 

SP61099M 

953-5108 

SP61161M 

953-5102 

SP61374M 

953-0023 

SP61417M 

953-5130 

WALBRO 

DENSO 

TUI 00 

953-3000 

TU100& 400-690 

953-3007 

TU101 

953-3001 

TUI 05 

953-3008 

TUI 06 

953-3002 

TUI 07 

953-3009 

TU111 

953-3010 

TU114 

953-3011 

TU115 

953-3012 

TU116 

953-3013 

TU117 

953-3003 

TU118 

953-3014 

TU119 

953-3015 

TUI 25 

953-3055 

TUI 29 

953-3016 

TU130 

953-3017 

TU131 

953-3048 

TU132 

953-3018 

TU133 

953-3019 

TU136 

953-3020 

TU137 

953-3021 

TU138 

953-3022 

TU139 

953-3023 

TUI 40 

953-3024 

TU141 

953-3025 

TUI 42 

953-3026 

TUI 43 

953-3027 

TUI 44 

953-3028 

TUI 45 

953-3029 

TUI 46 

953-3030 

TUI 47 

953-3031 

TUI 48 

953-3032 

TUI 49 

953-3033 

TU150 

953-3034 

TU151 

953-3035 

TU152 

953-3036 

TU153 

953-3037 

TUI 54 

953-3038 

TU155 

953-3039 

TU156 

953-3049 

TU158 

953-3040 

TUI 60 

953-3041 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la section de information de aplicacion para obtener detalles sobre 285 

aplicaciones especificas. Use esta tabla solo como referenda. _ 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



r 

PEMSQ 

L_ 

Ji'me fit 


WALBRO 

DENSO 

TU161 

953-3056 

TUI 62 

953-3057 

TUI 63 

953-3058 

TUI 64 

953-3042 

TUI 65 

953-3043 

TUI 66 

953-3044 

TUI 67 

953-3045 

TUI 68 

953-3059 

TUI 69 

953-3047 

TU170 

953-3060 

TU171 

953-3061 

TU172 

953-3062 

TU173 

953-3046 

TU174 

953-3050 

TU175 

953-3063 

TU176 

953-3051 

TU200 

953-3004 

TU201 

953-3005 

TU206 

953-3006 

TU454 

953-3052 

TU455 

953-3053 

TU456 

953-3054 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

286 Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

_ aplicaciones especfficas. Use esta tabla solo como referenda. 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



BECKARNLEY 

DENSO 

155-0279 

297-1005 

155-0299 

297-0025 

155-0301 

297-0002 

155-0302 

297-0018 

155-0315 

297-0031 

155-0319 

297-0026 

155-0327 

297-0024 

155-0339 

297-0035 

155-0340 

297-0003 

155-0341 

297-0038 

155-0342 

297-0001 

155-0351 

297-0016 

155-0354 

297-0027 

155-0357 

297-0004 

155-0358 

297-0029 

155-0366 

297-0008 

155-0367 

297-0028 

155-0372 

297-0009 

155-0378 

297-0011 

155-0380 

297-0027 

155-0414 

297-0030 

155-0427 

297-0033 

155-0438 

297-0040 

155-0439 

297-0042 

155-0448 

297-0005 

155-0451 

297-0006 

155-0457 

297-0020 

155-0459 

297-0007 

155-0466 

297-0036 

155-0470 

297-0015 

155-0473 

297-0010 

155-0477 

297-0017 

155-0478 

297-0019 

158-0459 

297-1001 

158-0459 

297-1002 

158-0460 

297-1004 

158-0932 

297-1006 

BORG WARNER 

DENSO 

57176 

297-1001 

57176 

297-1002 

57682 

297-1003 

57765 

297-2011 

57792 

297-2013 

57810 

297-2012 

57811 

297-2014 

57843 

297-0027 

57844 

297-0004 

57849 

297-0002 

63792 

297-0031 

63808 

297-0025 

63809 

297-0003 


BOSCH 

DENSO 

0280150561 

297-2004 

62044 

297-1002 

62068 

297-1001 

62069 

297-1004 

62215 

297-2012 

62216 

297-2011 

62220 

297-2013 

62239 

297-2017 

62240 

297-2015 

62242 

297-2016 

62261 

297-2001 

62262 

297-2018 

GB 

DENSO 

812-12153 

297-0034 

822-11116 

297-2012 

822-11128 

297-2011 

822-11135 

297-2015 

822-11139 

297-2006 

822-11141 

297-2001 

822-11142 

297-2002 

822-11143 

297-2003 

822-11150 

297-2016 

822-11154 

297-2018 

822-11157 

297-2019 

822-11168 

297-2014 

822-11175 

297-2004 

822-11180 

297-2017 

822-11187 

297-2006 

822-11191 

297-2008 

822-11192 

297-2009 

822-11194 

297-2005 

832-12113 

297-0016 

842-12122 

297-0024 

842-12202 

297-2013 

842-12207 

297-1003 

842-12233 

297-0025 

842-12235 

297-0026 

842-12236 

297-0031 

842-12243 

297-0002 

842-12248 

297-0003 

842-12249 

297-0038 

842-12250 

297-0027 

842-12266 

297-0004 

842-12267 

297-0018 

842-12268 

297-0029 

842-12271 

297-0036 

842-12278 

297-0033 

842-12280 

297-0008 

842-12283 

297-0028 

842-12296 

297-0035 

842-12300 

297-0009 


BORG WARNER 

DENSO 

63819 

297-0027 

63825 

297-1004 

63836 

297-0018 

63841 

297-2002 

63849 

297-0024 

63850 

297-0035 

63894 

297-0034 

63901 

297-2015 

63902 

297-2018 

67122 

297-1005 

67140 

297-0026 

67142 

297-0016 

67157 

297-0008 

67165 

297-0028 

67272 

297-0009 

67282 

297-0039 

67284 

297-0042 

67308 

297-0038 

67310 

297-0020 

67340 

297-0001 

67345 

297-0019 

67347 

297-2008 

67350 

297-2001 

67358 

297-2017 

67368 

297-2019 

67369 

297-2016 

67372 

297-2006 

67375 

297-0007 

67398 

297-0041 

67399 

297-0040 

67417 

297-2003 

67419 

297-2007 

67447 

297-0017 

67457 

297-0033 

67458 

297-0006 

67459 

297-0010 

67460 

297-0013 

67465 

297-0030 

67468 

297-0005 

67506 

297-0036 

67516 

297-0015 

67529 

297-0014 

67530 

297-2005 

67536 

297-2004 

67543 

297-0011 

67559 

297-0006 

67563 

297-0029 

67585 

297-0012 

67606 

297-2010 

67610 

297-2009 

67625 

297-0022 

67663 

297-1006 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

aplicaciones especificas. Use esta tabla solo como referenda. 
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INTERCHANGE / ECHANGE 
INTERCAMBIO 



GB 

DENSO 

842-12303 

297-0001 

842-12308 

297-0030 

842-12310 

297-0011 

842-12314 

297-0027 

842-12315 

297-0039 

842-12317 

297-0015 

842-12321 

297-0018 

842-12322 

297-0019 

842-12324 

297-0017 

842-12328 

297-0007 

842-12330 

297-0040 

842-12331 

297-0042 

842-12332 

297-0041 

842-12334 

297-0020 

842-12337 

297-0005 

842-12338 

297-0006 

842-12339 

297-0010 

842-12340 

297-0012 

842-12341 

297-0013 

842-12342 

297-0022 

842-12343 

297-1006 

842-18107 

297-1001 

842-18107 

297-1002 

842-18124 

297-1004 

842-18125 

297-1005 

PYTHON 

DENSO 

610-315 

297-0007 

621-501 

297-0014 

622-301 

297-0036 

626-228 

297-0027 

626-300 

297-0029 

626-504 

297-0027 

627-246 

297-0024 

627-259 

297-0039 

627-314 

297-0040 

627-315 

297-0042 

627-316 

297-0041 

629-545 

297-0008 

629-553 

297-0009 

629-553 

297-0011 

629-612 

297-0015 

629-615 

297-0005 

630-258 

297-1003 

630-279 

297-1001 

630-279 

297-1002 

630-289 

297-1004 

630-293 

297-1005 

630-307 

297-0035 

638-132 

297-0030 

638-137 

297-0033 

638-405 

297-0006 


PYTHON 

DENSO 

638-406 

297-0006 

639-310 

297-0016 

639-314 

297-0028 

640-306 

297-0026 

640-310 

297-0020 

640-501 

297-0003 

640-518 

297-0038 

640-519 

297-0002 

640-521 

297-0001 

640-522 

297-0025 

640-613 

297-0004 

640-614 

297-0031 

648-282 

297-0034 

649-334 

297-2012 

649-359 

297-2016 

649-363 

297-2011 

649-368 

297-2013 

649-407 

297-2005 

649-412 

297-2006 

649-420 

297-2007 

649-421 

297-2008 

649-429 

297-2003 

649-434 

297-2002 

649-438 

297-2017 

649-560 

297-2001 

649-566 

297-2019 

STANDARD 

DENSO 

FJ78 

297-2012 

FJ110 

297-1001 

FJ110 

297-1002 

FJ230 

297-2011 

FJ300 

297-2015 

FJ303 

297-2017 

FJ307 

297-2014 

FJ321 

297-2019 

FJ322 

297-2016 

FJ325 

297-0016 

FJ328 

297-0028 

FJ333 

297-0026 

FJ342 

297-1003 

FJ383 

297-0008 

FJ387 

297-0031 

FJ397 

297-1005 

FJ414 

297-0025 

FJ415 

297-0003 

FJ426 

297-0027 

FJ434 

297-1004 

FJ453 

297-0018 

FJ459 

297-2002 

FJ467 

297-0024 

FJ468 

297-0035 


STANDARD 

DENSO 

FJ605 

297-0034 

FJ610 

297-2018 

FJ638 

297-0027 

FJ639 

297-0004 

FJ644 

297-0002 

FJ662 

297-0009 

FJ672 

297-0039 

FJ674 

297-0042 

FJ702 

297-2013 

FJ726 

297-0038 

FJ728 

297-0020 

FJ758 

297-0001 

FJ763 

297-0019 

FJ765 

297-2008 

FJ768 

297-2001 

FJ770 

297-2006 

FJ773 

297-0007 

FJ797 

297-0041 

FJ798 

297-0040 

FJ816 

297-2003 

FJ818 

297-2007 

FJ847 

297-0017 

FJ857 

297-0033 

FJ858 

297-0006 

FJ859 

297-0010 

FJ860 

297-0013 

FJ865 

297-0030 

FJ868 

297-0005 

FJ906 

297-0036 

FJ916 

297-0015 

FJ929 

297-0014 

FJ930 

297-2005 

FJ936 

297-2004 

FJ943 

297-0011 

FJ959 

297-0006 

FJ963 

297-0029 

FJ984 

297-0012 

FJ1000 

297-2010 

FJ1004 

297-2009 

FJ1018 

297-0022 

FJ1056 

297-1006 

WELLS 

DENSO 

M137 

297-2011 

M146 

297-1001 

M146 

297-1002 

M169 

297-2012 

M317 

297-1003 

M527 

297-2015 

M532 

297-2018 

M536 

297-2017 

M550 

297-0027 
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INTERCAMBIO 


I 

DENSO 

L_ 

first Jime fit' 


WELLS 

DENSO 

M551 

297-0016 

M564 

297-2013 

M574 

297-2014 

M591 

297-2016 

M621 

297-0009 

M625 

297-0030 

M630 

297-1005 

M649 

297-0028 

M682 

297-0024 

M703 

297-0027 

M707 

297-0038 

M708 

297-0026 

M712 

297-0025 

M714 

297-0003 

M715 

297-0029 

M716 

297-0031 

M803 

297-0004 

M815 

297-0039 

M823 

297-2019 

M826 

297-2002 

M839 

297-0008 

M855 

297-0034 

M872 

297-0002 

M886 

297-2003 

M889 

297-0035 

M947 

297-0011 

M948 

297-0015 

M950 

297-0018 

M951 

297-0036 

M952 

297-0033 

M986 

297-2001 

M989 

297-2004 

M992 

297-0001 

M1010 

297-0006 

M1017 

297-1004 

Ml 033 

297-0014 

Ml 034 

297-0007 

Ml 035 

297-0017 

M1037 

297-0020 

M1079 

297-0040 

Ml 080 

297-0042 

Ml 132 

297-2005 

Ml 138 

297-0019 

Ml 165 

297-2007 

Ml 166 

297-2008 

Ml 167 

297-2006 

Ml 176 

297-0041 

M1271 

297-2009 

M1273 

297-2010 

Ml 293 

297-0012 

M1332 

297-1006 

M1334 

297-0022 


WELLS 

DENSO 

Ml 340 

297-0005 

M1365 

297-0006 

M1366 

297-0010 

M1367 

297-0013 


Cross reference information is provided as a guide only. Please refer to the applications guide for more detail. 

Les informations de references croisees sont fournies comme guide seulement. Svp vous referer au guide d'application pour plus de detail. 

Las referencias de equivalentes se brindan exdusivamente como guia. Se recomienda consultar la seccion de informacion de aplicacion para obtener detalles sobre 

aplicaciones especificas. Use esta tabla solo como referenda. 
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New Part Numbers, Obsolete Part Numbers & Supercessions 
Nouveaux numeros de pieces, desuets numeros de pieces et substitutions 
Nuevos numeros de partes, obsoletos numeros de partes y reemplazos 


NEW PART NUMBERS SUPERCEDED PART NUMBERS 

NOUVEAUX NUMEROS DE PIECES NUMEROS DE PIECES REMPLACES 

NUEVOS NUMEROS DE PARTES NUMEROS DE PARTES REEMPLAZADOS 


PART NO 

DESCRIPTION 

USE NO 

950-0164 

FUEL PUMP KIT 

RELABLE TO 950-0163 

950-0183 

FUEL PUMP KIT 

RELABLETO 950-0172 

950-0232 

FUEL PUMP KIT 

RELABLE TO 950-0210 

952-0046 

FUEL PUMP STRAINER 

RELABLE TO 952-0044 

952-0059 

FUEL PUMP STRAINER 

SELL OUT-REORDER 952-0094 

953-5000 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0024 

953-5001 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0034 

953-5003 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0033 

953-5004 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0008 

953-5007 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0005 

953-5008 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0004 

953-5018 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0006 

953-5031 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0007 

953-5032 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0021 

953-5033 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0013 

953-5034 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0010 

953-5035 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0017 

953-5041 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0012 

953-5042 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0025 

953-5043 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0009 

953-5046 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0019 

953-5049 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0020 

953-5050 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0037 

953-5054 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0018 

953-5055 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0022 

953-5059 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0031 

953-5064 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0015 

953-5071 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0036 

953-5072 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0029 

953-5077 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0026 

953-5078 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0027 

953-5079 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0014 

953-5085 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0032 

953-5088 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-5078 

953-5094 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0016 

953-5103 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0011 

953-5104 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0028 

953-5105 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0035 

953-5109 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-3077 

953-5111 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0030 

953-5122 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-0023 

953-6000 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-3069 

953-6002 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-3067 

953-6004 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-3068 

953-6005 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-3065 

953-6007 

FUEL PUMP MODULE ASSY 

SELL OUT-REORDER 953-3066 

955-0112 

FUEL SENDING UNIT 

SELL OUT-REORDER 955-0114 


PART NO 

DESCRIPTION 

952-0094 

FUEL PUMP STRAINER 

953-3064 

FUEL PUMP MODULE ASSY 

953-3065 

FUEL PUMP MODULE ASSY 

953-3066 

FUEL PUMP MODULE ASSY 

953-3067 

FUEL PUMP MODULE ASSY 

953-3068 

FUEL PUMP MODULE ASSY 

953-3069 

FUEL PUMP MODULE ASSY 

953-3070 

FUEL PUMP MODULE ASSY 

953-3071 

FUEL PUMP MODULE ASSY 

953-3072 

FUEL PUMP MODULE ASSY 

953-3073 

FUEL PUMP MODULE ASSY 

953-3074 

FUEL PUMP MODULE ASSY 

953-3075 

FUEL PUMP MODULE ASSY 

953-3076 

FUEL PUMP MODULE ASSY 

953-3077 

FUEL PUMP MODULE ASSY 

953-3078 

FUEL PUMP MODULE ASSY 

953-3079 

FUEL PUMP MODULE ASSY 

953-3080 

FUEL PUMP MODULE ASSY 

953-3081 

FUEL PUMP MODULE ASSY 

953-3082 

FUEL PUMP MODULE ASSY 


OBSOLETE PART NUMBERS 
DESUETS NUMEROS DE PIECES 
NUMEROS DE PARTES OBSOLETOS 


PART NO 

DESCRIPTION 1 

950-0137 

FUEL PUMP KIT 

950-0140 

FUEL PUMP KIT 

950-0144 

FUEL PUMP KIT 

950-0168 

FUEL PUMP KIT 

950-0170 

FUEL PUMP KIT 

951-5006 

FUEL PUMP 

952-0023 

FUEL PUMP STRAINER 

952-0025 

FUEL PUMP STRAINER 

952-0028 

FUEL PUMP STRAINER 

952-0042 

FUEL PUMP STRAINER 

952-0067 

FUEL PUMP STRAINER 

952-0071 

FUEL PUMP STRAINER 

953-5074 

FUEL PUMP MODULE ASSY 

953-6001 

FUEL PUMP MODULE ASSY 

953-6003 

FUEL PUMP MODULE ASSY 

953-6006 

FUEL PUMP MODULE ASSY 
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If you see a vehicle on the road, 

it's likely there's a DENSO product inside. 










DENSO 


first time fit 



Scan this QR Code® with your smart phone 
Scannez ce code QR® a I'aide de votre telephone intelligent. 

Escanee este codigo QR® con su telefono inteligente 



1.888.96.DENSO • 3900 Via Oro Avenue, Long Beach, California 90810 

For the most recent application information and images of DENSO products, visit www.DensoAutoParts.com 

Pour les renseignements les plus recents et des images additionnelles des produits DENSO, visitez le site www.DensoAutoParts.com. 

Para obtener la informacion mas reciente de aplicaciones e imagenes de los productos DENSO, visite www.DensoAutoParts.com. 

© 2013 DENSO Products and Services Americas, Inc. All Rights Reserved. First Time Fit® is a registered trademark of DENSO Products and Services Americas, Inc. 

© 2013 DENSO Products and Services Americas, Inc. Tous droits reserves. First Time FitMD est une marque deposee de DENSO Products and Services Americas, Inc. 
© 2013 Products and Services Americas, Inc. Todos los derechos reservados. First Time Fit® es una marca registrada de DENSO Products and Services Americas, Inc. 







